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Computer Networking 


What will you learn from this book? 


Frustrated by reading networking books chock full of acronyms 
that put your brain into sleep mode? Head First Networking is your 
partner on your step-by-step journey from Junior network admin to 
guru, with not only answers, but the explanations to support them. 


Head First Networking gets your hands dirty solving real network 
problems. Are you chasing down a break in your fiber network? 
Did you just discover the blueprints you were given left out major 
obstructions? Whether it's DHCP or NAT, port mapping or IP 
spoofing, routers or switches, you'll learn what's really going on... 
and how to fix the problems that can shut down your network. 
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What's so special about this book?” 


Like all of the books in the Head First series, Head First Networking 
uses a visually rich format designed for the way the brain works. 
Based on the latest research in neurobiology, cognitive science, 
and learning theory, this book combines words and pictures in a 
compelling, mixed-media style that not only helps readers under- 
stand a subject, but also remember it. 
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“Head First Networking 


takes network concepts 
that are sometimes 
too esoteric and 
abstract even for 
highly technical people 
to understand without 
difficulty and makes 
them very concrete 
and approachable. 
Well done.” 

—Jonathan Moore, Owner, 

Forerunner Design 


“The big picture is 


what is often lost in 
information technology 
how-to books. Head 
First Networking 
keeps the focus on 
the real world.” 
—Rohn Wood, Senior 
Research Systems Analyst, 
University of Montana 


“Head First Networking 


is a comprehensive 
introduction to under- 
standing, building, 
and maintaining 
computer networks. 
The book is useful as a 
textbook for computer 
networking classes and 
as a resource for net- 
work professionals.” 


—Jim Olson 





Advance Praise for Head First Networking 


“Head First Networking takes network concepts that are sometimes too esoteric and abstract even for highly 


technical people to understand without difficulty and makes them very concrete and approachable. Well 
done.” 


— Jonathan Moore, Owner, Forerunner Design 


“Head First Networking is a comprehensive introduction to understanding, building, and maintaining 
computer networks. ‘The book offers practical guidance on how to identify and repair network 
connection problems, configure switches and routers, and make your network secure. It 1s useful as a 
textbook for computer networking classes and as a resource for network professionals.” 


— Dr. Tim Olson, Chair of the Division of Sciences, Salish Kootenai College 


“The big picture is what is often lost in information technology how-to books. Head First Networking keeps 
the focus on the real world, distilling knowledge from experience and presenting it in byte-size packets 


for the IT novitiate. ‘The combination of explanations with real world problems to solve makes this an 
excellent learning tool.” 


— Rohn Wood, Senior Research Systems Analyst, University of Montana 
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Praise for other Head First books 


“Kathy and Bert’s Head First Java transforms the printed page into the closest thing to a GUI you've ever 
seen. In a wry, hip manner, the authors make learning Java an engaging ‘what’re they gonna do next?’ 
experience.” 

—Warren Keuffel, Software Development Magazine 


“Beyond the engaging style that drags you forward from know-nothing into exalted Java warrior status, Head 
First Java covers a huge amount of practical matters that other texts leave as the dreaded “exercise for the 
reader...” It’s clever, wry, hip and practical—there aren’t a lot of textbooks that can make that claim and live 
up to it while also teaching you about object serialization and network launch protocols. ” 


—Dr. Dan Russell, Director of User Sciences and Experience Research 
IBM Almaden Research Center (and teaches Artificial Intelligence at Stanford 
University) 


“It’s fast, reverent, fun, and engaging. Be careful—you might actually learn something!” 


—Ken Arnold, former Senior Engineer at Sun Microsystems 
Coauthor (with James Gosling, creator of Java), The Java Programming 
Language 


“T feel like a thousand pounds of books have just been lifted off of my head.” 
—Ward Cunningham, inventor of the Wiki and founder of the Hillside Group 


“Just the right tone for the geeked-out, casual-cool guru coder in all of us. ‘The right reference for practi- 
cal development strategies—gets my brain going without having to slog through a bunch of tired stale 
professor-speak.” 


—Travis Kalanick, Founder of Scour and Red Swoosh 


Member of the MIT TRI00 


“There are books you buy, books you keep, books you keep on your desk, and thanks to O’Reilly and the 
Head First crew, there is the penultimate category, Head First books. ‘They’re the ones that are dog-eared, 
mangled, and carried everywhere. Head First SOL 1s at the top of my stack. Heck, even the PDF I have 
for review 1s tattered and torn.” 


— Bill Sawyer, ATG Curriculum Manager, Oracle 


“This book’s admirable clarity, humor and substantial doses of clever make it the sort of book that helps 
even non-programmers think well about problem-solving.” 


— Cory Doctorow, co-editor of Boing Boing 
Author, Down and Out in the Magic Kingdom 
and Someone Comes to Town, Someone Leaves Town 
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Praise for other Head First books 


“I received the book yesterday and started to read it...and I couldn't stop. ‘This is definitely très ‘cool.’ It is 
fun, but they cover a lot of ground and they are right to the point. I’m really impressed.” 


— Erich Gamma, IBM Distinguished Engineer, and co-author of Design 
Patterns 


“One of the funniest and smartest books on software design I’ve ever read.” 


— Aaron LaBerge, VP Technology, ESPN.com 


“What used to be a long trial and error learning process has now been reduced neatly into an engaging 


paperback.” 
— Mike Davidson, CEO, Newsvine, Inc. 


“Elegant design is at the core of every chapter here, each concept conveyed with equal doses of 
pragmatism and wit.” 


— Ken Goldstein, Executive Vice President, Disney Online 


“TY Head First HTML with CSS & XHTMI—1t teaches you everything you need to learn in a ‘fun 
coated’ format.” 


— Sally Applin, UI Designer and Artist 


“Usually when reading through a book or article on design patterns, Pd have to occasionally stick myself 
in the eye with something just to make sure I was paying attention. Not with this book. Odd as it may 
sound, this book makes learning about design patterns fun. 


“While other books on design patterns are saying ‘Buehler... Buehler... Buehler...’ this book is on the 
float belting out ‘Shake it up, baby!” 


— Eric Wuehler 


"I literally love this book. In fact, I kissed this book in front of my wife.” 


— Satish Kumar 
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Wouldn't it be dreamy if there 
was a book on networking that 
didn't ask you to memorize the 

OSI Layer model by page 3? But it's 

probably just a fantasy... 






Al Anderson 
Ryan Benedetti 


O'REILLY” 


Beijing * Cambridge « Farnham « Koln ° Sebastopol + Taipei + Tokyo 


Download at Boykma.Com 


Head First Networking 
by Al Anderson and Ryan Benedetti 


Copyright © 2009 Ryan Benedetti and Al Anderson. All rights reserved. 
Printed in the United States of America. 
Published by O’Reilly Media, Inc., 1005 Gravenstein Highway North, Sebastopol, CA 95472. 


O’Reilly Media books may be purchased for educational, business, or sales promotional use. Online editions are 
also available for most titles (safart.oreilly.com). Kor more information, contact our corporate/institutional sales 


department: (800) 998-9938 or corporate@orerlly.com. 


Series Creators: Kathy Sierra, Bert Bates 

Series Editor: Brett D. McLaughlin 

Design Editor: Dawn Griffiths 

Cover Designers: Louise Barr, Steve Fehler 

Production Editor: Brittany Smith 

Indexer: Julie Hawks 

Page Viewers: Al: Emily, Ella, and Austin; Ryan: Josefina, Vincenzo, Shonna 


Shonna —) 






Austin 
Printing History: CC y% 
May 2009: First Edition. 





ledig and Vin 
The O'Reilly logo is a registered trademark of O'Reilly Media, Inc. The Head First series designations, 
Head First Networking and related trade dress are trademarks of O’Reilly Media, Inc. 


mily and 


Many of the designations used by manufacturers and sellers to distinguish their products are claimed as 
trademarks. Where those designations appear in this book, and O’Reilly Media, Inc., was aware of a trademark 
claim, the designations have been printed in caps or initial caps. 


While every precaution has been taken in the preparation of this book, the publisher and the authors assume no 
responsibility for errors or omissions, or for damages resulting from the use of the information contained herein. 


No routers were harmed in the making of this book (but some CAT-5 cables were). 


RepKover ep i om 
Se This book uses RepKover, a durable and flexible lay-flat binding. 


ISBN: 978-0-596-52155-4 
[M] 


Download at Boykma.Com 


We dedicate this book to the first person who ever said, “Hey, let’s 
connect this one to that one and get them to talk to each other...” 


And for making networking complex enough that people need a 
book to learn it. 


Al: To Emily, Ella, and Austin 


Ryan: ‘To my three miracles: Josie, Vin, and Shonna 
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Authors of Head First Networking 
Al Anderson | 





Al Anderson is grateful that his family gave 
him the time and space to write this book. He 

is also grateful to have Ryan as co-author. Al 1s 

the Director of Academic IT Services at Salish 
Kootenai College. He also teaches such classes on 
networking services, network operating systems and 
programming for the IT program. 


Al has also produced training videos on Ruby, Ruby 
on Rails, and RealBasic. If that was not enough, 

he recently finished his Bachelor’s in Computer 
Engineering after starting 20 plus years ago. 


‘This book adventure started over a year and half 
ago when Ryan and AI were flown to Boston to 
attend training at O’Reilly’s Cambridge office. ‘They 
were not under contract yet, and they were not sure 
where the journey would take them. It turned out to 
be a great adventure. ‘Thank you O'Reilly! 
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Ryan Benedetti holds a Master of Fine Arts 
degree in creative writing from the University 

of Montana and teaches in the Liberal Arts 
Department at Salish Kootenai College (SKC) on 
the Flathead Indian Reservation. 


For seven years, Ryan served as Department 

Head for Information ‘Technology and Computer 
Engineering at SKC. Prior to that, he worked as 
editor and information systems specialist for a river, 
stream, and wetland research program in the School 
of Forestry at the University of Montana. 


Ryan’s poems have been published in Cut Bank and 
Andrei Codrescu’s Exquisite Corpse. He loves painting, 
cartooning, playing blues harmonica, making Flash 
learning toys, and practicing zazen. He spends his 
best moments with his daughter and son in the 
Mission Mountain Valley of Montana, and with his 
sweetheart, Shonna, in Portland, OR. 
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Your brain on networking. Here you are trying to learn something, 
while here your brain is doing you a favor by making sure the learning doesn't stick. 
Your brain’s thinking, “Better leave room for more important things, like which wild 
animals to avoid and whether naked snowboarding is a bad idea.” So how do you 


trick your brain into thinking that your life depends on knowing networking. 
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fixing physical networks 
Walking on Wires 
Just plug in that cable and the network’s up, right? 


Network cables silently do their job, pushing our data from here to there, faster 


than we can blink. But what happens when it all goes wrong? Organizations rely 


on their networks so much that the business falls apart when the network fails. 


That’s why knowing how to fix physical networks is so important. Keep reading, 


and we'll show you how to troubleshoot your networks with ease and fix physical 


problems. You'll soon be in full control of your networks. 


Coconut Airways has a network problem 
How do we fix the cable? 

Introducing the CAT-5 cable 

The CAT-5 cable dissected 

So what’s with all the colors? 

Let’s fix the broken CAT-5 cable 

A closer look at the RJ-45 connector 

So what are the physical steps? 

You fixed the CAT-5 cable 

Coconut Airways has more than one network 
Introducing the coaxial cable 

Coaxial networks are bus networks 

So can we fix the cable? 

‘The network’s still not working 

What about connectors and terminators? 
No sound means no electrons 

You've fixed the coaxial cable 
Introducing fiber-optic cables 

‘The Coconut Airways cable’s over-bent 
How to fix fiber-optics with a fusion splicer 
A fiber-optic connector needs fitting too 
We're nearly ready to fix the connector 
‘There are two types of fiber 

Which mode fiber should you use? 

Let’s fit the connector on the fiber-optic 


Coconut Airways is sky high 
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planning network layouts 
Networking in the Dark 


Tired of tripping over wires and getting mauled by your 
electrical closet? When you build a network without planning, you end up with 


a big mess—wires running every which way, wires connected to who knows what? In 





this chapter, you'll learn how to plan a physical network layout that will save your bacon 
down the road. You will also learn how to use proper network hardware to contain and 


help manage all those wires. 


Ghost Watch needs your help! 52 
Every good network needs a good plan 53 
How to plan a network layout 55 
Let’s plan the cabling with a floorplan 56 
Ready to plot some network cables? 60 
We need to decide on the cable management hardware 64 
Uh oh! The cabling is a mess 65 
Ghost Watch needs cable management hardware 66 
Things that go bump... 68 
Let’s start by labeling the cables 74 
But there are still lots of cables 75 
So what's a patch panel? 76 
Behind the scenes of a patch panel Far 
The wires go into a punch down block 78 
Roll the cameras! 83 
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tools and troubleshooting 
Into the Wire 


How do you know when a network signal isn’t getting 
through a network cable? Often the first thing you'll hear about it is 
when the network stops working effectively, but the trouble is, it’s hard to tell what's 
wrong by just looking at a cable. Fortunately, there’s a raft of tools you can use 
that let you see deep into the heart of your network cables, down to the signal 
itself. Keep reading, and we'll show you how to use these tools to troubleshoot 


your networks, and how to interpret the secrets of the signal. 


Mighty Gumball won the Super Bowl contract 86 
A toner and tracer can check for a signal... 

...but can’t check for signal quality 88 
Introducing the multimeter 92 
So what’s resistance? 93 
So how well did the multimeter do? 99 
An oscilloscope shows voltage changes 101 
Voltage is really electrical pressure 102 
Where does noise on network cables come from? 103 
So how well did the oscilloscope perform for Mighty Gumball? 108 
A logical analyzer uses voltage too 110 
When is a logical analyzer useful? 115 
So which tool 1s best? 115 
A LAN analyzer combines the functions of all the other tools 118 
A LAN analyzer understands the network traffic in the signal 119 
So which tool 1s best? 120 
‘The Mighty Gumball problems are sorted 123 
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packet analysis 
You’ve Been Framed 


It’s time to go under the hood. 

Network devices send data down the cable by converting the data into a signal. But how 
do they do this? And what else might be hiding in the signal? Just like a doctor needs 

to look at blood cells to identify blood-borne diseases, a network pro needs to look at 
what's in the network signal to detect network intrusions, perform audits, and generally 
diagnose problems. And the key to all of this is packet analysis. Keep reading while we 


put your network signal under the microscope. 


What’s the secret message? 126 
Network cards handle encoding 130 
‘To get the message, reverse the encoding 131 
The Ethernet standard tells hardware how to encode the data 132 
A quick guide to binary 136 
Computers read numbers, humans read letters 142 
Hexadecimal to the rescue 144 
We can convert to ASCII using hex 145 
Back at the spy agency... 152 
Protocols define the structure of a message 153 
Network frames have lots of layers 161 
Your friendly packet field guide 162 
So can we decode the secret message? 168 


We've got all the right packets... but not necessarily in the right order 169 





The packet tells you the correct order 170 


xiii 
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network devices and traffic 
How Smart is Your Network? 


A network can never be too smart. 


Networks need as much intelligence as you can pack into them, but where 


does that intelligence come from? The answer is from its network devices. 


In this chapter, we'll look at how hubs, switches and routers use their innate 


intelligence to move packets around a network. We'll show you how these 


devices think, why they’re so useful, and we'll even take a peek at what network 


traffic looks like using packet analyzing software. Keep reading, and we'll show 


you how to super-charge your network. 


You've decoded the secret message... 

The packet information tells us where the packet came from 
So who’s the mole? 

There's more to networks than computers 

Hubs are dumb 

Hubs don’t change the MAC address 

A hub sends signals, and sends them everywhere 

So what passed the signal to the hub? 

A switch sends frames, and only sends them where they need to go 
Switches store MAC addresses in a lookup table 

‘The switch has the information... 

We can use software to monitor packets 

Let’s hook Wireshark up to the switch 

Wireshark gives us traffic information 

Routers have MAC addresses too 

Routers are really smart 


You’ve found the mole! 
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connecting networks with routers 
Bringing Things Together 


Need to a get a network connection to a place far, far away? 
So far, we’ve shown you the ins and outs of how you get a single network up and 
running. But what do you do if you need to share resources with some other network? 
That’s where routers come into their own. Routers specialize in seamlessly moving 
network traffic from one network to another, and in this chapter you'll learn exactly how 
they do that. We'll show you how to program your router, and how the router itself can 


help you troubleshoot any problems. Keep reading, and you'll find it’s out of this world... 


Networking on the moon 206 
We need to connect two networks together 209 
The light’s on, but nobody’s home 210 
Let’s see what traffic 1s on our network! 212 
MAC address versus IP address 214 


IP addresses give our networks a sense of location, 

















and network nodes a sense of belonging to that location 215 
We retrieve IP addresses using the MAC address 

and the Address Resolution Protocol (ARP) 216 
So what's the problem with the Moonbase? 221 
How do we get network traffic to move between networks? Zee 
How the router moves data across networks 224 
Back to the Moonbase problem 226 
The secret of IP numbers is... 227 
Routers connect networks by doing the math... 228 
The Router Exposed 231 
You just created this router config file! 238 


Let the router tell us what’s wrong... 240 
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routing protocols 
It’s a Matter of Protocol 


To build big networks, you need to use routers and they 
have to talk to each other. 

Routers need to exchange routes with each other. They use various routing 
protocols to exchange routes. In the chapter, you will first see how to manually 
enter a route, then you will learn how to implement the simple RIP routing protocol. 


Finally you will learn how to setup EIGRP, an advanced routing protocol. 


Houston, we have a problem... 244 
Routing tables tell routers where to send packets 245 
Each line represents a different route 246 
So how do we enter routes? 248 
Routes help routers figure out where to send network traffic 249 
So are the moonbases now connected? 253 
Back on the moon... 259 
So how do we troubleshoot bad routes? 256 
The traceroute command is useful too 257 
So what's the problem with the network connection? 261 
‘The network address changes keep on coming... 262 
Use RIP to get routes to update themselves 264 
So how do we set up RIP? 270 
There are too many hops 272 
The routing protocol zoo 276 
So how do we setup EIGRP? 282 
We have lift off! 288 
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the domain name system 

Names to Numbers 

You probably don’t even think about it, but when you type 
a URL into a browser, how does your computer find an IP 


address for that server? 


In this chapter you will discover the world of Internet domains. You will find out how 





there are 13 root servers that deal out domain name information for the entire Internet. 


You will also install and configure your own DNS server. 





The Head First Health Club needs a website 292 
Hello, my domain name 1s... 293 
Let’s go buy a domain name 294 
Uh-oh! We’re in trouble 296 
Introducing the DNS 298 
‘The DNS relies on name servers 298 
How the DNS sees your domain 299 
So how does this affect the Health Club? 304 
First install a DNS name server... 306 
...then configure the name server 307 
The Nameserver Exposed 313 
The anatomy of a DNS zone file 314 
Here’s what the DNS zone file tells us about 

the Health Club servers 315 
The Health Club can’t send emails 317 
Email servers use RDNS to fight SPAM 318 
Check your sources with reverse DNS 319 
The dig command can do a reverse DNS lookup 320 
Your name server has another important zone file... 322 
The emails are working! 32/ 
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monitoring and troubleshooting 
Listen to Your Network’s Troubles 


Listening to your network can save you lots of heartache! 


Well, you have your network up and running. But like anything, it needs to be 





monitored and maintained. If it’s not, one day it will just stop working, and you will have 
no idea why. You will discover in this chapter various tools and techniques to help you 
listen to your network and understand what is going on with it, so you can deal with 


any problem before it becomes a bigger problem. 


Pajama Death are back on tour 330 
So where would you start troubleshooting a misfiring network? 331 


Start troubleshooting your network problems by checking 


in with your network devices 333 
Troubleshoot network connectivity with the ping command 334 
If the ping fails, check the cables 335 
Get started with the show interface command 341 
Cisco Show Command Exposed 342 
‘The ticket network’s still not fixed 345 
SNMP to the rescue! 346 
SNMP is a network admininistrator’s communication tool 347 
How to configure SNMP on a Cisco device 348 
Get devices to send you their problems 354 
How to configure syslogd on a Cisco device 355 
How do you tell what’s in the logs? 356 
‘Too much information can be just as bad as not enough 359 
How do you know which events are important? 360 
Pajama Death's a sell-out! 361 
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Wireless networking 
Working Without Wires 


Surfing the Internet without wires is great! 

This chapter will show you all the things that you need to think when setting up a 
wireless access point. First you need to consider the physical location, because radio 
waves can be blocked. Second, we introduce some more network acronyms, NAT and 
DHCP. But don’t worry, we'll explain them, so at the end of the chapter you will be able 


to have one great wireless network up and running. 


Your new gig at Starbuzz Coffee 364 
Wireless access points create networks using radio waves 365 
Let’s fit the wireless access point 366 
What about the network configuration? 373 
So what’s DHCP? 374 
First make sure the client has DHCP turned on... 376 
Second, make the wireless access point a DHCP server... 376 
...and then specify an acceptable range of IP addresses 377 
So has setting up DHCP solved the problem? 378 
Secrets of the DHCP Server 378 
‘This time it’s personal 379 
We've run out of IP addresses 380 
NAT works by reallocating IP addresses 381 
So how do we configure NAT? 382 
There's more than one wireless protocol 386 
The central Starbuzz server needs to access the cash register 390 
Port mapping to the rescue! a397 
Let’s set up port mapping on the Starbuzz access point 394 
‘The wireless access point is a success! 398 
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network security 
Get Defensive 


The network’s a dangerous place to make a living. 
Attackers lurk around every corner: rootkits, and script kiddies, and bots... oh 
my! You’ve got to buck up and harden your network, or the barbarians will 
crash the gates. In this chapter, we expose you to the seedy underworld of 

the network, where attackers spoof MAC addresses, poison your ARP cache, 
infiltrate your internets, sneak packets into your network, and trick your co- 
workers into coughing up their passwords. Get defensive, dude! Let’s keep our 


precious data in and the interlopers out. 





The bad guys are everywhere 400 
And it’s not just the network that gets hurt... 401 
The big four in network security 402 
Defend your network against MAC address spoofing 405 
So how do we defend against MAC address spoofing? 410 
Defend your network against ARP poisoning attacks 411 
So what can we do about ARP poisoning attacks? 412 
It’s all about the access, baby! 414 
Set up your router’s Access Control Lists to keep attackers out 415 
So how do we configure the Access Control List? 417 
Firewalls filter packets between networks 420 
Packet-filtering rules! 421 
Master the static packet filter 422 
Get smart with stateful packet-filters 426 
Humans are the weakest link in your security chain 429 
So how do social engineers operate? 430 
Smash social engineering with a clear and concise security policy 452 
You've hardened your network 435 
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designing networks 
You Gotta Have a Plan! 


When it comes to networks, a good plan means everything. 


You’ve learned an awful lot about networking since those early days in Chapter 1. 





You've learned how to implement physical cable networks, how wireless access 
points work, how to make the most of your intelligent network devices, and all sorts of 
troubleshooting techniques to get you out of the hairiest network dilemmas. It’s now 
time for you to put everything you've learned into practice and see just how far you've 


traveled on your networking journey. We know you can do tt! 


Now you have to plan a network from scratch! 438 
You have to know what the needs are before you can plan 44] 
So you've developed your questions, now what? 443 
The Plan 443 
Look at your action plan 444 
So you have a physical layout, what’s next? 447 
Blueprints show everything in a building’s design 448 
You may have to modify your network design 

based on what you see in the blueprints! 449 
So you've got your physical network layout, what's next? 456 
Finally, you need an implementation plan 464 
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leftovers 
The Top Ten Things (we didn’t cover) 


Networking is such a huge subject, we couldn’t hope to 


cover everything in just one book. 


But before we turn you loose on the world, we want to add a few more things to 


your toolbox. Some of these things are in all the network books, so we thought we 


could squeeze them in here. Some of these things are higher level, and we want 


you to at least be familiar with the terminology and basic concepts. So before you 


put the book down, take a read through these tidbits. 


#1 Network topologies 

#2 Installing Wireshark 

#3 How to get to the console or terminal 
#4 ‘The TCP Stack 

#5 VLANS 

#6 Cisco IOS Simulators 

#7 BGP 

#8 VPN 

#9 Intrusion Detection Systems 


#10 Cisco Certification 
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ascii tables 
Looking Things Up 


Where would you be without some trusty ASCII tables? 
Understanding network protocols isn’t always enough. Sooner or later, you’re going to 
need to look up ASCII codes so you can understand what secrets are being passed 
around your network. In this appendix, you'll find a whole bunch of ASCII codes. 


Whether you prefer binary, hexadecimal, or good old decimal, we've got just the codes 


you need. 
ASCII tables 0-31 480 
ASCII code tables 32-63 481 
ASCII code tables 64-95 482 
ASCII code tables 96-127 483 


installing bind 

Getting a Server to talk DNS 

Every good network professional needs a good DNS 
server. And the most commonly used DNS server on the Internet is BIND. 


Installing BIND is fairly simple, but just in case you need some extra reassurance, 


here are some handy instructions on how to do tt. 


#1 Installing BIND on Windows (XP, 2000, Vista) 486 

#2 Installing BIND Mac OS X Server 487 

#3 Installing BIND Mac OS X Client & Linux 487 
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I can't believe 
they put that ina 
networking book. 
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Who is this book for? 


If you can answer “yes” to all of these: 


© 
© 


© 


Do you need to learn networking for a job, for a class 
(like CCNA), or just because you think it’s about time you 
learned the difference between a switch and a router? 


Do you want to learn, understand, and remember how to 
run an industrial-strength packet sniffer, set up a Domain 
Name System server, build firewall packet filters, and 
configure routing protocols like EIGRP? 


Do you prefer stimulating dinner party conversation to dry, 
dull, academic lectures? 


this book is for you. 


Who should probably back away from this book? 


If you can answer “yes” to any of these: 


© 
© 
© 


this book is not for you. 


Are you completely new to computers? 


Are you a CCNA or CCNP looking for a reference book? 


Are you afraid to try something different? Would you 
rather have a root canal than mix stripes with plaid? Do 
you believe that a technical book can’t be serious if it 
anthropomorphizes multimeters and oscilloscopes? 


m 





[Note from marketing: this book is 
for anyone with a credit card.J 


XXVI 


Download at Boykma.Com 


the intro 


We know what you're thinking 


“How can this be a serious networking book?” 
"What's with all the graphics?” 


"Can I actually learn it this way?” 


We know what your brain is thinking ( = 











Your brain craves novelty. It’s always searching, scanning, wazting for something 
unusual. It was built that way, and it helps you stay alive. 


So what does your brain do with all the routine, ordinary, normal things 
you encounter? Everything it can to stop them from interfering with the 

brain’s real job—recording things that matter. It doesn’t bother saving the 
boring things; they never make it past the “this is obviously not important” | 
filter. 


How does your brain know what’s important? Suppose you’re out for a day 
hike and a tiger jumps in front of you, what happens inside your head and 
body? 

Great. Only 488 
more dull, dry, 
boring pages. 


Neurons fire. Emotions crank up. Chemicals surge. 


And that’s how your brain knows... 


This must be important! Don’t forget it! 


bins 
ae a } | sin 
But imagine you’re at home, or in a library. It’s a safe, warm, tiger-free zone. You br "hk wor 


Q 
You’re studying. Getting ready for an exam. Or trying to learn some tough THIS ‘^ 2 








technical topic your boss thinks will take a week, ten days at the most. saml) OA 

Just one problem. Your brain’s trying to do you a big favor. It’s trying to \ | H: ié 
make sure that this obviously non-important content doesn’t clutter up scarce i Hr = 
resources. Resources that are better spent storing the really bzg things. r ae 


Like tigers. Like the danger of fire. Like how you should never have = 
ie 
= = 


T = i i Hig nj 





posted those “party” photos on your Facebook page. And there's no 
simple way to tell your brain, “Hey brain, thank you very much, but 
no matter how dull this book is, and how little Pm registering on the 
emotional Richter scale right now, I really do want you to keep this 
stuff around.” 
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We think of a “Head First’ reader as a learner. 


So what does it take to learn something? First, you have to getit, then make sure you 
don’t forget it. It’s not about pushing facts into your head. Based on the latest research 
in cognitive science, neurobiology, and educational psychology, learning takes a lot 


more than text on a page. We know what turns your brain on. 
Some of the Head First learning principles: 


Make it visual. Images are far more memorable than words alone, and make learning 
much more effective (up to 89% improvement in recall and transfer studies). It also makes 
things more understandable. Put the words within or near the graphics they 
relate to, rather than on the bottom or on another page, and learners will be up to twice as 





likely to solve problems related to the content. 


Usea conversational and personalized style. In recent studies, students performed up to 40% 
better on post-learning tests if the content spoke directly to the reader, using a first-person, conversational 
style rather than taking a formal tone. Tell stories instead of lecturing. Use casual language. Don't take 
yourself too seriously. Which would you pay more attention to: a stimulating dinner party companion, OF a 
lecture? 


Get the learner to think more deeply. In other words, unless you actively 
flex your neurons, nothing much happens in your head. A reader has to be motivated, 





engaged, curious, and inspired to solve problems, draw conclusions, and generate new 
knowledge. And for that, you need challenges, exercises, and thought-provoking questions, 
and activities that involve both sides of the brain and multiple senses. 


Get—and keep—the reader’s attention. We've all had the “I really want to learn this but | can't stay 
awake past page one” experience. Your brain pays attention to things that are out of the ordinary, interesting, 
strange, eye-catching, unexpected. Learning a new, tough, technical topic doesn't have to be boring. Your 
brain will learn much more quickly if it’s not. 


Touch their emotions. We now know that your ability to remember something is 
largely dependent on its emotional content. You remember what you care about. You 
remember when you feel something. No, we're not talking heart-wrenching stories about 
a boy and his dog. We're talking emotions like surprise, curiosity, fun, “what the...?", and 
the feeling of “| Rule!” that comes when you solve a puzzle, learn something everybody 
alse thinks is hard, or realize you know something that “I'm more technical than thou" 


Bob from engineering doesn't. 
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Metacognition: thinking about thinking 


If you really want to learn, and you want to learn more quickly and more 















I wonder how 
I can trick my brain 
into remembering 
this stuff... 


deeply, pay attention to how you pay attention. ‘Think about how you think. 
Learn how you learn. 


Most of us did not take courses on metacognition or learning theory when we 
were growing up. We were expected to learn, but rarely taught to learn. 


But we assume that if you’re holding this book, you really want to learn a 
networking. And you probably don’t want to spend a lot of time. If you want . 
to use what you read in this book, you need to remember what you read. And 
for that, you've got to understand it. ‘To get the most from this book, or any book 
or learning experience, take responsibility for your brain. Your brain on ths 
content. 


— 


The trick is to get your brain to see the new material you're learning as 
Really Important. Crucial to your well-being. As important as a tiger. 
Otherwise, youre in for a constant battle, with your brain doing its best to 
keep the new content from sticking. 


See 
Lie 
FE] FFA 
"o 
=| ¥ P- 
So just how DO you get your brain to treat | | ER | 
networking like it was a hungry tiger? | - are KE OM 


There's the slow, tedious way, or the faster, more effective way. The 
slow way is about sheer repetition. You obviously know that you are able to learn 

and remember even the dullest of topics if you keep pounding the same thing into your 
brain. With enough repetition, your brain says, “This doesn’t feel important to him, but he 
keeps looking at the same thing over and over and over, so I suppose it must be.” 


The faster way 1s to do anything that increases brain activity, especially different 
types of brain activity. ‘The things on the previous page are a big part of the solution, 
and they're all things that have been proven to help your brain work in your favor. For 
example, studies show that putting words within the pictures they describe (as opposed to 
somewhere else in the page, like a caption or in the body text) causes your brain to try to 
makes sense of how the words and picture relate, and this causes more neurons to fire. 
More neurons firing = more chances for your brain to get that this 1s something worth 
paying attention to, and possibly recording. 


Å conversational style helps because people tend to pay more attention when they 
perceive that they’re in a conversation, since they’re expected to follow along and hold up 
their end. ‘The amazing thing is, your brain doesn’t necessarily care that the “conversation” 
is between you and a book! On the other hand, if the writing style 1s formal and dry, your 
brain perceives it the same way you experience being lectured to while sitting in a roomful 
of passive attendees. No need to stay awake. 


But pictures and conversational style are just the beginning... 
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Here’s what WE did: 


We used pictures, because your brain is tuned for visuals, not text. As far as your brain’s 
concerned, a picture really zs worth a thousand words. And when text and pictures work O 
together, we embedded the text zm the pictures because your brain works more effectively O 
when the text is within the thing the text refers to, as opposed to in a caption or buried in the 










<Boop> Hey, I hear you! 


Electrons live and active 





round here. <Boop> 









text somewhere. 


We used redundancy, saying the same thing in different ways and with different media types, 
and multiple senses, to increase the chance that the content gets coded into more than one area 





QO olly © F 
== | 
A 


The tracers oF 


tone detector 


of your brain. 






N 





We used concepts and pictures in unexpected ways because your brain is tuned for novelty, 
and we used pictures and ideas with at least some emotional content, because your brain 

is tuned to pay attention to the biochemistry of emotions. ‘That which causes you to feel 
something is more likely to be remembered, even if that feeling is nothing more than a little 
humor, surprise, or interest. 


We used a personalized, conversational style, because your brain 1s tuned to pay more 
attention when it believes you’re in a conversation than if it thinks you're passively listening 
to a presentation. Your brain does this even when you’re reading. 


We included more than 80 activities, because your brain is tuned to learn and remember 
more when you do things than when you read about things. And we made the exercises 
challenging-yet-do-able, because that’s what most people prefer. 


We used multiple learning styles, because you might prefer step-by-step procedures, while 
someone else wants to understand the big picture first, and someone else Just wants to see 

an example. But regardless of your own learning preference, everyone benefits from seeing the 
same content represented in multiple ways. 





We include content for both sides of your brain, because the more of your brain you 
engage, the more likely you are to learn and remember, and the longer you can stay focused. 
Since working one side of the brain often means giving the other side a chance to rest, you 
can be more productive at learning for a longer period of time. 


And we included stories and exercises that present more than one point of view, 
because your brain is tuned to learn more deeply when it’s forced to make evaluations and 
judgments. 


We included challenges, with exercises, and by asking questions that don’t always have 

a straight answer, because your brain is tuned to learn and remember when it has to work at 
something. ‘Think about it—you can’t get your body in shape just by watching people at the 
gym. But we did our best to make sure that when you're working hard, it's on the right things. 
That you’re not spending one extra dendrite processing a hard-to-understand example, 
or parsing difficult, jargon-laden, or overly terse text. 


We used people. In stories, examples, pictures, etc., because, well, because _you’re a person. 
And your brain pays more attention to people than it does to things. 
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| Cut this out and stick it 


Slow down. The more you understand, the 
less you have to memorize. 

Don’t just read. Stop and think. When the book asks 
you a question, don’t just skip to the answer. Imagine 
that someone really zs asking the question. ‘The 

more deeply you force your brain to think, the better 
chance you have of learning and remembering. 


Do the exercises. Write your own notes. 


We put them in, but if we did them for you, that 
would be like having someone else do your workouts 
for you. And don’t just look at the exercises. Use a 
pencil. There's plenty of evidence that physical 
activity whe learning can increase the learning. 


Read the “There are No Dumb Questions” 
‘That means all of them. ‘They’re not optional 
sidebars, they’re part of the core content! 


Don’t skip them. 


Make this the last thing you read before bed. 


Or at least the last challenging thing. 


Part of the learning (especially the transfer to 
long-term memory) happens after you put the book 
down. Your brain needs time on its own, to do more 
processing. If you put in something new during that 
processing time, some of what you just learned will 
be lost. 


Talk about it. Out loud. 


Speaking activates a different part of the brain. If 
you re trying to understand something, or increase 
your chance of remembering it later, say it out loud. 
Better still, try to explain it out loud to someone else. 
You'll learn more quickly, and you might uncover 
ideas you hadn’t known were there when you were 
reading about it. 


Q 


Q 


the 


Here's what YOU can do to bend 
your brain into submission 


So, we did our part. The rest 1s up to you. ‘These tips are a 
starting point; listen to your brain and figure out what works 
for you and what doesn’t. ‘Try new things. 


Drink water. Lots of it. 


Your brain works best in a nice bath of fluid. 
Dehydration (which can happen before you ever 
feel thirsty) decreases cognitive function. 


Listen to your brain. 


Pay attention to whether your brain is getting 
overloaded. If you find yourself starting to skim 
the surface or forget what you just read, it’s time 
for a break. Once you go past a certain point, you 
won't learn faster by trying to shove more in, and 
you might even hurt the process. 


Feel something. 


Your brain needs to know that this matters. Get 
involved with the stories. Make up your own 
captions for the photos. Groaning over a bad joke 
is stall better than feeling nothing at all. 


Get your hands dirty! 


There's only one way to learn to network: get your 
hands dirty. And that's what you're going to do 
throughout this book. Networking is a skill, and 

the only way to get good at it is to practice. We’re 
going to give you a lot of practice: every chapter has 
exercises that pose a problem for you to solve. Don’t 
just skip over them—a lot of the learning happens 
when you solve the exercises. We included a solution 
to each exercise—don’t be afraid to peek at the 
solution if you get stuck! (It’s easy to get snagged 

on something small.) But try to solve the problem 
before you look at the solution. And definitely get it 
working before you move on to the next part of the 


book. 
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Read Me 


‘This is a learning experience, not a reference book. We deliberately stripped out everything 
that might get in the way of learning whatever it is we’re working on at that point in the 
book. And the first time through, you need to begin at the beginning, because the book 
makes assumptions about what you've already seen and learned. 


We begin by teaching basic concepts like cabling and physical 
layout, then we move on to signals and hardware, and then onto 
stuff like wireless networking, security, and network design. 


While it’s important to create well-designed networks, before you can, you need to 
understand the basic components and concepts of networking. So we begin by having you 
physically layout simple networks and work with network cables. ‘Then, a bit later in the 
book, we show you good network design practices. By then you'll have a solid grasp of the 
basic information and can focus on the advanced aspects of network design. 


We don’t cover every networking technology on the planet. 


While we could have put every single networking technology in this book, we thought you’d 
prefer to have a reasonably liftable book that would teach you the networking technologies 
that will get you up and running. We give you the ones you need to know, the ones 

you'll use 95 percent of the time. And when you’re done with this book, you'll have the 
confidence to go research that hot new technology and implement on your kickass network. 


We intentionally cover things differently than the other networking 
books out there. 


‘Trust us. We've read a lot of networking books. We decided to write a book that our 
students could use, a practical book that didn’t start out with the OSI layer model. We 
like it when our students stay awake in class. We also cover stuff we couldn’t find in other 
books: all that structural stuff that keeps your cables neat and out of sight; how signals get 
encoded into binary, hex, and ascii; and how reading blueprints can help you lay out your 
network. 
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The activities are NOT optional. 


The exercises and activities are not add-ons; they’re part of the core content of the book. 
Some of them are to help with memory, some are for understanding, and some will help 
you apply what you've learned. Don’t skip the exercises. ‘Vhe crossword puzzles are 
the only thing you don’t have to do, but they’re good for giving your brain a chance to 
think about the words and terms you’ve been learning in a different context. 


The redundancy is intentional and important. 


One distinct difference in a Head First book is that we want you to really get it. And we 
want you to finish the book remembering what you’ve learned. Most reference books 
don’t have retention and recall as a goal, but this book is about learning, so you'll see some 
of the same concepts come up more than once. 


The book doesn’t end here. 


We love it when you can find fun and useful extra stuff on book companion sites. You'll 
find extra stuff on networking at the following two urls: 

http: / /www.headfirstlabs.com/books/hfnw/ 

http://www. hfnetworking.com 


The Brain Power exercises don’t have answers. 


For some of them, there is no right answer, and for others, part of the learning 
experience of the Brain Power activities 1s for you to decide if and when your answers 
are right. In some of the Brain Power exercises, you will find hints to point you in the 
right direction. 
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The technical review team 


Jonathan Moore Tim Olson 








Rohn Wood 


Technical Reviewers: 


Johnathan Moore has ten years of experience as a network technical consultant and contractor. He owns 
Forerunner Design, a Web design and development business located in Wenatchee Washington. 


Tim Olson teaches computer engineering and physics at Salish Kootenai College and is on the science team for the 
NASA Mars Science Laboratory mission. He enjoys skiing and horseback riding with his family in the mountains of 
western Montana. 


Rohn Wood lives and works in Montana trying to bring high performance computing to the old West. A full time 
employee of the University of Montana and half-time employee of the University of Washington, he makes his living 
off his UNIX chops and works remotely from his home in the Bitterroot Mountains with a view down into the valley a 
few miles from ‘Travelers Rest where Lewis and Clark laid over with Corps of Discovery two hundred years ago. An 18 
year user of Linux and a veteran of RS232 Gandalf Boxes, ‘ThinNE’[, and ‘Token Ring, Rohn appreciates the need for 
learning the hard way and RTFM. 
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Safari® Books Online 


Sa f a ri When you see a Safari® icon on the cover of your favorite 
technology book that means the book is available online through 


the O’Reilly Network Safari Bookshelf. 


Books Online 


Safari offers a solution that’s better than e-books. It’s a virtual library that lets you easily 
search thousands of top tech books, cut and paste code samples, download chapters, 
and find quick answers when you need the most accurate, current information. ‘Try it 
for free at http: //my.safaribooksonline.com/?portal=oreilly. 
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1 fixing physical networks 


* 


x Walking on Wires * 












My darling, we are forever 
entwined, like an unshielded 
twisted pair of wires... 











Will I ever get 
his mind off of 
the network? 


Just plug in that cable and the network’s up, right? Network cables 
silently do their job, pushing our data from here to there, faster than we can blink. But 
what happens when it all goes wrong? Organizations rely on their networks so much 

that the business falls apart when the network fails. Thats why knowing how to fix 
physical networks is so important. Keep reading, and we'll show you how to troubleshoot 


your networks with ease and fix physical problems. You'll soon be in full control of your 
networks. 


this is a new chapter 
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problems at coconut 


Coconut Airways has a network problem 


There's no better way to travel between islands than by seaplane, and 
Coconut Airways has an entire fleet. ‘They offer scenic tours, excursions 
and a handy shuttle service between the islands. ‘Their service is proving 
popular with tourists and locals alike. 





Demand for flights 1s sky-high, but Coconut Airways has a problem— 
whenever staff try to use the flight booking system, they’re presented 
with a network error message: 


Unrecoverable Network Error 


| | An unrecoverable network. error has 
| occurred: application is Forced 


to terminate, 
























Coconut Airways depends on their flight booking 
system. Without it, passengers can’t book seats, and it’s 
bringing their flights to a standstill. What’s more, no 
passengers means no money. 


Coconut Airways needs to get their 
network up and running again, and fast. 
Think you can help them out? 
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Here’s the wiring closet for Coconut Airways. What sort of problems do you see? 
Circle each one. 


fs, 


Exercise 


een 
a — j. f H 


T TL — ne AIN ki 
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Here's the wiring closet for Coconut Airways. What sort of problems do you see? 


gaon Circle each one. 
Q Gi! BTU T TT A 


Le } 
Bind your cables and wae i S | Wil! Ti ‘Pp 
y ! F i HL I | | f) Check your Connectors and 


vun them along a stable | a | LA | 

surface. That way You ge Eolika ports regularly. You never 

vedute tangling, snags) know when a Connector 

and Con usion. | j| will PoP, especially when 
you have dangling cables. 








3 
LI 


Which cable goes where? 
Label Your wires so that 
You ĉan troubleshoot 

problems more efficiently. 


Looks like there’s a 
break in the flight 
booking network table. 
That's Probably what's 
Causing the network 
error message on the 


fl ight booking system. 


Don’t dangle Your power 
supplies. Gravity and a 
little nudge could drop 


Your Power. 


entes o 
n sd kre Bae 
e 
Put Your fiber optic 
devices closer to where 
the cables Come in to the 
rack. In this Case, the 
top of the rack would 
be best. 


You don't want fiber—opti 
tables to bend Wg ig 
the weight of the cables 
resting on one another 


might Cause Problems in the 
long run. 


The booking system network cable is busted 


It looks like a break in the flight booking network cable is giving the 
Coconut Airways staff network errors. If we can fix the network cable, that 
should get rid of the messages, and Coconut Airways will be able to book 


passengers on their flights again. 


So how do you think we should fix the network cable? 
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How do we fix the cable? 


‘There are two key things we need to do in order to mend the 
cable and get the flight booking system up and running again. 


We need to cut out the broken part of the cable. 
It’s the break in the cable that’s causing us the problem, so let’s get rid 
of it. 






The Jacket and the 
wires inside appear 
to have been chewed. 


O We need to attach a connector. 
By cutting out the broken part of the cable, we lose the connector on 
the end. We need the connector so that we can plug the cable into 
things, so we’ll need to put a new one on. 


But how do we do this? 


At the moment we don’t know anything about the sort of cable it 
is, and the type of cable has an effect on how we go about things. 


So what sort of cable are we dealing with here? 


ig BRAIN 

POWER 
What sorts of network cables do you already know about? How do you think 

they are different from one another? Why? 
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category 5 cabling 


Introducing the CAT-9 cable 


The sort of cable running the main Coconut Airways network is called a 
Category 5 cable for Ethernet, or CAT-3 cable. It has two distinguishing 
features. First of all, it has an unshielded twisted pair cable or UTP cable. 
Secondly, it takes an RJ-45 connector on either end. Most Ethernet 
networks run on CAT-5 cables. 


CAT-5 cables have print on the outside giving you important information 
about the cable. As an example, you can look on the outside of the cable to 
see what type it is, what the speed is, and any relevant standards. 


This is an RI-49 
connector: It allows 


you to plug your 
table into places: 


7 





| Serie Twisted 
Pair cable and the RJ-49 
connector together form a 
CAT-9 cable. 


Writing on the outside of 
the cable tells you ssel 
In ormation Such as the Speed. 


So what's inside a CAT-5 cable? Let's take a look. 
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The CAT-9 cable dissected 


If you open up a CAT-5 cable, you'll find eight colored wires 
twisted into four pairs. One pair is brown, another pair is 
blue, another pair is green, and the final pair is orange. Each 
pair consists of one plain and one striped wire. 


This is the outer vacket of the 
UTP cable. Theres no shielding 
layer between the jacket and 
the twisted wire pairs: 








There are four colored, twisted 7 
pairs of wire. The colors are 


brown, blue, oreen and orange. 


` “Le of a plain and 
h pair Lonsists o 
ed wire ok the same tolor 


5 the wires \s 


In this pa'o an Lhe other has 


white stripes: 


plain orange 
orange and 


So why are the pairs twisted? 


The problem with wires that aren’t twisted is that they generate 
magnetic fields that interfere with the signal carried on the wire. This 
means that you can get electromagnetic interference and crosstalk— 
both of which are bad for your network data. 


When the wires are twisted, the magnetic field around the wire 1s 
effectively disrupted so that any interference is reduced. The more 
twists there are in the pairs, the better. 








See, being twisted 
can be a good thing... 


It’s not just the twists in the wires that are significant, the colors are 
important too. Let’s take a closer look. 
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the colors matter 


So what's with all the colors? 


The paired wires in a CAT-5 cable are colored for a reason. Each color has a 
specific meaning, and so does the solidity of the color. 


C) Orange and green wires send and receive data. 
‘The orange pair sends data, while the green pair receives data. 


The green Pair 
receives data... 











A 


-while the ora . 
sends data. "SE ele 


O The color solidity shows the wire polarity. 
If a wire is striped, then this means that it is positive. If a wire is 
solid, then the wire is negative. 


pr Solid wires are negative. 


A ü Ps 
ON Striped wires are positive, 


and 
solid wires are negative. 


ag Blue and brown wires are reserved for future 
bandwidth capacity. 
Blue and brown wires don’t do anything yet, but they will in the 
future. The cable standards folks designed CAT-5 with the extra 
colored wires so that they could be used for higher bandwidths in 


the future. 

—_—_——_—_==___ 
A )~=SC 
p More wires = more bandwidth 
a REN 

Brown and blue wires are 

f or the future. 
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— Test Drive 


Bandwidth tells us how much data can flow through the wires on a cable. Network speed tells us 
the rate at which data can move on a wire. ‘To get an idea about bandwidth and network speed, 
visit the following site and test the connection you’re using: http:/ /www.speedtest.net/ 


SP: rine Ranch mat 







Press the' Begin Test” 
button on speedtest.net... 






Ana 
ls lle i = | + 
= E 


TESTNET i | | a | 


var 









RK ie hakke CD 





Turbo-Charge your Internet 
and PC Performance 


hea Keg be gt Eo 


O ima 








i 


“And You get a report 
on Your download and 
upload capacity. 


Mb/s stands for 
megabits per second.. 
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bandwidth and equal 


"§ cholar’s Corner 


bandwidth: the transmission capacity of a computer 






Q: What's the difference between 
bandwidth and speed? 


< Bandwidth is a capacity; speed is 
a rate. Bandwidth tells you the maximum 
amount of data that your network can 
transmit. Speed tells you the rate at which 
the data can travel. The bandwidth for a 
CAT-5 cable is 10/100 Base-T. The speed 
of a CAT-5 cable changes depending on 
conditions. 


Q: What is Base-T? 


- Base-T refers to the different 
standards for Ethernet transmission rates. 
The 10 Base-T standard transfers data at 
10 megabits per second (Mbps). The 100 
Base-T standard transfers data at 100 
Mbps. The 1000 Base-T standard transfers 
data ata massive 1000 Mbps. 
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network or teletommunication system. 


= speed: the rate at which something is able to move. 


thereyareno  . 
Dumb Questions 


Q: What’s the difference between 
megabits per second (Mbps) and 
megabytes per second (MBps)? 


< Megabits per second (Mbps) 
is a bandwidth rate used in the 
telecommunications and computer 
networking field. One megabit equals one 
million bursts of electrical current (aka 
binary pulses). Megabytes per second 
(MBps) is a data transfer rate used in 
computing. One megabyte equals 1, 048, 
576 bytes, and one byte equals 8 binary 
digits (aka bits). 


Q: Aren’t there newer, faster cable 
standards like CAT-5e and CAT-6? 


A: CAT-5e and CAT-6 cables are newer 
Standards for cables. We cover CAT-5 
because it’s the base framework for the 
higher cable standards. CAT-5e and CAT-6 
have bandwidths of 10/100/1000 Base-T. 
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Q: Can I build my own CAT-5e and 
CAT-6 cables? 


A: Building a CAT-5e cable is generally 
no more difficult than building a CAT-5 
cable. We don’t recommend building your 
own CAT-6 cables because of the precision 
needs of the cable. 


fixing physical networks 


Let's fix the broken CAT-9 cable 


Now that we know more about how CAT-5 cables work, let’s see if you can 
fix the Coconut Airways network cable. All you need is a pair of wire cutters, 
a utility knife, a crimping tool, and an RJ-45 connector. 


O Cut the broken part out. FO 


Cut the cable well before the break to ensure that you have a 
good set of wire ends. Make the cut as straight as possible so 
that the individual wires are the same length. 





© Strip the cable cover back on the good end. 
Cut carefully along the length of the jacket with a blade, making 
sure you don’t cut into the insulation of the bundled wires inside 
the jacket. A good cut length is somewhere between 1/2 and 1 
inch. Once you've done that, pull the cable jacket apart and peel 
it back to expose the twisted pairs. 








@  Untwist and flatten the individual wires. 
Untwist the wires so that you can line them up with the slots on 
the RJ-45 connector. Generally you need about! /2 inch of the O N 


wire to fit into the connector. 


@ Place each wire into the RJ -45 connector. 
Each wire fits into a slot in the RJ-45 connector. Just line up each 
wire with the relevant slot and you're good to go. 






Now stop right there! Are you 
trying to get me electrocuted or 
something? How do I know which 
position each wire goes in? Do 

you expect me to just guess??? 








Where you put each wire is important. 

Each wire needs to go into a particular slot m the RJ-45 
connector, but at the moment we don't know which wire goes 
where. We need to know more about what's inside the RJ-45 
connector. 
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order matters, too 


A. closer look at the RJ-49 connector 


As we saw earlier, the connector at the end of a CAI-5 cable 1s called an 
RJ-45 connector. It allows you to plug your cable into a wall jack or the 
network port of a network device like a computer. 


Each wire in the cable goes into a slot inside the RJ-45 connector, and 
this connects it to a pin in the connector. 


L— Each wire in the cable goes into 
a slot in the RJ—-* 5 connector. 
This fixes the wire to a pin in 
the connector. 





So which wire goes where? 


The position of each wire is important. 


When you plug an RJ-45 connector into a jack, the pins on the 
connector make contact with pins in the jack. If the wires are in the 
correct position, this allows information, in the form of electrons, to 
flow. If the wires are in the wrong position, the information won't be 


able to get through. 


‘The order of the wires in an RJ-45 connector conforms to one of two 


standards. These standards are 368A and J68B. 
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5684 and 568B Wiring Standards Up Close 


568A and 568B are cabling standards that tell you which order your wires 
need to go in when fitting an RJ-45 cable. 


The 568A wire order 


If you're following the 568A wiring standard, you use the following wire order: 





Striped green, solid green, striped orange, solid blue, striped blue, solid orange, 
striped brown, solid brown. 


rr mnge ` 


Striped wires alternate 
| | | | | | | | with solid colored wives: 


green = blue brown 


The 5688 wire order 


If youre following the 568B wiring standard, you use the following wire 
order instead: 


Striped orange, solid orange, striped green, solid blue, striped blue, solid 
green, striped brown, solid brown. 


L oreen ` 
The 568B wire order is 
KT like the 968A wire order 
but with the position of 
the green and orange wires 
switched around. 
orange blue rown 


Can you see any similarities between the 568A and 568B wire orders? ‘The 
order for each standard is basically the same except the orange and green 
wires are switched over. 


So which standard should you use? 


When you attach an RJ-45 connector, the key thing 1s that both ends of 
the cable use the same standard. Before fitting a new RJ-45 connector, take 
a look at the other end of the cable. If the other end of the cable uses 
standard 568A for the RJ-45 wire order, then fit your new RJ-45 connector 
using the 568A standard. If it uses 568B, then use this standard instead. 


LAAN I “arr | ry Vr 
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Gagharper your pencil 


The good end of the broken Coconut Airways network cable has an 


RJ-45 connector wired up using standard 568B. What should the wire 
order be on the other end? Draw a line between each wire and its 
rightful slot. 


mm 





orange 


blue 


brown 
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The Case of the Meteorologist and the RJ-45 Connector 


Stranded in a remote research station after a heavy storm, Jack has 
to repair a CAT-5 cable that uses cabling standard 568B. Normally, 
he could jump on his favorite search engine to find the pin and wire 


color arrangement, but the storm has taken out his connection to 
the Internet. 


Five Minute 
Mystery 


Jack’s in a panic. What can he do? If he doesn’t repair the 
network soon, he'll lose crucial research data from his 
weather-monitoring instruments. 







Suddenly, Jack has an idea and leaves the room armed with a 
pair of scissors. Five minutes later, the network's back up. 


How did Jack solve the problem without looking up 
Standard 586B? 
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how did you do? 





The good end of the broken Coconut Airways network cable has 
an RJ-45 connector wired up using standard 568B. What should 
the wire order be on the other end? Draw a line between each 
wire and its rightful slot. 








J T H 


| 


TIL 
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So what are the physical steps? 


Now that we know how the wiring standards for the 
RJ-45 connectors work, let’s have another go at fixing 
the broken CAT-5 network cable for Coconut Airways. 


Cut the broken part out. 

Cut the cable well before the break to ensure that you have a good set of wire 
ends. Make the cut as straight as possible so that the individual wires are the 
same length. 


Strip the cable cover back on the good end. 

Cut carefully along the length of the jacket with a blade, making sure you 

don’t cut into the insulation of the bundled wires inside the jacket. A good IA T hese are the steps we 
cut length is somewhere between 1/2 and 1 inch. Once you've done that, went through earlier. 
pull the cable jacket apart and peel it back to expose the twisted pairs. 


Untwist and flatten the individual wires. 
Untwist the wires so that you can line them up with the slots on the RJ-45 
connector. 


Check whether the other end of the cable follows wiring 
standard 568A or 568B. 


Both ends of the cable need to follow the same wiring standard, so make a 
note of what the other end uses. 


Place each wire into the RJ -45 connector using the 
same standard as the other end. 


Attach the connector to the cable with a crimping tool. 
Once the lines are in their proper slots, place the RJ-45 into the crimping tool, 
and then squeeze the tool to crimp the RJ-45 snugly onto the cable. Check 
the end of the RJ-45 connector to ensure that the wire 1s seated correctly in 
each slot. 
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The Case of the Meteorologist and the RJ-45 


Connector 


How did Jack solve the problem without looking up Standard 586B? 


After he left with the scissors, Jack found an old 
RJ-45 end that used Standard 586A. He cut off the 
connector, traced the wires to their pins and wrote 
down the order for Standard 586B by trading the 


orange and green wires’ position in the wiring order. 


oe noe 


Questions 


pum 


Q: Are you sure that a CAT-5 connector is called “RJ -45”? 
I've read that it’s called an “8P8C” connector? 


A: Through common use, we have come to call an 8P8C 
connector an R] -45 connector. The acronym 8P8C stands for 8 
positions, 8 contacts. The RJ -45 connector looks a lot like an 8P8C 
connector, so over time, many folks mislabeled the connector. Now, 
through that common but incorrect use, more people call an 8P 8C 
connector an RJ -45 connector. Say “8P8C” to a network pro, and 
you may get a funny look. 


Q: Why should I always use the same wiring standard on 
both ends of the cable? 


A: If we don’t use the same standard on both ends of the 
cable, we won't have a “straight-through” or patch cable; 
we'll have what's called a “crossover cable.” In other words, 
we'll flip-flop the green and the orange wire pairs, and the 
send wires and receive wires will trade purposes. Always 
check the opposite end of the cable and match the wire pair 
configuration. 
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Q: What is a crossover cable used for? 


A: Suppose you want to connect a laptop to a desktop computer. 
One way of doing this would be to use a crossover cable, a cable 
that can send and receive data on both ends at the same time. A 
crossover cable is different from a straight-through cable in that a 
straight-through cable can only send or receive data on one end at 
a time. 


You could also use a Switch or a hub to connect the two devices— 
but you'll see more about these later in the book. 


Q: How long should I make my CAT-5 cable? 


A: The general rule of thumb is that you measure the distance 
between the devices you want to connect and add one to two feet 
for flexibility of movement. The maximum length of CAT-5 is 328 
feet (100 meters). 
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You fixed the CAT-9 cable 


‘Thanks to you, the Coconut Airways flight bookings system is back 


in business. Before too long, all of their scheduled flights are fully 
booked and ready for take-off. 







Hey, not so fast! 
Do you think I'm 
gonna fly these planes 
without being paid? 






The Cotonut 
AT Aew ays Pilot 


ig BRAIN 
POWER 


We fixed the flight booking network, but it looks like the network troubles aren't 
over for Coconut Airways. What do you think might have gone wrong? 
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more problems 


Coconut Airways has more than one network 


You’ve done a great job of fixing the flight booking system. Unfortunately, 











that’s not the only network at Coconut Airways. 


‘The Coconut Airways accounts and payroll systems run off a coaxial 
network down in the basement, and they've recently had a problem with the 
local wildlife getting into the building. It looks like a hungry critter has taken 
a good chunk out of one of the coaxial cables, and the damaged cable has 
brought things to a standstill. 


en 





OL 


Without the coaxial network, Coconut Airways can’t process payments from 


customers and can’t pay the pilots to fly the planes. 


They need you to save the day for them again. 


20 


Download at Boykma.Com 


fixing physical networks 





=, Here’s a Sketch of the Coconut Airways flight bookings network, and the coaxial 
Exercise network in the basement. What differences do you see between the two networks? 
Why do you think they are different? 


The vest ok the building 


ee E | 


ø w 


I 
7 The CEO > 
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different networks 








Here’s a Sketch of the Coconut Airways flight bookings network, and the coaxial 


see SE network in the basement. What differences do you see between the two networks? 
, sige Why do you think they are different? 
OLUTION 


The vest ok the building 


Coaxial Terminator 
\ Without this, the 


network Crashes. 


ITT ETELE.. 







Coaxial Cable Port or E Heo Ey 
Bayonet Neil Concelman Í 


(BNC) to connect the | NY Coaxial 


Coaxial bus to the eT l Telom ile 


to connect a 
worksta ion to 
the coaxial bus. 
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Introducing the coaxial cable 


‘The Coconut Airways network in the basement runs on coaxial cables rather 
than CAT-5. So what’s the difference? 


Just like CAT-5 cables, coaxial cables are used to create networks. ‘There are 
two key differences between them. 


@) The cable contains one big copper wire rather than four 
twisted pairs. 
A coaxial cable has a jacket on the outside, Just like a GAT-5 cable. Inside 
the cable, however, there’s just the one wire. It has a copper core or 
conductor, with a layer of insulation made of plastic and other materials. 


me i 





Copper Core 


k 


z Insulatov 


T 


Shielding 





O The cables use different sorts of connectors and terminators. 
CAT-5 cables use RJ-45 connectors. Coaxial cables, on the other hand, use 
BNC connectors, 'T-connectors, and terminators. The sort of connector you 
use depends on why you need it. 





A coupler 
i basale 
Now we've looked at the cables, what about the network? 
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coax networks count on a central! line 


Coaxial networks are bus networks 


Coaxial networks (aka RG-62 networks) count on a central line, 
called a bus. ‘The bus functions as the spine of the network. 


Each workstation on the network or node must be connected to the 
network with a ‘I-Connector. The ‘T-Connector attaches the node’s 
network cable to the main bus. If the bus is broken, unterminated, 
or has a broken ‘I-Connector, the entire network will go down. 


Workstat ons 


= “oN 


Se se 
Tr ee Ee 






77 i “J BX Terminator 


HE 
i | in ØRET 
Coaxial Bus 


Network professionals use a kind of shorthand, symbolic diagram to 
depict a bus network. These diagrams show how all of the parts of 
a network are organized to work as a whole. We call these structural 
ideas network topologies. 


Workstation? 


Oo es) 
os, NV 





This is a topology diagram of 
V the network structure above. 


Coaxial Bus’ 
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So can we fix the cable? 


We've found out a bit more about coaxial cables and networks. 
Does this give us enough knowledge to fix the Coconut Airways 
coaxial network? 












The rodents must have 
chewed through the bus. If 

we cut out the chewed part of 
the cable and stick on another 
connector, that should fix it. Right? 


Let’s see if she’s right. 


@) Cut the broken part out. 
Cut the cable well before the break to ensure that you 
have a good set of wire ends. 





© Strip and prepare the new end. 
Strip back the cable covering shield and insulator so 
that you leave a 1/2 to |-inch portion of the copper 
core protruding. 


&) Place a BNC connector on the new end. 
You can either crimp or solder the new connector onto 


the end of the cable. 


So has that fixed the network? 
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still having problems... 


The network’s still not working 


Unfortunately, cutting out the chewed bit of network cable 
and fitting a connector hasn't worked. ‘The Accounts staff 
are still seeing network error messages whenever they try 
to access their systems. 


So why didn’t our fix work? 













Hmm, I wonder. We fixed the part of the cable 
that was visibly damaged, but that hasn't gotten rid 
of the network problems. But what if the cable's 

damaged elsewhere too? What if we can't see which 
bit is damaged? 


Not all cable damage is visible from 
the outside. 


Even though we've fixed the part of the cable that’s 
visibly damaged, there may be further damage 
inside the cable. 


So how can we detect this sort of damage? To do 
that, we need to dig a bit deeper into how coaxial 
cables actually work. 


C.F I 
af Ff ECARD El a 
SE HANS EG i 
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there,are no a 
Dumb Questions ~~ 


Q: Do many organizations still use coaxial networks now? 


A: Coaxial networks are being phased out by most network 
administrators. However, the principles behind coaxial network are 
important for a network professional to understand. No one can 
predict when all the coaxial networks will become extinct. 


Q: If coax is being phased out, why do I still need to know 
about it? 


A: Knowing how coaxial networks work is essential for 
troubleshooting. You never know when you'll come across “legacy” 
infrastructure— cable and network devices that are old but still 
functioning. 


Q: Why does a coaxial network need a terminator? 


A: Great question! Keep reading, and we'll show you. 
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look inside a coax cable 


So what goes on inside a coaxial cable? 


As we've seen, coaxial network cables are made up of a jacket, an 
insulator, and a metal conductor in the center. The metal conductor 
allows electrons to move through it, and the electrons carry your 
network data. Electrons can’t pass through the insulator. 


As long as the path of the conductor is complete and unbroken, 
electrons can flow through it and the network data can travel along the 
cable. We say that it’s continuous. 


The Cent al ' , 
aide ef on ts cable Electrons tant yei Electrons flow freely along a 
conductor for electrons. ae through the insulace™ continuous metal Conductor. 













QO 3D EOD 2O 9 E99 2D =D 
Dee as 





But what if there’s a break in the conductor? 


If there’s a break in the conductor, this means that electrons can’t flow 
along the length of the cable. We said earlier that electrons carry your 
network data, so if the electrons can’t go through the cable, neither 
can the network data. 







There's a break in 








the conductor! We're A break in the conductor sel 
going nowhere. the eleebrons—and the netwo 
data—passin9, through: 






VILA 





oa 
SESSeSs 





/ 


‘This means that if there’s a break in the coaxial conductor of the 
bus, Coconut Airways will get network error messages. 


(OS 
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What about connectors and terminators? 


Connectors conduct electrons, so adding connectors to coaxial network 
cables helps to maintain continuous electrical flow. Connectors allow 
electrons to bridge the gap between cables, or between cables and network 
devices, and this allows your network data to get through. 


As we've seen, a coaxial network cable is made up of one big conductor 
core. When the conduction is not looped back through the copper core, we 
say that it is not terminated. When a wire isn’t terminated, the network 
loses the flow of electrons and, therefore, the flow of network data. 


A terminator ensures that the signal in the cable keeps moving. ‘The 
terminator does this by ensuring that the electrons stay in an electrical 
loop. A resistor in the terminator redirects electrons to the shielding 
layer, which effectively keeps them looping back along the cable without 
interfering with the network’s signal. If the main cable is not terminated, 
the network will not function. 


Terminator 





Resistor 





Shielding — op ae 
— DE 


HL 
2 |nsulator ——> 


Copper cove — | CD SCD =C SS 


<_— Insulator = 


sKiddng > © = C=C = 








The terminator contains 
3 vesistor which redirects 
Lhe electrons and keeps 
Lhe signal moving, 








0 





So how do we find a break in continuity in a coaxial cable network? 
We need to listen to electrons... 
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Use toner-tracer sets to listen to electrons 


As we've seen, continuity breaks in a coaxial cable network stop 
electrons flowing. As electrons carry our network data, this means that 
the network data can’t get through either. 


One way of finding a continuity break in a coaxial cable is to listen for 
signs of life from the electrons, and we can do this using a 
toner-tracer set. So what’s that? 


A toner-tracer set is a tool used by network professionals to detect noises 
from electrons. You attach the toner part of the toner-tracer set to the 
network cable, and the toner then sends a generated signal along the 
cable. You then use the tracer to listen for the signal by placing it on the 
cable. ‘The tracer sounds when it hears electrons carrying the signal. It 
amplifies the signal. 





© Attach the toner to 
the network cable. 
The toner generates a 


Hey, buddy, it's me. 
Can you hear me? 







signal and then sends it 
along the wire. 


Most toners have 

alligator clips The toner, or 

bat yee n KC tone-generater 
i ; 








NXT 





<Boop> Hey, I hear you! 
Electrons live and active 
round here. <Boop> 
© Electrons carry the signal. 
Where electrons are flowing, 
they carry the signal the toner 
generates along the wire. 


© The tracer sounds when 
it hears the signal. 


As long as the electrons are 
Coaxial cable A flowing where the tracer 1s, 
the signal can get to it. 


The tracer oF 
Lone-detector 
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No sound means no electrons 


We can use toner-tracer sets to identify breaks in continuity by listening 
out for when the electrons go quiet. If the tracer is unable to pick up a 

signal from the toner, this means there's a break between the toner and 
where the tracer is currently positioned. 









Hello? Hello? Did you 
say something? I can't 
hear you. Hello? 


I'm sending a signal. 
Can you hear me? 












The toner generates 
a signal. 


If there's no signal, 
the tracer's silent. 
If electrons aren't 
carrying the signal, the 


C) Electrons carry the signal 
until there's a break. 
If there's a break in continuity, 





tracer can’t pick it up. 
the electrons can’t get past. 





So how do we find the continuity break? 


We've said that up until the break, electrons are active, but after the 
break, they're silent. ‘The break in continuity is the point where the 
electrons go quiet. [his means that you can find the continuity break 
by repositioning the tracer until you find the point where the electrons 
go silent. And when you’ve pin-pointed where the break in continuity 1s, 





you can fix it. 







Buddy? I'm 
losing you! Get 


Dude, are you the medics! 


reading me? 





Where the signal 
stops, there's a break. 








Let’s use this to fix the 
Coconut Airways network. 
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Long Exercise 





The Coconut Airways coaxial cable network is on the next page. A toner Is attached to 
the network cable, and so are several tracers. Assume that each T-connector goes to a 
functioning workstation. Where do you think the continuity break is if: 


1. Only Tracer F is silent. 


2. Only Tracers G and H are silent. 


3. None of the tracers are silent. 


4. All of the tracers are silent. 


5. Only Tracers E, F, G and H are silent. 


6. Only Tracers F and H are silent. 
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exercise 


Zong Exercise 
i SoLution 


The Coconut Airways coaxial cable network is on the next page. A toner Is attached to 
the network cable, and so are several tracers. Assume that each T-connector goes to a 
functioning workstation. Where do you think the continuity break is if: 






1. Only Tracer F is silent. 


2. Only Tracers G and H are silent. 


3. None of the tracers are silent. 


4. All of the tracers are silent. 


5. Only Tracers E, F, G and H are silent. 


6. Only Tracers F and H are silent. 


O breaks 
There are actually TW : 
ace as toners E and G tan pick 


up a signal. 
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————— Answers on page 48. 


Cablecross 


Time to give your right brain a break and put that 
left brain to work. All the words are related to the 
stuff we’ve studied so far. 


SR a S a 


ml 
ER 


BEEN a 


O o O 
EH mM a Ze 
ss A 


Across Down 

1. The transmission capacity of a computer network or 2. A symbolic diagram that shows how a network works. 
telecommunication system 3. Equals one million bursts of electrical current 

4, Signal generator 6.lfthe maincable isnot. — < < , the network will not 

5, Another name for a "straight-through cable." function 

9. Point where the electrons go quiet... 7. A cable that can send and receive on both ends atthe same 
10. Striped orange, solid orange, striped green, solid blue, time. 

Striped blue, solid green, striped brown, solid brown... 8. UTP cable with an RJ -45 connector 

14. To make a true electrical bus network, use this media. 11. The true name of the RJ -45 connector. 


15. Maximum length of a CAT-5 cable (in feet) 
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12. Standards for Ethernet transmission rates 
13. Contact points on a jack 
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You've fixed the coaxial cable 


Well done, you’ve found the break in the Coconut Airways coaxial cable 
network! ‘The Accounting department staff are able to use their systems 
again, and pay their pilots. 






Wahey, money! I'm 
primed and ready to fly. 
But is that a dark cloud I 
see on the horizon? 


We’re in for a bumpy ride. 

‘Tropical storms are a real problem out in the islands, 
and Coconut Airways have to carefully avoid flying their 
seaplanes when the weather gets too fierce. Normally 
it’s not a problem as they get up-to-the-minute weather 
reports over the Internet. 


‘Today things are different. Coconut Airways lost their 
Internet connection, and it’s too dangerous for their pilots 
to fly without updated weather reports. 


Coconut Airways are connected to the Internet via a 
fiber-optic line, and it looks like there might be a problem 
with it. But what can that problem be? 


Let’s start by taking a closer look at how 
fiber-optic cables work. 
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Introducing fiber-optic cables 


Fiber-optic cables send network information using light rather than 
electrons. Light bounces through the inside of the cable, carrying the 
network signal. 


The light passes through the transparent core of the fiber-optic cable. 

This core is made of transparent glass or plastic, which allows light to pass 
through it easily. The layer just outside of the core is called cladding. 
Cladding acts a bit like a mirror, reflecting light so that it bounces along the 
core and doesn’t escape. 


ae 
VVVV 
hecc 






Light carries the signal through 
the fiber core. The angle of 
refraction keeps the light bouncing 
along inside the transparent Core: 


The outside of the cable is coated with polymer, and Kevlar® threads 
running between the core and the coating add strength and protection to 


the cable. 


Fiber-optics have connectors too 


Just hke CAT-5 and coaxial cables, the ends of a fiber-optic cable have 
connectors. ‘Vhere’s a variety of connector types that can be used. 








Q 





Fiber—optie cables have connectors 
on the end. There are various 

t pes of connectors You can See i 
just pick the right one for the job. 
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The Coconut Airways cable’s over-hent 


So what about Coconut Airways? 


Here’s the fiber-optic cable. Gan you see how tightly it’s bent? 


fractu res 
dss 


(The path of the light 
cant make it through: 





Fiber-optic cables usually have a minimum bend radius of 3.0 cm. 
If the cable’s bent more than this, the fiber core can develop micro- 
fractures, real fractures, or severely leak light. And as it’s the light 
that’s carrying the network data, a loss of light means a loss of 
information and network errors. 


So how do we fix damaged fiber-optic cables? Well, one way is with a You tan use 3 fusion Tier 
fusion splicer. Lo fix fiber—optic tables. 


So what's a fusion splicer? 


A fusion splicer allows you to fuse two pieces of fiber together. ‘The 
splicer provides high-precision guides that allow you to line up the 
fiber. Once you've got the ends lined up, you heat the two ends 
with an electric arc and push them together. After you fuse the ends 
together, the fusion-splicer heat-shrinks a protective cover over your 
splice. 


Let’s take a closer look at the steps for splicing a 
fiber-optic cable. 
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= = os væ af ~mi 
Ion icer... sounds cool! 
HER W AV l ll UUVUis 





eseveeeee 
eceveeeeee 
eoevveeree 
eeovveeeeeee 


7 ES —— You need to train 

p | | extensively on a 

anew fusion splicer 

Watch it! before using one. 

Fusion splicers are 
expensive and can be tricky to 
use, but they’re well worth the 
money and effort. 





How to fix fiber-optics with a 
fusion splicer 


Here are the steps you need to go through in order to fix a 
fiber-optic cable with a fusion splicer. 


@) Strip the coating from each end of the 3 
fiber-optic cable you want to splice. En aen E E A 


am Protective n 





Fiber ends 


© Line up each end. 


‘The guides on the fusion splicer allow you to be really precise 
about this. 





©) Smooth the ends before fusing them. 
The fusion splicer creates an arc of electricity that makes the faces of 
the core super smooth so that they can align properly. 
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© Fuse the ends together. 
‘This is the main purpose of the fusion splicer. ‘The electric arc melts the 
ends, fusing them together to create a spliced core. 





QO Finish the splice by covering it with new coating. 


Your fiber-optic cable is now ready for testing. 


N ew coating 





So has this fixed the Coconut Airways fiber-optic? 


VAI IF lh OVO h 
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A. fiber-optic connector needs fitting too 


Coconut Airways has one more problem with their fiber-optic cable. 
We've fixed the over-bent cable, but one of the connectors is missing too, 
right near the wall jack. We need to fit a new connector so that we can 
plug the fiber-optic in at the wall. 


fiber-optic cables take various types of connectors, but they all do the 
same basic job: they bring the ends of two fiber-optic cables together, 
and allow light to flow through uninterrupted. 


The differences between the connectors is all to do with their housing. 
In other words, the shape, color, how large or small, how close together 
another fiber connector can be, and how they attach. 


Here are some of the fiber-optic connectors you might see around. 





This is the “bayonet” style 
Connector. It’s an ST 
straight tip” connector. 





another “snap-in” style 


MN Yet oe it's an LC ov 
“lucent Lonnector: Note 


Lhe pair of ends. 


SC 






. d» 
FS This is another ese 
or 
Lonnector: Its an S : 
“subseriber Lonnector: 


OBRAN 

POWER 
Why do some of the connectors have a pair of fiber cores, where others 

have only a single core? 
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WHAT'S RAY CONNECTOR? 


Connectors and receptacles must match in terms of type. Match 
each of the connectors below to the receptacle it fits into. 


Receptacle Connector 
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WHAT'S RAY CONNECTOR? 


Connectors and receptacles must match in terms of type. Match 
each of the connectors below to the receptacle it fits into. 


Receptacle Connector 





We’re nearly ready to fix the connector 


There's just one more thing that can affect what sort of connector we choose 
to go on the end of the cable: there are two types of fiber. Let’s take a look. 
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There are two types of fiber 


Fiber comes in two flavors: single mode and multimode. ‘he word 
“mode” refers to the number of paths the light takes through the fiber. 


Single mode fiber 


In a single mode fiber, the light travels in a single path. It takes a laser 
light, and it has a very small core like this: 

















1 Cladding E 
Laser light 
MB 
There's a very small 
Core, so there's only 
one path for the light. 
Multimode fiber 


In a multimode fiber, the light travels many paths. It takes a laser or 
LED light, and has a much larger core like this: 


Laser or 
LED Light Cladding 


< 


` > 












f 


There's a large core so 
that there are many paths 
for the light to take. 


So how do we choose between the two types of fiber? 
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Which mode fiber should you use? 


The two types of fiber-optic cable have very different characteristics. ‘There 
are differences in areas such as performance, speed, and possible distance. 
‘There are big differences in price, too, as it’s harder to manufacture single 
mode fiber. 


Here’s a quick guide to the differences between single mode and multimode 
fiber-optic cable. 


Single Mode Multimode 


Cost 


Easy of Implementation | 


i 
[0 Coresize] Smal | Large | 





You need to buy some fiber-optic cable and run a network 1300 meters with a speed of 
1Gbit/sec. Choose single mode or multimode, and write your reasons for your choice. 
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Let's fit the connector on the fiber-optic 


There are two main ways that connectors are attached to fiber patch cables. 


So which technique should we use? 









Pre-built Connector 


Already has a fiber end 
epoxied in place. 


Use a pre-built connector and splice it to 
the exisiting patch cable. 

‘This technique 1s faster and easier, but there is some 
light loss where the two fibers are pushed together. 


Polish £ Epoxy Connector 


Vou push the fiber from 
CL the patch cable into the 


connector, epoxy, the li 
the end flat. i 





Use a connector that does not have a fiber inside. 
You epoxy the fiber of the patch cable inside the 

connector, then polish the end of the fiber. 

‘This technique is slower and more complicated, and you 

need special equipment and training. ‘The advantage is that it 

makes a higher quality connection. 


While we could use either technique, let’s go with the pre-built 
connector for now. Only a few tools are needed for this approach, and 
any network tech can learn to do them in less than 15 minutes—which 
means that Coconut Airways will get their Internet connection up and 
running pretty quickly. You can even get videos and quick guides on 
how to fit these from manufacturers. 


So has this fixed the problem for Coconut Airways? 


oe ame, Tare 
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You need to buy some fiber-optic cable and run a network 1300 meters with a speed of 
1Gbit/sec. Choose single mode or multimode, and write your reasons for your choice. 


OLUTION 


E > 


M 
Em ae FE 


T 
+ 
| r 0 
c M + 
SRE AKIN CON TION UT TY 
om mr w 

si s eran njaa os ae 
Ua D 
tolalla eale iTe S 21s 
vm D oog 


Es T 
R 





Across Down 

1. The transmission capacity of a computer network or 2. A symbolic diagram that shows how a network works. 
telecommunication system [BANDWIDTH] [TOPOLOGY] 

4. Signal generator [TONER] 3. Equals one million bursts of electrical current [MEGABIT] 
5. Another name for a "straight-through cable." [PATCH] 6. Ifthe maincable isnot. | _ the network will not 
9, Point where the electrons go quiet... function [TERMINATED] 

[BREAKINCONTINUITY ] 7. A cable that can send and receive on both ends at the same 
10. Striped orange, solid orange, striped green, solid blue, time. [CROSSOVER] 

Striped blue, solid green, striped brown, solid brown... 8. UTP cable with an RJ -45 connector [CAT5] 
[STANDARD586B] 11. The true name of the RJ -45 connector. [8P 8C] 

14. To make a true electrical bus network, use this media. 12. Standards for Ethernet transmission rates [BASET] 
[COAXIALCABLE] 13. Contact points on a jack [PINS] 


15. Maximum length of a CAT-5 cable (in feet) [328] 
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Coconut Airways is sky high 


Congratulations! You’ve successfully troubleshooted and fixed all of 
the network problems that Coconut Airways were experiencing, and 
they're back ın full operation. All of their flights are fully booked, their 
cash-flow problems are no more, and the pilots can fly safely thanks to 
their up-to-date weather information. 


You’ve learned a lot in this chapter. You've found out about the 
different types of network cable, you’ve learned some important 
troubleshooting techniques, and you've seen the steps you need to go 
through to fix various cabling problems. 
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2 planning network layouts 


* 
x Networking in the Dark * 


Heavens, a CAT-5 in 
the doghouse. Who 
would've thought... 





Tired of tripping over wires and getting mauled by your 
electrical closet? When you build a network without planning, you end up with a 
big mess—wires running every which way, wires connected to who knows what? In this 
chapter, you'll learn how to plan a physical network layout that will save your bacon down 


the road. You will also learn how to use proper network hardware to contain and help 
manage all those wires. 
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ghost watch is 


Ghost Watch needs your help! 


The most popular reality TV show in Networkville 

is Ghost Watch. Every week the Ghost Watch team 
goes into an old building and records any strange 
sights and sounds they encounter using their high-tech 
equipment. The trouble is, the team’s networking skills 
keep letting them down, and their footage ends up too 


distorted to use, or isn’t even recorded. 


This week the Ghost Watch team is in an old 


abandoned hotel, and they need you to help them 
set up their network. They need unobtrusive cabling 
with a clean signal, and they must be able to adapt 
quickly to whatever might happen. Here are their 


requirements: 


3, motion detector 
Cameras and | digital 
mit setup in the attic. 





L motion detector 
cameras and | digital mic 
need to be setup in the 
basement laundry room. 


So where should we start? 
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i I the aear is the latest 
Sas: 3 M A and uses Cat Se cable 


to send data over: 
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Every good network needs a good plan 


Networking involves much more than stringing cables around 
haphazardly. Before you start pulling lines all over the place, you need to 
figure out what you are connecting, where all these things are going to be 
located, and how best to network them. 


Let’s start by looking at all the devices that Ghost Watch need for this gig. 


Write down a list of the devices that are needed, along with 
where they need to go. 


per your pencil 


Hint: take a look at the page opposite. 


2 motion detector cameras Hotel showers, second floor 
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what do 


Se 





harpen your pencil 


Solution Write down a list of the devices that are needed, along with 
where they need to go. 


Hint: take a look at the page opposite. 





Dorcas a SEa 
2 motion detector cameras Hotel showers, second floor 


| backup server First floor lobby 








So how does the device list help us 
plan a network? 


The first step in planning a good network is to work out exactly 
what devices need to be included, and where they'll be located. 
Without it, you’re effectively networking in the dark. 


So what other steps are needed? 


BRAIN 
POWER 


What other things do you need to consider when you’re planning a network? Why? 
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How to plan a network layout 


If you take a step-by-step approach and plan your network layout 
before running the cable, you'll save yourself a lot of time and money. 


Here are the key steps you need to go through: 


i A i : We ve just done this step. 
©) List out the various network devices and where they will < 


be located. 
Be sure you include what type of cable they need, for example, CAT-5. 


© Adjust your plan for obstacles 


© Make a list of the hardware you will need to run the 
cable. 


This includes things like cable trays, J-hooks, wire ties, and so on. 


© Put your wire in! 


Run your cables between the various devices. 


So far we’ve completed one of these steps. We’ve made a list of all the 
Ghost Watch devices we need to wire up, along with where each of 
them needs to go. Let’s move onto the next step. 


55 


Download at Boykma.Com 


floor plans 


Let’s plan the cabling with a floorplan 


Floorplans give you a way of picturing the floor space of the area 
in which you need to lay down network cables. ‘They show you 
information such as floor layout, and also many of the networking 
obstacles that you need to plan for when you’re laying down cables. 


ey Sink 














Office 





Kitchen 





This is where 
hot water 
heaters and 
HVAC stuff 


are located. 
ted Mechanical 
Dis was ing 
room 
en 


—lo end toor — Elevator 


AA da Front desk 





F Stairs 





















































Windows 


Ghost Watch has gotten hold of floorplans for each floor of the 
hotel they’re investigating. We can use these to check for obstacles 
and plan where the network cables should go. 
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Here are the floorplans for the basement of the hotel. 


Your task is to identify areas of the building that might pose problems in running cable or could 
damage the cable. Circle and make notes about five areas that might be problematic when the 
network cables are installed. 











Wood lie 
— NNN, Boiler 
ve 
Kitchen stove oe meme 
fy 
4 | I ] | Conerete block 
walls 





220 volt Power 


line 


G 


| Fluorescent lights 
a 
Sinks 8 il i 


Washer and dryer 


i —_ 
Fluorescent lights == 

| E I 

; o TA Hot water heater 


Toilets 





Water leaks 


Notes: The boiler may create heat and vibrations 


eoererecec eee reece eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee see e eee eee eee e eee ere eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee sree ee 
eececererecec reece reece eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee ee ee eee eee eee eee reece eee eee ee eee e eee ee ee eee eeeeee eee eee eee eee eee eee eee eee eee ee ee eeeee 
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Here are the floorplans for the basement of the hotel. We've drawn in the various recording 
devices that need to talk to one another. 


E » Reise Your task Is to identify areas of the building that might pose problems in running cable or could 
OLutiOn damage the cable. Circle and make notes about five areas that might be problematic when the 
network cables are installed. 


Boiler 


Kitchen stove 


7, 


| 

| 

> a fe 
eon 


Conerete block 
walls 





220 volt power 


line 










| Fluorescent lights 


i 
Sinks — E) | W I 


Washer and dryer 


i i 
Fluorescent lights == 


H= 


; = \ Hot water heater 


Toilets Water leaks 
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Obstacles Up Clase 





So what should you do when you encounter obstacles in Networkville? 
Here’s a quick guided tour. 


,— Walls 


a a L A You can run your cables around walls, or drill through them instead. 
Pay attention to what your walls are made of. You need to be careful 
when you drill through concrete walls, and it can be hard to attach 
things to brick and concrete. 


Stairs 


Ip L 
napi You can use stairs as a way of getting cable from one floor to another, 
but make sure that it’s out of the way of people using the stairs by 


using trays or J-Hooks. 


ESE — 1 Windows 


You can’t run cables through or across windows. Run your cable above 
or below instead. 


ae Sinks, showers, and all things wet 


Water and cables don’t mix. Water can corrode your cables or make 


O . : 
Ea them spark. Make sure you avoid running your cables near water, and 


in particular, don’t run cables under sinks or showers. 


„~ Stoves and all things hot 


© 
© 


O Network cables mustn’t get too hot, so don’t run network cables 

© over or above stoves, or other obstacles that give off heat. Another 
problem with stoves is that electric stoves are supplied with 220VAQ 
electrical lines, and this will cause noise in network cables that run too 
close. 





-—— Equipment with Electric Motors 


As well as giving off heat, motors also give off vibrations and 
electromagnetic waves. Vibrations are bad for your network cables, 
so don’t run cables over motors or similar devices. Electromagnetic 
waves Can cause Interference issues. 
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Ready to plot some network cables? 


You've learned a lot about what obstacles can cause problems for 
your network layout. Let’s see how you get on with planning the 
route the network cables should take for Ghost Watch. 


Q: Why will getting the list of devices 
wrong cost money down the road? 


< Ifa few devices are forgotten or 
added later in the project, that usually is 
not a big deal. But if a large number of 
devices are missed or misplaced, this can 
cause you to have to redo all your carefully 
planned wiring. Which means you just did 
the project twice. 


Q: So should I make allowances in my 
plan for additional devices to be added? 


A: Great idea! This will save you a 
tremendous amount of time, energy, and 
money down the road when other devices 
are added. 


Q: How do I make those allowances? 


A: First thing to do is to plan to run some 
extra cables. That way they are in place 
when you need them. You may need to run 
several types. 


Second, add some length to the cables that 
are being run. That means if you plan calls 
for a 50’ cable, add 5% to 10% or 2.5’ to 
7.5’. On longer runs, add 15%. Doing this 
will assure that you never come up short 
on cable. 
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Dumb Questions 


Q: Do I need to worry about electrical 
power for the devices? 


A: Good question. If the devices that you 
are dealing with need power, like computers, 
printers, or network devices, it would be 

a good idea to think about power. Often 

that is an afterthought. Even more, people 
tend to try to run too many devices from a 
particular electrical power source. 


Q: How do I determine when I go 
through an obstacle versus going 
around it? 


A: Many things impact this decision. 
First, is the network cabling being installed 
going to be permanent? If so, then you will 
want to use permanent solutions to get 
around obstacles. For example, if there 

is wall in your way, if the cable is going to 
stay in place, then you probably will want 
to go through the wall. If the cable is only 
temporary, then you will want to just go 
around the wall. 
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Q: How do | get through walls? 


< That depends on the type of wall. 

You can drill through a typical sheetrock 
covered wood or metal wall. These are the 
types of walls found in most homes. You 
will want to be careful about electrical lines 
inside the wall. Brick and concrete walls 
can be drilled through, but special drill bits 
and hammer-drills are needed. 


Q: Should | talk with the building's 
owner or manager before running 
cables? 


A: If the installation of the cables is 
going to be permanent, it is very important 
to include the people that live and own 

the space that you are running cable in. 
Sharing your plan with them can help you 
too. They may be able to suggest alternate 
routing of cables or other obstacles that you 
might not be aware of. 


planning network layouts 


herp your pencil 


i, Take a stab at laying out the cables on this floor of the hotel. 


Draw cables from the cameras and mics to the monitoring desk, 
noting where you might go through walls. 
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Mechanical : | 


room A 
oom 


tr 
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where do 


Gqsharpen your pencil 
RR | Solution Take a stab at laying out the cables on this floor of the hotel. 
| Draw cables from the cameras and mics to the monitoring desk, 


noting where you might go through walls. 


Went through wall 














Kitchen 

















Mechanical 
room | 


(ie 
_ eg 
TTT] | 




















ne possible way to FØR 
so dont worry tr You 
Cfevent solution. 


This is just o 
these cables, so dt 
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So where have we got to? 


planning network layouts 


Let’s take another look at the network planning steps and see how far 


along we are. 


be located. 


Be sure you include what type of cable they need, for example, CATI-5. 


© 


Adjusted your plan for obstacles 


© 


cable. 


List out the various network devices and where they will 


We ve done 
the first two 


steps now. 


Make a list of the hardware you will need to run the 


This includes things like cable trays, J-hooks, wire ties, and so on. 


© 


Put your wire inl! 
Run your cables between the various devices. 


Let’s move onto the next step. 


thereyareno ; 
b Questions 


Dum 


Q: What do I do when there is solid concrete wall in the 
way? 


A: You have a couple of solutions. Of course you could always 
figure out a way around the wall, but sometimes that is not an 
option. There are special drill bits and drills that will allow you to 
drill a hole through concrete. It is best to consult with the building 
manager before you do something like this. 


Q: How do | deal with big electrical lines that are near 
where the network cable needs to go? 


A: Avoid them! But you know that already. The worst thing to do 
is run the network cable parallel to the electrical line. If you have 

no choice but to run it parallel to an electrical line, then put a foot or 
two in between the network line and the electrical line. 


Q: Should network cable ever run on the floor? 


A: You need to avoid running network cables on the floor. You 
will see in many places that it is run that way. But it really becomes 
a hazard. People can trip on it. Itcan cause difficulties with 
wheelchair access. The cable can even be damaged from people 
walking on It. So try not to do this. 


Q: How is network cable run in new buildings? 


A: Good question. In new buildings, there are different types 

of conduits that are put in place when the building it under 
construction. Often it is the electrical contractor that will do this. 
This makes it very easy to run the network cables because you just 
pull them through the conduits that the electricians installed. 
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it’s a 


We need to decide on the cable 
management hardware 


‘The next step on the plan is to take a look at the cable management 
hardware we need for the Ghost Watch network. So what’s that? 


So far, we’ve looked at all the routes our network cables should take, 
taking into account any obstacles and problem areas that might be 
in the way. Cable management hardware refers to all of the items we 
need to control how the cable goes where we want it to. 


As an example, suppose we want to run a cable across the top of a 
doorframe. We can’t just place the cable there; we need to hold it in 
place so that it stays where we want it to, stays out the way, and doesn’t 
fall. Similarly, if we wanted to run cables along the side of a wall, we’d 
need cable management hardware to keep the cables out the way and 
stop them from straying. 












I'm not sure we need cable 
management hardware on this 
gig: were not going to be here 
for long. I've already used your 
plan to lay the network cables. 








Even when the network’s only short term, you still 
need cable management hardware. 


Leaving stray cables around is dangerous—for people and for 
equipment. Sometimes poorly places cables are easy for people to 
trip on, and as we've seen, cables mustn’t run through water or across 
obstacles that could damage the cabling. Even when you're setting up 
a temporary network, you still need to properly think it through. 


So what does the cabling look like without the cable management 
hardware in place? 
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planning network layouts 


Uh oh! The cabling is a mess 


Here’s the network that’s been laid out by the network guy. ‘There 
are cables everywhere, and it’s a hazard. So what can we do? 





Take a look at the cabling efforts above. What sorts of problems 
do you see? How would you organize things differently? 
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be organized, be, be, be organized 


dharpen your pencil 


Solution Take a look at the cabling efforts above. What sorts of problems 
do you see? How would you organize things differently? 





Ghost Watch needs cable 
management hardware 


As you can see, the cabling is hazardous without anything 
keeping the cables out of harms way. There are cables running 
from floor to ceiling, down the stairs, and haphazardly across 
the floor. 


So what hardware is available to deal with these sorts of 
problems? 
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Cable Management Hardware Up Close 





Let’s take a closer look at what sorts of cable management hardware are around. 


J-Hooks 


J-hooks are used to hang cable from. These are usually attached to floor joists or 
beams. 





Cable protectors 


Cable Protectors are used to protect cables that have to run on floors. Great 
caution should be used when implementing these on a floor where there is 

a lot of traffic. ‘The cable protector is a trip hazard and can create barriers for 
wheelchairs. 


ere Cable trays 





Cable trays are used to hold large numbers of cables that have to run relatively 


7 7 long distances. ‘These are mostly used in basements, attics, and other hidden 
X A : ; i 
RY are network or computer specific often have trays running near the ceiling. 


> Cable trays take a good deal of planning to install them correctly and some 
b-------------- ae special tools. 


Raceways 
a 


A raceway 1s often used to run cable to workstations that do not have wall jack 
access. Often cubicle farms will have some form of raceway installed for phone 
and network cables. 


I 
I 
I 
I 
I 
I 
/ 7 A ! . i i 
STO KOA SER I spaces because they are very industrial in appearance. Although, rooms that 
< fs 7 yo] 
I 
I 
I 
I 
I 


y Cable ties 


Cable ties are a great way to keep cables neat. Just remember not to over tighten 
them. Overtightening a wire tie on Cat 5 cable can alter its twist and create 
problems with the cable. 





;------------=---3 Smurf tubes 


A smurf tube is generally run in new buildings inside the walls. One end 
attaching to a wall box, the other in some accessible but hidden place such as 
a basement or attic. 
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rats are a problem 


Things that go bump... 


‘The microphones in the basement are picking up some strange 
noises. We need you to investigate if something is messing with the 
network cables and causing the noise. 


Here is a diagram of the cable layout in the basement: 











Noise can come 
from ghosts or from 
things messing with 


Watch it! your cables. 
Your cables are carrying 


electrical signals. Anything that 
affects the cables mechanically or 
electrically can create noise. 





planning network layouts 










Please tell me 
that you heard 
that too! 


Look at the cabling on the diagram to the left. Write down some 


things that could affect the cables and cause strange noises to be 


recorded. 


eoeeee ee eee ee eee eee eee eee eee eee eee ee seeee ee eee eeeseeeeeeeeeeeeeeeeeeeeeeeee 


eececereec cece eee ec eee eee eee ee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee 


eoeeeree eee eee sce eee eee eee eee eee reese eee eee eee eee esse ese eee eee eee eee ese ee ese 


eooeeerec eee eee eee eee eee eee eee eee eee eee eee e eee ee ee eeeeeeeeeeeeeeeeeeeeeeeeee 


eeceeee eee eee eee eee eee ee ee eee eee eee eee eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeee 


eoceoeee eee eee ee eee eee eee eee eee eee eee eee ee seseesee eee ee eee eeeeeeeoeeeeeeeeeeeeeee 


eoeree cece eee eee eee cee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee ee 


eoeceereee eee reese eee eee eee eee eee ee see ese eee eee eee sree ese eee sere see sreseeee ee eee ees 


eoceeeec eee eee eee eee eee eee eee eee ee see ee seeeesee eee eee eee eeeeeeeseeeeeeeeeeeseeeee 


eeoeeee ee eee eee eee eee eee eee eee eee eee eee eeseee eee eee eeeseeeeeeeeeoeee ee eee eeeeeee 
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what problems did you find? 


"in 


Look at the cabling on the diagram to the left. Write down some 
things that could affect the cables and cause strange noises to be 
recorded. 
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frank and the contractors 







So how is it 
going? Get that 
noise handled? 


Frank: I think I got that noise taken care of by moving that 
cable near the stove. Are there other electrical things I should 
look out for? 


Electrician: [here are lots of things you need to look out 

for. First, some people that don’t know any better run network 
cables in the same conduit as electrical line. ‘That is a recipe for 
interference. 


Frank: ‘That is good to know. What are some other things? 


Electrician: If you have the electricians run the smurf tube 
for your network gear, be specific about where you want it to 
run. If you let them decide, it may be hard to pull network 
cables to where you need it later on. 


Frank: Should I visit with the electrician? 


Electrician Electrician: You betcha! ‘That is the best way to communicate 
what you need. 





Frank Plumber: Don’t forget to visit with the HVAC and plumbing 


people as well. 


Frank: Are there things I need to watch for with HVAC and 
plumbing? 


Plumber: [ would not run network cable under anything 

that holds water. Also, it is best 1f you run your trays after the 
HVAC and plumbing work is done in a new building. ‘That way, 
things won't get moved after you have installed them to make 
way for some pipe. 


Electrician: Remember too, if you need some tips on 
pulling lines and stuff, especially in difficult spots, visit with an 
electrician. He probably has run into a similar situation and 
knows a great solution. 
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You've really cleaned up that noise and 
straightened out MOST of the cables! 


Well done! So far you've created an inventory of devices that Ghost 
Watch need, you've planned where the cables should run, and you've 
also used cable management hardware to really tidy things up around 


the hotel. 


So what do we mean by most cables? 


What's in the closet? 


Unfortunately, some of our wiring runs through the hotels old wiring 
closet and it is a mess! There are cables everywhere, and it’s impossible 
to tell which cable belongs to which device. 


The Ghost Watch team may need to react quickly if their cameras pick 
up signs of activity, and they can’t afford to miss valuable footage for 
their show. But how can they tell which cable is which? 


ae eal 


cy F 
AN 
| 


ig BRAIN 

POWER 
How could you find out which 
cable is linked to which device? 





& 
a aer 
mm o 
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gota 


Let’s start by labeling the cables 


One of the problems that Ghost Watch has is that it’s difficult to tell which cable belongs 
to which device. ‘There are so many cables, and each of them look identical. It would 
help if we labeled each cable, but we can only do that once we know where each cable is 
going and what it links to. So how do we do that? 


Can you remember the toner and tracer set we saw in the last chapter? Well, we can 
cleverly use this equipment to make sense of our cables. 


© Hook the toner up to the far end of the cable. 
This is the end that’s away from the wiring closet. It could be a wall jack or 
whatever’s on the end. 












Toners have 





alligator clips Hey, buddy, 
that are a you hear me? 
to clip on 

the wires. 


© Use the tracer on the wiring closet side to check all the cables. 


When you hear the tone, you know you've found the cable. 





<Boop> Hey, is 
that you? What's 
up? <Boop> 










A cable labeler Prints out 
labels that wrap around 
the cable. Some labels even 


A have a protective coat. 


Use a cable labeler to print out a label, then 
stick it on the cable. 


‘Then repeat for all the unlabeled cables in the closet. 
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But there are still lots of cables 


Even when the cables are labeled, the closet still looks messy, with 
spaghetti-like structures falling in front of other things in the closet. 


One thing we can do is gather the cables into manageable bundles, 
and tie them out of the way using plastic wire ties or velcro straps. 
This will make it clearer where each cable is going. The key thing 
here is not to tie the cables too tightly, as this can alter the electrical 
characteristics of the cables. 


Cable management trays are also useful to keep cable from falling in 
front of other things in the closet. 


Make sure not to put the 
wire ties on too teks = 
tan alter the electrica 
nesi tai is of the Cat 





The horizo tal 
5 bl : n tabl m ns 
Sk tray keeps table fn falio ii 
ront of other things i in i rack. 
But what else can we do? 


Even though this helps, there’s still a problem. ‘There are still a lot of 
cables to search through when you're looking for one in particular, 
and the cable labels can be hidden or even fall off. 


Sound impossible? Don’t worry, there’s something that will solve all 
of these problems and many more. It’s called a patch panel. 
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patch panels 


So what's a patch panel? 


A patch panel is used to organize the cable and wire connections in 
your wiring closet. Gables coming from your network devices or wall 
jacks plug into the back of the patch panel, and these are connected 
to other devices using short patch cables at the front. It’s typically 
mounted on a network rack, a specialized frame that forms the 
physical skeleton of your network closet like this: 


Rack 


You lan label each socket — 


on the patch panel with 
which cable it’s linked to. 


The color coded pateh 


= bE 
is 
m 
7 : - z 
a p m N 
p p ae dø = is Pi 
A _ —— 5 n i 


aa SE al 
i} | (a j r TIR „m A d M 
l A e N 2 





=a —o SEREN ESETE L—— Pateh panel 


n e e g me 


ran SV! 


bni ti Ree 
Network switches 


a 


= = = he 
E. 


Cica a FE 


tables help you to know 
what they are tonnetting. 


So how does a patch panel work? 
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Behind the scenes of a patch panel A patch panel 


So how do you connect devices together with a patch panel? works like 
Let’s take a look. 
a telephone 
switchboard, 
Desktop Server Server Desktop but for cables. 


| 
J = | 


oe E-E- =} 
| ee | y 
A 


Tie 





A cable leading from each network device 
is wired into the back of the patch panel. 
Network devices can include wall jacks, computers, 
hubs, and so on. 


| 






These cables 90 
into the back of 
the patch panel. 







Short patch cables at the front 
of the patch panel control how 
devices are connected. 

The patch cables at the front of the 
patch panel connect the devices to 
switches or other patch panels. 


Q To change the connection, 
simply change which socket 
the patch cable goes into. 


If you use a patch panel, it means that it’s much easier to change 
the connection between two devices. All you need to do is change 
which socket the patch cables at the front are connected to, so the 
patch panel gives you an easier interface for managing connections. 


Let’s look in more detail at what goes on behind the patch panel. 
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punch down patch cables 


The wires go into a punch down block 


If you turn the patch panel over, you'll see a punch down block. 
You punch individual wires into the block using an impact punch tool. 






EE er eer ae ee 
_ , i 


install wires using . 
dl punch tool. 





T IIO block K 


Here's what's behind 
2 patch panel; its a 
punch down block. 


‘The way in which you install the wires is important. ‘The wires follow a 
specific color pattern, and you need to follow this so that you can make 
connections between devices. ‘The pattern depends on the type of block 
you're using and the type of wire you’re punching into the block. 


Each cable or set of wires corresponds to a socket on the front of 

the patch panel. If you label each socket with what it’s connected to, 
you ll be able to tell at a glance what each of your network devices are 
connected to, and it will also be much easier to change the connections. 


bb—bloek is an older 
block style. 


a 


‘The general form for labeling the sockets on your patch panel is to use 
the room number followed by the jack or node number. As an example, 
you'd label the socket connected to room C node | as “C1.” 
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Use the information from the table below to connect the various servers, desktops and switches 
to the appropriate device. Draw a connection line from the patch panel to the end device. 


S 2 Server2 S 3 
Desktop1 eee Desktop2 Desktop3 i 


= | — sær | 
2 _ash FE 9 E | 


ES | 
= =_ 


H 





Connected in 


the back OW 








Patch panel 





Switch1 Switch2 Switch3 Router 


Device Connect To 
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conect the dots 


Use the information from the table below to connect the various servers, desktops and switches 
to the appropriate device. Draw a connection line from the patch panel to the end device. 
























Server2 
Desktop1 Serveri Desktop2 Desktop3 ER 
==> = 7 E | J 
Connected p ZZ Pe i 
in the back \ | STE 
. Patch panel 


LI f 
i ad HL D 


Switch2 Switch3 











Switch1 Router 


Device Connect To 
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Take a look at these pictures of network hardware. For each one, say 
what it’s called and whether it’s a tool or cable management device. 


Tool/Cable 
Name Management 





y PA EH avr læ fir k 
vou are h ere >p 8 1 
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ghost watch... spooky again? 


rarere Dum 


Take a look at these pictures of network hardware. For each one, say 
what it's called and whether it's a tool or cable management device. 


Tool/Cable 


Name Management 
Pateh Panel Cable Management 
Punch Down Tool Too! 
Cable Ties Cable Management 
Cable Lable Tool 
Smurf Tube Cable Management 
J—Hook Cable Management 
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Roll the cameras! 


‘Thanks to you, Ghost Watch has an awesome network set up in 
the haunted hotel. Filming starts tonight, and the Ghost Watch 
team is confident they'll get all the spooky footage they need for 
their next program. 
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3 tools and troubleshooting 


* 
* Into the Wire + 







Doesn't she 
get my signal? 












Oh I do, but you're not 
understanding my signal. 





How do you know when a network signal isn’t getting through 

a network cable? Often the first thing you'll hear about it is when the network stops 
working effectively, but the trouble is, it’s hard to tell what’s wrong by just looking at a cable. 
Fortunately, there’s a raft of tools you can use that let you see deep into the heart of your 
network cables, down to the signal itself. Keep reading, and we'll show you how to use these 


tools to troubleshoot your networks, and how to interpret the secrets of the signal. 
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gum and sweet! 


Mighty Gumball won the Super Bowl contract 


Mighty Gumball is the leading vendor of a wide variety of candies and chocolates, 
and they’ve just won an exclusive contract to sell their products at the next Super 
Bowl. With sales on the day and all the extra publicity, Mighty Gumball stands to 
make millions. 


There’s just one problem. Mighty Gumball has recently been plagued by network 
problems, and it’s hitting gumball production. If they don’t get their network errors 
fixed soon, they won't be able to produce enough gumballs in time for the Super 
Bowl, and they'll lose the contract. 









We can't lose this contract; we've got to 
get our network sorted. I'll give $5,000 
to whoever finds out what's wrong. I'll 

even throw ina year's supply of gumballs. 






km Miohty Gumball CEO 
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tools & troubleshooting 












Am I missing the point 
here? Can't we just use 
a toner and tracer? Won't 
that find the problems? 






Toner and tracer sets can’t find every problem. 


So far, we’ve only looked at network problems that toner and 
tracers can help us find, and while they’re extremely useful, 
they can’t root out every kind of network problem. 


Here are some of the potential network problems that might be 
affecting Mighty Gumball. Can you see which ones a toner and 
tracer might not be able to detect? 


Potential network cable problems 












Broken cables. 
Bad connectors. 


Mis-wired connectors. 


Too close to a power cable. 


Too long a cable. 


Wrong type of cable used. 


BRAIN 
POWER 


Why is each of these a problem? Why do you think you can’t use a toner and 
tracer set to detect all of these? 
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signal but not quality 


A toner and tracer can check for a signal... 


As we saw earlier, we can use a toner and tracer to listen out for signs of life 
from electrons. ‘The toner sends a signal along the cable, and provided you 
hook it up to the same cable, the tracer picks up the signal from the electrons. 


If the tracer can’t pick up the signal at any point along the cable, this means 
there’s a break at that point. 


reak m continuity 


hen theres â br 
ies can t get through, so 










There's no way 
I'm gonna jump 
that break. 


=e 
OGOOOOOaEG 


, | \™ 


the tracer can't pick up the signal. 





\ I / 








„but can’t check for signal quality 


If there’s a connected wire going all the way through the cable, 
then the tracer will be able to pick up the signal along the entire 
length of the cable. The trouble is, it can’t tell you anything about 
the quality of the signal, or the speed with which it moves along 
the cable. All it can tell you is that the wire is continuous. 


nos Continuous; Lhe tracer 
Pere a signal all the way along 
the cable. What it can't tell ve is 
anything about the ea quali y- 


ees 
DED 3D 2O 293 29 2D =@ 






So if the network problem’s down to signal quality, you need 
something more than a toner and tracer. But what? 
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BE fhe Tener & Tricer 


Your job is to play like you're the toner & 

tracer and imagine that you are facing the 

_ Problems shown below. Say if you can help 
or not, and why or why not. 






Problem Can you help? Tell us more 


The wrong cable is plugged 


into a device. | | N EEN 
0 


Ce eee eee eee eee eee eee eeeeeeeeeee eee eee, 


The cable is wired 


improperly. |] No ER 


Ce eee eee eee eee eeeeeeeeeeeeeeee eee eeeeeeeeeeeeeeee 


| | Ves EET eae sie 
The cable is longer than the 


recommended maximum for 


Ethernet (100 meters). | | No <aSoTAR Ey AGeR Ee TST ROeN nes Sh OR eee EE e aes pr anneeeee es 
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halm”? 
can you help? 


BE the Teher & Tricer Solution 
Your job is to play like you're the toner & tracer and 


imagine that you are facing the problems shown below. 
Say if you can help or not, and why or why not. 







Problem Can you help? Tell us more 


y You tan hook the tracer on the correet 
es wire and use the toner to find the correct 


The cable is plugged to the | th Le end 
wrong end. E No A E OOE T EN 


Yes find the intorvect wires and Fix them. 


The cable is wired 


improperly. |] No ee ee ee 


………………… eee eee eee eee eeeeeeeeeeeeeeeee 


E y Asimple toner £ tracer set, will. only tell. 

The cable is longer than the es you if there is a connected wire or not. You. 

recommended maximum for N cannot tell the length with just a toner 

eaa oea | cel Mia || ee ee 
( ) 0 a 


A lL mm dk om Lo |] 
f ISoNATAK < 
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Q: Can a toner and tracer find a cable 
that is too long? 


< No. A toner and tracer can only check 
for whether there is a electrical connection. 
To check for the length, you need to 
measure the resistance of the cable. 











Well, I don't know 
about you guys, but 


$5,000 bonus. 


thereare no 
Dumb Questions 


Q: What signals can a toner send? 


A: Generally, a toner can send a 
warbling type of signal that is used to trace 
or find the end of a cable. 


A second signal Is just a voltage that the 
tracer checks for on the other end. This is 
used to check a cable for breaks. This is 
called continuity. 
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I'm going after that 


tools & troubleshooting 


Joe: Yeah? Me too. ‘There must be some pretty hairy 
problems if the toner and tracer can’t find them all. 


Jim: Well, Pm going to set my multimeter to work on the 
cables. Pll soon be $5,000 richer. 


Frank: A multimeter? Are you crazy? What’s a 
multimeter going to tell you about the state of the cables? 


Jim: Just wait and see. You might learn something. 


Q; Does a tracer have to touch a 
cable to hear the warbling signal? 


A: No, that is the nice thing about It. You 
Can run it quickly over Some wires and 
actually hear as you get closer to the wire 
that the toner is connected to. 
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measure resistance 


Introducing the multimeter 


As you can probably tell from its name, a multimeter 
is a versatile tool that measures multiple things, such 
as voltage and resistance along a cable. ‘To use it, turn 


the selector knob on the multimeter to whatever it 1s You touch the probes 
you want to to measure, and then touch the probes to to the Ara is t 
opposite ends of the wire you’re testing. You then read An analog multimeter of a wire to test It 


the measurement off the multimeter display. 


Å digital multimeter 
Read off the 
ean from the 


KT output sereen: 














£ \ Use the selector kno 


select what you 
want to measure. 


b 


= T 
a 


Vse a multimeter to measure resistance 


The thing that makes the multimeter really useful in networking 
is its ability to measure resistance along a cable. ‘This is something 
that a toner and tracer can’t tell you, and it can shed important 
light on how a cable is functioning. 


So what’s resistance, and what effect does it have on your network? 
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So what’s resistance? 


Resistance is a measurement of how hard it 1s for electrons to 
move through a wire. It’s measured in ohms, and represented by the 
Greek letter omega, Q. The higher the number of ohms, the harder 
it is for electrons to move through the wire. 


Here’s the readout from 
the multimeter where 


When resistance is low the resistance is low. 


When a cable has low resistance, this means that it’s easy for 
electrons to pass through the conductor. ‘There’s very little stopping 
the electrons from flowing, and so they move quickly and easily 
along the cable. 


w, electrons Can 


When resistance is lo W ae ae swine: 
XWV 


move quickly and easi 





O 
=O 5” SO ED SØ SØ SO = 
np RD nee 








When resistance is high 


When a cable has resistance that’s high, this means that it’s difficult 
for electrons to move through the wire. And if the electrons can’t 
move well, your signal can’t either. 








When resistance IS 


high, the electrons 7 
tant move as quickly: 





Oh man, this is like 
molasses; it's gonna 
take forever. 





GOOG 





So if you’re having network problems, you can use a multimeter to 
check out whether high resistance along the cable is slowing down 
your signal. 
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which tool? 


Fireside Chats 






Toner & Tracer: 


Whoa, what are you doing here, Multimeter? 


I guess, like a screwdriver has uses in networking 
as well. We’re made for finding broken cables and 
tracing cables. What can you possible add? 


That resistance thing is nice, but we don’t think it’s 
used very much. Your biggest problem is that both 
ends of the cable must be right next to you, how 
lame’s that? 


We even work on cables where the ends are in 
different buildings. ‘Tracer doesn’t even need to be 
touching the cable; we can keep tabs on each other 
with magnetic induction. 


What is that supposed to mean? Just because you 
give some number readout doesn’t make you more 
useful. We’re simple and effective at our job. 


Well... 
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Multimeter: 


What do you mean? I do networking too, you know. 


Well I can tell how long a cable is by measuring its 
resistance. I can find broken cables as well! 


You kind of got me there. 


But I have ways to measure cables like that. I can 
create a loop and then make measurements on that. 
Notice I said measurements. 


Yeah, your job. Notice my name has multi in it. That 
means I can do multiple things, not like you. I can 
also measure how fast the electrons are flowing, or 
current. Gan you do that? Can you? 


Anyway, gotta dash, I’m needed for some resistance 
training. See you around, guys. 
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Match up the wire with the resistance than an electron moving through these wires would feel. 


Exercise 


A really long wire 


A really thick wire 





A broken wire 
J 
“ay 
A short wire 
CES 
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ds Lution 


which 





Match up the wire with the resistance than an electron moving through these wires would feel. 


A really long wire 


A really thick wire 


A broken wire 
J 
AFA 


A short wire aee 
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Problem 


The cable is longer than the 
recommended maximum for 
Ethernet (100 meters). 


Noise on the cable 
produced by power, RF, 
loose connector, bare 
cables, and shorts. 


Connector is mis-wired. 


tools & ir 


BE the Multimeter 
Your job is to play like you're the 


multimeter and imagine that you 

, are facing the problems shown 

| below. Say if you 
can help or not, 

and why or why not. 


Can you help? Tell us more 


Ce eee eee eee eee eeeeeeeeeeeeeeee eee eeeeeeeeeeeeeeee 
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resistance isn't futile 


BE the Multimeter Solution 
Your job is to play like you're the 
multimeter and imagine that you are 
facing the problems shown below. Say if 
pm You can help or not, and why 
of why not. 







Problem Can you help? Tell us more 


Ves You.tan.use. the. resistance. setting on.the...... 


The cable is longer than the multimeter to read the resistance of the … 
E COMMENCEA MAZMUN IOF table. A longer cable will have a higher 
Ethernet (100 meters). | | No 
resistance. 
y The. multimeter. will not. show. noise. on, a. line, .. 
Noise on the cable | | es with the exception of a higher than normal 


produced by power, RF, 


loose connector, bare = | [7] ge o LME Eg 
cables, and shorts. No 


Ce eee eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeee eee 


You ¢an use the vesistance setting ona 

Yes multimeter to check for continuity, just 

ponte ctor ts imls-witee: Tike a toner and tracer, but with a readout | 
| | No instead of a tone. 
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So how well did the multimeter do? 


Jim tested the cables at Mighty Gumball, and found six with 
mis-wired connectors, and twelve that were too long. So does 
this mean that Jim takes away the $5,000 bonus? 


Q: So, it’s called a multimeter. What 
else does it measure? 


A: Great question! Most multimeters can 
measure voltages, both AC and DC, as well 
a current. 


Q: What’s AC & DC voltage? 


A: DC stands for direct current. That is 
the type of voltage you get from a battery. It 
Is just steady at one voltage, like 9 volts. 


AC stands for alternating current. This 
Current alternates in the direction It is 
flowing. Your house current is AC. 















You're kidding me, 
right? We've still got a 
ton of network problems, 
and nobody's getting any 
money til they're all fixed. 





So what’s next? 


thereyareno — ; 
Dumb Questions 


Q: What is current then? 


A: If you think about voltage like the 
pressure in a water line, current is how fast 
the water flows. So electrical current is how 
fast the electrons are flowing in the wire. 


Q: Are there any big differences 
between digital and analog multimeters? 


A: Not really. In most cases, an analog 
multimeter uses just electrical components 
Such as resistors, capacitors, and inductors. 


The digital multimeters use integrated 


circuits along with the electrical components. 


This is why they are more expensive. 
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Q: Is a multimeter used that much by 
network people? 


A: Not that much. We are using it here to 
Show how to check cables and to show how 
resistance measurements work. 


Sometimes, you will need to check for a 


specific voltage, and then they come in real 
handy. 
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the right tool for the job... 









So, still feeling 
confident about 
multimeters, Jim? 





Jim: Yeah, well maybe the problems are a bit bigger than 
I thought. 


Frank: I still think I have a shot at the $5,000, though. 
Pm sure my oscilloscope will be able to sniff out the 
remaining problems. 


Jim: A what? 


Frank: An oscilloscope. You see, 1f you use a multimeter 
to track down resistance problems, you'll only be able to 
troubleshoot cables with that sort of problem. I think we 
need to look a bit wider than that. 


Jim: Such as... 


Frank: Well, I think we need to look for voltage 
problems too. 


Joe: And you think an oscilloscope will find everything? 


Frank: Of course it will. You just wait and see. 





So what's an oscilloscope? 
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An oscilloscope shows voltage changes 


z ES -An oscilloscope 
A takes some 
An oscilloscope 1s another tool you can use to help you ‘fea ERE training to use 
troubleshoot your network. It shows you the voltage changes on a r- -l 
erly. 
wire over time, measured in milliseconds. Watch 10° proper 


An oscilloscope is a 
complex piece of test equipment 


requiring advanced training and 
Sereen where the 


Time b some knowledge of electrical 
i a inci roperly. 
signal shows up principles to use properly. 






adjustment — > ; : 
re een ee | a — —— 
i - x — Sn - = — = s ' = = ae = 3 i a | 


Channel I voltage level 
signal input adjustment 


Here’s an example readout from the oscilloscope showing you the voltage 
changes in a cable over time. 


i the 
The highs and lows on 
display correspond to the 
highs and lows of the voltage: 


Being able to analyze the voltage changes in this way gives you 
important troubleshooting information about your cables. Let’s see how. 
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voltage is electrical pressure 


Voltage is really electrical pressure 


Let’s start by taking a look at what voltage 1s. 


In simple terms, voltage is the pressure that tries to make electrons flow. 
It’s the push felt by the electrons. Think of voltage as the force that 
moves the electrons in a circuit, and resistance as anything that might 
slow them down, such as a broken wire. 


If we compare electron flow in a cable to water flow down a garden 
hose, voltage is like the pressure of the water coming out the faucet, 
and resistance is like the width of the garden hose. 


i like 
\Laoe is electrical pressure, 
fe ne of water Commo N 
a faucet: 






— Resistance is anything that might > 
slow down the electrons, like the 


width of the garden hose. 





So how does this help us troubleshoot problems? 


Ås we've seen, an oscilloscope allows us to see voltage changes over time. 
The signal on a network cable is just the change in voltage 
over time. [his means that an oscilloscope effectively allows us to 

see a network signal. More importantly, it allows us to see how clear 
and distinct the network signal is, or whether there are any extraneous 
voltages changing the signal and causing network problems. We call 
extraneous voltages noise. 


and a network signal 


A clear clean network signal... distorted by noise on the wire. 


iz 
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Where does noise on network Wo e ENE 
cables come from? 


care of noise. 
Noise is unwanted signals on your network cables. 
It comes from lots of different sources of electronic 
energy. Most things that use electricity leak 
electromagnetic energy. ‘This is especially true of 
electric things that move or have moving parts. 





First make sure that you 
don’t untwist your cable 

: too much, that twist takes care of a lot of 

: noise. Also, keep some distance between your 
: network cables and things that create noise. 


ESS OOS. Oh a RELL 8! 8:18:20: 10s 10 8) (8: tO 5 Ws aaa a a a a a a a a a 
ee ee ee ee 2 2 ee or a ee ee 


+ 
+ | + 
WHE se WHAT? 


Match up the things that create noise on network lines with how they create noise. 


Bad Grounding I cause noise when I do not have a connection to 
i what I am plugged into. 


Radio Frequency Interference I cause noise when I move cables. 
Cable Crosstalk I cause noise because I have revolving magnets. 
Bad Connector I cause noise by broadcasting waves of 


electromagnetic energy. 


Ph ysical Vibration I cause noise when signals from me cable creep on to 
another cable next to me. 


Electric Motor I cause noise with voltage differences. 


—————> Answers on page 107. 


103 


Download at Boykma.Com 


more tool sparring 


Fireside Chats 





Multimeter: 


Hey Oscilloscope, it is good to see another real 
electrical tool here. 


No, I just got done talking with ‘Toner & ‘Tracer. 
‘They were wondering why I was here. I guess you're 
in the same boat. We pretty much do the same thing. 


I guess it's "pick on Multimeter” day. No, I can't 
do that trick of seeing the signal on a cable. I can 
measure the voltage, but that's about it. But I can 
tell how long a cable is, can you? It goes down well 
at parties. 


Well, I can measure extraneous power as well, even 
AC power which is how noise shows up, right? 


Well, only when you're setup correctly. Isn’t it true 
that it takes some pretty special training to run you? 


I think I would rather be a “pick up and use” type 
of portable tool. Anyway, gotta go. 
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Oscilloscope: 


Did you have a bad morning or something? 


Hold your horses now. I think we do some different 
stuff. I mean, you can’t really see a signal now, can 
you? 


That resistance thing you do is cool. But seeing 
the signal is more than a trick. If there’s noise or 
extraneous power on a cable I can help see that. 


‘True, but if it’s transient or very quick, you won't 
catch it. I will. 


I wouldn’t say special training as such. But yes, 
someone using me will have to spend some time 
understanding all of my powerful skills. You’re just 
a toy by comparison. 
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Write down next to each oscilloscope screen what type of signal you think the green line 
represents and if itis not normal, what kind of network problem could cause the it to look like this. 
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analyze that line 


Write down next to each oscilloscope screen what type of signal you think the green line 
represents and if itis not normal, what kind of network problem could cause the it to look like this. 








106 Chapter 3 


Download at Boykma.Com 


Q: OK, given a choice, should | 
always choose an oscilloscope to check 
cables? 


A: No, actually network professionals 
rarely use an oscilloscope. The toner & 
tracer is going to be your most useful tool. 
It will help you with many of the common 
jobs that a network person needs to do. 


Q: What about the multimeter? 


A: It's probably used more than an 
oscilloscope, but not often. It’s useful 
when you need to measure a voltage 

on something, or check the resistance 
of a wire. Itcan be an OK Stand in fora 
toner & tracer, but it can’t take their place 
completely. 


thereyareno  . 
Dumb Questions 


Q: So I should just use the toner & 
tracer to look for every problem? 


A: No, they will only help you find and 
solve certain problems. If the problem is 


directly related to the physical cable, they 
are great tools to use. But if there is noise 
on the wire or network problems, they really 
aren't going to help you much. But keep 
reading, there are other tools we haven't 
covered yet that you really need to see on 
a wire then? 


Q: Is that what noise really looks like 
on a wire then? 


A: Definitely. The noisy signal shown 
on the previous page Is exactly the kind of 
thing you will see. 


< So is all noise on a network line 
just random voltages? 


tools & 


A: Not necessarily. Some stray voltages 
like the noise from overhead fluorescent 
lights is regular in nature. That is generally 
at 60 Hz. 


Q: 60 Hz, what is that? 


< Hertz or Hz is cycles per second. For 
example, the AC power in your house (in 
the US) runs at 60 Hz, or it cycles from 
positive to negative 60 times per second. 


Q: So why is noise so bad for a 
network signal? 


A: If the noise reaches a voltage level 
high enough, it can mask data. There are 
different encoding techniques that you will 
learn in the next chapter that will reduce 
what noise can do to a signal, but at some 
point too much noise can kill any type of 
Signal. 


Qa 
+ Y ea 
WHG e WHAT? 

7 Sac_uTianw 


Match up the things that create noise on network line with how they create noise. 


Bad Grounding 


Radio Frequency Interference 


Cable Crosstalk 


Bad Connecter 
Physical Vibration 


Electric Motor 











I cause noise when I do not have a connection to 
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what I am plugged into. 


I cause noise when I move cables. 


I cause noise because I have revolving magnets. 


I cause noise by broadcasting waves of 
electromagnetic energy 


I cause noise when signals from me cable creep on to 
another cable next to me. 


I cause noise with voltage differences. 
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more propiems! 


So how well did the oscilloscope 
perform for Mighty Gumball? 


Armed with his trusty oscilloscope, Frank managed to track down 
some more network problems at Mighty Gumball. It turns out that 
there was a large power cable lying across several cables, and this was 
creating noise in the network cables. 


Unfortunately, there are still more network problems at Mighty 
Gumball to contend with. ‘The machinery that makes the gumballs 1s 
back up and running, but the packaging conveyor belt keeps stopping. 









This is outrageous! 
Can't anyone fix this? I'll 
increase the reward to 
$6,000 and throw ina 
free dental health plan... 









> LT { 
{YW 


I, 
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I thought you said 
your oscilloscope could 
solve all the world's 
problems, Frank. 





Frank: OK, | admit it, I’m an idiot. I thought the 
remaining problems were to do with voltage, and I was 
wrong. 


Joe: Well, actually I think you’ve got a point. 
Frank: You think Pm an idiot too? 


Joe: Not in that sense. Seriously, I think the network 
problems might well be something to do with voltage. 


Jim: But that's crazy talk, Joe. Surely the oscilloscope 
would have picked up voltage problems. 


Joe: Well, not necessarily, not if the problem's quite 
subtle. 


Frank: So what are you suggesting? 


Joe: Pm going to double-check those cables you looked 
at with a logical analyzer, and then [ll claim my $6,000 
from the boss. 


you are here > 


imminently logical 


A. logical analyzer uses voltage too 


Just like an oscilloscope, a logical analyzer looks at changing voltage o a 
levels over time. Often high end oscilloscopes have the ability to This 1S the same 


function as a logic analyzer as well. 


oscilloscope we 


Se . 
signals Lots of oth. it can work as a 


tontrols 


logic analyzer as 
well. Yes, it’s very 
expensive. 





Time base 
adjustment 


There’s a key difference, though. Instead of reading the actual voltage, 
a logical analyzer reads the signal as a series of binary numbers, or 
I's and 0’s. When the signal goes higher than a set voltage level, the 


logical analyzer sees it as 1, and when the signal goes lower, the logical 
analyzer sees it as 0. 


Signal input 


This is the logieal high voltage 
level. When the signal goes 
above it, it’s treated as 3 l. 


When the signal falls below the A 
logical high voltage level, its 
treated as a O. 


This is how the logical analyzer > 1 100 1001 10001 101 11 
interprets the signal. 





ec ec ere er eee eeoee ee ee eee eee eee ee ee 


= E A logic 

A analyzer 
TN takes lots of 

Watch it! training to 


use properly. 





The voltage changes in the signal represent data in the form of 
binary numbers, so a logical analyzer allows you to see the stream 


i . A logic analyzer requires 
of data based on the logical voltage level. It effectively allows you to 


i . : even more training than an 
cee Raat EB AR, : oscilloscope to understand 
So how does that help us troubleshoot network cables? : and use proper ly. 


eoeecee 
6 66 6 ose ERR RE ERE RS ESKE Oe eee ee eee eee eee 
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Exercise A logic analyzer sees a signal as logical levels, in other words 1’s and 0's. An oscilloscope sees a 
Signal as a changing analog voltage level. For each signal below, choose whether an oscilloscope, 
or logic analyzer, or both would see a signal as depicted. 


| | Oscilloscope 
| | Logie Analyzer 





Logical high voltage level 


| | Oscilloscope 
| | Logie Analyzer 


| | Oscilloscope 
| | Logic Analyzer 


Logical high voltage level 


| | Oscilloscope 
|_| Logie Analyzer 
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logic is binary 







A logic analyzer sees a signal as logical levels, in other words 1’s and O's. An oscilloscope 
_— sees a Signal as a changing analog voltage level. For each signal below, choose whether an 
sige oscilloscope, or logic analyzer, or both would see a signal as depicted. 

OLUTION 


A€ Oscilloscope 
DX Logie Analyzer 








Logi¢al high voltage level 


| | Oscilloscope 
Logic Analyzer 








few |'s and 


ta 
loaie analyzer may detet 
Ia te 1S real noisy signal 


mM Oscilloscope 
| | Logie Analyzer 











Logical high voltage level. 


NZ Oscilloscope 


| | Logie Analyzer 


There is a signal here, 


b 
luer dlen eie ut the high voltages are 


old voltage for a logical l. 
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> BE the Lege Analy ze 
i. Your job is to play logic SL and 

lg convert the raw Ethernet signals shown 

\, below into data represented by 1's and 0’s. 







Time 





Signal Vertical lines 
Level are one time 
period. 
Signal 
Level 
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be the analyzer 


BE the Logic Analyzer Solution 
FR. Your job is to play logic analyzer and convert the raw 
a poi signals shown below into data represented by 
NÅ. Ts and 0's. 







Time 








Signal 
Level 
1lojolol [i [i fi |o]o | [1 fi jojo jojo 
Time 
a 
Signal 
Level 
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When is a logical analyzer useful? 


Ås we've seen, an oscilloscope and a logical analyzer both measure 
changes in voltage over time. It’s useful to compare how they both 
see the signal in a cable, as significant differences can indicate 
problems. 


As an example, here’s the display from an oscilloscope and a logical 
analyzer where the signal is clear, but the voltage change is small. 


Oscilloscope Logica] Analyzer 





N 


The oscilloscope shows a Clear and distinet signal, but 
as it always falls below the logical high voltage level, 
the logical analyzer interprets it as a constant O. 


Even though the signal looks well defined and clear on the 
oscilloscope, the voltage change is too small to register on the logical 
analyzer. In other words, the signal isn’t strong enough to carry the 
network data. 


So which tool is best? 


So far we’ve looked at four tools you can use to help you 
troubleshoot your network cables. We’ve used a toner and tracer 

to listen to electrons, a multimeter to measure resistance, an 
oscilloscope to display changes in voltage over time, and a logical 
analyzer to interpret the signal into binary data. So which tool 1s the 
most effective? 


Who should win the Mighty Gumball bonus? 
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here we go 


Fireside Chats 





Oscilloscope: 


Hey Bro! Good to see another high end electrical 
tool around here. 


Just like you, Pm looking at signals. Pm checking 
for noise, extraneous voltages, DC voltage levels, 
timing—you know the sort of thing. 


If you’re saying that I can’t turn a signal into |’s 
and 0’s, you’re correct. But I can still lock into a 
signal and show it. 


Yes, I usually have four channels. But [am showing 
the analog value of the signal, the raw signal. ‘That 
is a lot of information to store. You are storing a 
digital interpretation of the signal, right? 


Right, efficient, but you lose all the non-digital 
information in the signal. Kind of hard for you to 
see different voltage levels, isn’t it? I mean, if there 
are no standard logic voltage levels, then you’re 


stuffed. 


Not to rub it in, but I think that you’re a lot more 
costly than me. It’s true you can have lots of 
channels, but someone has to pay for them, right? 
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Logic Analyzer: 


What’s up? I didn’t know you were doing stuff 
around here. What kind of things are you doing? 


But let’s get something clear here. You really don’t 
know what the signal 1s, do you? 


‘True, but you cannot store very much of the signal. 
Plus you can only see four or so signals at a time? I 
can see 64, or even more, signals. 


Yes, I do represent the signal in a digital form and I 
store it that way. Very efficient, don’t you think? 


Pll give you that one. I can’t really see voltage levels 
outside of the normal logic level. 


Hey, I gotta run, I have a date with an FPGA. 
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The Mighty Gumball bonus went to Jill 


Unbeknownst to Jim, Frank and Joe, Jill decided to try for the bonus too. 
She managed to pick up all the problems the other tools did, but with 
just the one piece of equipment. 






Jill, how did you find 
so many problems— 
and so quickly? 


Jill: I used a LAN Analyzer, which incorporates most of 
the tools that you guys were using into one device. 


Frank: There's a toner & tracer, multimeter, 
oscilloscope, and logic analyzer in that thing? 


Jill: Not exactly. It has the functions of those tools with 
regards to network cabling. 


Frank: Can you give me an example? 


Jill: Sure, instead of using a multimeter to find the 
resistance of a network cable and then calculating the 
length from that reading, this device does the calculation 
for you and gives you a readout. 


Frank: WOW! That is awesome! What other things can 
it do? 


Jill: I think it is best if you take it and play around with 
it for a while... 


Let’s take a closer look at what a LAN 
analyzer is, and how it works. 
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the sum is greater than the parts 


A LAN analyzer combines the 
functions of all the other tools 


If you have to do any amount of troubleshooting and maintenance 
on a network, the LAN analyzer is a great tool to have. It has all the 
functions of the tools we previously covered in this chapter. You can 
use it to check and certify cables, and also watch and troubleshoot 
network traffic. Some units even help you deal with wireless 
networks. 


LAN analyzers are expensive and require extensive training, but their 
flexibility makes them incredibly useful to network professionals. 
Your new best friend, 


the LAN analyzer 


A LAN Analyzer 
has all the functions 
of the previous tools 
we looked at, but 

its output 18 seared 
to the network 
professional—you. 





So how does a LAN analyzer actually work? 
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A LAN analyzer understands the 
network traffic in the signal 


A LAN analyzer essentially acts as a computer on a network. It 
fully decodes the signals into actual network data. It takes the 
voltages, converts them to I's and 0’s, then understands that the 
I's and 0’s represent structured data. ‘This data is in the form of 
frames on an Ethernet network. 


© The LAN analyzer starts by reading the 
voltage changes over time. 








110010011000110111 C) The LAN analyzer then converts the voltages 
into 1's and O's, depending on the voltage levels. 


It does this in a similar way to a logical analyzer. 


A single Ethernet frame 


is made up of several 
thousand I’s and O's © The 1's and O's represent structured data. 
y This data is in the form of frames on an Ethernet network. 
48 Bits 48 Bits 16 Bits Variable 32 Bits 
l 
| 


368 bits to 12000 bits 





Packet Structure | 


© Inside the frames are the web pages, .5- =». .--- ee 
emails and other data traveling on Ümera. ETEE per OO TENTS NTT TT 
your network. 
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which 


So which tool is best? 


Well, it depends. If your problems are simple physical cabling 


problems, a good toner & tracer tool set is going to help you. 


Once the problems get more complex, 1.e., more network related, 
you will need to use a tool like a LAN analyzer to get a idea of 


what is going on with your network. 
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Questions 


Dum 


Q: So which is more powerful, a logic analyzer, an 
oscilloscope, or a LAN analyzer? 


A: That depends on what you mean by powertul. An oscilloscope 
Is certainly more versatile than a logic analyzer. Modern 
oscilloscopes can get pretty close in functionality to logic analyzers, 
and logic analyzers have many of the features of oscilloscopes, 
such as showing the raw signal. But for network professionals, the 
LAN analyzer is the ticket. It has most of the functions that you will 
need to troubleshoot and maintain a network. 


Q: Does a LAN analyzer have the functions of a toner & 
tracer? 


A: Yes, some LAN analyzers come with a small remote device 
that can be connected to the opposite end of a cable to test it or to 
help find it. 


Q: So how much do these things cost? 


A: A toner & tracer set can be purchased for less than $100. An 

oscilloscope can run from $1,000 to $20,000. A logic analyzer starts 
at about $3,000 and goes up, fast. A LAN analyzer is in the $1,000 

to $15,000 range. 


Q: Does the LAN analyzer know anything about the voltage 
levels of the signal? 


A: Atsome level it has to in order to interpret the signal into 
network data. More expensive LAN analyzers will give you more of 
this detailed information. 
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Q: Does that logical voltage level change? 


A: No, itis set by the type of integrated circuitry (ICs) that the 
hardware is built with. So CMOS (complementary-metal-oxide- 
semiconductors) have a particular range of acceptable voltages. 


Q: Are these voltages common knowledge? 


A: To any electrical or computer engineer, they are. These 
voltages are industry standards. So everyone making and using ICs 
agrees on what these voltage levels are so that components can 
work with one another in a circuit. 


Q: So each of these tools view the signal a bit differently, 
huh? 


A: That's a great way to think about it. The oscilloscope sees a 
raw voltage that is changing over time. The logic analyzer tries to 
make sense of this signal by decoding It into 1’s & 0’s. 


The LAN analyzer has a whole different view. It actually tries 
looking at things from a “top-down” approach. It assumes that it is 
connected to a network cable and tries to decode the signal as a 
network signal. 


Q: So how does a LAN analyzer know how to decode the 
network traffic? 


A: In the next chapter we will take a look at encoding and 
decoding signals. You will learn about a couple of different ways this 
is done. 
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tools & troubleshooting 





w | + 
WHAT? 


wre BoE: 





Draw a line from the problem to the best tool(s) that could help find the problem. 


Cable Break 


Noise from power line 


No signal on line 





Continuity of cable OK, but 


resistance too high 


Network storm from poorly 





configured switch 


Cable too long, causing timing issues 
Ji | with Ethernet cable 
Incorrect terminator on coax cable 


Multimeter 


RJ-45 connector wired incorrectly 






ETES 
Logic Analyzer 


se - ber, this is â 
SN Remem lostoțė 


high end ost 
that also work as ê 
loge analyzer 
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who does what? 





+ 


| + 
= S$OQcl.UoTiQw 


Draw a line from the problem to the best tool(s) that could help find the problem. 





Cable Break 





Noise from power line 


| No signal on line 
eX 
Å Continuity of cable OK, but 
N resistance too high 


Network storm from poorly 


LAN Analyzer 























rr 
em 


Oscilloscope 











configured switch 
Cable too long, causing timing issues 
| with Ethernet cable 
Incorrect terminator on coax cable 
Multimeter 





RJ-45 connector wired incorrectly 





Logic Analyzer 
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tools & 


The Mighty Gumball problems are fixed! 


Thanks to the team’s skilled use of network troubleshooting tools, all the 
problems with the Mighty Gumball network have been tracked down 
and corrected. It looks like Mighty Gumball is back on track to meet the 
demands of their Super Bowl contract after all. 










Hooray, weve got it 
made! See you at the 
next Super Bowl! 
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4 packet analysis 


* 


% You’ve Been Framed 
is is the last * 


place they'll look for 
my network data... 













i 
CL IT INT 
a | fee = = 

s e E HE 





pa] LA HELP 
A Tunhem 





It’s time to go under the hood. 

Network devices send data down the cable by converting the data into a signal. But 
how do they do this? And what else might be hiding in the signal? Just like a doctor needs 
to look at blood cells to identify blood-borne diseases, a network pro needs to look at 
what’s in the network signal to detect network intrusions, perform audits, and generally 
diagnose problems. And the key to all of this is packet analysis. Keep reading while we 


put your network signal under the microscope. 
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what's in 


What's the secret message? 


The Head First Spy Agency specializes in conducting undercover 
investigations on behalf of their clients. No job is too big or too 
small, and they've just recruited you to their cause. 


Here’s your first assignment: 






. Mole on the network! 





= g Frói cloakboss@spydept.gov HH 


i i is being sent by a 
i a rogue signal we believe Is 
a It ele Lea e a a 
i the Ethernet. Can you 
a extract the message? lf oe sires are 
being passed on to our rival, we're In big tro 


Hove's the mole — but what 
message is he sending? 









So how do we extract a message from 
a signal? 


We've seen before that network signals contain 
network data. ‘This data is encoded into a format that 
computers can use, so 1f we can decode the signal, we 


should be able to extract the hidden message. But how 
do we do this? 
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packet analysis 





| Think of three different ways the same signal could be converted into 1's and 0's. It's okay if you 
e.. ea, dontget them right. We've done the first one for you. 
Exercise 


| Start at O. Where a high horizontal bar meets a vertical dotted line, we repeat the last number we got. 





low voltage, high voltage, a i w, 


er so we "flip to I. a we “keep” a CBC Ce. % a 
>p] H m ií 


We start at O. 


Could this signal represent something other than 1’s and 0’s? 





vol are here b 
y U u al © | le | Ms y 1 27 
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your data’s encoded 


Think of three different ways the same signal could be converted into 1's and 0’s. It’s okay if you 
don’t get them right. We've done the first one for you. 





| Start at O. Where a high horizontal bar meets a vertical dotted line we repeat, the last number we. got. 


This encoding 
method is known 





i 
in the industry as S <, Søn 4 J 
N on-Return ER * low voltage, high voltage, ial \ ` a SÅ S \ \ 
—|/. am. 2 “k z h : f E b xX £ 
Inverted (NRZ | 3 so we flip to |. Z. TT ; SÆR SÆR SN (2. CT 25 
= 


mect of 4 


a. vertical dotted line, we. 960.80... cccccececccescescescesscsscaseastassessesessestestesseatesseesnsstitestetetentesees 


This encoding method is 
known In the industry as 
Non—Return Zero. 





nannnonaanna A n 


This is known as 
Manthester entoding 








7i 3 2 


i 
9 1 





S 7 

change e of I 4 A % & y & y 
+p oy © D D t © 
© c D ne e ne SY SY 
+ we 8 
= 


Be? 0 ee R oy © ae d 
SA keep O. > Ài > Sy a vy TR ve oe EN ma - 
oj] [o}* lol¥ [14 fo} [2] TY bY pl? Ler 
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Fireside Chats 





Manchester Phase Encoding: 


Welcome, Non-Return to Zero. Is there something I 
can call you for short? 


So you give a positive voltage a one and a negative 
voltage a zero? 


A little extra bandwidth is worth the price. I have 
built-in clocking, I make sure the data gets there, 
and I can spot errors. Gan you do that? 


What happens when you have a whole bunch of bits 
in a row? Say you're trying to send a whole bunch 
of zeroes? 


Ethernet, for one. If you have a bunch of bits in a 
row. [he signal sits there at the same voltage level 
for a long time. Without a clock, the sending device 
and the receiving device will get out of sync. 


I use self-clocking. I give a network more bang for 
the buck. You'd be good for writing data to a hard 
drive, but you just don’t cut it on a network, do you? 


That's what I thought you might say. 


Tonight's talk: 
Manchester Phase Encoding vs. Non-Return to Zero 


packet analysis 


Non-Return to Zero: 


I prefer NRZ, but some folks call me NRZ-L for 
Non-Return to Zero Level. My name’s nice and 
transparent. When I encode a signal, it starts at zero 
voltage, but it never gets to go back to zero voltage. 


I can do it that way or vice versa, depending on 
how Pm implemented, but I always stick to the 
rules of that implementation. I am a slim encoding 
technique. After all, I require only half the 
bandwidth you require. 


I like to keep the encoding process simple. Clocking 
is overrated. 


What sort of crazy standard would allow for a 
bunch of bits in a row? 


I don’t get caught up in all that high-falutin’ stuff. 
Economy and simplicity is the name of my game. 


Data should stay home. All that crazy travel over 
cables is unnecessary and fraught with problems. 
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encode the data 


Network cards handle encoding 


Encoding is handled by the Network Interface Card, or NIC, inside 
the computer. It handles and decodes digital signals, and is in charge 
of all the messaging ins and outs on the computer. 


The Network Interface Card 
Processors on the NIC do the Te Nebo ks = 
signal conversion work. NM NIC eo 






Read-Only Memory (ROM) chips =| 


on the NIC store the Media = 
Access Control (MAC) address. i 
The MAC address is a unique identifier = 


for the NIC used in any data sent over a 
network. 


The NIC produces the voltage 
necessary to push the signal 
across the network. 

A port on the face establishes an 
electrical connection with an RJ-45 
connector on a network cable. Lights 
next to the port tell you the NIC 1s 
connected to the network (1), and the 
NIC is sending data on the network (2). 





So how does the NIC encode the data? 


The NIC starts by taking the message that needs to be sent across 

the network. It then turns the message into binary numbers, a 

series of O’s and I's. After that, it encodes these numbers, and 

sends corresponding voltage signals through an attached network The NIC takes the message baa 
cable. encodes it, and then aie \ 

= onal across the networ . 


This is a| 
top secret 


message 





So if we know what the signal is, how do we find the original 
message? 
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packet analysis 


To get the message, reverse the encoding 


To find out what the message 1s, we need to decode the rogue network 
signal. Here’s what we need to do. 


© Take the rogue signal. 
The signal is the series of voltage changes that’s been transmitted along 
the cable. The message is hidden inside it. 


-V 


© Divide the signal into equal slices using a clocking 
mechanism. 
By this we mean a device that pulses regularly. The clock provides a 
regular heartbeat. 


-V 


© Convert the signal into a series of O's and 1's. 
‘To do this, look at the voltage level where the clock pulse meets the 
signal. ‘The voltage level at this point determines whether the value is a 
0 ora l. 


So how do we decode the signal? 


The way in which we find the stream of 0’s and 1’s depends on the 
method used to encode the signal in the first place. So how do we 
know what this is? 
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encoding requires a standard 


The Ethernet standard tells hardware The protocol for 
how to encode the data 10BaseT Ethernet 


So what sort of encoding scheme does the rogue signal use? f. 

HEE | . | i i specifies that the 
The signal is transmitted over Ethernet. This is a standard that 
engineers and manufacturers use when designing computers and signal will he 
network gear, and the protocol includes features such as Manchester 
phase encoding. So 1f the signal is sent using the Ethernet protocol, encoded using 


it uses Manchester encoding. 


Manchester encoding. 


Let’s look at how this works: 


O The CPU in the computer 
sends data to the 
computer's NIC. 





Data from the Cpu 


cua doaoanane 
the computer: 
| 
l 
| 
l 


| 
| 
i 
lo The signal 
is sent 





through the 


Ethernet cable l | l 











' 
| Converted 
| signal 
O Inside the NIC, NRZ encoded 
data is combined with a clock 
signal to create a Manchester 
encoded signal. 
N 
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packet analysis 


-O N 2... 


You don 


*t have to know the exact i 
details of how encoding works. 


In NRZ encoding, 
the binary data is 





What is important for you to : 
understand is that data in a computer : 
way but is encoded into a signal 

ted on a network. 


pean ne a oe anneal 
high and low voltage 3 

levels; high is a 1, low 
is a 0. In Manchester 
encoding, it is the 


TRANSITION © The cPu in the 


computer gets data 


from the computer's 
toa voltage that — | 


. 
ee 


represents data. 





ODD dør 


| 
| 

| 

The signal | 
is received | 


by the 
NIC. 
| 











O Inside the NIC, H e 
Manchester encoded signal i 
converted in to NRZ. The NIC 
then lets the CPU know it has data. 
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so what 


Q: Why do we need to encode and 
decode signals? 


A: If we don’t encode and decode signals, 


they come in as raw waveforms, i.e. 1's & 
0's represented by voltages. We can’t do 
much with such waveforms. We encode 
and decode signals so that we have a way 
to carry data on the signal. Networking Is all 
about sending messages, so encoding and 
decoding are crucial to networking. 


Q: Why don’t we just encode data in 
one way and stick to that? 


A: Different encoding methods have 
different advantages. Some encoding 
methods are more efficient. Some methods 
have better error correction. Over time, 
better and better encoding methods come 
about. These methods offer different 
advantages and disadvantages over others. 


Q: What is error correction? 


A: Any time you send data on a network, 
you can run into problems with that data. 
Different encoding methods allow for 
detection and correction of those problems. 
Error correction helps maintain the integrity 
of your data. 
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thereyareno  . 
Dumb Questions 


Q: How many different kinds of data 
encoding are there? 


A: Data encoding comes in many flavors: 


American Standard Code for Information 
Interchange (ASCII), Binary Coded Decimal 
(BCD), Differential Manchester Encoding 
(DME), Extended Binary Coded Decimal 
Interchange Code (EBCDIC), Feedback 
Shift Register (FSR), Manchester Phase 
Encoding (MPE), Non Return to Zero (NRZ), 
Non Return to Zero Invertive (NR Z-I), 
Return to Zero (RZ), and Unicode. Some 
older encoding schemes in networking are 
Manchester, NRZ, and NRZ-I. 


Q: Older schemes? What is being 
used now in networking? 


A: 4B/5B and 8B/10B are used for Fast 


Ethernet and Gigabit Ethernet. The 4B/5B 
scheme uses 5 bits to represent the 4 bit 
numbers and 10 bits to represent 8 bit 
numbers. This is done to assure that there 
iS a transition at some point. 
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Q: As a network professional, I just 
need to know how to connect stuff. 
Why should I learn all of this math and 
physics? 


A: Networking is all about sending 
messages (data) over a carrier (signals). 
To diagnose problems, a good mechanic 
needs to Know all the aspects of how an 
engine works, Similarly, a networking 
professional needs to know how data is 
packaged to understand how to completely 
troubleshoot a network. 


Q: Where do | go if | want to find out 
more about the Ethernet protocol? 


A: The Ethernet protocol was written by 
the Institute of Electrical and Electronics 
Engineers (IEEE). You can find a whole 
lot more about the IEEE Ethernet working 
group and its publications at the following 
Sites: 


http://grouper.ieee.org/groups/802/3/ 
http://standards.ieee.org/getieee802/ 


packet analysis 












So we know that the signal 





One of Your uses Manchester encoding 
Colleagues at because it's Ethernet. But how 
the Head First —, o ° does that help us decode the 
Spy Agency. message from the mole? 


If we know how a signal’s encoded, that 
means we can decode it. 


Knowing that the signal uses Manchester encoding means 
that we know the series of 1’s and 0’s that the signal 
represents. What we need to do next is translate this 

into something more meaningful. ‘To do this, we need to 
understand how to translate binary numbers. 


"§ cholar’s Corner 


Manchester Entoding a method used in networking, which turns 
today  electri¢ signals into data formats that a computer can read. The 
difference between Manchester and other binary encoding 
di: methods is that Manchester encodes data based on a change 
in the signal. The direction of the change in the signal 
determines whether the bit is a “O” or a “I.” 











Å more formal definition appears in Federal Standard 
1037C, Glossary of Telecommunications Terms. You can find this 
document at the following url: 


http:/ / www.its.bldrdot.gov/ £s-1037/£s—103 Te. htm 
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binary is base two 
A quick guide to binary 


The first thing you need to know about binary numbers is that they 
aren't based on 10 digits (0 to 9); they’re based on 2 digits, O and 1. 


Here's how binary digits work: 
0 l 
her Fingers 
£ all about your other MIE 
3 & E ooh need two of them for binary 


If you see a binary number like 0 or 1, this is the same as a decimal 





number 0 or |. But how do we write a number like 2 in binary? 


Binary is a base 2 system. ‘This means that each digit in a binary 
number represents an increasing power of 2. ‘The right-most digit in 
the binary number represents 2°, the next represents 2', the next 2° 


| l | Each dioit in the =) number 
1| 0| 0| 1 = represents a power ° L 
9! 93 3? 51 TT 


and so on. 


So how do we convert a binary to decimal? 


‘To convert from binary, here’s what you need to do. 


I I 0 0 1 


© Multiply each digit in the binary number 


by the corresponding power of 2. 1x2 1x2" 0x2" 0x2" 1x2” 
| I E E J 
O Add the whole lot up together. I6 + 8+ 0+ 0 + 1 


So 11001 in binar 


Sdme as 25 y is the 2 VA 


in decimal. —A «D 


And there’s your decimal number equivalent. 
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packet analysis 


pufer 


” om 
i". Your job is to play the computer and 


Æg: convert the binary numbers below into 
EN decima]. We've done the first one for you. 


BE the Ce 





el 
eli 
eli | 
-li 
-li 
e| | 
-li 
el 


eli 
-li 
iL 
-li 
mL | 
eli 
el | 
el 


el 
-li 
mil 
-li 
-li 
ell 
mL 
ell 
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what's in there? 


wel} BEY elsif leis 


BE the Computer Solution 





Je] Gel eel ae 

JA aA HH FF 

a el] Ge) gel) we 
j JE) FS HH! FE 
R JA Gell ee] oe 
a eld] ele] Esl ele 
EG lel] Gel) ell Ele 


biaa an 
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packet analysis 


pen your pencil 
à Try converting the signal below into binary and then into decimal. 
Use the Manchester encoding method to convert the signal. 





| | 
= 


Fe} Ed EL Cl A A 
Ce | J+ LI? + Cdt Cdt C+ L 


+ + 


| 


+ + 
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convert the signal 





el [el 


140 


Si 


ile 


Try converting the signal below into binary and then into decimal. 
Use the Manchester encoding method to convert the signal. 


fo} fo} LI 
+t elt elt O 


\\ 


35 
AE 
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What about text? 


We can convert the numbers into letters. 


So far we've looked at how we convert the signal into binary, 


and from binary to decimal. What we really want to do 


though is convert the signal into something more meaningful 
such as words. So how can we turn numbers into characters? 


‘The answer lies with ASCII... 


Q: Why don’t computers just use 
decimals like humans do? 


A: Computers use binary because 

It's more convenient to implement with 
electronics. Electricity is easier to deal with 
when it’s in two states, like on-off, high-low, 
positive-negative. If we had to represent 
ten numbers at the signal level, we'd have 
to represent ten states. To do so, we'd need 
expensive, highly-sensitive electronics. 
We'd also have to account for errors in 
State and spend huge chunks of time error- 
correcting and troubleshooting. Binary is 
way easier and way cheaper to use. 


thereyareno — , 
Dumb Questions 


Q: Where will I use binary in a day-to- 


day networking job? 


A: The most common place you'll 

use binary as a network professional is 

in subnetting (which we cover in a later 
chapter). Subnetting can seem like magic if 
you don't understand the binary behind it. If 
you want to monitor packets on a network, 
binary can help you understand the data 
more completely. In the end, understanding 
binary makes you a better networking 
professional. 
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So are you telling me we 
can only send messages as 
numbers? That's a bit lame. 


packet analysis 





Q: Can you add, subtract, multiply, 
and divide binary numbers? 


A: You can do all of the same operations 
we do with decimal numbers. You just need 
to learn some special rules to do so. 


Q: Can't I just do binary on some sort 
of calculator? 


A: Ona Macintosh computer, you can 
use the Calculator app. When you open 
the app, choose “View > Programmer” and 
you've got a calculator that will do binary. 
For other operating systems, you can 

find and download a good programmer's 
calculator. You can also search the Internet 
for web-based binary converters. 


141 


computers 


Computers read numbers, humans read letters 


We can convert a signal into numbers, but what can we do when we 
need text? We use something called the American Standard Code for 
Information Interchange (ASCII). Computers use this format when 
transferring text messages to one another. 


In computer-speak, each binary digit is called a bat, and eight bits 
together form a byte. 


i droit 
É eh binary | 
sais 10] [1] [1] [0] [0] [0] [0] [1 
ý te. lt 
01100001 in binav Rg its form a byte 


epresen 
is 77 in decimal.” takes I byte *e © 


Each byte needs to be translated to an ASCII character. ‘To do this, we 
convert each byte into its decimal equivalent, and then look up the 
corresponding ASCII in an ASCII table, just like the one in Appendix 


ll. 








hat 
gC I code t 
To get the p 3 detiveal, the 
orresponds Lable muth like 
computer uses ð 
this one. 

So the ASCII character represented by 01100001 is the letter a. e f There is 
sne another 
character 

oe Watch it! encodin 

But isn’t there an easier way? 2 SEERE 

The trouble with translating bytes into ASCII characters in this : Another major character 

way is that the 0’s and 1’s quickly become overwhelming. It can be : €ncoding scheme js 

fiddly converting bytes into decimal numbers, and this means it’s : Unicode. It allows for 
easy to make mistakes. So is there an easier way? i millions of characters 


……s……… 
…. .………… 
…. ………… 
……… ……… 
…. ………… 
… .… ……… 2 
… … ……… 
…… 
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packet analysis 


Wouldn't it be dreamy if I could 
convert binary numbers into ASCIT in some 
easier way than converting to decimal, and 
not have to juggle quite so many 1's and 0's? 
But I know it's just a fantasy... 
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= ia ME d A~ 
hex is base 16 


Hexadecimal to the rescue 


There's a handier way of converting a byte into ASCII. Instead of 
looking up a decimal number in an ASCII table, we can look up its 
hexadecimal equivalent instead. 


Hexadecimal numbers are based on 16 digits, 0-15: 





So if you see a hexadecimal number like B, you know that it just 
means 11 in decimal. 


Hex is a base 16 system, which means that each digit represents 
an increasing power of 16. The right-most represents 16°, the next 


1 Im | 
| 0 | th diart in a hexadecima , 
g 0 K ae pee a power of | 


ig 16 16 167 16” 


represents 16', and so on. 


So how do we convert a hexadecimal to decimal? 


To convert a hexadecimal number to a decimal, take each digit 
in the hexadecimal number, multiply it by the power of 16 it 
represents, and then add the whole lot up together. 


0 0 0 2 A 


0x16! 0x16? 0x16? 2x16° 10x16 


\ | | | / 
0+ 0+ 0+ 32 + 10 


So 00024 
Same as 


in hex IS the 6 
42. in decimal. > 42 


Prhantar i 
44 Lf 279 | D f 2 " LÅ 
| WHIAMICH °F 


= 
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packet analysis 


We can convert to ASCII using hex 


Once you learn to use hexadecimal, you realize just how cool it is. Hex 
and binary make great partners, which simplifies conversions between 
binary and ASCII. Hex is like a bridge between the weird world of 
binary and our world (the human, readable world). 


Here’s what we do: 


© Break the byte in half. 
Each half-byte is called a nibble. [Note from Editor: you’re kidding, 
right? 


O 11O) AE 


G 








O Convert each half into its 
hexadecimal equivalent. 
Because the binary number is broken 





into halves, the highest number you can 
get is 15 (which is “F” in hex). 








| Don’t add 
ð CT the two 
© Concatenate the two numbers. D iii berel 
Concatenate is a programmer's word that 


Watch Mga ait 


simply means “put them beside each other 


from left to right.” Al ; them side- 
padetimd : by-side, and you have the 
He of : 
equivalent > hexadecimal conversion. 


o\|000° 


eeoececer eee eee eee eee eee eee eee eee eee eee eee eee ee ese ee 


O Look the number up in an ASCII table. 
The table to the right is just a sample. ‘To find comon 


ASCI codes, use the handy ASCII conversion table we’ve BESES ee! 


provided in Appendix u. 


We know it’s se 
dange at fi 
me us, this little Lev i but 
ersion to ASCII faste a 8 
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decode 


di your pencil 
D, 





The messages below are written in binary, decimal, and 


hexadecimal. Practice your decoding skills by deciphering the 
message. 


Binary 


01000011 01101111 01101101 01110000 01110101 01110100 01100101 01110010 01110011 00100000 01110011 

01110000 01100101 01100001 01101011 00100000 01100010 01101001 01101110 01100001 01110010 01111001 
00100000 01100001 01101110 01100100 00100000 01110011 01101111 00100000 01110011 01101000 01101111 
01110101 01101100 01100100 00100000 01101110 01100101 01110100 01110111 01101111 01110010 01101011 

00100000 01110000 01110010 01101111 01110011 00101110 00001101 00001010 00001101 00001010 


Decimal Wint: Use the ASCII 
/ dix i 
69 118 101 110 32 100 101 99 105 109 97 108 115 32 99 97 110 32 98 table in Appen ec 
to lookup the A 
101 32 101 110 99 111 100 101 100 32 97 115 32 65 83 67 73 73 46 tode 
O . 
Hexadecimal 


48 65 78 61 64 65 63 69 6d 61 6c 20 70 61 63 6b 73 20 61 20 6c 6f 74 20 6f 66 20 76 
61 6c 75 65 20 69 6e 74 6f 20 61 20 6c 69 74 74 6c 65 20 73 70 61 63 65 2e 
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BE the Computer 


H © Yor job is to play the computer and 


convert the binary numbers below into 
A, hexadecimal. 






Wint: Use the ASCII 
table in Appendix ii 
to lookup the ASCII 
tode. 


ona jolt jo 
“a= Le 
olo ol Jo 
-0 =T 
oola aan 
Hex Code | |= az oe 
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decipher 


Gqaharpen m pencil 


DM | lution The messages below are written in binary, decimal, and 
hexadecimal. Practice your decoding skills by deciphering the 
message. 





Binary 

01000011 01101111 01101101 01110000 01110101 01110100 01100101 01110010 01110011 00100000 01110011 
01110000 01100101 01100001 01101011 00100000 01100010 01101001 01101110 01100001 01110010 01111001 
00100000 01100001 01101110 01100100 00100000 01110011 01101111 00100000 01110011 01101000 01101111 
01110101 01101100 01100100 00100000 01101110 01100101 01110100 01110111 01101111 01110010 01101011 
00100000 01110000 01110010 01101111 01110011 00101110 00001101 00001010 00001101 00001010 


Computers speak binary and so should network pros. 


Decimal Lint: Use the ASCII 
69 118 101 110 32 100 101 99 105 109 97 108 115 32 99 97 110 32 98 table in Appendix ii 
101 32 101 110 99 111 100 101 100 32 97 115 32 65 83 67 73 73 46 to lookup the ASCII 
Even decimals can be entoded as ASC|l. code. 

Hexadecimal 


48 65 78 61 64 65 63 69 6d 61 6c 20 70 61 63 6b 73 20 61 20 6c 6f 74 20 6f 66 20 76 
61 6c 75 65 20 69 6e 74 6f 20 61 20 6c 69 74 74 6c 65 20 73 70 61 63 65 2e 


Hexadecimal packs a lot of value into a little space. 
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aier par yar panl 


Try converting the signal below into binary and then into decimal. 


Use the full Manchester phase encoding method to convert the signal. 
l l l l l l l 
l 
| 
l 
l 
l 
l 
l 
| 


oi atinin [| Pay 


VW 2 Z 


Signal 


| l l 
l l l 
l l l 
l l l 
| | | Ethernet 
| l l 
l l l 
l l l 
o E l 





ASCII 


a 5: 
vi 
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exercise 


a BE the Computer Solution 
if, Your job is to play the computer and 

ACE convert the binary numbers below into 
YAY, hexadecimal and then into ASCII. 


ex Code ed / A S CLL 
Code 






Hint: Use the ASCII 
table in Appendix | ii 
to lookup the ASCII 
code. 


coro « 


Yex Code 


mr 1000 
Fl = @ i= 
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har ncil 
S i lg «tir 





Try converting the signal below into binary and then into decimal. Use 
the full Manchester phase encoding method to convert the signal. 


a Binary 


\ Z vw 
a re 


ELA 
\ | 


Signal 


l 
l 
l 
Ethernet 
l 
l 
l 
m] 





The Message 
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consider the 


Back at the spy agency... 


So far we’ve looked at encoding techniques for finding out what 
message the mole is sending. So what progress have we made in 
interpreting the signal? 






I've tried decoding the binary, 
but the ASCII makes no sense. 
I wonder what's wrong? 


It’s not just a matter of decoding the binary; we 
have to consider the appropriate protocol too... 


thereyareno  . 
Dumb Questions 


Q: So do all speeds of Ethernet use 
Manchester Encoding? 


Q: Does it take a long time to encode 
Manchester, hex, and ASCII data? 


< Good Question. No, they don't. 100 
Mbps, or Fast Ethernet, uses the 4B5B 
encoding scheme. The simplest way to 
think about this encoding scheme is that 5 
bits are used to transmit 4 bits of data. 


Gigabit Ethernet, 1000Mbps or 1Gbps, 


< Computers encode data at high 
speeds (like faster than we can blink), but 
itis dependent on hardware and how it's 
engineered. Obviously, the newest network 
gear is faster than the old stuff. The 
transmission media has a big impact on 
speed, too. For instance, fiber-optic cable 
allows for x speed. Whereas Ethernet cable 
allows for X speed depending on whether 
we're dealing with 10 mbps, 100 mbps, or 
1000 mbps. 


Ethernet also uses all 4 pairs of wire in a 
cable. 


Q: So how do these encoding 
schemes help the various devices stay 


Q: Ethernet goes at different speeds? . j 
in sync? 


A: Yes, the original Ethernet was 
10Mbps, but engineers quickly figured out 
how to get more speed, and that quest has 
never ended. You can purchase Ethernet 
equipment right now that can go as fast as 


A: By using an encoding scheme, a 


its clock into the signal. The clock is what 
determines the 1's & 0’s. Imagine if there 
was just a String of 0’s using the NRZ 


mers encoding scheme. This means that there is 
just a low voltage. A device receiving this 
Signal would not know if this was really the 
452 Signal or if there was a break in the line. 
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uses and 8B10B encoding scheme. Gigabit 


device sending data on a network “embeds” 


A signal with the clock embedded in the 
Signal allows the receiver to properly 
decode the signal because the data Is in 
the transitions of voltages and not in just 
the voltage level. 


Q: Doesn’t a computer have to do all 
this encoding and decoding? 


A: You might think that, but the 
engineers that designed this stuff are really 
Smart people. They figured out how to 
create hardware that can do this encoding/ 
decoding very fast. This is built into the 
network cards. 


packet analysis 


Protocols define the structure of a message 


In order to effectively communicate, network devices use protocols, 

a set of guidelines, or rules, for the network conversation. ‘These 
procotols cover such things as how fast data can be sent and how data 
will þe structured when it’s sent. 


Most protocols define a size limit for messages, which means that 
the messages need to be broken into separate packages and labeled 
with information about where the message came from and where it’s 


headed. 


Network messages come in two kinds of packages: frames and packets. 


lr pencil 





Redraw frame protocol #2 so that it matches protocol #1. 


Frame Procotol #1 


Preamble | Destination MAC address | Source MAC address EtherType Payload CRC 
Checksum 





Frame Procotol #2 


Payload Destination MAC address | EtherType CRC Source MAC address Preamble 
Checksum 


> Answers on page 156. 





RAIN 





POWER 


Why would it be important for the destination address to come near the front 
of a frame? 
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the structure? it’s a frame 


Frames and Packets Up Close 





1. 
Sn, A frame is a logical structure of bits that organizes network traffic so every 
m device knows how to read the information inside of it. Inside the frame is 


Vr 
. LA another structure called a packet. It’s the real meat of the frame. 


E] 
1 
Liv 


Let’s take a look: 


This is 3 frame, a logical 


strutture of bits: 


Length in Bytes: Zyl 





(ad) 
i = 
The preamble IS z 
made up of 7 bytes a 
that eath look like k 
this: lolololo. E 
This regular pattern , 7 
of bits gut the r 7 a. 4 
mmunicatin h ops 
tua ies to M one byte The a the The Source MAC address 
: nehvonize their ones ri Chds wit} Les MAC addr et is the hardware address 
| ek ulses. Sor 4 lolol The hardware a work of the last device that 
ne CVide = ~ ECeivin oe “i "vie the sent the frame. 
d device to W 
Conte e Crug; al avelind; 
IS On i. a € Tram packet di 





s Geant Destination 


To give you a sense of how much information is packed MAC address 


into ONE frame, we've written a frame in binary below. 


Preamble 


cha’ 


G IOIOIOIO IOIOIOIO IOILOIOIO IOIOIOIO 1001010 10101010 IOIOIOIO IOIOLOII OOOOOOOO OOIOOIOI O|OOOOIO IIIIII|! OO 
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heck (CRC) 
dundancy C i 
hat The Cyelie Re n the receiving, 

nertype tells w that allow if th 
Hee transported is ð Patty he NIC) to aneck i£ the 
in the payload: Ta sontain s any errors: 


46 - 1500 4 








LL 











i the 
load is the meat of 
few It holds the data being, sent: 











The payload of a frame is actually 
another structure called a _ 










12 4 4 1212 14+ 4 4 


Length in Bytes 


ad 
Source MAC address Ethe, Type pay ne and 
a a eas — 
Io 10011000 00000000 00010010 OOIIOll! OOI OLOMOO LOLOLOIONOII]0 HIOINIO' 1OlOlOlO |OlOlOIO 
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redraw the frame protocol 





From page 153. 


Redraw frame protocol #2 so that it matches protocol #1. 





Frame Procotol #1 


Preamble | Destination MAC address | Source MAC address EtherType Payload CRC | 
Checksum | 








Frame Procotol #2 


Payload Destination MAC address | EtherType CRC Source MAC address Preamble | 
Checksum 


Redrawn 
Preamble |Destination MAC address Source MAC address | EtherType Payload CRC 
Checksum 











Payload (continued) 


IOIOIOIO IOIOIOIO |O|OIO!O |O|O/OlO 1001010 I0l01010 10101010 Iol0l0l] 00000000 OO|OO!|O| O|OOOO!O IIIIIIII c 
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Build a frame in the space below. The source address is 00 12 

13 34 51 25, the destination address is 00 12 13 34 20 19. The 
Ethertype is 08 00, the data is 68 65 6c 6c 6f, and the CRC is 01 03 
35 76. (Don't worry about the preamble.) 


Sharpen yoo pan 


More to 90. = 


Ol 1101 10011000 OOOOO0OO0OOO OOOIOOIO OOIlOIII OOII ollolloo0 lolololo IOIO HHHOO 10101010 IOIOIOIO 
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build your 


Rå 





ncit 
sal ration 


Build a frame in the space below. The source address is 00 12 
13 34 51 25, the destination address is 00 12 13 34 20 19. The 
Ethertype is 08 00, the data is 68 65 6c 6c 6f, and the CRC is 
01 03 35 76. (Don’t worry about the preamble.) 





Destination Address Source Address Ether T ype Payload CRC 
00 12. 13345125 | 001213342019 | 0800 Ol 03 35 76 
pi are no 
mb Questions 


The first half of the MAC address is a 


i ; ÉN ? 
Q How can I find the MAC address Q Can I change my MAC address? special code assigned to the manufacturer 


on my computer? 


Å: of the hardware; the last half of the address 
f - The company that manufactured is a number the manufacturer uses to 
- Ona Macintosh, go to “System the NIC in your computer burned it into a number the devices they produce 

Preferences.” In the search entry box in ROM chip on your NIC. Unless you're an 
the upper right, type Ethernet IDand electrical engineer with access to ROM Q: Is someone in charge of giving out 
hit “Return.” The next window you see will burning equipment, it will be pretty hard MAC addresses? 
show your Ethernet ID, which is really just to change the MAC address. You can, 
another name for your MAC address. however, fake out others on the network A: 

by “spoofing” your MAC address. Typically e The Institute of Electrical and 
On a Windows machine, go to “Start >Run.” this requires a software utility. We don't Electronics Engineers Registration Authority 
Type cma and you will open the command recommend MAC address spoofing is in charge of issuing MAC addresses. 
line utility. Type ipconfig/allandthe because many companies regard itas a , 
MAC address will appear in the output. security violation and it could result in legal Q: Will we ever run out of MAC 

action. addresses? 
If you are a Unix or Linux user, open 
a command prompt window and enter Q: Are MAC addresses just random Not right away. There are 2% or 
sudo /sbin/ifconfig -a. The numbers or do they mean something? 281,474,976,710,656 possible MAC 
MAC address will show under “hwaddr” or addresses. The IEEE does not expect to 
“ether.” A: The siuchire-ora WAC address exhaust the address space until 2100. | 


means something to manufacturers of guess we'll worry about it in 2099. 
network hardware. 


R ayload (continued) 
IOIOIOIO lOIOIOIO 10101010 10101010 10101010 10101010 10101010 lOlOolOlIl OOOOOOOO OOIOOIOI OIOOOOIO IHH OO 
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Back to our frame! 
Try your hand at decoding the beginning part of one of the 
captured frames. 

You may find 


where the vari 


it helpful to draw some lines 
OUS frame parts start. 


0101010101010101032512272E32A001E8D62014B080021124678423468f42f13654eb4ab … 


Destination MAC address 32. 5| 


Source MÅC address 


Ether Type 


First 15 Bytes of Payload 


01010101010101010634A2C7244561A3E5621 173308001 4624c2a4e8b42f213a112981ea345 


Destination MAC address 63, 4 A 


Source MAC address 
Ether Type 


First 15 Bytes of Payload 


mally! After three pages of bytes, we 
aa Lhe end of our frame.. To depict 
the largest Ethernet frame possible, we d 
CRC Checksum N meed to keep typing bytes for 51 more pages: 


|I1oll 10011000 00000000 0001000 OO|IOll! OOIIIII! 01101100 lolololo} IOIO IHO IOIOIOIO lOlOIOIO —\ 
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decode the frame 





Back to our frame! 


Try your hand at decoding the beginning part of one of the 
captured frames. Ve 

ou may find it helpful to draw Some |i 
where the various frame parts start ™ 


0101010101010101032512272E32A001E8D62014B080021 124678423468f42f13654eb4ab2e 


Destination MAC address 32 51 22 72 E3 2A 


Source MAC address OO IE 8D 62 ol 4B 


EtherType 08 00 


First 15 Bytes of Payload 2112 46 78 42 34 66 f4 2f 13 65 Se b+ ab 2e 


01010101010101010634A2C7244561A3E56211733080014624c2a4e8b42f213a112981ea345 


Destination MAC address 624872072 44 56 

Source MAC address IA 3E 56 21 17 33 

Ether T ype 08 00 

First 15 Bytes of Payload 14 62 4e 2a te Sb 42 £2 13 al 12 98 le a3 45 
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Network frames have lots of layers 


Encoding and decoding signals allows us to ship data efficiently. Frames 
give that data structure, but does a frame give us enough structure to 
package our data? 


A network frame contains nested structures that allow us to pack and 
unpack the data efficiently. Like a series of nested dolls, each smaller 
structure is enclosed by the next largest structure. 


The payload of a frame is actually a structure nested within the frame. 
We call it a packet, and the Ether Type field lets us know what type of 
packet the payload contains. 


The Ethernet frame 
encapsulates the 
smaller structures: 


The packet with IP 
Header fits in the 
larger structure 

of the frame. 


TCP or some other 
sub—packet fits into 
the larger structure 
of the IP packet: 





Our message fits inside >| r 


the larger structure 
of the packet. 








TC Trace ee IP = Internet This nested packaging allows 

Control Prototol Prototol messages to be packed and 
unpacked without losing, the 
integrity of the data. 


We have to do a bit more digging into this frame before we can get to the actual message. 
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what's in a packet? 


Your friendly packet field guide 


Packets come in several different types. You can see that there is a lot of 
information packed inside these packets. All of those “fields” contain 
information that helps the packet get across the network. You will notice that 
many of the same fields exist in the three packet types shown here. 


UDP Packet - Protocol Type 17 


UDP is used for streaming data such as music and videos. f 
ho 
Length refers to the lengt 
Protocol is the IP packet the packet. 
protocol type: 


(00 | Biroz | Biais || 8it163 |/ Bit 2431 fø The checksum helps the 


IP Header receiving device rigure out 
if any thing happened to 
K ——— the packet on its trip. 









Source address and 
Destination address ave 
IP address. Vou might be 
amiliar with these from 
your Own Computer. 


UDP Payload | 


The message is in here 


ICMP Packet - Protocol Type 1 


ICMP is used for testing network connections using the ping program. 


= | mw Bit8-15 | _Bit16-23 | Bit2431 | 
The IP header Contains the 


IP addresses of the cae 
destination device, the 
Source |P address, the 
Protocol of the packet it is 
in front of, and its length. 





ICMP Payload [T 
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This is decimal b, in a packet 
this would be in hex! 


TCP Packet - Protocol Type 6 


TCP is used for most IP network communications that require a 


reliable connection. By reliable, we mean that no information is lost. 


| Broz | bites | 8it1623 | Bit2431 kh 


IP Header 





















TCP Payload 
ll this information 
is what makes < 
a reliable prototo: 
——— 
O 

There are many different types of IP protocols, 

around 139 of them. These are just three of the 

most common ones. 

You can find a full list of IP protocols here: 

http://www.iana.org/assignments/protocol-numbers/ 
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packets 


Q: Why are there so many different IP 
packet types? 


< The main reason is that there are 
many different types of communication 
that happens via IP. For example, routers 
exchanging route information or other 
protocol type such as IPX encapsulated 
inside of an IP packet. 


Q: How many are there? 


A: The current size of the protocol field 
In an IP header is 8 bits, which gives us 

2° or 256 possible types of IP packets. 
There are currently about 139 registered IP 
protocols. 
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thereyareno 
Dumb Questions 


Q: Aren’t packets and frames really 
the same thing? 


< No. We call data transmitting over 
Ethernet frames. Inside those frames, in the 
data field, are packets. Generally frames 
have to due with the transmission protocol, 
i.e., Ethernet, ATM, Token Ring, etc. But, as 
you read more about networking, you will 
see that there is some confusion on this. 


Q: A guy in my office calls packets 
datagrams. Are they the same? 


A: Not really. Packets refer to any data 
sent in as packets. Whereas datagrams are 
used to refer to data sent in packets by an 
unreliable protocol such as UDP or ICMP. 
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Q: So packets are inside frames; is 
there some type of data structure inside 
the packet? 


A: Great question. Yes. This is usually 
an application specific protocol. Remember 
protocol simply means a set way of 
Structuring information that is agreed upon 
by the parties involved. So when a web 
browser request a web page from a web 
server, it uses the http protocol to request 
that page, and the server responds with the 
data using the http protocol. When a server 
sends email, it uses the smtp protocol. 
There are many different application type 
protocols. 


packet analysis 





Decoding our packet! 


Find the protocol number, destination and source IP addresses in 
the packet then use the table to decode the protocol type. This 
will help us find where the data starts. 


Our Frame 





Bito-7 | Bita-15_ | Bit16:23 | Bit2431 





Packet Type: 
Destination IP Address: 
Source IP Address: 
Data: 
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what did you come up with? 


vi 


your 
solution 





Our Frame 


Decoding our packet! 


Find the protocol number, destination and source IP addresses in 
the packet then use the table to decode the protocol type. This 
will help us find where the data starts. 





Packet Type: 
Destination IP Address: 
Source IP Address: 
Data: 


166 Chapter 4 


Bito-7 | Bit8&l5 | Bit16:23 | Bit2431 





ICMP (OxOl) 
204.62.2.03.13 


192.168.1.41 


cree 
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Fireside Chats 





TCP Packet: 
Well hello UDP. How are you doing? 


I heard you had some dropped packets the other 
day. What 1s that all about? 


I mean packets that did not get from point A to 
point B. 


Exactly my point. You see I can tell when a packet 
does not get from one point to another. ‘The packets 
sent using me as a protocol have information in 
them that the sender enters which lets the receiver 
know if there are any lost packets. 


I guess lost packets don’t mean much for that 

type of information then. But a lost packet with 

a database search or server command could be 
devastating. It could ruin the entire data set sent. So 
I protect it. 


I guess the choice is one of reliability versus 
performance. 


packet analysis 


Tonight’s talk: TCP vs. UDP 


UDP Packet: 


Not bad, how you doing? 


What do you mean “dropped packets”? 


How would I know if packets get anywhere? 


Well why is it that most of the streaming stuff on 


the Internet, such as music or movies, is sent using 
me as a protocol? What do you have to say to that? 


I will tell you the cost: performance. I can send data 
much faster than you because I have much lower 
overhead. 


It is never an easy decision... 
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we're missing something... 


So can we decode the secret message? 


So far we’ve looked at how frames are structured, how to tell which 
part of the frame contains the data, and how to convert the data 
into ASCII. So is that everything we need to decode the message 
the mole sent? 


Well... nearly. 










I think there's a 
problem. It doesn't look 
like the whole message 

is in the packet. 


The entire message may need more than 
one frame. 


Sometimes messages are spread across frames. So why’s 
that? 


An Ethernet frame can hold about 1500 bytes of data. 
So any data that is larger than that will have to be broken 
apart. 


There's another reason too. In order to have a reliable 
transfer of data, the sender and receiver communicate 
using the ‘TCP protocol on how the transfer is going. If 
there are errors in the packets, the sender will notify the 
receiver and it will resend the packets that had errors. 
Imagine if there was one large packet with all the data. If 
the connection is poor it might never get sent. 





‘To reassemble the entire message, we need to collect 
together all the frames, making sure they’re in the right 
order. 


So what do we mean by the right order? Why should they 
be out of order? Let’s take a look. 
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We've got all the right packets... 
but not necessarily in the right order 


Individual packets on a large network with multiple routers 
can take different routes to get to the destination. Some paths 
are longer or have lower bandwidth and take longer for the 
packet to transit. These means that the packets could arrive at 
the destination out of order. 










A computer sends some data 
on the network. 

Because of the amount of data, it’s 
broken into three separate packets. 


The packets take different 
routes. 

‘The red and green packets take a 
different route to the blue packet. 


eg BRAIN 
POWER 
Take another look at the packet structure. How 


do you think we can tell what the packet order 
should be? 
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The packets arrive at 
their destination. 
But they arrive out of order. 
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there’s an order to packets 


The packet tells you the correct order 


Each packet contains a sequence number, and it’s this sequence 
number that tells you the correct order of the packets. ‘This means 
that you can use the sequence number inside a packet to put all the 
packets back together in the right order. So if we can decode the 
packets in the right order, we’ll have the secret message. 


| ito | Bita | 8it1623 | Bit2431 |p 


IP Header 


TCP Payload 


The sequence number in 

a packet can be used to 
put all the packets back 
together, in the correct 


order! 





Geek Bits 





The server sends packets to a particular application based on the port number. As an example, it 
knows which messages are emails by looking at the destination port in the packet. 
= 
(LE: i 


2 







Ethernet frame received 
y a server 


15 


The server sends the packet 


to a particular application 
based on the port number: 
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packet analysis 


Finally, we move in to find the message. 





Use the sequence number to put the individual packets in order, 
then translate the hex data into ASCII. Read the message! 


pe me 
00 0D 
6e 20 73 65 6c 6c 20 74 68 65 6d 2c 20 74 


6f 6d 65 74 68 69 6e 67 2e 


To [em 
000 
72 65 74 20 64 6f 63 75 6d 65 6e 74 73 2e 
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what’s the mess: 





pen r pencil 


kk Solution Finally, we move in to find the message. 


Use the sequence number to put the individual packets in order, 
then translate the hex data into ASCII. Read the message! 


p08 Tt ee cock 
00 0A 
| have the see 49 20 68 61 76 65 20 74 68 65 20 73 65 63 


pe Te 
00 08 
vet documents. 2 65 74 20 64 6f 63 75 6d 65 6e 74 73 2e 


pe Te 
00 0C 


| think we ca 20 49 20 74 68 69 6e 6b 20 77 65 20 63 61 





a (| ev k} 
00 0D 
n sell them, t e 20 73 65 6c 6c 20 74 68 65 6d 2c 20 74 


|% | o | ee k} 
00 0E 
hey're worth s 8 65 79 27 72 65 20 77 6f 72 74 68 20 73 


|% | o | eR k} 
00 OF 


omething, 6f 6d 65 74 68 69 6e 67 2e 
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Networkeross 


Take some time to sit back and give your right brain 
something to do. It’s your standard crossword; all of 
the solution words are from this chapter. 





eT EN 
vt EN 


16 


m m N 
A N 


O 


MH MM 
Eo 
a A A S S S S S EEN A 





Across Down 
2. Used by computers to connect to a network 1.0100100001101001 in ASCII 
6.1010 OR 0000 equals 1000 2.NRZ 
9. Encoding used for Ethernet 10M bs 3. Hello written in ASCII hex code. 
11. What is embedded with data in a Manchester signal? 4, Hex is base 15 
12. Connectionless Protocol Type 5. Simple packet type used to test network connections 
13. Which Ethernet uses 8B10B encoding? 7. American Standard Code for Information 
14.1011 X-NOR 1010 equals 1110 8. You can do math such as adding and subtracting with binary 
15.Packetsareinside — < < numbers 
18. 1001 AND 1111 equals 1001 10. Connection Oriented Connetion Protocol 
19. Manchester Encoding uses this boolean operation 16. Protocols are 


17.1010 base 2 in decimal equals A 
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networkcross solution 


E. 
SENE: 


OILO A B IIT 
R 


v r 
aftu 
e 


m. 
Gata 
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Across 


2.Used by computers to connect to a network [NIC] 
6.1010 OR 0000 equals 1000 [FALSE] 
9. Encoding used for Ethernet 10Mbs [MANCHESTER] 
11. What is embedded with data in a Manchester signal? 
[CLOCK] 
12. Connectionless Protocol Type [UDP ] 
13. Which Ethernet uses 8B10B encoding? [GIGABIT] 
14.1011 X-NOR 1010 equals 1110 [TRUE] 
15.Packets areinside — — ć < < [FRAMES] 
18. 1001 AND 1111 equals 1001 [TRUE] 
19. Manchester Encoding uses this boolean operation 
[EXCLUSIVENOR] 


174 Chapter 4 





Down 


1.0100100001101001 in ASCII [HI] 

2.NRZ [NONRETURNTOZERO] 

3. Hello written in ASCII hex code. [48656C6C6F | 

4. Hex is base 15 [FALSE] 

5. Simple packet type used to test network connections [ICMP] 
7.American Standard Code for Information [AS Cll] 

8. You can do math such as adding and subtracting with binary 


numbers [TRUE] 
10. Connection Oriented Connetion Protocol [TCP ] 
16. Protocols are [RULES] 


17.1010 base 2 in decimal equals A [TRUE] 
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5 network devices and traffic 


x How Smartis + 
Your Network? 













Everyone in the office 
thinks I'm crazy, but I 

swear it's watching us! I 
warned them, and they'll 
find out soon enough. This 
network is too smart! 


A network can never be too smart. 

Networks need as much intelligence as you can pack into them, but where does that 
intelligence come from? The answer is from its network devices. In this chapter, we'll 
look at how hubs, switches and routers use their innate intelligence to move packets 
around a network. We'll show you how these devices think, why they’re so useful, and 
we'll even take a peek at what network traffic looks like using packet analyzing software. 


Keep reading, and we'll show you how to super-charge your network. 
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back to 


You've decoded the secret message... 


You're a crackerjack network technician for the Head First Spy 


Agency. You’ve successfully decoded a secret message from the 
rogue signal, so what’s next? 


pt. FN 


a ROR al ‘eapyde 


tc i 
Catch that mole! 


cloakboss@spyder™ .gov 


hat M 
decoding t 
Great work on ie nt it? wey 


Sublet: 


iH 


— from 





„but how do we know who sent it? 


Even though we’ve decoded one of the messages the mole 
sent, we don’t know who sent it. And if we don’t know 
who’s sending rogue messages, how can we prevent it from 


happening? 


We need to somehow track down who the mole is—but 
how? All we have to go on is the rogue signal we used to 


decode the message. Gan we somehow use that to help us 
sniff out the mole? 
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Label each part of the frame below and write some notes about which part of the frame might 
be important in catching the mole on our network. 


"Exercise 





eocererecec reece reece eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee ee eee eee eee eee eee ee eee eee eer eee eee eee eee eee eee reece reece eee eee eee eer eee reer eee eee eee eee eee eres 
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know your frames 






aN Label each part of the frame below and write some notes about which part of the frame might 
en. be important in catching the mole on our network. 
ise 

OLution 


Destination MAC address Ether Type CRC Checksum 





Preamble Sourée MAC address Payload 


sees eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee ef oe eee eee eee eee eee eee eee eee eee eee eee eee eee eee 
…………… eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee 
”eoceseeeeeeeeeeeee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee 
…… eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee 
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The frame is sen 
one N 


network devices & traffic 


the packet came from 


When we decoded the message earlier, we saw that each packet 
contains the source MAC address. In other words, it contains the 
MAC address of the hardware that sent the packet. 


The packet information tells us where L. Geck Bits 








You can find a MAC address stamped on the NIC card inside a 
computer. MAC addresses are six bytes long, or 48 bits. ‘Typically 
they are written in hexadecimal format and separated by colons or 


dashes, like this: Of:2b:5d:e7:a3:eb. 


The Destination MAC address 
rie is the hardware address of the 
ee next network device the frame 


is going to. 
‘4 


The Source MAC address is the 
hardware address of the last network 





Preamble 


‘The MAC address of the hardware that sent the rogue 
message 1s 00:1£:£3:53:fe:32. So how can we use this to tell us 
who the mole 1s? 











That's easy. We find the computer 
with that MAC address, and then see 
who uses it. Chances are, the mole is 

the person who uses the computer that 
sent the messages. Right? 


Let’s see if this works. 


YOU ale 
yC C 


PU 


Download at Boykma.Com 


It’s not just PCs that have MAC 
addresses. Many internet-capable 
video game systems havea 
console that will show you the 
MAC address of the device. 


device from which the frame was sent. 





We don’t need the 
rest of the frame 


elements Toy NOW 
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which mac 


So who's the mole? 


Here’s a list of all the MAC addresses at the company you’re 

investigating. So who uses the computer that sent the rogue signal? T SE nee a 
sent the rogue signal is 
00:1 £:£3:93: Le:32. But where 
is it in the list? 


Person Location 


192.168.100.34 00: 1f:13:38:fetae 
192.168.100.45 00:1 ££3:53:Fe:28 
Shipping 192.168.100.32 00: 1££3:53:f:18 


KyleM IT 192.168.100.201 88:54:27.2 
ee ee ee 





Unfortunately, the source MAC address of the signal isn’t in the 
list, even though the list of computers is up to date. But why? 









I wonder... the list contains MAC 
addresses for computers, but what 
if the source MAC address belongs 
to some other sort of hardware? If 
that was the case, it wouldn't be on 
the list. 









Other types of hardware have MAC addresses. 





Let’s take a look at the network and see if we can see what’s going on. 
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There's more to networks than computers 
‘The company network isn’t just comprised of computers and servers. is not the 


i | hin 
There's also network devices such as hubs, switches and routers. Hubs and same thing 


: “tl n 
switches work on the local area network (LAN) or intranet, and routers Wateh if! net 
allow us to set up wide area networks (WANs) or internets. 





The Internet 


The Internet refers to 
the big interconnected 
: space we use to send 
00:1f:f3:53:fe:ae : data around the world. 
: The term “internet” refers 
to at least two intranets 
connected together by a 











router. : 
00:1f:f3:53:fe:28 Er eee Eee ER 
This is the point C] 
at which the rogue | J 
signal was caught: 3 
L passas) Switches allow us to tonnett 
different machines on the 
oo fa \ network, too: 
è net 
Hubs allow us to on . 
aåikkerent machine 






network; a 
and printers: 


Routers allow us to 


connect networks. 


CJ KER 


00:1f:f3:53:f:18 





00:1f.f3:23:4f:1a 00:1f:f3:86:fe:2a 
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hubs are dumb 


a 3 , 


Ji 


(7 Hubs up Close 





Ås we've said before, hubs allow us to connect the different 
machines we want on our network, like computers and printers, 
for example. It simply takes an incoming signal, copies it to all 
its other ports, and broadcasts it. A hub is sometimes called a 
repeater because it repeats the incoming signal using no digital 
intelligence such as memory or a processor. 


Here’s what a hub looks like inside: 


AC power in Power supply 


Componen 





Electrical cireuitry 
that Processes signals 











Capacitors and Resistors 


Status 
LEDs 


| Collision and Traffie Level 
Lights show when there are 
Collisions and network traffic 


on the port 


RJ-45 Ports h 
Ethernet leie = 


connect to 
Hubs are dumb 


A hub is a dumb device because it doesn’t understand network 
data, and it doesn’t know about or store MAC addresses. It 
simply repeats incoming signals on all ports, without making 
any changes to the signal before broadcasting it. 


= f p 
4 8 2 Chanter 5 
SAN EGCI wv 
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eee eee ee 
. 
SOE OR S088 E E E E ere 
… s…s…… 





Hubs don’t change the MAC address 


So how does this help us trace the rogue signal? 


There is no way 

= to tell that a 
a’. packet was 

Watch it! broadcast from 


The last device that the packet came through before it was 


intercepted was a hub. As a hub simply transmits signals as it i a hub. 

receives them and has no real understanding of network data, it i You just have to know your 
doesn't make any change to the source MAC address. It keeps the | network layout and what nodes 
source MAC address as it was when it received the packet. : are connected to hubs. 


Cr 
ey 
eee eee ee 
Cee eres 
see eee ener cencvcceece..... °° 
… …………… 
eee eeceee 
. 







I don't understand 
anything about this signal, 
so I'll just broadcast it. 

Maybe someone else will know 
what to do with it. 


Hubs broadcast incoming signals I 
without making any changes 
them. Hubs don t Change the 


sourte MAC address. 


So which device sent the packet to the hub? 


As the hub makes no changes to the source MAC address, this 
means that the source MAC address must belong to the device that 
passed the signal to the hub. We need to look beyond the hub to 


sniff out the mole. 


OBRAN 

POWER 
Hubs contain no processors. What does this tell you about how the hub 
processes signals? 
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hubs send signals everywhere 


A hub sends signals, and sends them everywhere 


A hub receives incoming signals and sends them out on all the other ports. When 
several devices start sending signals, the hub’s incessant repetition creates heavy traffic 
and collisions. A collision happens when two signals run into one another, creating an 
error. [he sending network device has to back off and wait to send the signal again. 







When a signal Comes in here- ~A A 


FÅ 


| fr tt Pai E ; 
ree ee F N 





Hubs think in terms of electricity A hub is really just an 


A hub contains no processors, and this means that a hub has 


no real understanding of network data. It doesn’t understand electr ical r epeater ° h 
MAC addresses or frames. It sees an incoming networking k h . ( 
takes whatever signa 


signal as a purely electrical signal, and passes it on. 


So what next? comes in, and sends it out 
on all the other ports. 
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network devices & traffic 


So what passed the signal to the hub? 


So far we’ve seen that the signal passed through a hub, but we 
don’t know which network device passed the signal to the hub. 
Let’s go back to the network diagram, this time looking at what 
other devices are connected to the hub. 
00:1f:f3:53:fe:ae 





00:1f:f3:53:fe:28 


= This is the point | | 
Hat which the vogue 
THL) 


signal was caught 


J 


00:4f:f3:23:4f:27 HD \ 
ul 















CJ ne bl 


DRE => 00:1f:f3:53:f:3a 00: 
00:1f:f3:23:4f:1a — 09.4f-53-86-fe-2a 





The hub has two devices connected to it that could have sent the 
signal, a computer and a switch. As the computer MAC address 
doesn’t match the one we're looking for, we know the computer 
didn’t send the signal; it must have been the switch. 


So how do switches function? 
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a switch is more particular 


A. switch sends frames, and only sends 
them where they need to go 


Switches avoid collisions by stormg and forwarding frames on the intranet. 
Switches are able to do this by using the MAC address of the frame. Instead 
of repeating the signal on all ports, it sends it on to the device that needs it. 






When a frame 
Lomes mn here... 


the switch sends it to 
where it needs to Go. 





Switches think in terms of frames A switch reads the signal 
A switch contains processors, RAM, and ASICS, and this asa frame and uses 

means that a switch can properly process network data. It 

understands MAC addresses and frames, which means that the frame’s intormation 

it can deal intelligently with any incoming networking signal. 

It can work out where the signal needs to go, and deals with to send it where it’s 


it accordingly. 


supposed to go. 


186 Chapter 5 


Download at Boykma.Com 


i 


network devices & traf 


oi 


Switches Up Clase 





Just like a hub, a switch allows us to connect the different machines 
we want on our network, like computers and printers, for example. 


Here’s a look inside a switch: 


AC power in 
The processor runs the switch’s i 
| O erating system, manages memory) an 
component inate: various activities amongst 
the other digital Components. 


tomponen 








Status LEDs 






RJ-45 ports NAR ev 
s RE N | 


è Application Specific Integrated 
Circuits (ASICS) are highly 
specialized integrated circuits... 


mf 
i 

a 
a 










Fiber uplink 
ports 


Switches are smart 


There's a big difference in how hubs and switches deal with signals. 
A switch can process signals as frames, and also understands MAC 
addresses. Instead of repeating incoming signals on all ports, a switch 
can store packets and forward them to their destinations. 


Let’s take a closer look at this. 
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switches use 


Switches store MAC addresses in a lookup table 
to keep the frames flowing smoothly 


© The source workstation sends a frame. 


A frame carries the payload of data and keeps track of the 


time sent, as well as the MAC address of the source and the 
MAC address of the target. 











I'm going to 
00:fb:23:57:8b:22 
I'm coming from 

00:0a:1e:55:6d:3b. 


| S Source | 












| = ] = I'll update my table 
_— with the information I 
00:0a:1e:55:6d:3b got from the frame. 





O The switch updates its MAC address table with 
the MAC address and the port it's on. 
Switches maintain MAC address tables. As frames come 
in, the switch’s knowledge of the traffic gets more descript. 
The switch matches ports with MAC addresses. 





A port is where a 
MAC address for Target << network node connects 


to a switth 
\ The switch uses a table to keep 


track of frame information. 





Q The switch forwards the frame to its target 


MAC address using information from its table. 
It does this by sending the frame out the port where 


that MAC address is located as the MAC address table 
indicates. 


00:fb:23:57:8b:22 
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network devices & traffic 


BE the Switch 


HE. Your job is to play the switch and update 
lør the lookup table based on the frame 
. information shown. Follow the arrows to 
match the Mac Address wth 
the port. We did the first 


one for you. 





00:0a:1e:55:6d:3b 9:12:dd:34:5e 


MAC address 
00:0a:1e:55:6d:3b 
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be the switch 


BE the Switch 


HE. Your job is to play the switch and update 
lø the lookup table based on the frame 

L% information shown. Follow the arrows to 

v o) match the Mac Address wth 

the port. We did the first 


one for you. 
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Fireside Chats 





Hub: 


Alright, Switch, I’m getting tired of you calling my 
intelligence into question. 


I’m getting tired of... are you making fun of me? 


So they call me a repeater, so what? 


Okay, I repeat signals, other than that we’re pretty 


similar. 


I like power more than data. That’s why I work with 
electricity exclusively. 


Well, I connect computers together. 


I like to make sure that every device on the network 
gets a heads-up about traffic. 


But Pm cheaper. Can't beat me at that can you? 


network devices & traffic 


Tonight's talk: Hub vs. Switch 


Switch: 


Could you repeat that? 


Just a little joke on your other name. 


Well, that's where all your problems lie. The fact 
that you repeat every little thing that comes into 
your ports on ALL of your other ports makes for a 
real slow network. 


No we're not. You work in signals. I work in frames. 


Pm a computer. I have my own operating system. 


But you don't do it efficiently. You bombard all of 
your ports with unnecessary network traffic. 


But it's all unnecessary noise. I send frames exactly 
where they need to go. I have built-in digital logic 
and can read information from frames and use it to 
send data accurately. 


Pm worth every penny. Put just one of me in a 
network run entirely by you, and I can up the speed 
and the bandwidth of the network the minute 
someone turns me on. 
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check the switch’s lookup table 


The switch has the information... 


Since the switch stores MAC addresses, we should be able to 
connect to the switch and look at its table. 


Will this get us the information we need to find the mole? 


©) Connect your computer to the switch with a serial cable. K 


You will use this to communicate with the switch. 


Low end switches do 
not generally have 
serial ports on them. 


© Open a terminal program such as Hyperterminal, and get to the 
command prompt of the switch. Type in the commands below: 


File Edit Window Help WhichSwitchlsWhich 


switch# show mac-—address 


Status and Counters - Port Address Table 


MAC Address Located on Port 


000074-a23563 
0001e6—-70£1bb 
0001e6-7673f£6 
Ss 0001e6-800044 
0001e6-81cb6b 
0001e6-8£0a86 


# 
The MAC address of a The port number on the switch 
computer or other network that the device is connected to. 


device connected to the switch. 


OBRAN 

POWER 
How long do you think a switch keeps MAC 
addresses in its table? 
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eee 
POSSE SB ROO NG ORR Te S88 ee BS 6 8) 60:6) 6-8 e ners 





The command 
a , above was for 
TN a HP ProCurve 
Watch it! Switch. 
| Other brands of 
switches may have slightly 
different commands to see the 
MAC address table. 


eeececoooooooooo . ee ee ee ee ee ee eevee ee ………… …………… 
ee . . . . . . . . . 
. 


network devices & traffic 











Here are all the MAC 
address tables. I can't see 
the rogue MAC address in 
any of the tables. 


Frank: So do you think the switches aren’t picking up the 
MAC address? 


Jim: No, the problem is that the switches clear out those MAC 
address tables in about three minutes. 


Frank: Clear them out? 


Jim: Yea, if a network device stops transmitting, the switch just 
deletes the entry to keep the table size small. 


Frank: So where does that leave us with finding this rogue 
machine? 


Jim: Well [ve looked at all the PCs and did not find the rogue 


address. 
Frank: What’s next? 


Jim: I think we need to capture the network traffic and look for 
traffic with that source MAC address. I can then get back into 
the switches to find that address and narrow it down to a port 
on a switch. 


Frank: That sounds like a good plan. How are you going to 
capture traffic? 


Jim: I need to find some software... 
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EA ma rr i> + FAAR AAR m ls fy Fe 
use SO fi twa re to monitol D dCKCIS 


We can use software To monitor packets 


If you need to monitor network traffic and capture packet information, there's 
some great software out there that will do exactly what you need— software 
like Wireshark. ‘To monitor traffic, you install the software on a workstation, 
and then plug the workstation into the network at the point you want to 
monitor. The software then gives you information about the packets that pass 


the workstation. K 


Look in Appendix \ for more details 


Wireshark is installed on a about installing Wireshark. 


workstation and plugged into 
the network. Y 


Wireshark monitors the inbound 
and outbound packets. Ås 
packets come and 90, Wireshark 
shows them on screen. 





ÅL 


Ethernet cable — 





Let's use Wireshark to monitor traffic on the switch. ‘That way we can 
pick up any more rogue signals the mole sends, and find out what network 
device sends them to the switch. 
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Let’s hook Wireshark up to the switch 


So how do we get Wireshark to monitor network traffic going through 
the switch? Follow these instructions, and you're sorted. 


oa Connect your computer to the switch with a serial cable. 
You will use this to communicate with the switch. 


© Open a terminal program such as Hyperterminal and get to the 
command prompt of the switch. Type in the commands below. 


File Edit Window Helo Don’tGolnTheWater 
Switch> enable 
switch# port monitor 1 2,3,4,5,6 





© Hook up your computer to port 1 on the switch with an Ethernet cable. 


You will use this to capture network traffic. 





O Startup Wireshark and capture some network traffic. 


j B miite, - Phera 


| cle ER View Qo Capture Analyte Gistetcn bet 


BeG*.@e@S3Hes OFZ QQQ PHB 
| E bemir | Soxscear | y 


ee ee 

BROWS Host Announc 

P = ay et BET F 
mm, 



























SLET ID 
396565 
Ca Gee 












2 4, 
ad il 





So what does Wireshark actually tell us? 
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wireshark rocks 


Wireshark gives us traffic information 


Wireshark shows us all the network traffic that the computer is seeing 
from the switch it is connected to. We can filter the output and look for 


specific frames if we wish. 


What would you like to use for a filter? « 
This panel shows the tratti 


that Wireshark is capturing, 


one line is one packet. 


File Edi View Go Capture Analyze ‘Statistics Help 


Gweaaa BoBaxe2tz 2 in,.¢e2 8FA BB QAQQaremM - 

















> Frome 7 (74 bytes on wire. 74 bytes captured) 
b Ethernet TT, Sree: Westel 7 ae: B?-4c (00-18: 3a: ae: 8-4), Ost: Apple STM ER [då IE: i: ct) 
> Internet Protocol, Src: 74.125.155.147 (774.125.155.147), Det: 197. 168.1.46 (192. 168.1. 46 
> Transmission Control Protecel, Src Port: http (80), Ost Port: 54740 (54740), Seq: O, Acki\l, Len: Ô 
we GU LT Ta Så GI di OU IF Jā aë W de Uu 4 raa: Feile ie Oe Š 
O10 Mat ac oF 0 J> Fb Sl dc 4o rd Jh mil juin 
EH D H aeii ' = n ) 
; | he | : 
This window shows i This panel shows us 
data being sent ™ information about each 
ell ts as hex tode. packet 


Geck Bits 












Officially, Wireshark is known as a “Protocol Analyzer.” 
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network devices & traffic 





Below is a part of the packet information from Wireshark. 
Circle the device that sent this packet. 


Wireshark is Figuring, 
out the equipmen 


| No. | Time | Dest MAC Source MAC 























1821 Apple :23:4f:27 Cisco 65:4e:12 namukaeturer from ne 
RT first part of the M - 
00:1f:f3:53:fe:ae address and neni 
- . that part. 
00:1f:f3:53:fe:28 
This is the point C] 
aL wrih the vogue = 
signal was caught 
00:1f:f3:23:4f:27 P 
Hub 
| va 
00:0b:cd:e7:1a:5è 
00:00:0C:65:4e:12 
00:0b:cd:e7:33:12 
—— || 00:1f:f3:54:27:d2 
er ee 
00:1f:f3:23:4f:1a 00:1f-f3:86-fe:2a 
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find the device 


r parei 


Solution 





Below is a part of the packet information from Wireshark. 
Circle the device that sent this packet. 


| Wireshark is figuring 
Time Dest MAC TETN 


out the equipmen the 
1821 Apple _:23:4£:27 Cisco _65:4e:12 manufacturer Trom 


N first part of the MAC 
00:1f:f3:53:fe:ae address and showing 


that part 








me Ol 
at whith the vogue EEG 
signal was caugh 









Pa 


00:1f:f3:23:4f:27 P 
Hub 


|ts this router! 





00:0b:cd:e7:1a:5é 
00:00:00:65:4e:12 





00:0b:cd:e7:33:1 





°1f:f3:53:f:4f 





== 
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Routers have MAC addresses too 


If network traffic comes from a router, we can only see the 
router’s MAC address. All the workstations behind that router 
make up what we call an IP subnet. All a switch needs to look at 
to get frames to their destination is the MAC address. A router 
looks at the IP address from the incoming packet and forwards it 
if it is intended for a workstation located on the other network. 


© The source workstation sends a frame to the router. 


It sends it to the router since the workstation the traffic is meant 
for is behind the router. 












I'm going to 
00:00:0C:65:4e:12 
I'm coming from 

00:0a:1e:55:6d:3b. 





00:0a:1e:55:6d:3b 


© The router changes the source MAC 


address to its MAC address and changes 
the destination MAC address to the 


workstation the traffic is meant for. (== | 
00:00:0C:65:4e:1 2 
Final S 
Destination X i 4 


I'm going to 
00:0a:1e:55:6d:22 
I'm coming from 

00:00:0C:65:4e:12 








00:0a:1e:55:6d:22 
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what’s in a router 


Routers Up Clase 





Routers are the high end networking devices of a network. 
‘They are the devices that connect the network together. ‘The 
Internet 1s built using routers like this one. 


Let’s take a look inside. 


Power supply 


Protessor 






Routers are really smart 


‘They have to be smart because they use IP addresses 
to move traffic around a network. ‘This takes some 
processor horsepower to accomplish. 


..... 
..... 
E E E e a E. 
.... 
e.e...’ 
....’ 


We will be covering 
much more on 
routers in the next 


two chapters. 


Also, routers have far less network ports because 
they tend to connect to other routers or to switches. 
Computers are generally not connected directly to a 
router. 





. 
ecoee 
eovee 
e... 
e.s... 
eevee 
Ce eee eee ee 
eooevere® 
. 
..... 
..... 
eoovere 
eoeee 
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network devices & traffic 


We're closing in! ees 


We've isolated the rogue packets to a small part of our 
network behind a router. So how do we find the mole? 





00:1f:f3:23:4f:27 ds The rogue packets 


tame via this router 


J 


00:00:00:65:4e:12 











00:0b:cd:e7:1a:5e 


00:0b:cd:e7:33:12 


00:0b:cd:32:10:3d 


eocecereec cee eee eee ee eee eee reece eee eee cere eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee ee eee 
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track down the mole 





ie Write down your next step(s) to find the workstation that the rogue packets are coming from. 
Exercise 
OLUTION — Connect: to the switch that is behind the router and look for the rogue MAC 


eeoecer reece ere ec eee cere eee eee eee eee eee eee eee eee eee ee eee eee eee eee eee eee eee eee eee ewer ee eee reece reece eee eee eo eee eee eee eee eee. 


00:1f:f3:53:fe:ae 


L] 
FE) 
00:1f:f3:53:fe:28 











00:1f:f3:23:4f:27 
Hub 


00:0b:cd:e7:1a:5e 
00:00:0C:65:4e:12 





00:0b:cd:e7:33:12 





00:0b:cd:32:10:3d 


oo d->. GE 
==. LJ  00:1f:f3:54:27:a2 FX a 
FRUE: EY 00:1f:f3:53:f:3a 00:1f:f3:53:f:4f 

00:1f:f3:23:4f.1a 00:1f:f3:86:fe:2a 
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You've found the mole! 


Thanks to your networking skills, we've found the mole. He's 


connecting a laptop to a switch that’s sitting behind the router. 
Well done! 


Busted... 






00:1f:f3:53:fe:32 
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6 connecting networks with routers 


* 
x Bringing Things Together * 










I thought we 
had such a great 
connection... 

















Need to a get a network connection to a place far, far away? 
So far, we’ve shown you the ins and outs of how you get a single network up and running. 
But what do you do if you need to share resources with some other network? That’s 
where routers come into their own. Routers specialize in seamlessly moving network 
traffic from one network to another, and in this chapter you'll learn exactly how they do 
that. We'll show you how to program your router, and how the router itself can help you 


troubleshoot any problems. Keep reading, and you'll find it’s out of this world... 
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to the moon! 


Networking Y 
AWallktng on the moon 7 


Houston, this is 
Moonbase. The Network 
Pro has landed. 





The Moonbase is a NASA command 
center that’s been set up on the moon, 
and they need to establish a video 
connection with the International Space 
Station (ISS). There’s just one problem— 
there’s no network on the Moonbase to 
allow them to communicate with it. 


Think you can help them out? 
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connecting networks with routers 


Start your moon network by connecting up the devices below 
into a network that will allow communications on the Internet 
using the radio. 








Radio 








Network switch 
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connect these devices 


Solution Start your moon network by connecting up the devices below 
Hees into a network that will allow communications on the Internet 
using the radio. 





There are only 2 
Connections on the router, 
one tor our network, and 
one for the ISS network 
connected throug the radio. 








Radio 
to |SS 





Y Router 





a 








All of the Moon 


network devices are 


Z | < connected to the 


— 







Network switch 





T | 
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We need to connect two networks 
together 


So how do you generally connect two networks together? ‘The 
first thing you need is a working local area network (LAN). 
Second, you need a connection to that other network. ‘This 
could be a Cat 5 cable or fiber or even a radio link. Finally, 
you need a router to connect the 2 networks. ‘The router 
connects the networks physically as well as logically. 


M n) 7 \\ 
The network cloud” contains a 
< k but on that network. 


Physical Connection 





Å router sits in-between 


wo networks and Converts 
the network addresses. 


Network 2 
Network switch 


The Moonbase and ISS networks are now connected 
with a router. So is everything working? 
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connecting networks with routers 


The physical 
network is the 
hardware such as 
the cables, switches, 
hubs, and routers. 


The logical 


network is 
the network 
addressing stuff, 


Hove is what could be 
in the network cloud. 
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lights aren't everything 


The light’s on, but nobody’s home 


‘The LEDs on the Moonbase switch are flashing, but unfortunately, 
there’s still no video connection with the ISS. 





What do you think the flashing LEDs have to do 
with traffic on the network? 


Remember from the previous chapter, that data sent on an Ethernet 
network travel as discrete units called frames. ‘The LEDs flashing let 
you know that a particular port 1s sending or receiving network traffic 
in the form of these frames. ‘The frames are directed where to go 
based on the MAC address inside the frame. 


So, the LEDs represent network traffic. 
But does that mean your network is working? 


How would you find out? 


OBRAN 

POWER 
How would you go about monitoring conversations 
on the network? What would you use? 





210 


Download at Boykma.Com 


The lights on the 
switch are Flashing 
but were not getting 
through to the ISS. So 
what's up? 


Remember, every 
network device 
on an Ethernet 
network has to 
have a MAC 
address if it is 
going to send and 
receive network 
trattic. 


Q: So why do we have to use a 
router? Can’t the switch connect to the 
radio? 


A: We have to use a router when we 
connect two networks. The router acts as 
a “translator” between the two networks. 
Simple switches do not have the brains for 
this. 


Q: What Is the router “translating”? 


A: In simply terms: network addresses. 
The two different networks are like 2 
different cities. The router moves the data 
from one network to another. 


thereyareno  . 
Dumb Questions 


Q: So do I always need to connect a 
computer to a switch? 


A: To a switch or to a hub, but never 
directly to a router. 


Q: But I have a DSL router at home, 
and my computer is directly connected 
to it. What is that all about? 


A: Good observation. There are 
Switches that have routing capability and 
routers that have switched ports. There 

Is not a real clear line between the two 
devices. Itis more about their primary 
function. Now, in large networks, there are 
switching routers. These have software 
that allow them to work as routers on 
Switched ports. They are great to use 

and make building large sophisticated 
networks straightforward, but they are very 
expensive. 
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Q: So the difference betweeen my 
home DSL router and an enterprise 
switching router is the software? 


A: The big difference is the hardware 
horsepower. Your home DSL router 
probably uses a small embedded processor 
or microcontroller which does all the 
processing. Switching routers and heavy 
duty routers have specialized processors 
with individual processors on each port. 
The name of the game Is the speed at 
which is can move packets. Your home DSL 
router probably has a throughput of about 
20 Mbps (Megabits per second), whereas 

a high end switching router can have a 
throughput of hundreds of Gbps (Gigabits 
per second) or more. 
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Let’s see what traffic is on our network! 


A packet sniffer program like Wireshark can show you the network 
traffic between devices. Wireshark can help you find out when 
devices are trying to communicate but can’t for some reason. 


Click this to tapture 


some traffic. 


MAC address 
of device at 
710.38.12.209 
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File Edit View Go Capture Analyze “/tatistics Help 





Frilter: [ 





The device at 1038.12.20 
is sending a frame to a 
device at 192.158 .| 27. 


Bb/xX gg g 





Destination Protocol | Info 


76 13.102926 70.38.72.209 192. 168,1. 47 HTTF J 2600 OK (text/plain,| 






a oe = OM Wire, S4\ bytes canture 






Lf = 
(> Ethernet II, Src: WestellT aed (00:18:34: ae: 82:4c) D Dst: Apple 53:d4:d3 (00: 1f: f3:53: d4: 3} 

( Internet Protocol, Src: 70.38.72.20 (ru aeee J. USt: 192,168, 1,47 (192, 168, 1, 47) 

> Transmission Control Protocol, Src Port: http (80), Dst Port: 63452 (63452), Seq: 8641, Ack: 134, Len! 
[> [Reassembled TCP Segments (9114 bytes): #67(1440), £68( 1440), £70(1440), £71(1440), #73(1440), 75 (144 
(> Hypertext Transfer Protocol 

0000 00 If f3 53 d4 d3 00 18 3a ae 82 åc 08 00 45 00 .,.S.... :..L..E. 

0010 O2 Be 20 9a 40 00 75 06 92 81 46 26 46 dl cO ab. "du. .. FSH... 


0020 01 2f 00 50 f7 dc ba ac b3 66 Sa f9 1e c5 80 18 UVP... afi, 


1 re -E a Pa Fha Pa a PaM PaM Pa m Pa Pha Fha "uE I I Pa M = 


Frame (540 bytes) | Reassembled TCP (9114 bytes) 


File: "/var/ folders /hl/hickvxt+GLsm... : Packets: 298 Displayed: 298 Marked: 0 Dropped: 0 





What would you see if a device was trying but 
failing to have a network conversation? 






Dow 


connecting networks with routers 











Here's captured network traffic 
from the switch. There's 

lots of traffic here, but it's 
not making any sense. 


Frank: What are all these different from and to addresses 
in this packets? 


Jim: Those are IP addresses. 
Frank: What are those used for? 


Jim: Well, this is a ‘TCP/IP network, and those are the 
network addresses of the various devices on the network. 


Frank: Why are they all different? 


Jim: They have to be unique on the network, like a 
telephone number is unique. 


Frank: I get that, but some of these numbers are really 
different. 


Jim: Oh yeah! I didn’t notice that. It seems there are a 
couple of conversations going on, but none of the machines 
using the one type of address are talking with the other 
machines. 


Frank: I bet they are on a different TCP/IP network! 


Jim: So how can we get them to talk with each other? 


… ……… 
….……… 
… ……… 
eee eee 
Ce a ey 
… ……… 
…………… 
……s…… 
… ……… 
…………… 
. 


Only network nodes with the 
Same IP network address 


aa .„ą Can Communic 
Watch it! switch, ate across a 


A switch can onl ' 
Y deal with 
addresses. A router is needed to conn yn 
different IP networks. ae 


Ce eee e 
… ……… 
… … …… 
… ……… 
… ……… 
……… 
i 
BR RE a a a 
… ……… 
ee ewes 
eee eee 
… ……… 
ee 
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mac address 


MAC address versus IP address 


So why can’t a MAC address be used to move traffic from 


one 


network to another? 


It’s all in the numbers... 


Assigned to the 
manufacturer by IEEE 


Determined by 


manufacturer 


A MAC address is assigned to every device 
connected to an Ethernet network. In your 
computer, that is the network card. ‘The 
beginning part of the MAC address designates 
the manufacturer. ‘The later part, the 
manufacturer increments, so all their products 
have unique MAC addresses. It is like a social 
security number, in that you really can’t tell 
where a person lives just by looking at it. 


There is no way to store network information in 
the MAC address. Each address is specific and 
unique to the piece of hardware it is assigned to. 


—— 
L. Geek Bits 


Each network device on a TCP/IP network needs to have an IP network address, a unique address on the 
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network. But how do you find what it is? 


Network address 


(this can vary) Host address 


fo SL 
192.168.100.1 


A IP address is made up of a network address 
and a host address. ‘The host part is the unique 
bit assigned to a particular network device. It is 
much like a phone number. which has a country 
code, area code, and local calling area—finally, 
your unique individual number. 





The ability to create groups of IP address, 
called IP networks is built into the number itself. 


This is the network address of the 


above IP address. V 


192.168.100.0/24 


The / 24 tells us that the first 
24 bit, or 3 bytes, are the network 
address ard is called the subnet mask. 


If you're running Mac OS X, open up the Terminal application from your Utilities folder, and type ifconfig. 


This same command works on Linux as well. 


If you're running Windows XP, 2000, or Vista, click Start, then Run, and then type cmd. When the command 


window appears, type ipconfig. 
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connecting networks with routers 


IP addresses give our networks a sense of 
location, and network nodes a sense of 
belonging to that location 


IP addresses are used to create an address space so that different networks 
can communicate with each other, much like area codes relate to different 
geographical areas. The IP address then gives a unique network and specific 
address to each and every network node. 


Network 1 


a7 2| B) 


IP Network Address 192..168.100.0/ 24. 










Notice the difference 


between these is in the J | 
network part of the = 
address. | a 











IP Network Address 192..168.101.0/ 24. 


ee 
e.c... 

r E E E E a RE RRS SITES gg 
eeceoveer? 


Network 2 


you if two nodes are 


( Relax on the same network. 


If you have a network 


address of 192.168.0.0/ 16, then a node 
: at 192.168.0.1 is on the same network as 
> 199.168.100.1, and you don’t need a router 


: in-between them. 


. 
eoveee? 
e.s...’ 
.....’ 
e.c... 
E EE E a eet 
Be ee erg aes oe eee ee Oe 
..... 
..ss.oe.oo 
.....’ 
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welcome to 


We retrieve IP addresses using the 
MAC address and the Address 
Resolution Protocol (ARP) 


Here’s what happens when a network device needs to send some data 
via a switch on a ‘TCP/IP network. The device has to find out the 
MAC address using the IP address. It does by using ARP. 


© A network device sends an ARP request to the switch. 










I want the MAC 
address of the 

device with IP address 
192.168.100.1. 






Switch 


Computer O 
| . 0 





oa The switch broadcasts the ARP request to all devices. 







I want the 
MAC address of the 
device with IP address 
192.168.100.1. 






Computer 







Switch 





192.168.100.1 
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connecting networks with routers 


Q The device with the appropriate IP address makes an ARP 
response back to the switch. 


Computer 
Switch 









That's me. My 
MAC address is 
00:A3:03:51:0E:AC. 









192.168.100.1 


O The switch relays the ARP response back to the network 













device. I'm told it's 
the device with 
MAC address 
Computer O ee 
EE on port 4. 





Switch O 





192.168.100.1 


you are here » 217 


Download at Boykma.Com 


question 


thereyareno 
b Questions 


Dum 


Q: I thought I just needed a MAC address for a frame to get 
somewhere. 


A: That's all an Ethernet frame needs to get somewhere. But, 
remember from the previous chapter that Ethernet frames contain 
things called packets, and these contain data in the form of 
protocols. In the case of TCP/IP networks, we need IP addresses to 
move the packets between networks. 


Q: If my computer has an IP address, why does it need a 
MAC address too? 


A: A computer can talk multiple network protocols on the same 
network. For example, on my Mac here, it is talking TCP/IP and 
Appletalk on the same Ethernet line. So the MAC address allows 
the Ethernet frames to move between network devices like routers 
and switches. The network protocols allow the computer to talk to 
devices on other networks. 


Q: What is an IP address used for? 


A: Every computer connected to the Internet has to have an IP 
address. It may not be a public address, or it might share a public 
address with other computers, but it will have some type of IP 
address. 


Q: What do you mean “public” IP address? 


< There are some IP network addresses designated as private 
addresses. The rest are public. Public means that they are routable, 
whereas private addresses are not routable, |.e., the main routers 
of the Internet will not move packets from one network to another if 
they have private IP addresses. 
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Q: Who designated which IP addresses were public versus 
private? 


A: Good question. When the TCP/IP protocol was developed, 
the designers recognized the need to reserve some addresses for 
use as private networks. These addresses have their own RFC, 
which is RFC 1918. This designates the private address ranges. 


Q: So how do you get an IP address? 


A: Another great question. Athome your computer gets its public 
address from your ISP. A computer at a large business or university 
would get it from the network administrator who keeps track of all 
the IP addresses. 


Q: So how do ISPs, businesses, and universities get IP 
addresses? 


A: In the US, Canada, and nations in the Caribbean, the 
American Registry for Internet Numbers (ARIN) manages 
the IP address space. There are four other registry 
authorities for other regions of the world. You can look at 
http://www.arin.net/community/countries.html to find the 
Registry that manages each country’s IP space. 


Q: Can anyone get IP address space? 


< There are certain requirements to get IP address space. 
Having the need ( i.e., lots of computers that need to be on the 
Internet) is probably the biggest requirement. But there are others 
as well, 
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garpen your panci 


Below is some captured network traffic. There are several network 
conversations shown. Write down four pairs of communicating 
network nodes. 


11.424 [70.13.31.201 192.168.100.1 TCP [http > 53605 [ACK] Seq 1... 





222 11.443 192.168.100.1 One eA aiiz GET /index.html 
ee ee eee ee 
224 11.489 192.168.100.3 192.168.100.2 uke eee of of reassembled PDU] 
226 12.25 192.168.100.1 192.168.100.2 — > 53285 [ACK] Seq 1. 
228 12.410 192.168.100.1 70.13.31.201 = > 53654 [ACK] Seq 1. 
230 12.499 11.48.124.65 192.168.100.3 TE > 53876 [ACK] Seq 1 . 

232 12.611 192.168.100.1 70.13.31.201 i > 52348 [ACK] Seq 1. 
E E a eaten ree 
234 12.759 192.168.101.1 192.168.100.1 SSH Encrypted request packet len=48 
aen ne eae TOP ea 
236 12.879 192.168.100.1 192.168.101.1 SSH Encrypted response packet len=48 
EE FE a 
238 12.934 192.168.101.1 192.168.100.1 SSH Encrypted request packet len=48 
aa ea pene e pea 

240 13.02 192.168.100.1 192.168.100.3 http > 53285 [ACK] Seq 1 . 
BE EE hes 
242 13.451 192.168.100.3 192.168.100.1 ue > 53285 [ACK] Seq 1. 
Pair 1 192.148.100.1 
Pair 2 
Pair 3 
Pair 4 
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ai =o a ffr 
thie traffic 
Clit El GTI 





mx dbarpen your pencil 
i 1 tos Below is some captured network traffic. There are several network 


conversations shown. Write down four pairs of communicating 
network nodes. 


FR A24 170.13.31.201 192.168.100.1 TCP [http > 53605 [ACK] Seq 1 .. 
pair | 11.443 [192.168.100.1 0.13.31.201 Ea ee htm 





223 11.453 192.168.100.2 192.168.100.3 http > 538634 [ACK] Seq 1 . 
pair ji { 224 11.489 192.168.100.3 192.168.100.2 IOJ [TCP segment of of reassembled PDU] 
3 220| 0271 192.168.100.2 192.168.100.1 AARP continuation or non-HTTP traffic 
i { 226 12.25 192.168.100.1 192.168.100.2 TOP http > 53285 [ACK] Seq 1 ... 
Pair 4- 22/ 12.354 11.48.124.65 192.168.100.3 ICMP Echo (ping) request 
pair | 
229 12.478 192.168.100.3 11.48.124.65 ICMP Echo (ping) reply 
pa T 230 12.499 11.48.124.65 192.168.100.3 TCP http > 53876 [ACK] Seq 1 ... 
231 12.542 11.48.124.65 192.168.100.3 HTTP continuation or non-HTTP traffic 
por! E E eee se ennen 
pair 4- 233 12.619 192.168.100.3 11.48.124.65 continuation or non-HTTP traffic Each ation is 
air 2 COES TOE SEE SER eT ES conve 
a 4- p 12.841 11.48.124.65 192.168.100.3 http > 53285 [ACK] Seq 1 ... tolor—toded 
pair 2 ee nerypted respons 
pair 4- 237 12.91 11.48.124.65 192.168.100.3 http > 53285 [ACK] Seq 1 ... 
pair 2 poe ee ee E 
pair 4- 239 12.98 192.168.100.3 11.48.124.65 TCP http > 53285 [ACK] Seq 1 ... 


13.02 [192.168.100.1 192.168.100.3 http > 53285 [ACK] Seq, 1 ... 
pair | 13.223 H92.168.100.1 0.13.31.201 TCP | http > 53285 [ACK] Seq 1 … 

13.451 1192.168.100.3 [192.168.100.1 http > 53285 [ACK] Seq 1 ... 

13.518 1192.168.100.3 [192.168.100.1 HTTP [continuation or non-HTTP traffic 


Pair 1 192.168.100.1 70.1331.201 


Pair 4 ELAS 192.168.100.3 
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So what's the problem with the Moonbase? 


So far we’ve seen that the computers on the Moonbase network are 
communicating using IP addresses rather than MAC addresses. So why aren’t 
the Moonbase and ISS able to communicate? 













Well, it looks like individually 
each network is working. The 
trouble is, the two networks aren't 
communicating with each other. 
I wonder whether the network 
traffic isn't being communicated 
somehow? 


Maybe he’s right. 
So far we’ve looked at how switches behave on IP networks. But 


what if the problems aren’t to do with the switch, but with how 
the traffic passes from one network to the other? What device 


should we look at next? 
WA LR 


a... 


Take another look at the network diagram for 
the Moonbase. What device controls how 
traffic is handled between the two networks? 
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program your router to cross networks 


How do we get network traffic to Network devices 
move between networks? have a default 

The problem is that a node on one network does not know how to gateway in their 
send frames to a node on another network. A router knows how to 

move traffic from one network to another. network setup. 

But how does it do this? Doesn’t it have to know about both networks, This is the rou ter's 


or at least how to get to the outside network? 


Also, how does a network node know to send traffic bound for another Ip addr ess. h 1S 


network to its router? 


where the devices 


We need to program a router to know about the send all network 
networks it is connected to, and know how to get 
to other networks. trattic bound for 


other networks. 









Fe A network device 
| k sends some network 
traffic. 


| Switch 


The switch decides where 
to send traffie based on 
the MAC address. 


The router decides where to 
send the traffic based on the 


IP address. 






Router 


The router has a much bigger 


“prain” than the switch. Switch 


192.168.1.1 
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connecting networks with routers 






So why can't you just 
use a switch to move 
data between networks? 





Remember, the only addresses the switch 
understands are MAC addresses. 


An Ethernet switch just looks at the MAC address of a frame 
and forwards that frame to the correct device. It does not 
modify the frame in any way. 


The router has to actually take the packet out of the frame, get 
the IP address, then modify the frame MAC address if it needs 
to send it on to a device on another network. 


Let’s take a closer look at this. 
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going cross- 


a T 


Computers are 
not generally 


across networks Drea not gener: 
How the router moves data 


Watch it! directly to a 
router. 

i ants to send 
if a network device Ww 
sai pe i E n: network device located on a 

network trait 


| Usually there js 
k. It needs to send this traffic via a router. | 
different IP network. 


a Switch or 
hub in-between them. 


r the MAC 
ding device sends an ARP request fo 
© ea of its default gateway. 


. 
RR 


ddress: 
Network Å 
ae tg.|00.0/24 





ARP request 







ith i dress. 
© The router responds with its MAC ad 


y 
ARP response 







Tatte T 
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connecting networks with routers 


O The router sends an ARP request for the device with the 
correct IP address on a different IP network. 







ARP request 


IP Network Addvess: 
192.168.101.0/2.4 










O The receiving device responds with its MAC address. 





ARP response 


O The router changes the MAC address in the frame and 
sends the data to the receiving device. 


Network traffie —— | 
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so what í mean? 


Back to the Moonbase problem 


From the captured network traffic, we can see that devices 
on the same network are communicating, but devices with 
different IP network addresses are not. What makes the IP 
addresses different? 














Moonhbase 492.168.100.6 


a a 


492.168.100.5 











, \e | 

J | 
| 192.168.100.2 | 
192.168.100.1 192.168.100.3 


492.168.100.4 


2 















192.168.101.6 


=] 






What would you think are 
network addresses for the 
Moonbase and ISS? 


B 2| | 
u 192.168.101.2 |—" a 
192.168.101.1 192.168.101.3 | 


192.168.101.4 
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connecting networks with routers 


The secret of IP numbers is... An IP address has 4 octets. 
An IP address is made up of 4 to 8 bit binary numbers Fach octet can represent 
which are called octets or bytes. But the real secret 1s that an 

IP address 1s just half of the IP network address. ‘The other 256 individual bits. So 4 

part is the subnet mask. The mathematical combination 

of the IP address and subnet mask is what a router uses to octets of 256 each means 


determine the network of some packet it received. 


that this type of number 
can potentially represent 
2°32 or 4,294,967,296 

i individual addresses. 

In decimal... 


Network address 


Host address The same thing written 


dJ two different ways 


ANANA 
IP Address: 192.168.100.1 /— ~s 192 168.100.0/24 


Subnet Mask: 255\255.255.0 


AH 
PN Octet 


Decimal address 


This subnet lets us and 
network devices know that 


the first > octets are the This is where the 24 


network address Comes from. 


In binary... 


The same address 3s 


above, but in binary. NI 


IP Address: 1100 0000 1010 1000 0110 0100 0000 0001 


Subnet Mask: 1111 1111 1111 1111 1111 1111 0000 0000 





a This is just a first look at IP 
a addressing. 
( Pel We’re introducing IP addressing 
| to you here so we can talk about 
] IP addressing 1m 
: routers. You will learn much more on , . 
| one cae ns ar RER RENDE NERE 


yes, it’s m: 


Routers connect networks by 
doing the math... 


What type of math do you think a router uses 
to determine when it needs to route a packet to 
another network? 


O.L 
IP address 192.1b8.10 
Subnet mask: 159.2590 8 QO The top computer sends a 





Default gateway: 192-168.1001 packet to 192.168.200.2. 
It sends this to its default 
| Packet. gateway since it is destined 
Lt for another network. 





Interface fethO/O 
IP address 192.168.100.1 
V Subnet mask: 255.255.255.0 


Interface fethO/l 
IP address 192.168.2.00.| 


The router has two network 
tonnettions fethO/O § Leth O/I.. 
Subnet mask: 255.255.255.0. z 





Router © EN 
The router looks inside the 
packet, it compares the 
IP address 192.148.200 2 destination network address 
Subnet mask: 255.255.2560 with addresses in its routing 
Default gateway: 192.168.100. table. Based on that, if it can, 


it forwards the packet to the 
correct device. 





© The computer receives the packet 
from the router. The router 
has changed the destination 
MAC address to the receiving 
computer's MAC and the source 
MAC address to the router's. 
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connecting networks with routers 


BE the Router 


Your job is to play router and circle 
which packets in the trace below need to 
be moved from one network to another. 






11.424 170.13.31.201 192.168.100.1 TCP http > 53605 [ACK] Seq 1... 


222 11.443 192.168.100.1 710.13.31.201 aini GET /index.html 


| 223111.453 192.168.100.2 [192.168.100.3 TCP fhttp > 53634 [ACK] Seq 1... 


224 11.489 192.168.100.3 192.168.100.2 TCP [TCP segment of of reassembled PDU] 


| 225121 fi92. 168.100.2 192.168.100.1 o or non-HTTP traffic 


226 12.25 192.168.100.1 192.168.100.2 http > 53285 [ACK] Seq 1 . 


12.354 111.48.124.65 192.168.100.3 ICMP Echo (ping) request 


228 12.410 192.168.100.1 70.13.31.201 http > 538654 [ACK] Seq 1 . 


12.478 192.168.100.383 11.48.124.65 ICMP Echo (ping) reply 


230 12.499 11.48.124.65 192.168.100.3 http > 53876 [ACK] Seq 1 . 


12.542 [11.48.124.65 [192.168.100.3 Fre re or non-HTIP traffic 


232 12.611 192.168.100.1 70.13.31.201 http > 52348 [ACK] Seq 1 . 


12.619 192.168.100.3 11.48.124.65 eee or non-HTIP traffic 


234 12.759 192.168.101.1 192.168.100.1 SSH SSH Encrypted request packet len=48 


| 235112.841 11.48.124.65 192.168.100.3 TCP fhttp > 53285 [ACK] Seq 1... 


236 12.879 192.168.100.1 192.168.101.1 SSH SSH Encrypted response packet len=48 


| 23712.91 11.48.124.65 192.168.100.3 ICP fhttp > 53285 [ACK] Seq 1... 


238 12.934 192.168.101.1 192.168.100.1 SSH SSH Encrypted request packet len=48 


1 239112.98 192.168.100.3  H1.48.124.65 a 


240 13.02 192.168.100.1 192.168.100.3 http > 53285 [ACK] Seq 1. 


13.223 1192.168.100.1 70.13.31.201 — http > 53285 [ACK] Seq 1 . 


242 13.451 192.168.100.3 192.168.100.1 http > 53285 [ACK] Seq 1. 


| 243113.518 192.168.100.3 192.168.100.1 HTTP oontnuation or nor HTTP traffic 
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BE the Reufer Q olution 


Your job is to play router and circle 
which packets in the trace below need to 
be moved from one network to another. 






Time | Destination Source Protocol | info 


| 223|11.453 192.168.100.2 192.168.100.3 C 


224 11.489 192.168.100.3 192.168.100.2 [TCP segment of of reassembled PDU] 


so 168.100.2 192.168.100.1 rr ene or non-HTTP traffic 


> 53285 [ACK] Seo 


221112.354 111.48.124.65 192.168.100.3 ICMP Echo (ping) request 2 


228 12.410 192.168.100.1  70.13.31.201 http > 53654 [ACK] Seq 1 . 
The lp network address 


229112.478 1192.168.100.3 11.48.124.65 {ICMP Echo (ping) reply 
| 229)12.478 | om -. all the numbers except 


230 12.499 11.48.124.65 192.168.100.3 ild > 53876 [ACK] Seq 1. 


er the 
for the one att 


PE SEERE EEN http > 52348 [ACK] Seq 1. third period. 


12.619 H92.168.100.3 11.48.124.65 ee or non-HTTP traffic 


234 12.759 192.168.101.1 192.168.100.1 SSH SSH Encrypted request packet len=48 


| 235112.841 11.48.124.65 192.168.100.3 TCP [http > 53285 [ACK] Seq 1... 


236 12.879 192.168.100.1 (9216S. 101.4 SSH SSH Encrypted response packet len=48 


| 237|12.91 11.48.124.65 192.168.100.3 aaa Se 


238 12.934 192.168.101.1 192.168.100.1 SSH Encrypted request packet len=48 


http > 538285 [ACK] Seq 1 . 


242 13.451 192.168.100.3 192.168.100.1 http > 53285 [ACK] Seq 1 . 


13.518 1192.168.100.3 192.168.100.1 oe or non-HTIP traffic 
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traffic? 


Head First: How are you doing this morning? 


Router: Busy as ever moving those packets. Seems 
everyone 1s doing something on the Internet these 
days. 


Head First: Packets? I thought routers move frames 
around. 


Router: Well, I see the frames, but really they are 
all packets to me. I have to take them apart and put 
them back together after all. 


Head First: That must really slow things down. 
Can’t you just take a peek at the MAC address and 
send the frame on its way. You really should try that. 
I think it might help with the speed of the Internet. 


Router: That's all well and good when you are 
dealing with one network, but I have to move data 
from one network to others, and a MAC address 

just does not let me do that. ‘There is no network 
information in a MAC address. It is like knowing a 
house number and street name, but not the city, state, 
or country. 


Head First: Isn’t that how switches move frames 
around a network? 


Router: Key word there is A NETWORK. 


Head First: So a switch cannot route network 
traffic, is that what you are saying? 


Router: ‘That is exactly what I am saying. ‘They 
do not even have the proper software to deal with 
routing. 


connecting networks with routers 


7 The Router Exposed 
This week’s interview: 
How do you move that network 


Head First: But if we installed software on a 
switch, it could route then? 


Router: Then it would be called a router, wouldn’t 
it? 

Head First: I guess you're right. But aren't there 
network devices that do switching and routing? 


Router: Yes there are. These are very expensive 
enterprise router/switches. ‘Chey can have both 
behaviors. ‘The can also route packets using other 
information besides IP addresses. 


Head First: Oh you mean like other network 
protocols? 


Router: Yes. They can also be very fast because they 
can combine switching and routing into something 
called Layer 3 Switching. ‘This essentially means 
moving routing into the hardware like switching 1s. 


Head First: So we’ve heard that you run the 
Internet. Is that true? 


Router: The Internet is built on the back of routers. 
These routers are called backbone routers. So, yes, 
it’s true. 


Head First: Well thank you for the interview. Have 
fun moving those ... packets ... around. 


Router: It was enjoyable to talk to you as well. 


231 


Download at Boykma.Com 


no dumb 





Exercise 


For each IP address/subnet pair, write down the network part of the IP address and the host part 
of the IP address. 


IP Address Subnet Mask | Network Address | Host Address 


192.168.1001 | 255.255.255.0 [192166100 |1 
192.168.100.1 | 255.255.0.0 | | 


10.10.0103 [255.000 | | 
192.154.2342 |255.255.00 | | 





204.67.212.22 | 255.255.0.0 | | i 


Q: What is with the number 255? Why 
can’t it be a larger number? 


A: 256 is the decimal number that 8 
bits or 2° can represent. The standard 
for TCP/IP address was written using 32 
bits divided into 4-8 bit groups. We start 
counting at 0, so that gives us 255 as the 
highest number. 


Q: That makes for a lot of addresses. 
But I have read that the Internet is 
running out of addresses. How can that 
be with so many available? 


A: Part of the problem is that historically 
IP address space has been given out in 


several different size chunks called Classes. 


These are Class A, B, and C. The scheme 
is rather wasteful, so many addresses may 
not be in actual use. Plus there are many 
reserved addresses, such as the private IP 
address spaces. 
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thereyareno  . 
Dumb Questions 


All of these issues plus the fact that there 
are a lot of devices connected to the 
Internet, means that the pool of available 
IP addresses Is pretty limited and getting 
Smaller. 


Q: So is the Internet doomed? 


A: No, there are some smart people 

out there. They have designed a new IP 
address space called IPv6. The old one that 
we are talking about Is called IPv4. This 
new address space has about 3.4x10*8 
addresses available. Plus ithas some other 
mechanisms designed in to help manage 
the address space. 


Q: When is the Internet going to 
move to that address space? 


A: It is happening as we speak. For 
about 10 years, a very slow transition has 


been happening. All of the routers, switches, 
computers, etc. that are connected to the 
Internet have to be upgraded to support 
IPv6, or they have to be replaced. This 
takes a boat-load of money and time. 
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Q: Back to the subnet, why is it 
called a mask? 


A: The subnet is used as a mask on the 
IP address to see either the host address or 
the network address, depending on what it 
needed. The mask Is just like a Halloween 
mask with eye holes. The mask blocks all of 
your face except for your eyes. In the case 
of a subnet, the 255 are all ones, so if you 
use the boolean AND operator to combine 
the IP address and subnet mask, you get 
just the network address without the host 
part. This is what the router uses to know if 
it needs to route a packet. 


connecting networks with routers 





pen your pencil 
| Based on the routing table below, decide whether or not it is 
| routable, and if so, on which interface it will send the packet. 


This is how 3 router 


stores routing 
information. 
Routing Table 
D 204.62.204.0/24 [90/30720] via 209.137.230.22, 5w0d, FastEthernet0/0 
D 204.62.205.0/24 [90/30720] via 209.137.230.124, 5w3d, FastEthernet0/0 


209.137.230.0/25 is subnetted, 1 subnets 

209.137.230.0 is directly connected, FastEthernet0/0 
204.62.201.0/24 is directly connected, FastEthernet0/1 
172.17.0.0/16 is directly connected, FastEthernet0/1 
172.16.0.0/16 [90/30720] via 209.137.230.3, 5Sw3d, FastEthernet0/0 
172.19.0.0/16 [90/30720] via 209.137.230.124, 5Sw3d, FastEthernet0/0 





172,18,0,0716 [90/30720] yaa 209.137.230.225 5W0d; FastEthernet0/o0 


cy ty I OG- QG ORD O 


204.62.203.0/24 [90/30720] via 209.137.230.3, 5w3d, FastEthernet0/0 


< 


Next router’s Router’s interface 


Network address address 


Destination Source — | Routable Interface 
192.168.100.1 
204.62.201.12 


172.17.0.3 
204.62.205.15 
172.19.152.42 





172.17.0.3  |172.16.03 0 | 0) 
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network and 





ro, So For each IP address/subnet pair, write down the network part of the IP address and the host part 
værd ofthe IP address. 


[IP Address |Subnet Mask | Network Address | Host Address | 
192.168.100.1 | 255.255.255.0 |19218100 [|i 
192.168.100.1 | 255.255.0.0 ___|192188 OR 
10.10.0.103__| 255.0.0.0 fio RR 


192.154.234.2 | 255.255.0.0 [11214 AD 
203.54.2.23  [255.255.255.0 [203541 
204.67.212.22 [25525500 |204) [arz 








Sha 


Se lg your pencil 


Solution Based on the routing table below, decide whether or not it is 
routable, and if so, on which interface it will send the packet. 


Destination |Source | Routable [Interface __ 
206.62.20112 |204.6220019 [Ne | 
10.52.1.18  |172.17.0.3  |Ys | FastEthernetO/O 


dee pao e OOO 
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Back at the Moonbase... 


So far we’ve connected the Moonbase and ISS 
networks together using a router. The trouble 1s, 
we ve only connected the two networks together 
physically, and not logically. In order for the two 
networks to talk to each other, we need to sort out 
the logical connection too. In other words, we need 
to tell the router how the IP addresses of the two 
networks relate, and to do this, we need to learn 
how to program the router. 


Sound difficult? Don’t worry, just turn 
the page, and we’ll show you how it's 
done. 


you are here » 
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program 


Are you ready to program the router? 


© 
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Connect a computer to the router with a serial cable — ss 
Most routers allow you to connect to them with a serial cable. ‘These 

days you can get a USB to serial cable, then use a terminal program to 

actually type commands into the router. 


Get to the enable or programming mode of the router 
Routers have several modes. ‘The first generally being a read-only 
mode. In order to program it, you must get it into the programming 
mode. That generally means first typing a command such as enable 
to get into a privileged mode, then configure terminal to actually 
program it. 


Select the interface to setup 

Now you have to select the interface that you want to setup. This means 
the physical connection such as Ethernet or serial. A router should have 
at least 2 interfaces in order to route anything, In the Cisco IOS the 
command interface feth0O/0 will select the first or “zero” fast 
Ethernet port on the first or “zero” fast Ethernet card. 


Set the address and start the interface 

The first command, ip address 192.168.100.1 
255.255.255.0, sets the ip address and subnet mask of the interface. 
The second command, no shutdown, tells the router that the 
interface is 1n use. 


Select the second interface 


Type the command exit, then the command interface fethO/1. 
This wil switch us to the other interface so we can set it up too. BE." 


Set the address and start the second interface —— OO 
The first command, ip address 192.168.101.1 

255.255.255.0, sets the ip address and subnet mask of the second 

interface. 


Exit from programming mode and save our setup o 


Type exit twice, then write mem to save our configuration to non- 
volatile memory. Our router 1s now configured to route between the 


192.168.100.0 and 192.168.101.0 networks. 
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ppc eeen setae ete e RS 
. 


Serial table from computer 
to console port on router 





: The commands 

o. e | used below are 
TAA for a Cisco 

Watch it! router. 

i Most routers 

will have very similar 

commands. Read your router's 

documentation to find out more. 





. 
E E ee 


Interface feth 0/0 
Interface feth O/I 


File Edit Window Help There’sNoAtmosphere 


router> enable 

router# configure terminal 

ese RANT) PUM Pa te feth0/0 

router (int-feth0/0)#ip address 192.168.100.1 255.255.255.0 


router (int-feth0/0)#no shutdown 

router (int-feth0/0)#exit 

router (config) #interface feth0/1 

KNN DS NEN ASA EN address 192.168.101 

router (int-feth0/1)#exit | ESS SEER 
router (config) #exit 

router#write mem 





So what did this do? 


ou 
EE E T A you are here » 237 


you've got 


You just created this router config file! 


On the previous page, when you exited the configuration mode, the 
router wrote all those commands to the “running-configuration” 

file. When you typed the write mem command, you saved the 
running-configuration to the startup-configuration which is generally 
stored in flash memory. 


Comment 
! < Version of the router 


ver 12.3 < operating system 


| 
interface FastEthernet0/0 
ip address 192.160.1004.) 259.2554 25540 


no shutdown 


Your configuration 
l 


Commands 
interface FastEthernet0/1 
ip address 192.168.1001.) 255.255.4255 ,0 
l 
ter o erating system know 
P a e g Routers can download 


that this is the end o 
their configuration 


files from network 
file servers like ttp 
So has this sorted out all the problems? 

servers, You can also 
create a configuration 
file with a text editor 
then upload it to the 
router using the same 


type of service. 
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connecting networks with routers 










Well, the router is all hooked up and the 
interfaces configured. But is still doesn't 
look like there's any Internet traffic. 


Frank: I can see the computers are trying to send 
traffic, but the router just doesn’t seem to be doing 
anything with that traffic. 


Jim: I wonder whether it’s a problem with the router 
configuration. What do you think? 


Frank: It looks OK to me, but I don’t really know that 
much about router configurations. 


Jim: We could do with a way of getting diagnostic 
information from the router. Something like that could 
really help us out here. 


Frank: Routers are pretty intelligent, so there must be 
some sort of command that will show us information 
on the interfaces. 


So how do we get diagnostic 
information from the router? 
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routers can talk, too 


Let the router tell us what’s wrong... 


You can get a lot of information from routers. Sometimes too 
much. What is important is to find useful information. At first 
looking at all the statistics can be a bit overwhelming, but most 
problems tends to be rather simple ones. So look for the “low 
hanging fruit.” 


The status of the 


interface 


File Edit Window Help RoutersAreClever 


FastEthernet0/1 is up, line protocol is down 

Hardware is Fast Ethernet, address is O001f.6cla.f086 (bia 

O0O1f.6cla. £086) 

MTU 1500 bytes, BW 100000 Kbit, DLY 100 usec, 
reliability 255/255, txload 1/255, rxload 1/255 

Encapsulation ARPA, loopback not set 

Keepalive set (10 sec) 

Auto-duplex, Auto-speed 

ARP type: ARPA, ARP Timeout 04:00:00 

Last input never, output never, output hang never 

mad clearing of “show interface” counters never 


Aree ut queue: 0/75/0/0 (size/max/drops/flushes); Total output 


Queueing strategy: fifo 
Output queue: 0/40 (size/max) 
5 minute input rate 0 bits/sec, 0 packets/sec 
5 2 HO ea anaes 0 packets/sec 
0 ee input, 0 by on huffer 
Received 0 broadcasts, T runts, 0 gia 0 throttles 
O input errors, 0 CRC, O frame, O overrun, dnignored 
0 input packets with dribble condition detecti\d 
0 packets output, 0 bytes, O underruns 
0 output errors, O collisions, 2 interface resi}ts 
O babbles, O late collision, 0 deferred 
O0 lost carrier, O no carrier 
Q output buffer failures, 0 output buffers sway 


The total traffic, 


errors, and other 
statistics on interfa ce 
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The last time traffic 
came in and out our 
interface. 


S minute average 


of traffic 





Exercise 


connecting networks with routers 


OK, itis time to be a network engineer for real. On the facing page we have pointed out four 
things that are giving you information on what the problem Is with this router. Write down at least 


three things that could cause this interface to have these kinds of readings. 


eoeerece reece ee eee eee eee eee eee eee eee eee eee esses seeeeeeeee ee ee eee se eeeeeeeeeeeeeeeeeeeeeeeeoZeeeeZeeeeeee eee eee HEHEHE OBE OE EEO HEE OOS 


….…  .… oe e rece eee eee ee eee cee eee eee eee eee eee ese erese reece eee eee eee eee eseeeesereeeeeee ee eee eee essere sereeeereeeee eee eee eseeeseeee 


eoeeeee eee eee eee eee eee eee eee eee eee eee seers seeeseeeeeeeeeeeeeeeeseeeeeeeoeeeeeeeeeeeeeeeeseeeeeeZeeeeeoe eo ooo ORE OEE OREO THEE E OOOO 


eoecerecec reece eee eee eee eee eee eee eee eee eee eee eee sere s ere eee eee sere eee seesereseereeesee reece ee eee ees eeesereeeer eres eee eee sees ereeoeeee 


eoeeeee eee eee eee eee eee ee eee eee eee eee eee ee eee eeeeeeeeeee ee eee eeeeeeseeeeeeeeeeeeeeeeeseeZeeeeZeeeeeoeee eee eee eee BORE EHO EE HOH OBOE 


eoeerececer rece e eee eee eco eee eee eee eee ee ee eee eee essere ese reece eee eee eee eee eseresereeresre reece er eee ese essere sereere rere sere eee ees ereseeee 


Q: Do routers have anything 
configured when they are new? 


A: When you get a new router, there 
Is no configuration on It at all. You have 
decided how to connect the router up 
and how it is going to connect between 
networks. 


thereyareno 
Dumb Questions 


Q: Routers can have more than one 
interface type? 


A: Routers come with many different 
network interface types. This includes 
Ethernet, Token Ring, serial, wireless, ATM, 
DSL. The list goes on and on. If there are 


Q: What are the most common router 
problems? 


A: Most router problems are related 
to a problem with physical media. Once 
a router is configured properly, generally 
the only thing that will cause problems 


bits traveling on a physical media, there 
Is a router to move those bits to another 
physical media. 


is broken cables, disconnected cables, 
interference, etc. When a network with 
routers is configured, it can run for years 


Q: Does it matter which network | | 
without issues. 


interface it’s connected to? 


A: It depends on the physical network 
cabling. If you are connecting 2 Ethernet 
networks, then it really does not matter. 
However, if you are connecting an Ethernet 
network to another network through a T-1 
line, then you must use a Serial interface. 


Q: Can a single router have multiple 
interface types? 


A: Yes, aS many as you are willing to 
pay for. Also, a router can have different 


physical media (fiber, copper, radio waves) 
for a given protocol like Ethernet. Ethernet 
can travel over fiber or copper lines. 
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things are going well 


OK, itis time to be a network engineer for real. On the facing page we have pointed out four 
things that are giving you information on what the problem is with this router. Write down at least 
three things that could cause this interface to have these kinds of readings. 





OLUtion 


There is no traffie, so for some reason the interface is not getting traffic. 


I. The cable could be broken 

2. |t could be a bad connector 

3. The device on the other end could be down 

4. The interface could be shutdown (look at the config File you treated!) 











Hello from the ISS. I guess you got 
the video conferencing working. I'm 
just finishing up some work here... 
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7 routing protocols 


* x 
[t’s a Matter of Protocol + 


I have a really 
high hop-count. I 
wonder what my 

protocol should be? 















To build big networks, you need to use routers and they have 
to talk to each other. 

Routers need to exchange routes with each other. They use various routing protocols to 
exchange routes. In the chapter, you will first see how to manually enter a route, then you 


will learn how to implement the simple RIP routing protocol. Finally you will learn how to 
setup EIGRP, an advanced routing protocol. 
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back to the moon 


Houston, we have a problem... 


So far, you’ve successfully hooked up the Moonbase network so 
that it can communicate with the ISS. There's just one problem: 
there are actually 20 bases on the moon, and all the different 
moonbases need to keep in contact with each other through their 
network links in case they get into trouble. So is this possible? 


When the international community started building the 
moonbases, they wisely decided to run fiber optic cables to all of 
the different moonbases. Each moonbase is directly connected 
to at least one other moonbase, and indirectly connected to all Moonbase I is indirectly 

the others through the web of fiber optic cables. As an example, conneċted to this router via 
Moonbase | is directly connected to three other moonbases, and 


indi her router. 
indirectly connected to all 20 others. another 





Moonbase l Ly i 


Direct network 


connections 


‘The Moonbase | router is able to send packets to the 
moonbases it’s directly connected to, but it can’t communicate with 
any of the other 18 moonbases it’s only connected to indirectly. 


So how do we get routers to communicate with 
each other when they’re not directly connected? 
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Routing tables tell routers where to send packets 


When two routers share a common IP network space or network address, they 
can automatically route packets to each other. But what about when routers 
aren't connected to each other directly? 


When routers aren't directly connected to each other, they need to know how to 
send packets to the other router. ‘They get this information from routing tables, 
tables which are stored in the memory of the router. 


We can see routes in the table using the show command 


‘To see the route table on a router, you need to use the show command. 
On a typical router such as a Cisco, you would run the show ip route 
command. 


These codes tell you how the 
router knows about the routes: 





File Edit Window Help TheAngelsHaveThePhoneBox 


7 
routerl#show ip route 


Codes: C — connected, S - static, R -—- RIP, M —- mobile, B - BGP 
D — EIGRP, EX —- EIGRP external, O -—- OSPF, IA —- OSPF inter area 
N1 — OSPF NSSA external type 1, N2 —- OSPF NSSA external type 2 
El — OSPF external type 1, E2 — OSPF external type 2 
1 - IS-IS, su - IS-IS summary, L1 — IS-IS level-1, L2 — IS-IS level-2 


Sy ht ia — IS-IS inter area, * -—- candidate default, U - per-user static 


o — ODR, P - periodic downloaded static route 
Gateway of last resort is 209.137.230.1 to network 0.0.0.0 


204.62.205.0/24 [90/30720] via 209.137.230.124, 2d18h, FastEthernet0/0 
209.137.230.0/25 is subnetted, 1 subnets 

© .137.230.0 is directly connected, FastEthernet0/0 

C .201.0/24 is directly connected, FastEthernet0/1 

© .17.0.0/16 is directly connected, FastEthernet0/1 

D .16.0.0/16 [90/30720] via 209.137.230.3, 2d19h, FastEthernet0/0 

D .0.0/16 [90/30720] via 209.137.230.124, 2d18h, FastEthernet0/0 

D .203.0/24 [90/30720] via 209.137.230.3, 2d19h, FastEthernet0/0 

Sx 


0.0.0.0/0 [1/0] via 209.137.230.1 
routerl# 


Let’s take a look at what the contents of the routing table actually mean. 
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where are 


Each line represents a different route 


The route table is a type of address book for the router. It looks at a 
packet’s destination IP address, then looks that up in its routing table. Based 
on that lookup, it sends the packet to the right place. 


Each line in the routing table has two parts. ‘The first part 1s a letter which 
tells how the route was established. ‘The second part tells the router how to 
get to the route. The route table is constantly kept up-to-date by the router 
so it knows where to send packets. 


Whether the network 
is directly connected, 
The destination or accessed indivectly The addvess of the interface, 
network y við another router PA or the other router 


204.62.204.0/24 [90/30720] via 209.137.230.22, 09:52:06, FastEthernet0/0 
204.62.205.0/24 [90/30720] via 209.137.230.124, 4d12h, FastEthernet0/0 
209.137.230.0 is directly connected, FastEthernet0/0 

204.62.201.0/24 is directly connected, FastEthernet0/1 

172.17.0.0/16 is directly connected, FastEthernet0/1 

172.16.0.0/16 [90/30720] via 209.137.230.3, 7w0d, FastEthernet0/0 
172.19.0.0/16 [90/30720] via 209.137.230.124, 4d12h, FastEthernet0/0 
172.18.0.0/16 [90/30720] via 209.137.230.22, 09:52:06, FastEthernet0/0 
204.62.203.0/24 [90/30720] via 209.137.230.3, 7w0d, FastEthernet0/0 
0.0.0.0/0 [1/0] via 209.137.230.1 


D 
D 
C 
C 
C 
D 
D 
D 
D 





How the router 
got the route 


ig BRAIN 

POWER 
How does a router learn about routes if they are not entered or directly 
connected? 
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The letter tells you how 
they get in there, but 
what do the letters mean? 


Routes in a table come from Th . ( 

several sources. e simp est 

When you assign an IP address to an way to get routes 
interface, this automatically places an entry 

in the routing table for that IP network. into a table 1S 
‘These are the routes that are directly 

connected and have a C in the front of just type them in. 
their table entry. Routes that are entered 

by hand are static and have a S in front of Those are called 
them. Finally routes that are learned have , 

different letters based on how the route was statıc routes 
learned. 


because they 
don’t change 
unless you 


change them. 
ticular 

These letters tell you how the par 

network route got into the table. 


.62.204.0/24 [90/30720] via 209.137.230.22 
.62.205.0/24 [90/30720] via 209.137.230.123 
.137.230.0 is directly connected, FastEth 


Route table 


.62.201.0/24 is directly connected, FastE 


.17.0.0/16 is directly connected, FastEth 
.16.0.0/16 [90/30720] via 209.137.230.3, 7 
.19.0.0/16 [90/30720] via 209.137.230.124, 
.18.0.0/16 [90/30720] via 209.137.230.22, 


o o o A A A ð g 
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take control 


So how do we enter routes? 


The first thing you need to do is get a connection to the 


router. You can either ssh into the router via the network or 


connect with a serial cable. You did this in Chapter 6. 


248 


© 


At the router’s console, issue the command enable 
‘This puts the router into the privileged mode. You will probably need a password. 


At the router’s console, issue the command config t 
‘This puts the router into configuration mode. 


Type ip route 192.168.102.0 255.255.255.0 eth0/1 192.168.101.1 
‘This command enters a static route for the 192.168.102.0 network into the route table. This 
network is reached via the eth0O/1 interface, and the router that can deal with that network is 


192.168.101.1. 


Type exit 
This exits the router from configuration mode. 


Type write memory 
‘This saves our new configuration to memory. 
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eee ees 
… ……… 
………… 
eee eee 
eee eee 
… ……… 
……… 





Koutes help routers figure out | Ẹ You can't possibly 
s enter all the 


networks of the 


where to send network traffic j 
Watch it! world into your 


So you need to enter all the network addresses that you 


router’s table. 


want your router to be able to send traffic to. > You have t. 
0 set a default gatewa 
y. 


cere your pencil 


a Interface 


FE 0/0 


This is the location, another router 
where your router Sends all the 


… ……… 
cee eee 
eee eee 
Ce ewes 
… ……… 
… ……… 
eee 
AAE E E E TE 
eee eos 

ee 


Here are three routers. See if you can fill in the two missing IP 
addresses on the lines in the routing tables below to get the 
packets flowing between the computers via the routers. 


Router 1’s Routing Table 





192.168.100.0/24 is directly connected, FastEthernet0/0 


/ C 
C 192.168.101.0/24 is directly connected, FastEthernet0/1 
S via 192.168.101.1 
Intersace—> 
FE 0/! 
Interface Router 2’s Routing Table 
FE 0/0 DB C 192.168.101.0/24 is directly connected, FastEthernet0/0 
C 192.168.102.0/24 is directly connected, FastEthernet0/1 
Interface 
FE 0/1 
Interface 
FE 0/0 
Router 3’s Routing Table | 
I nterfae 
C 192.168.102.0/24 is directly connected, FastEthernet0/0 KR e 
C 192.168 .103.0/724 is directly connected, FastEthernet0/1 FE oy 
S 192.168.100.0/24 via 
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what’s missing? 


yn pen yo r pel cil 
~~ iñ Here are three routers. See if you can fill in the two missing IP 


: addresses on the lines in the routing tables below to get the 
packets flowing between the routers. 





his router 

h client connected to t | 

a Leathic to the other client, F 

G| this router needs to know how [ r 

2| Interface traffic to the 192.168.102.0 network. 
FE 0/0 Router 15 Routing Taple 












192.168.100.0/24 is directly connected, FastEthernet0/0 
192.168.101.0/24 is directly connected, FastEthernet0/1 


s 192168102.0/24 via 192.168.101.1 


inter fate—> 
FE 0/1 


Interface 
FE 0/0 


Router 2’s Routing Table 
C 192.168.101.0/24 is directly connected, FastEthernet0/0 


C 192.168.102.0/24 is directly connected, FastEthernet0/1 


Interface 


FE 0/1 







Interface 


Router 3’s Routing Table | 
, , nterface 
C 192.168.102.0/24 is directly connected, FastEthernet0/0 KE 
C 192.168.103.0/24 is directly connected, FastEthernet0/1 E 0/1 
S  192.168.100.0/24 via 192.168.1021 
i 





e For the client conn ted cus 
loserd Irall Ly th ed to this router 


e other client, 


Com 
| . net ene. aly ae oo needs to know how to send 
Watch it! connected rarrie to the 192.148.100.0 network. 
if! directly to a 
router, 


Usually there i 
IS a Switc 
hub in-between them. mar 
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| Create routing tables from scratch for each router in the network below. 
Exercise 


Router 1’s Routing Table 





is directly connected 






is directly connected, 






via OZ. el eZ 








via MOA¢Loee las 


Router 2’s Routing Table 





192.158.4.2 





CE is directly connec 









is directly conned 
via 192.168.1.1 
via 192,168.17,2 






C 
S 
S 







192.168.1.2 








192.168.2.1 


192.166.4.| 


i 192.148.3.2 


Router 4’s Routing Table 192.188.2.2 
C is directly conne} y i 

C is directly conne 192.148.3.1 

9 via 192.108.4.2 N 
5 via 192.168,% 1 


Router 3’s Routing Table 





C san o ç ~ Lg directly 


is directly 


® S 
S via 1932.168. 
S via 192.165. 
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Create routing tables from scratch for each router in the network below. 








Router 1’s Routing Table 


c MLETO is directly connected 
co TIOLA is directly connected, 
s 192.168.2.0/24 via 192.168.1.2 

192.168.3.0/24 — ~ia 192.168.1.2 












Router 2’s Routing Table 


3 192..168.1.0/24 is directly connec | 
C 192..168.2.0/24 is directly conneq 


s 192.168.4.0/24 ~ia 192.168.1.1 
192.168.3.0/24 „ia 192.168.1.2 









192.188.4.2 














192.168.1.2. 







192.168.2.1 


192.168.4.1 


F 192.188.3.2 


Router 4’s Routing Table 


C 192.168.4-.0/24- is directly conne 
C 192.168.3.0/24 is directly conne 192..168.3.] —— A) 


192.168.2.2 


5 192..168.1.0/24 Vie 192 VBA 2 
S 192.158.2.0/14 via 192.160831 


Router 3’s Routing Table 


G 192.168.2.0/24 is directly conneq 


C 192.168.3.0/24 is directly connect 





s 192.168.1.0/24 via 192.168.3.2 
s 192.166.4.0/24% via 192.168.2.1 
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So are the moonbases now connected? 


Let’s try sending a message from a computer at Moonbase | to a 
computer on Moonbase 3 and see what happens. 














The computer on the Moonbase 1 network sends a 
packet destined for a device on a different network. 


Network address space 
192.168.1.0/24 


The Moonbase 1 router looks up destination network 
address in its table. It forwards the packet on to the 
router responsible for that network, or a router that 
knows about that network. 

These routers 
share a 
Common 
network 
address spate 


192..168.2.0/24 Ñ 
etwork address spate 


This other router looks in its route table and sees that the 
packet needs to go to a further router. It’s not directly 
responsible for that network, so it sends it along. 


These routers share 192.168.3.0/24 * 
a Common network 


address space 


Network address space 


This router responsible for the 
network sends the packet to the 
correct node on its network. 


192.168.4.0/24 


Network address space 
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thereyareno ; 
b Questions 


Dum 


Q: What do you mean by interface? 


A: Interfaces are the physical network connections that a router 
has installed. These can be Ethernet RJ -45 type connectors, serial 
connectors, or even fiber optic connectors. 


Q: What is the 0/0 and 0/1 in the interface name? 


A: The first 0 represents the interface card in a router. Many 
routers support multiple interface cards, and each card can have 
multiple connections. So the second number represents that actual 
interface on a given interface card. So 0/1 refers to the number 1 
interface on the number 0 card installed in the router. If the router 
has other cards, you could see interface numbers like 1/1. 


254 


Q: In the “via” bit, do I need to specify something that the 
router’s directly linked to? 


A: When you enter a static route, you need to specify the 
IP address of the router that will handle that network route. It is 
optional to enter the interface number as well. 


Q: Does the routing table just contain IP addresses of 
routers? What about other devices? 


< Yes, it contains only IP addresses of other routers. Remember, 
the route table tells the router where to send network traffic to 
another network. So itis saying “to send network traffic to network 
X, you have to send it via router V, which knows how to send traffic 
to network X. 


No other device addresses are entered into a route table. 
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Back on the moon... 


Moonbase 1 calling 
Moonbase 16, can you 


, hear me? Hello? Anybody 
there? Hellooooooo! 





Moonhase | still has problems 


The Moonbase | routing table has been populated with all 
the static routes to the other moonbases, but unfortunately, 
network traffic isn’t getting through to one particular moon 
base. So what’s wrong? z 


How do we troubleshoot routes if the data 
isn’t getting through? 
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ping and traceroute 


So how do we troubleshoot bad routes? 


If there’s a problem on an interface, the router can tell you whether The ping 
the interface is up or down. But there isn’t really much it can tell you 

about a static route. It doesn’t know if the route is up or down; all it comman 
knows is that it can't send traffic via it when it is down. Fortunately, . 
there’s something that can help you—the ping command. tells you if 


We can start with the ping command 


the network 
and host are 


‘The ping command is a great command line utility that can help h bl 
you troubleshoot bad routes. It basically tells you whether or not the reacnanle. 
network and host are reachable. ‘To use the ping command, type 

ping at a command prompt, followed by the IP address you want to 


check. 


Here’s an example: 


File Edit Window Help AreYouThere? 
$ ping 204.62.201.1 


PING 204. 


64 bytes 
64 bytes 
64 bytes 
64 bytes 


64 bytes 





62.201.1 (204.62.201.1): 56 data bytes 

from .62.201.1: icmp_seq=0 tt1l=248 time=96.559 ms This tells sm 
from .62.201.1: icmp seq=1 tt1=248 time=94.576 ms howls iL to 
aero EPL ee ee a CP ee CMS n9 it took 
from 204.62.201.1: icmp _seq=3 tt1=248 time=101.589 ms get a reply. 
from .62.201.1: icmp_seq=4 tt1l=248 time=79.381 ms 


So how does the ping command work? 





© 


The ping command sends ICMP packets 
to the specified IP address. ICMP Request 


ao 
“XL aC 


ICMP Reply 












L 210%.b2.20l.l 


It waits for a reply, and then outputs 
how long the response took. 
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The traceroute command is useful too 


‘The traceroute command traces the route that the packets take to 
get to the destination IP address. ‘This route is represented by the 


IP addresses of the routers in-between the sending host and the The traceroute ee 
destination IP address. shows You the route ji 

ackets take to get 
Here's an example: ? 





oO © O @ 


an |P address: 
File Edit Window Help WhereDidltGo? 
S$ traceroute 204.62.201.70 


traceroute to 204.62.201.1 (204.62.201.1), 64 hows max, 40 byte packets 
1 204.62.203.254 1.318 ms 0.750 ms 0.688 ms 


2 209.137.230.2 1.460 ms 1.243 ms 1.153 ms 
3 204.62.201.70 0.890 ms !<10> 0.832 ms !<10> 0.833 ms !<10> 





Traceroute from client A sends a block of three packets with a value of 1 in their time-to-live (ITL) field to client D. 


Router B responds with a ICMP packet back to the client A because the packets have a TTL of 1. 


Traceroute from client A then sends a second block of three packets with a value of 2 in their time-to-live (TTL) 
field to client D. Router B changes the packets TTL to 1 and sends them on the Router C. 


Router C responds with a ICMP packet back to the client A because the packets have a TTL of 1. 


Traceroute from client A then sends a third block of three packets with a value of 3 in their time-to-live (TTL) 
field to client D. Router B changes the packets’ TTL to 2 and sends them on the Router C, which changes the 
packets TTL to 1 and sends them on to client D. Client D sends an IMCP packet back to client A. 


ICMP Requests 
N 





Tt 
ICMP Replies 


Let’s see if we can use these tools to help us troubleshoot the Moonbase | routes. 
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thereyareno 5 
b Questions 


Dum 


Q: Can I ping any IP address on the Internet? 


A: Yes, you can. Whether you get a reply is another question. 
Many times firewalls block ping packets. So you will not see any reply 
in that case. 


Q: When I ping some of the example addresses in the book, 
sometimes | get a response, and sometimes | don’t. 


A: Remember private IP addresess back in Chapter 6? Well most 
of the addresses we use in the book are private IP addresses. On 
your home network, some of these might be used by your local router, 
or your ISP might be using them as well. 


Q: It seems like you could write a program to constantly ping 
some devices on the network and alert you when the pings fail. 
Would this be a cool tool or what! 


A: There are many tools like this. Nmap Is one such tool. Nagio 

is another. Nmap is a network scanner. You enter in a range of IP 
addresses to scan, and it lets you know if there is a machine there or 
not. Nagios is more of a monitoring tool like you described above. It 
can alert you when devices go off line. 


Q: Can I control how many ping packets | send? 


A: Good question. Yes, you can. Many ping program have 
different options that control how many packets you send or even 
what information Is inside the ping packets. Type ping --help or ping 
/h to find out more. 


Q: Are those times on the return ping packets very 
important? 


A: A good network engineer learns what the various ping times 
around her network are. We are not saying you should memorize 
them, but you should have a good feel for what the times should be 
roughly. That way, when things go out of whack, with some simple 
pinging, you can tell what is and isn't behaving properly. 
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Q: Isn't traceroute a fancy ping? 


A: Well traceroute sends ICMP packets just like ping does, but it 
is doing something totally different in that it sends out those series 
of packets to get the routers to respond in-between you and the 
destination. 


Q: Sometimes my traceroutes seem to hang up then all of a 
sudden start going again. What is that all about? 


A: If you are having traceroute look up the DNS names of the 
routers, Sometimes those routers don’t have DNS entries, so your 
ping command has to wait for the DNS request to timeout. This can 
take a bit. Plus, if itis doing this on a number of routers, it can really 
take some time. Run the traceroute command with the -n flag to turn 
off DNS lookups. 


Q: Sometimes | see a little star when | run the traceroute 
command. Does the little star mean that the router is down? 


A: No, often it means that the routers is configured to not respond 
to ICMP packets. This is done as a security measure. 


Q: So each router along the path to the destination has to 
respond for my command to work? 


A: No, traceroute will just timeout the packets going to that device 
and move on to the next one until it gets to the destination. 


Q: How does it know when it gets to the destination? 


A: Simple, it just Keeps incrementing the TTL of the ICMP packets 
until it gets a response from the destination IP address. 
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Traceroute 
running on this 


li 
ne A star means ð 
node did not 


respond. 


$ traceroute 10.0.3.2 


routing protocols 


Exercise Based on the traceroute output, circle the routers or hosts which are not responding. 





10.0.0.2 2| 10.0.2.2 1.590 ms 


10.0.0.1 I 


10.0.1.1/° 








10.0.1.2 >m 


K 
10.0.2.141] 10.0.4.1 






10.043 


10.0.5.17 


10.0.2.2 V 





10.0.3.15 


Ae 


10.0.3.2 





ms 
ms 
ms 


(204.62.201.1), 


10.0.4.2 1.630 ms 1.243 ms 
* 


10.0.6.2 
10.0.7.141 


a) 


10.0.7.2 
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what routers : 


Based on the traceroute output, circle the routers or hosts which are not responding. 





S$ traceroute 10.0.3.2 
raceroute to 10.0.3.2 (204.62.201.1), 
1 10.0.0.1 1.318 ms 
2 10.0.1.2 1.460 ms 
40.0.0.2 CJ 3 10.0.2.2 1.590 ms 1.243 ms 


f! 
$ traceroute 10.0.5.2 


(204.62.201.1), 


0.750 ms 
1.243 ms 
10.0.0.1 ——™ 1.243 ms 
= 1.243 ms 
10.0.1.1/° 


S$ traceroute 10.0.7.2 
raceroute to 10.0.3.2 (204.62.201.1), 
1 10.0.0.1 1.318 ms 
2 10.0.1.2 1.520 ms 
3 10.0.4.2 1.630 ms 1.243 ms 
4 * 








10.0.1.2 >m 


= OR 
10.0.2.1X 40.0.4.1 








10.0.6.1 


0.0.4.3 


10.0.5.15 














10.0.2.2 V 





10.0.7.29 


10.0.3.17" 


al 
Em ne | 
10.0.3. 


This host did not respond. 
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So what’s the problem with the When there 
network connection? 


Unfortunately for Moonbase 1, it looks ike Moonbase 16 and 
Moonbase 17 changed the network address their routers were using. 


are changes to 
routes, you have 


As the Moonbase | router only had the old network addresses in the to modify those 
routing table as a static route, this meant that the router no longer 
knew where to send network traffic destined for these two networks. routes in your 


So how do we fix this? 


router's route 
table to keep it 
current. 











Well, that's easy. All we 
have to do is change the 

route in the routing table 
for the changed network 
addresses. 


Static routes don’t change automatically. 


‘This means that if you have static routes in your routing 
table, you need to change them manually 


ig BRAIN 
POWER 


What sorts of problems do you anticipate with this? 
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manual entry isn’t the answer 


The network address changes keep 
on coming... 


Unfortunately, they aren’t the only moonbases to change their 
network addresses. With all the growth on the moon, other 
moonbases are changing their network configurations too. 
Before too long, Moonbase | is swamped with notifications 
from other moonbases that their network addresses have 
changed too. 







Ta: Moonbase 7 = an en 
Če; 
Subjmer: Network changes 
me Fraen: Moonbase 19 bøj 
Just to let 
u know th 
instead > 10. 0.28. jagt We're i 
0/24 OW routing 10. 1.67. 
| ea 0/24 

















to. Moonbase | 









tec: 






Network changes 











Ta: “Moonbase- I x eni k =) Ci = J 











O j 


Subj}: - 
From: Moonbase 1 
_rhot we're now rou Cec: Sie 
D k Subjee | 
a —~ 0 eee: Network 
Tee Moonbase 1 ee 


Cr 


Subija Network changes 






Ta: Moonbase 1 ; 
fe ERR 
Subject: Network changes 


Br Fraen: Moonbase 10 ii 


— From: Moonbase 6 





lust to le 
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These are all static 
routes. How on earth can 
I keep up with making 

all these changes? Isn't 
there a better way? 








262 Chapter 7 


' Download at Boykma.Com 


routing protocols 


Wouldn't it be dreamy if we 

didn't have to update routing 

tables for every change in network 
configuration, but routers could just 
talk to each other and exchange 
route changes automatically? But I 
know it's just a fantasy... 
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Use RIP to get routes to update themselves 


If you want to make your life easy, invest some time in getting a dynamic 
routing protocol running on your network. RIP, or Routing Information 
Protocol, is one such dynamic routing protocol. RIP is a way for routers to 
share network addresses. Routers use RIP to talk to each other, sharing their 
route information and allowing them to keep their route tables up-to-date. 


© Every 30 seconds, the router sends out its router table. 
It sends out its entire route table to all other routes in the form of RIP 
update packets. ‘This means that any changes that have been made to 
the routing table since the last time are included. 






RIP update ee ico 





Hi guys, let 
me tell you all 
about myself. 










oa Other routers receive the route information and check 
their route tables. 


Aha, an update from 
the router. Let's see 
if there have been 
any changes... 
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O The other routers update their own routing tables with any 
changes. 


Any new routes are added, existing routes are updated, and deleted 
routes are removed. 












Oh man, he's 
changed again. I'd 
better change my 
routing table. 





© After 30 seconds, the process begins again. 













Hi guys, let 
me tell you all 
about myself. 


Another set of RIP (ite 
NS 





Oh brother, off 
he goes again... 







So what does this mean for Moonbase 1? 


By implementing RIP across all the moonbases, we no longer have to 
maintain static routes for all the indirectly connected routers. Instead, 


we can let the routers maintain the routes for us—which makes life 
much easier. 
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Long Exercise 





Based on the changes in the network, circle the router(s) which would send out changes to their 
route table(s). 


Ww Cut network line 
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( Router down 
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what’s the problem? 
Long Exercise 
OLutION 


Based on the changes in the network, circle the router(s) which would send out changes to 
their route table(s). 






Wr Cut network line 


Updated because 
i the break 


dated because \ ie a network 


line 


U 
ot the added line 
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< Router down 


Updated because 
they were all 
connected to 
the down router 


Updates because of the ipa ete Fe sided Tee 
added line & tut line 


Updates because of the cut line 


Updates because of 
the cut line 
V Updates because oj 


the cut line £ do 


router 


Updates because of 


the down router 
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set up RIP 


So how do we set up RIP? 


Setting up RIP on a router is really simple. You enter the config mode 
on the router, then we enter the router rip configuration. When you add 
some networks, the router turns on RIP. Remember to save your changes 
with the write memory command when you exit the command mode. 


These two lines routerl#config t 

add these networks routerl1 (config) #router rip 

to route table as router1l1 (config-router) #network 192.168.1.0 

networks that this —? routerl (config-router) #network 192.168.2.0 
| routerl (config-router) ffexit 

router will route for. 


routerl (config) #exit 
routerl#write memory 





thereyareno  . 
Dumb Questions 


Q: Does every type of router run RIP? Q: How do you guard against Q: It seem like it could take a while for 
someone hooking their own router upand routers to share all their changes if there 
A: J ust about any router you will come sending bad routes? are more than a few routers with lots of 
across will have a version of RIP available. changes. 
< There is really nothing to prevent that 
Q: Is RIP a program running on the with the RIP v1 protocol. In RIP v2 there A: Yes, that is one of RIPs problems. 
router? is simple password authentication, but This is called convergence. Since a router 
those passwords are sent in plaintext, so if broadcasts its router table every 30 seconds, 
A: You cold sarte lis anna someone is connected to your network, they — it could take minutes for a change to 
could probably get these. propagate around even a small network. 


of software running, a network protocol to 
communicate route information, and the 
configuration files. Depending on the type of 
router, it usually is Some software function in 
the OS of the router. 


Some routers have mechanisms such as 
peers that allow you to control which routers 
you receive updates from. 
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But there’s still a problem... 


Unfortunately, there’s now a problem getting data to 
Moonbase 20. So what’s the problem? 


Here’s the output from the traceroute command: 


File Edit Window Help Yikes 


S$ traceroute 192.168.116.1 
Unable to reach destination address 





RAIN 


aA 


Take a look at the output above. What do you think the problem is? What could 
you look at on your router to help figure out this problem? 
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count your hops 


There are too many hops The Hop-Count 


Given a choice, the RIP protocol always chooses the route with 18 the number 
the fewest number of routers in its path, or the fewest number of 
“hops.” We call the number of hops in a route the hop-count. ot routers a 


Unfortunately, the maximum number of hop-counts that the RIP 
protocol allows is 15—and it takes more than 15 hops to get to 


packet must “hop” 


Moonbase 20. through to get to 
a particular Ip 
network. 













So RIP always chooses 
the route with the lowest 
hop-count. But what about 
the speed of the line, doesn't 
that make a difference? 


RIP can only use the hop count to find the 
best route. 


RIP doesn’t know the speed of a particular network line, so 

it treats all lines equally. ‘his means that if there are two 
possible routes to a particular nework, RIP will choose the one 
with the lowest hop count, even if the other route is really fast. 





RIP views these two routes as y a 


the same, even though one's 
quicker than the other. 






Slow network line Slow network line 






Fast network line ack network. lin 
ast network I 
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The route with the lowest hop 


BE the Reuter count is the best rade 


Your job is to play router and use the 











AE RIP route table to figure out which route eet RT Tag Hop Count 
WAR  youwd send a packet down. 192.168.2.0/24 | 192.168.1.2 





19216502 | 19236032 [4 
1923688.074 | 19216821 | 6 


Packet Destination IP —_IP of Router to Send 


Packet To 


E 
ars 1 
mess 1 
M 
area 1 
an [ 
ass 1 
A 
esn 1 
oe 1 o 
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be the 


BE fhe Reuter Selution 

Your job is to play router and use the a a with the lowest hop 
*) RIP route table to figure out which route a y 
WAR  yowd send a packet down: 






Network Router IP Hop Count 


192.168.2.0/24 
192.168.3.0/24 
192.168.3.0/24 
192.168.4.0/24 
192.168.5.0/24 
192.168.6.0/24 
192.168.6.0/24 
192.168.7.0/24 
192,168.8.0/24 
192.168.8.0/24 
192.168.9.0/24 3 


Packet Destination IP —_IP of Router to Send 
Packet To 
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So what do we do? I mean, we 
can't just redesign the RIP protocol. 
Are there any other routing 

protocols we can use instead? 







There are other routing protocols. 


Earlier in the chapter, we had you use the RIP protocol, which works 
fine for a network with a small number of routers and paths, but 

it just does not scale. ‘There are several other advanced IP routing 
protocols available. ‘These include OSPE, IGRP, EIRGP, and BGP. 
IGRP and EIGRP are Cisco proprietary routing protocols. IGRP 1s 
now considered obsolete. It was replaced by EIGRP, but you may 
come across it here and there. ‘These protocols are only available 

on Cisco routers. OSPF and BGP are routing protocols that are 
standards based and run on many different brands of routers. 


But, which one do you choose? 


If you are running all Cisco routers on your network, then using 
EIGRP is probably best. But if you have to interact with routers from 
other manufactures, then OSPF (Open Shortest Path First) and BGP 
(Border Gateway Protocol) are best. Also, if you are hooking a router into 
an existing network, you will need to use the routing protocol that the rest of the 
roulers are using. 


You can find more information on RIP and OSPF by looking 
at RFC 1058, 2453, and 2328. Information on EIGRP can be 
found at Cisco’s website: 










http://tinyurl.com/cb6ny9 
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protocol 


The routing protocol zoo 


So what are the differences between the routing protocols? 
Let’s take a look. 


Advantages Disadvantages 
It's easy to setup. It can be too chatty. Routers broadcast every 30 seconds, so 
It's great for interoperability, as not all routers support there can be a lot of traffic. 
OSPF and EIGRP. RIP trusts the information It receives from other routers 
Router discoverability. Routers broadcast their without authentication. i 
changes, and other routers listen. 


RIP is slow to converge. When routes change, ittakes a while 
for those changes to propagate across a network. 


Its only metric is the hop count. 


Advantages Disadvantages 


There are lots of metrics to adjust. Itcan be complex to setup. 


Itneeds authentication. It doesn't trust information sent It needs lots of router memory 
from an unauthenticated router. 
It's fast to converge. When routes change, they are 
quickly propagated across a network. 


It's widely supported by different brands of routers. 


Advantages Disadvantages 
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par your prci 


h Choose a routing protocol for the four different network 
scenarios presented below. 





Network #1 1s a small network with only 3 routers. It has a fixed Internet connection with a 
default gateway provided by an ISP. Two of the routers are Cisco and one 1s a Juniper. There 
are not many changes to this network 


© RIP © Static Route Tables 
© OSPF © EIGRP 


Network #2 1s a large network with 600 routers. It has a 2 Internet connections. Most of the 
routers are Cisco, but there are a number of Extreme Network routers. ‘This network has 
frequent changes to its topology. 


© RIP © Static Route Tables 
© OSPF © EIGRP 


Network #3 1s a medium size network with 83 routers. It has a fixed Internet connection with 
a default gateway provided by an ISP. All of the routers are Cisco. There are multiple paths 
amongst the routers. 


© RIP © Static Route Tables 
© OSPF © EIGRP 


Network #4 is a medium size network with 52 routers. It has a fixed Internet connection with 
a default gateway provided by an ISP. The routers are all different brands. ‘There are not many 
changes to this network. 


© RIP © Static Route Tables 
© OSPF © EIGRP 
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Based on the information below, choose a routing protocol and 
write down your reason for choosing one over the others. 


Network #1 1s a small network with only 3 routers. It has a fixed Internet connection with a 
default gateway provided by an ISP. Two of the routers are Cisco and one 1s a Juniper. There 
are not many changes to this network 


© RIP @ Static Route Tables 
O OSPF © EIGRP 





Since there arent many changes and there are only 3 routers, it makes sense to just setup 
some static routes on each router. 


Network #2 1s a large network with 600 routers. It has a 2 Internet connections. Most of the 
routers are Cisco, but there are a number of Extreme Network routers. ‘This network has 
frequent changes to its topology. 

© RIP © Static Route Tables 

@ OSPF © EIGRP 





With a larger network, we need a better prototel than RIP, mostly because of the 
convergence problems R|P has. So OSPF is a good choice since not all the routers are Cistos. 


Network #3 1s a medium size network with 83 routers. It has a fixed Internet connection with 
a default gateway provided by an ISP. All of the routers are Ciscos. There are multiple paths 
amongst the routers. 

© RIP © Static Route Tables 

O OSPF @ EIGRP 





Again, RIP is not the best choice for a network of this size and complexity. Since all the 
equipment is Cisco, You Can implement EI6RP. 


Network #4 1s a medium size network with 15 routers. It has a fixed Internet connection with 
a default gateway provided by an ISP. The routers are all different brands. ‘There are not many 
changes to this network. 


@ RIP © Static Route Tables 
O OSPF © EIGRP 





We could probably use any of the routing protocols for this scenario. RIP would be the easiest, 
but OSPF would work as well. 
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Well guys, we 
need to switch our 
routing protocol. 


Frank: Why 1s that, what is wrong with RIP? 


Jim: Just too many moonbases to hook-up. Some of the bases 
are more then 15 hops away from us, and that does not work 


with RIP. 

Joe: So what are our choices? 
Jim: OSPF or EIGRP. 
Frank: What’s the difference? 


Jim: OSPF is an open standard for routing, and most routers 
support it. It is fast to converge to boot. 


Joe: Well that sounds good; let’s use OSPF: 
Frank: But what about EIGRP? 
Jim: EIGRP is comparable to OSPE The fact that it only 


runs on Cisco hardware is probably the big downside. 


Frank: Well Cisco got the moonbase equipment contract, so 
all the routers are Ciscos. ‘That’s not an issue. 


Joe: Are there network techs up here that have experience 
with one or the other? 


Jim: I know a couple of techs at the other bases have 


T experience with EIGRP. They say it is pretty easy to setup. 
im 
Joe: I say that we go with EIGRP. It sounds like we have 
people that can help get it going, and it is a straightforward 


setup. Sound good? 
Frank: Sounds good! 
Jim: I'll get it going... 
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EIGRP Up Close 





So what makes EIGRP so great? Let’s take a look. 


Neighbors 


A router running the EIGRP protocol knows its 
neighboring routers and shares routes with them. 
Neighbors can be statically entered (a good security 
measure), or a router can discover its neighbors with 


EIGRP HELLO packets. 
Neighbor 







N eighbor 





Not a neighbor 
When our router, running EIGRP, starts 


up, if it does not have static neighbors, 
it will send a multicast HELLO packets 


out on all its connected interfaces. > HELLO 
-3 


O When a neighboring connected router 


receives a HELLO packet, if the ASN HELLO P HELLONY 
and subnet from the sending router / 


match, it will return a reply packet 
containing all the routes it knows. 


O Our router will return a short ACK Route table A Neighbor Neiahb 
packet to let the neighbor know it eighbor 
received the routes. i Neighbor 


(HELLO Our router 


= 


] -a 
i B-a Neighbor 





In order for routers Not a neighbor 

to be neighbors, they Not a neighbor 

must share a common Not a neighbor 
IP subnet and a 


Autonomous System 


Number (ASN). 
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EIGRP uses the Diffusing Update Algorithm 


The Diffusing Update Algorithm (DUAL) is a way of 
calculating routes when there are changes to a network 


topology. It helps keep routes loop free. i 
Å router loop 18 


where packets 





Potential router loop 3 would just go from 
OTENTIAl router 00 

' one router to the 
next and never get 


anywhere. They 
just go around the 


circle. 
EIGRP uses the Reliable Transport Protocol 
to send its information 
RTP assures that EIGRP route information a router sends A network iS said 
reliably gets to its neighboring routers in the correct order 
with no errors. to “converge” when 


all the routers have 


the correct routin 
EIGRP only sends route updates when there . 6 
are changes information for the 


A router only updates other routers when it has a change networ k. 
in the network topology it is connected to. This allows for 
very fast convergence of a network. 
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So how do we setup EIGRP? 


Setting up EIGRP on a router is pretty straightforward. 

You enter the config mode, then enter the router EIGRP 
configuration. When you add some networks in here, the 
router turns on EIGRP. You will need to add the neighbor 
routers that this router will exchange EIGRP route 
information with. Remember to save your changes with the 
write memory command when you exit the command mode. 


File Edit Window Help MoreHopsWithEIGRP 


routerl#config t 

routerl (config) #router eigrp 1 

routerl1 (config-router) #network 192.168.1.0 

router1 (config-router) #network 192.168.2.0 

routerl (config-router) #neighbor 192.168.2.2 
routerl1 (config-router) #neighbor 192.168.1.3 


routerl (config-—router) #exit 
routerl (config) #exit 
routerl#write memory 





thereyareno  . 
Dumb Questions 


Q: How does a router know when a Q: OK, the big question is, what do | 


route goes down with EIGRP? do if not all my routers are Ciscos? Q: so why doesn’t everyone use 

A: Great question. When a router A: If you don’t want to run RIP (who A: 

detects that one of its interfaces goes down, could blame you), then OSPF is your e Because itis Cisco's proprietary 

like a broken cable or a router dies, itsends choice. Itis widely supported, even on routing protocol, and they have not licensed 

outan EIGRP update with that route being Cisco equipment. it to anyone else that we know of. 

down. That way all the routers get the . 

message and adjust their route tables. Q: Is OSPF much different than Q: Does someone own OSPF? 
EIGRP? 

A: Nope, OSPF is an open standard. Any 

A: Yes and no, It has very similar router manufacturer can implement it on 
performance to EIGRP, butit is their routers. 


conceptually very different. Also Its setup 
can be a bit more complex. 
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Fireside Chats 





RIP: 


Hey youngster, how are you doing? 


My RFC was written in 1988, but I was in 
development a lot earlier than that. But that 1s all 
besides the point. I want to talk about setup with 
you. I mean I just need to know the network address 
and the router’s IP address, and I can get down to 
business. You know what I mean? 


Yes, like every 30 seconds I send out my entire route 
table, keeping everyone on the network up-to-date. 


Well I don’t really worry about that. I mean, I don’t 
deal with that many other routers. 


WOW! You can deal with some really big networks 
then. 


There still is the setup issue. 


I don’t think I like that last comment... 


routing protocols 


Tonight’s talk: RIP vs. EIGRP 


EIGRP: 


Well, I am not really that young. I am based on 
IGRP after all. And that was developed in 1986. 


Now where were you developed? 


Man you sure are chatty. Do you talk this much all 
the time? 


Ah, well I just think it is easier to let the other 
routers know when one of my routes changes. 


Yes, I have heard you have a 15 hop count limit. 
Mine is 244. 


And because I just send out changes to routes, the 
network converges really fast. 


Not really, you just have to know what you are doing 
when you set me up. No newbies. 
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fix those “ | 


Long Exercise 





Based on this network diagram of router connections, finish the EIGRP configuration. Because 
of security concerns, we want to statically enter this router's neighbors. 


router eigrp 1 
network 192.148.1.0 


network | 192.158.1.2 


192.168.2.2 


network 
network 
network 
neighbor 192.148.1.2 FastEthernet0/O 


neighbor 





neighbor 
neighbor 


neighbor 





192.168.5.2 





router interface configuration 
interface FastEthernet 0/0 
ip address 192.168.1.1 
interface FastEthernet 0/1 


ip address 192.168. 241 192.168... 





Interface FastEthernet 0/2 


ip address 192.168.3.1 


interface FastEthernet 0/3 
ip address 192.168.4.2 
interface FastEthernet 0/4 
ip address 192.168.5.1 
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how’d 






Lon" Exercise 
Aer 


Based on this network diagram of router connections, finish the EIGRP configuration. Because 
of security concerns, we want to statically enter this router’s neighbors. 





router eigrp 1 


192.188.2.2 


network 192.148.1.0 
network 1921620 192.168.1.2 
network 192.148.3.0 

network 192.148.4.0 

network 192.188.5.0 

neighbor 192.148.1.2 FastEthernet0/O 
neighbor 192.148.2.2 FastEthernetO/I 
neighbor 1921683.2 FastEthernetO/2 £e0/Q 
neighbor 1921664] FastEthernetO/3 
neighbor 192.1665.2 FastEthernetO/4 









192.168.5.2. 


router interface configuration 
interface FastEthernet 0/0 
ip address 192.168.1.1 
interface FastEthernet 0/1 
ip address 192.168. 241 192.168.4.| 


Interface FastEthernet 0/2 


ip address 192.168.3.1 


interface FastEthernet 0/3 
ip address 192.168.4.2 
interface FastEthernet 0/4 
ip address 192.168.5.1 
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10.0.1.1 


houston, we’re 192.168.7.2 / 40 


We have lift off! 


Thanks to your efforts, all of the moon bases are now able to 
communicate with each other through their individual network devices. 




















Congratulations! 
192.168.6.1 192.168.7.1 
192.168.8.1 
192.168.1.2 192.168.2.2 
192.168.6.2 
192.168.9.1 
1 
192.168.1.1 192.168.9.2 
= 192.168.5.2 oe 
192.168.3.1 ee 
192.168.4.2 
192.168.3.2 
172.2.2.2 
172.2.2.1 172.1.1.2 
| 172.1.2.1 
172.3.2.1 
172.10.1.1 172.11.2.1 
40.100.1.1 
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10.0.0.2 



























83.1.2 routing protocols 
92.168.101.2 92.168.111.2 CE. 
22.15.12 192.169.1.2 
192.118.1.2 
10.83.1.1 
na. 92.118.1.1 
0.1.1.2 10.80.1.2 
10.59.0.2 
40.59.0.1 
40.45.0.2 
204.62.203.: 
40.45.0.1 
).2.3.1 40.32.0.1 
02.1.1 
10.2.3.2 204.62.203.1 
40.55.0.1 
11.1.1.2 10.52.0.1 10.68.0.1 
148.0.1.1 
10.102.1.2 
12.0.2.1 
40.101.1. | aed 289 
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8 the domain name system 


* 
+ Names to Numbers + 


You say your name 
is Patrick? That 


must mean youre 
Number 6. 





You probably don’t even think about it, but when you type 

a URL into a browser, how does your computer find an IP 
address for that server? 

In this chapter you will discover the world of Internet domains. You will find out how there 
are 13 root servers that deal out domain name information for the entire Internet. You will 
also install and configure your own DNS server. 
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a website? isn't this networking? 


The Head First Health Club needs a website 


The Head First Health Club prides itself on its ability to find the perfect 
class for everyone. Whether you want to learn how to swim, practice 
martial arts, or get your body into shape, it has just the right class. 


Unfortunately, competition between the different health clubs is fierce. In 
a bid to attract more customers, the CEO has decided that the Head First 
Health Club needs to have a website. 












A strong web presence will 
be great for business. We'll 
be able to advertize all our 
classes and services. Can you 
set us up on the Internet? 


th Club CEO 





a» i Heal 


‘The CEO already has web page developers handling the 
actual web pages that need to go on the site, and web servers 
for the site itself. What you need to do is get a domain for the 
website. 


So what’s a domain? 
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domain 
Hello, my name iS... 


Even if you’ve never heard of a domain name, you’ve seen and 
used a zillion of them; you know... google.com, yahoo.com, 
amazon.com, headfirstlabs.com, and maybe a few you wouldn't 
want us to mention. 


So what’s a domain name? Well, it’s really just a unique name 
that’s used to locate your site. Here’s an example: 


name. Its 


This is the host afie server 


the name ok a spe This part is the domain name. 
B e This is called a fully 
(FQDN) because all 
It’s basically the name 


qualified domain name 
the parts are present. 
of the website. 


no mee 
www.hfhealthclub. com<" 
The domain ending is the top level domain 
— ame There are different ones for different 


it gi ] 1 ; purposes: Com, -OV0) -QOV) and also for 
it gives you a unique, specific, and memorable name for your site. tiklevent countries: Louk, Lo-jp» an rca Gh. 


You need to pick the one that best fits you. 


‘The main reason why you should care about domain names is that 


There's one other thing you should know. Domain names are 
controlled be a centralized authority (called IGANN) to make sure 
that only one person at a time uses a domain name. Also, you pay 
a small annual registration fee to keep your domain name (you 
knew it was coming). 










So how do we get a domain name? ERDN 


The easy answer is to go to a domain registrar and step through 
the process of searching for an unused domain name that you 
would like to register. Some offer great tools to manage your 


thal a 
Clands for Fully Qualif e 


Domain Name 


domain names and extra tools for web pages, email, and other example 5 \ulo.com 
servers. But like most things, that comes at a price. You really need spun ne heat ene ae 

to shop around and find the best deal and service for what you 

need. : of the 
Here’s a list of some of the top domain registrars you might want its basically the en You 
to try out. [Note from Marketing: are they paying us for this?] aeb site You à tyre 


browser” 






EuroDNS.com 


godaddy .com T 
fine are taken from a list of the top 
omdin registrars in 2008, but th 
Sibername.com plenty of others to choose pee wm 


Dotster. com 


tucows.com 
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it starts 


Let’s go buy a domain name 


‘The Health Club CEO likes the domain hfhealthclub.com, 
and a quick search reveals that it’s available to buy. Before too 


long, you’ve bought up the domain and linked it to the Health 
Club web server. When the web page developers have deployed 


the web pages onto it, you're good to go. 


there are no a 
b Questions 


Dum 


Q: Why is it called a “domain name” rather than a “website 
name”? 


A: Because they are different things. If you look at 
www.hfhealthclub.com, that’s the web server’s name that Is 
hosting that website, but only the “hfhealthclub.com” part Is 

the domain name. You could also create other websites that 
use the same domain name, like corporate hfhealthclub.com or 
employees.hthealthclub.com. So the domain name Is something 
you can use for a lot of websites. 


Q: But | thought www.hfhealthclub.com was the name of a 
website? 


A: Yes and no. With regards to DNS, itis the name of a specific 
web server. A given web server can host lots of different websites, 
and it uses the domain name to decide which website to serve out. 


Q: If | was going to get the domain name for the Health 
Club, wouldn't I want to get the name www.hfhealthclub.com? 
Everyone seems to use websites with the “www” at the front. 


A: Again, don’t confuse a domain name with a web 

server's name: hfhealthclub.com Is a domain name, while 
www.hfhealthclub.com is the name of a web server. Buying a 
domain is like buying a piece of land—let's say 100mainstreet.com. 
On that land, you can set up as many web Servers as you like, for 
example, home.100mainstreet.com, toolshed.100mainstreet.com 
and outhouse.100mainstreet.com. So www.hfhealthclub.com is just 
one web server in the hfhealthclub.com domain. 
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Q: What if | don’t have my own web servers? 


A: In that case, you can use those of a hosting company. They 
often have package deals for hosting web pages, registering 
domain names, and so on. Your best bet is to figure out what you 
need, and then shop around for the best deal. 


Q: What’s so great about a domain name anyway? Do | 
really need one? My hosting company says | can just use their 
name, www.dirtcheaphosting.com. 


A: If that meets your needs, there's nothing wrong with using 
their name, But (and it’s a big but) here's the disadvantage: should 
you ever want to choose another hosting company, or should that 
hosting company go out of business, then everyone who knows 
your site will no longer be able to easily find it. If, on the other hand, 
you have a domain name, you can just take that with you to your 
new hosting company. Your users will never even Know you've 
Switched. 


Q: | don’t know how to develop web pages. Is that a 
problem? 


A: Not at all. We're assuming that a separate group of web page 
developers are doing the web page development and deploying It to 
the server. If, on the other hand, you're interested in learning more 
about how web pages are developed, Head First HTML wth CSS & 
XHTML is a great starting point. 
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Test Drive 


Let’s try browsing to www. hfhealthclub.com and see what 





happens. 
eno wa ) ___—Wekome 
us ile SE Ko 
EVYE 
TheYfealth Club 
The bright and shiny tead >» Welcome 


First tt ealth Club website with 


its very own domain name. 


Welcome to the Head First Health Cub, the premiere site for finding the perfect workout for you 
and your body. Whether you want to learn how to ewimn, practice marta! arts, or get your body 
Es MES s Ne 





This looks great! This 
is bound to bring in 
more customers. 


So everything’s working well... right? 
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already there’s a problem 


Uh-oh! We're in trouble 


Everything seemed to be going well, but before too long, a customer 
reported a problem. 















Hey, what's going on? 
I keep trying to enroll in 
classes, but I keep getting 
this error message. 





00 i fated bo open page 


laja re E hrp: www iTheahthclub,com | 6 BO Google 





Safari can't find the server. 


Safari can't open the page “htte:/ wwe hfheakhthub.com/” becaude Safari can't find 
ee gerver “wee. hlhealthelué.cea, 





You tan ute Google to tearch the web foe this text 


oa wwe hiha ‘ ihe iki he ern 


And she’s not the only one 


Before too long, the Head First Health Club is getting lots of 
complaints of intermittant problems and timeout issues. 


So what could the problem be? And what can we do to fix it? 
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Is there a problem 
with the website? 


Frank: No, I saw what the developers have done; it looks great. 


Jim: Well I can’t seem to get to it, and we have had some customer 
complaints as well. 


Joe: I know the web server is running. I was just looking at it this 
morning. There were no errors or anything on it. 


Jim: What else could be the problem? 


Frank: I am trying to pull it up right now on my browser, and I 
am just getting an error. 


Jim: That does not sound good. 
Joe: What error message does the browser give? 
Jim: It says it can't find the server www.hfhealthclub.com. 


Frank: Sounds like our domain is not available, or at least that 
server's domain name is not available. 


Joe: Did our domain registrar update the DNS records for the new 
web server? 





Jim 
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what’s really dns? 


Introducing the PNS 


Before we look at how the client can find the web pages on 
www. hfhealthclub.com, we need to take a look at how DNS works. 
So what’s that? 


DNS stands for Domain Name System. It translates fully qualified 
domain names that are meaningful to humans into IP addresses 
that computers understand. It’s a bit ike an address book for the 
Internet that tells clients where to access resources. 




















My little black 
book says you need 
to go to IP address 
204.110.23.186. 





I really need to go to 
www.hfhealthclub.com. 
Where's that? 








The ONS relies on name servers 


The translation between domain name and IP address is made 
possible because of a hierarchy of name servers. By a name server, 
we mean a server that can give an answer to a DNS query. So if we 
want to know which IP address is mapped to domain 
www.hfhealthclub.com, the name servers can tell us. 


Let’s take a closer look at this. 
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How the DNS sees your domain 


You can think of the DNS as being like an upside down tree. 
‘The name servers are like the branches, and the leaves are like 
the domains. ‘To get to a particular domain or leaf, we trace 
our way through the relevant name servers (branches) to get to 
where we want to be. 


Let's look at www.hfhealthclub.com as an example. 


We start off with the DNS root servers. 

The DNS root servers look at what the top level domain (tld) 
name is to see where the address can be looked up from. In our 
case it's .com, so the DNS root servers direct us to the more 
specialized .com servers. 





Each tld, like com or edu, nae 
its own set of name servers: 
Next there's the .com tld servers. 
‘The .com top level domain (tld) servers know all about the .com 
domains. They see we need hfhealthclub.com, so they pass us 
along to the relevant name server. 


Then there's the hfhealthclub.com name server. 
‘The hfhealthclub.com name server knows about all the 

hosts and sub-domains of hfhealthclub.com. It sees we want 
www.hfhealthclub.com, so it passes us along to the web server. 


d 


= afe a en ne Få 





ee 7 Le i 
A a GARE 
ls 


E i A ufe RE 


fe ah AT a a ia a r == Po eee 
ee ee = P rd atest > a Fs i FE rie - > x i 
. - a oT x r 


© And here's the Health Club web server. 
This is the web server that’s mapped to the the fully qualified 
domain name of www.hfhealthclub.com. 


So how does the client use this to get to the 
domain? 
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DNS Magnets 


Take a look at the following fully qualified domain names: 
www.apple.com 


en.wikipedia.org 





oreilly.com 
icann.org 


Your job is to use the magnets below to say what the top level 
domain name, domain name, and host name is for each one. 


Host name 


Top level domain name 


Domain name 


wikipedia org 
in — 
| 


== 
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BE the Domin Name System 
Your job is to play the domain system 

and fil] in what happens in each step of 

the process of resolving a domain name 

when a client requests an 

name to be resolved to an 

" IP address. 









Root DNS Server 


eeoeereerec eer eee eee eee e eee eee ese reece see eee eee eres 
. 


client 








3 lm looking for 
: www.hfhealthélub.com. 3 


: You Can find 
: www.hfhealthelub.com. 
at 204.110.23.186 


client’s DNS 
Server 


‘The name server in Charge of : 7 


:hfhealthelub.com at 204.110.23.2 : 
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connect the parts 


DNS Magnets Solution 


Take a look at the following fully qualified domain names: 
www.apple.com 


en.wikipedia.org 





oreilly.com 
icann.org 


Your job is to use the magnets below to say what the top level 
domain name, domain name, and host name is for each one. 


Host name 


Top level domain name 


Domain name 


apple.com 


wikipedia.org | 


oreilly.com | 


peut 
J 


ae scone 
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fi BE the Domain Name Oysfem Solution 


Your job is to play the domain system and fl] in what 
happens in each step of the process of resolving a domain 
name when a client requests an name to be 






resolved to an IP address. 
Root DNS Server 
client icvcceccueccesuucccesueceseueceeanes — 


: lm looking foy 
3 www.hfhealthelub.com. : 






Ce eee eee eee eee 


- : What name server is in charge : 
basic teehee ae coe hans 2] : of the .com TLD2 — ”, Ma 


: You can find 
; www-hfhealthelub.com. 
at 204.110.23.186 










‘The name server in Charge of tom , 
ae ‘is ns.example.com at 192.20.66.42: 





eeoererecere cere cere eee reece eee eee eee eee eee ee eee eee ee 


‘What name server is in charge : 
of the hfhealthelub.com 


3 , domain? 


client’s DNS 
Server 


| 


Ce eee eee eee eee eee e eee eee eee eee, 


er 


:www.hfhealthelub.com. 204.110.23.2 
: at 204-.110.23.18b 


ececererec reece eee reece eee eee eee eee eee eee eee ee 
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So how does this affect the Health Club? 


So far we’ve seen how the DNS relies on name servers, and how 
the name servers resolve IP addresses. But why might this be 
causing a problem for the Health Club? Why are the customers 
getting server timeout errors? 







I wonder if people get 
errors because of the name 
servers? They were getting 
server timeout errors, and if the 
hfhealthclub.com name server is 
down, that might explain it. 








He may be right. 


When a client tries to browse to a particular domain, it needs 
to know which IP address the domain name represents. ‘The 
chent gets this from the name server. 


If the name server is down, this means that the client has no Fe 5 
way of knowing how to get to the website at 

www.hfhealthclub.com. This means that anyone trying to 

reach the website will get errors. 








I really need to go to 
www.hfhealthclub.com. 
Where's that? Hello? 
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So were doomed, right? 
We don't own those 

name servers, so there's 
nothing we can do. 






We can replace the name server with our own. 


At the moment the Health Club is using the domain registrar’s 
name servers, but there’s an alternative. Instead of using the 
name servers of the domain registrar, we can take control and 
setup our own instead. ‘There are pros and cons to this approach, 
but if the current name servers are causing a problem for the 
Health Club, it might be the way to go. 


So how do we set up our own name server? 





Gqgharpen your perc 


Write down some more pros and cons of running your own name servers. 


Smee ewe eee eee ee eeee eee sees e sess ees eeeer esses ee see eee eeese ee eeeee ese eee eee ee eeee eee Eee HEE ee EEE HEHEHE EE HEHEHE EEE HEHEHE DHE HEHEHE EEE HEHE eee EOD 
eee w eee e eee eee ese ee sree eee eee esses eeeeeeeeeese esse eeseeeeeeeeeeeeeeeeeeeeeseeeeeeeeeeeeeeeee se eeeeeeeeeeeeeEee Ee eeeeeeeeeeeeeEeeeeeeeseeseseoe 
eee meee rere nner eeeer rere e essere seer eeeeer eer eeeeeeeeeeeeeeeeeeeeeeeeeeneeeereeeeeeeEeeereeereeereneeeeeEerereeeeeseEneeeeeeesereresreseereeresreseseeos 
ee ewe eee eer ene eee eer ree reese e ere reece er ene eee eee rer eeeeeseeeneeerer ee eee eeesrereeeErereeeeeeeeeee eZee eereereeeseererereeeesernererererereeeresees 
Cee e meme sere reser eres eeeeee seers eseeeee see esses esees ese ees eeeseeeee eee eeeeeeee eee ees esreses eset eseseseseeereeeeeeeeeeeeeeseresesesresneseseseners 
Seem e eee eee e esse reese eeeee eres eeeceeeee se eeeeeesee ese ees eeesee eee eee eeeeeeeeeseeererese ee eee eeeeeeeeeeeeeeeerereeereresrereseseeesreseseseees 
ee m mmm eee eresr eee rere rescesresre rere reeeee eer ee eeeeeese eee eee eresresereeeeerererereerererereeeeeeeeEeeZeseEseeeeeererererererererereseneereresresreseseos 
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take control? 





Yau. have. to house. the hardware. somewhere........ccccccccccscccesscccscceeseceeseeeerseceseecuseeetssestsseeneeensees 


First install a DNS name server... 


A DNS name server 1s basically Just an application that runs 
on an operating server. ‘That means you have to have a 
server running Windows Server OS, Mac OS X Server, or a 
Linux variant. There are hardened servers that just do DNS. 
For some of these, you purchase subscriptions to keep the 
server up-to-date. 


| cons on how to install 
‘The most commonly used DNS server on the Internet We've put some eT ae ut. 

is BIND. Installing BIND is relatively simple, but there's the BIND DNS ser 

something else we need to do too. We need to configure the 

name server so that it can translate fully qualified domain 

names into IP addresses. 
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„then configure the name server 


Your name server uses something called a DNS zone file that 
translates a FODN to an IP address. Let’s look at an example. 





Since name servers are public, we can take a look at other name servers to see how they are 
yo ee configured using a command called dig. Go through the following steps to bring up details of the 
Exercise O'Reilly web servers. What do you think the output means? 


eed to download dig 


On a Windows system You rer cholas-fona/ dig/ 


i mbers.shaw: 
O Open a terminal (cmd) window. Crom http://members-shaw 
O Type dig ns.oreilly.com www.oreilly.com any 


O This will return the records for the O'Reilly web servers. The A 
stands for Address. 


O You should see somewhere in the output: 
;; ANSWER SECTION: 
www.oreilly.com. 21600 IN A 208.201.239.36 
www.oreilly.com. 21600 IN A ZUGaeU kero aod 
;; AUTHORITY SECTION: 


oreilly.com. 21600 IN NS ns.oreilly.com. 

oreilly.com. 21600 IN NS b.auth-ns.sonic.net. 
oreilly.com. 21600 IN NS a.auth=-ns.sonic.net. 
oreilly.com. 21600 IN NS c.auth=-ns.sonic.net. 
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what does 






Since name servers are public, we can take a look at other name servers to see how they are 
configured using a command called dig. Go through the following steps to bring up details of the 


Exacta O'Reilly web servers. What do you think the output means? 
OLution 


C) Open a terminal (cmd) window. 


dio, Lommand allows us to lookup domain information. 


O Type dig ns.oreilly.com www.oreilly.com any 


O This will return the records for the O'Reilly web servers. The A 
stands for Address. 


O You should see somewhere in the output: , Means Internet class record 


;; ANSWER SECTION: Means host address 

www.oreilly.com. 21600 IN A 208.201.239.36 ) Their 2 web servers 
www.oreilly.com. 21600 IN A 208.201.239.37 |P addresses. 

;; AUTHORITY SECTION: y- Means name server 

oreilly.com. 21600 IN NS ns.oreilly.com. 

oreilly.com. 21600 IN NS bo auch ne-Sonlc mer. Sere FQDNs 
oreilly.com. 21600 IN NS a.auth-ns.sonic.net. 

oreilly.com. 21600 IN NS c.auth-ns.sonic.net. 


f 


These are BIND configuration file acronyms. 
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A bunch of BIND configuration file acronyms are playing the party 
game “Who am |?” They give you a clue, and you try to guess 
who they are, based on what they say. Assume they always tell 
the truth about themselves. If they happen to say something that 
could be true for more than one guy, then write down all for whom 
that sentence applies. Fill in the blanks next to the sentence with 
the names of one or more attendees. 





Tonight's attendees: 
SOA, CNAME, IN, MX, A, NS, PTR 


Acronym 


| specify hosts used for handling email. 


| designate a host address. 

| point to a domain name. 

| designate a name server. 

| mark off the start of a zone of authority. 


| define an alias. 


| designate an Internet class record. 
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310 


A bunch of BIND configuration file acronyms are playing the party 
game “Who am |?” They give you a clue, and you try to guess 
who they are, based on what they say. Assume they always tell 
the truth about themselves. If they happen to say something that 
could be true for more than one guy, then write down all for whom 
that sentence applies. Fill in the blanks next to the sentence with 
the names of one or more attendees. 


Tonight's attendees: 
SOA, CNAME, IN, MX, A, NS, PTR 


| specify hosts used for handling email. 


| designate a host address. 


| point to a domain name. 


| designate a name server. 


| mark off the start of a zone of authority. 


| define an alias. 


| designate an Internet class record. 
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Acronym 
MX 


A 
PTR 
NS 
SOA 


CNAME 


domain name system 


Poo] Puzzle 


Your job is to take Bind elements from 


the pool and place them into the Hint: You'll need to use some of the 


arany inean me oat BIND configuration File acronyms from 
configuration file. You may not use ie previous exercise 


the same Bind element more than 
once, and you won't need to use all 
the Bind elements. Your goal is to 
make a complete Bind configuration 
that will properly serve out IP addresses. 





SORIGIN hfhealthclub.com 


STTL 86400 
( IN dnsl.hfhealthclub.com. hostmaster.hfhealthclub.com. ( 
2001062501 ; serial 
21600 > refresh after 6 hours 
3600 ; retry after 1 hour 
604800 ; expire after 1 week 
86400 ) ; minimum TTL of 1 day 
IN 
IN dns2.hfhealthclub.com. 
IN 10 
IN FO 0 3 
serverl IN LO eee as 
WWW IN 10.016 
mail IN 
dnsl IN 10:-0.1-2 
dns2 IN Tete Ace 


Note: each thing from 
the pool can only be 
used once! 











CNAME 
Sok 
A Ans Nnr rNealtheclub: com.: 
A TOOT E 

mail. nihealthclub.com. 
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Pool Puzzle Solution 


Your job is to take Bind elements from 
the pool and place them into the 
blank lines in the Health Club Bind 
configuration file. You may not use 
the same Bind element more than 
once, and you won't need to use all 
the Bind elements. Your goal is to 
make a complete Bind configuration 
that will properly serve out IP addresses. 





SORIGIN hfhealthclub.com 


STTL 86400 
@ IN SOA dnsl.hfhealthclub.com. hostmaster.hfhealthclub.com. ( 
2001062501. 7 serial 
21600 = refresh after 6 hours 
3600 ; retry after 1 hour 
604800 ; expire after 1 week 
86400 ) ; minimum TTL of 1 day 
IN NS dnsl.hfhealthclub.com. 
IN NS dns2.hfhealthclub.com. 
IN MX 10 mail.hfhealthclub.com. 
IN A 10,0 15 
serverl IN A 10 Oe ds 
WWW IN A 10.0 5146 
mail IN A 10.04127 
dnsl IN A 10,012 
dns2 IN A 10.0 129 


Note: each thing from 
the pool can only be 
used once! 











CNAME 
Sok 
Clove Ih lone laveei lhc lave Lille. Com. 
IO Ora! 

mall Nihealthiclub. om. 
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Head First: Good morning! How are you? 
DNS Namserver: I don’t recognize that request. 


Head First: Excuse me? I was just saying good 
morning and asking how you are doing. 


DNS Namserver: My apologizes. I am so 
used to answering requests for names. I sometimes 
just can’t seem to do anything else. I am great this 
morning. 


Head First: So what is it like being a DNS 


nameserver? Busy all the time? 
DNS Namserver: Yes. 


Head First: OK .... Could you speak a little more 
to what kind of things you do? 


DNS Namserver: Yes, I get requests for IP 
addresses. Other computers send me a FQDN for 
the domain that I am responsible for, and I return an 
IP address. I do other requests as well. 


Head First: What would be some other request 
types? 


DNS Namserver: I do a lot of NS and MX 
types. The NS type is when they are looking for my 
or my partner’s IP addresses. ‘The NS stands for 
NameServer. The MX type is for email servers for 
our domain. When I get a request of that type, I 
return the IP address of the email server responsible 
for our domain. 


Head First: Are there other types of DNS records 
that you deal with? 


domain name system 


The Nameserver Exposed 


This week’s interview: 
DNS Namserver 


DNS Nameserver: Oh yes, I also deal with PTR 
records. ‘These are fun because there are a reverse 
lookup. ‘The computers making these requests give 
me an IP address, and I return a FODN to them. 


Head First: Why would a computer want to do 
that? 


DNS Namserver: You can tell if a computer is 
lying about who they are. It is very easy to say you 
are email.somewhere.com, but your IP address will 
not match. A reverse lookup enables someone to 
verify that you are who you say you are. 


Head First: Are there other things that you do 
besides this? 


DNS Nameserver: Besides this? My kin and I are 
the heart of the Internet. Without us you would not 
be able to get to your precious online shopping or 
news websites. You would have to memorize all those 
IP addresses. But we make it so easy; you just type in 
a name and voila, there it 1s. 


Head First: I am sorry, that is not what I meant to 
say. I was asking more about other things you do with 


regards to DNS. 


DNS Nameserver: My apologies. I go off 
sometimes. I think one cool thing I do 1s load- 
balancing. I can load balance a web server by doing 
a round robin lookup. How that works is that I have 
the IP addresses of several web servers, and I rotate 
amongst them to distribute the workload. 


Head First: Thank you for taking the time to 
answer my questions. 
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The anatomy of a UNS zone file 


So what’s really going on inside the Health Club DNS zone 
file? Let’s take a close look at the file: 


Start of Authority - SO” 





DNS Zone File this says that dus! is 3 
vimary name server the 
SORIGIN hfhealthclub.com bChealthclub.com domain 
STTL 86400 
@ IN SOA dnsl.hfhealthclub.com. hostmaster. 


hfthealthelub.com. { This information lets other 


2001062501 * serial name servers Know when this 


Whatever 21600 i MerPesit Aalter © Nours file has changed and how 
follows this is 3600 ; retry after 1 hour long to cathe ihe info: 
a nameserver. 604800 ; expire after 1 week 
86400 ) ; minimum TTL of 1 day 
Whatever IN NS dnsl.hthealthelub.eom. 
follows this is IN NS dnsz.hihealchclub.com. 
an email server. < m> MX 10 mail, hfhealthelub. com, 
IN A 100 9 
|. Serverl IN A EO «Oia dao 
= in this Www IN A IOO ALG 
aa mail IN A 10.0.1.7 
dnsl IN A LE Oe dae 
dns2 IN A O N 


Whatever follows 
hia Whatever follows 
ti IS an Internet this is an IP Addvess. 

SS record. 


The best way to interpret this is to start reading from the bottom 
of the DNS zone file upwards. 





Every host 
name needs an 
IP address. 


The last set of lines in the file tell us that there are five servers 
that the name server knows about. ‘These servers have IP 3 
addresses 10.0.1.5, 10.0.1.6, 10.0.1.7, 10.0.1.2 and 10.0.1.3, and | 
they’re known by host names serverl, www, mail, dns! and dns2. Watch 


‘These are all within the domain hfhealthclub.com. 


it! 


Every host name 
in a zone file 


The next batch of lines tell us that dnsl and dns2 are name 3 needs to have an IP addr Pon 
servers, while mail is used as a mail server. : or a CNAME record pointing to 
another host. 


Finally, the top of the file tells us that the primary name server 
for domain hfhealthclub.com is dns1. 


Alh anrntar O 
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Here's what the DNS zone file tells 
us about the Health Club servers 


So how do we visualize this? Here are the servers described in 






Looking for 
someone? 





the zone file. 


Name Servers 


There are two name servers, 10.0.1.2 and 10.0.1.3. 
These are known as dns! and dns? within the 
domain hfhealthclub.com. ‘The main name server is 


_ 










10.0.1.2 10.0.1.3 
dns1.hfhealthclub.com dns2.hfhealthclub.com 


——— Mail Server 


There's one mail server, 10.0.1.7. This has a host 
name of mail within the domain hfhealthclub.com. 


10.0.1.2 
mail.hfhealthclub.com 


~~ Other Servers 


‘There are two other servers mentioned in the DNS 
zone file. ‘Uhe first of these is 10.0.1.5 and is known 
as server l. ‘The second is 10.0.1.6 and is mapped 





to www. [his is the server you get if you browse to 
www.hfhealthclub.com, so it’s the server that holds 


the Helath Club website. 





10.0.1.5 10.0.1.6 
server .hfhealthclub.com www.hfhealthclub.com 
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what’s the 









est Drive 


The DNS zone file has been configured as a name server for the Health Club, and the 


domain registrar notified. In the future, all DNS queries relating to hfhealthclub.com 
will come via the Health Club name server. 


So what effect has adding our own name server had on the Health Club website? 


e "=" + 4 awra’ te 


Welcome 





Free CJub hineectv 


Welcome 


lt looks like adding the 

name server has solved f 

the problem. y >e 
e 


Welcome to the Mead First Meal Cub. the preniere sås for finding he pertect workout bor you 
end your body. Whether you werd to earn how & awit prectce mertal ets. o get your body 
a a i eee es 


Before too long, business is booming, and more and more 


customers are signing up for classes. But then something weird 
happens to email... 
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The Health Club can’t send emails 


When the DNS server was up and running, everything was great 
until someone tried to send an email. 


Vikes! This doesn t 
look good... 











From: pendy .girl1234@googlema1l.com 
Subject: Automated Reply 


To whom it may concern. 







This is an automated reply. The attached email was sega 
from your IP address (10.0.1.7) but ee eens em 
not enabled at this address, — o ae as 

email to the oO : | 
Se this email Wann RDNS enabled will be 
futile and may result in legal action., 

Hope this finds you well. 












Marvin the Corporate SMTP Agent 


Original email follows... 


Ever since the name server was swapped over, the Health Club has been 
unable to send emails to their customers, even though they’re still able to 


receive them. This means that they can’t send email confirmations to their 
customers about classes they’re interested in, and that’s bad for business. 


So what do you think the problem could be? 


RAIN 
POWER 





The Health Club uses email addresses in the form <name>@hfhealthclub.com. 
What do you think the problem might be? 
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reverse your 


So what's the problem? 


The DNS server we've set up allows people to find our IP 
addresses from fully qualified domain names like this: 


www.hthealthelub.com —»10.0.1.7 


The trouble is, the DNS server doesn't allow us to do a 


Reverse DNS lookup. So what's that? 


Reverse DNS lookup allows us to find a fully qualified domain 
name from an IP address like this: 


10.0.1.7 —>www-hthealthelub.com 


So why is this a problem? Why didn’t the recipient’s email 
system simply pass on the email? 


Email servers use KØNS to fight SPAM 


SPAM email is a huge problem on the Internet, and email 

servers have to do a lot of work to protect themselves from being 
submerged under a pile of junk mail. One common trick that they 
use 1s to check the domain name of the email server that sent them 
the email. 


So why would they do that? 


Well, the main reason is they need to be sure that the email comes 
from a reliable source. A spammer might decide to set up an email 
server on their PC at home. ‘They could then make a connection to 
the Internet and flood the world with millions and millions of pieces 
of junk email. 


So how does a reverse DNS lookup prevent this from happening? 
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Reverse DN S 


(RDNS) let's 
you find 


a domain 


for an IP 
address. 


domain name system 


Check your sources with reverse DNS 


‘To prevent that from happening, email servers look at the IP address of 
the server that sent the message and do a Reverse DNS lookup to see 
which domain the message came from. 


If the email message comes from a domain that’s on a blocked list, then 
the email will be rejected. 





smtp.spamulike.com? 
Not very likely. You 
can go away! 









But it will also be rejected if the sending server's reverse DNS lookup IP address does 
not match its real IP address. Spammers try to do this by using a fake domain name. 






Look, you aren't 
really who you say 
you are. Go away! 







In this way Reverse DNS is used to challenge the sending server. 
It's key to preventing chaos on the email system. 


ig BRAIN 
POWER 


What command will let us lookup a domain from an IP address? 
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dig out of your dns hole 


The dig command can do a reverse DNS lookup 


We've already used a command that can perform a Reverse DNS 
lookup—the dig command. 


‘The name dig stands for Domain Information Groper, and it’s your 


window to the DNS system. It lets you interrogate DNS servers by asking 
just about any question. 


You already know that you can find an IP address from a domain name by 
using the dig command: 


This is the FADN 


domain name: 


File Edit Window Help DiglsYourFriend 







This i 
¢ is is the IP address $ dig www.oreillynet.com +short 
rom the DNS server 208.201.239.36 


There ave two IP J DNS OOM DS). 31 
addresses because 


they are using two 
web servers tor this 


domain. 


You can use the dig to go the other way too: 


« « ; W ” means . 
-x means Tell me about this |P address. see deta - just ov 


» 
e me the name: 
File Edit Window\ Help DiglsYourFriend 


$ dig “ 208.201.239.36 +short 
www.oreillynet.com. 


So what happens if we try to do a Reverse DNS lookup 
on our new server? 


320 Chapter 8 


Download at Boykma.Com 


domain name system 






TK 
ast Drive ——— 


So are we able to do a reverse DNS? Let’s try it and find out. 


.... 
e.s... 
oe ee wes ee ee ee es 
……… 
s…se…+ 
s…e0e 





10.0.1.7isa 
f "private IP address, 


v and the below 
Watch it! command will not 





work in real life. 


j igned to any 
10.0.1.7 is not assigne 
domain, so the dig command y 

| not return anything if you try this 
i dig -x 10.0.1.7 +short _— 


File Edit Window Help DiglsYourFriend 





eocevee 
e.s... 
sea t a aa 
eee 
ecovee? 


Oh dear—the command didn’t return anything. ‘This means that 
the reverse DNS isn’t working. 


So how can we fix it? 


there, are no 
Dumb Questions 


Q: Why didn’t the dig command return the domain that the Q: Why would they want to do that? 
ping command asked about? 


A: Scalability. They can spread millions of requests across 
- Sometimes DNS servers associate several domain names thousands of servers. 


with a particular IP address. That allows large companies like 
Google to give hundreds and thousands of servers the same IP 
“www.google.com”. 
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zone files 


Your name server has another 
important zone file... 


That is the reverse lookup zone file. This is where all the PTR or 
pointer records go. Your name server uses this file to do DNS 
lookups using an IP address to return a FODN. 


Sttl 38400 
1:0.10:in-7-addr.arpa: IN 50A skc.edu. hostmaster 1,0,10/1n-addr.arpa.… ( 
2007080609 
10800 
3600 
604800 
38400 ) 
LeOslOsim—addr.arpd. IN NS dnsi,nihealchelub,com: 


5 IN PTR www.hfhealthclub.com. 


So in order to do reverse DNS lookups, we need to make 
changes to this file. 


Sttl 38400 
L,0.10.in-addr.arpa. IN SOA skcvedu. hostmaster.1.0.10.in—addr.arpa. { 
2007080609 
10800 
3600 
604800 
38400 ) 
1.0.10.in-addr.arpa. IN NS dnsl.hfhealthclub.com. 


answer reverse 
5 IN PTR www.hfhealthclub.com. This line will allow our name server to 


il server. 
7 IN PTR mail.hfhealthclub.com <— DNS lookups for our mail 
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_ BE the Domain Name System 


‘i ~ Your job is to play the domain system and fl] 
™ in what happens in each step of the process of 
a reverse DNS lookup. 







Root DNS Server 
i 


: What is the FQDN of 
‘10.0.1. 72 


Email server’s DNS 


server f | | 
This server knows e O O i 


to ask the in- 
addr.ar a name 
server h the 
Answer. 
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be the dns 


f, Solution 


Your job is to play the domain system 
| and fl] im what happens in each 
step of the process of a reverse 
DNS lookup. 













:What name server is in charge 


oe C ahera 
‘What is the FQDN of : 


10.01.72 


coerce reece eee eee ere eee eee eee eee eee eee ewes 
Cr eee eee eee eee eee eee e eee 


… .…………………………e eee eee eee eee eee eee eee eee. 


© ‘The name server in Charge of 
: in-addr.arpa is at 1986.41.0.4 


eeoeeec reece eee reece eee eee reece eee eee eee eee eee & 


‘What name server is in charge : 
‘of the O.10.in-addv.arpa — : 


dows’ 3 
© | ‘domain uk 498.41.0.4 
This server knows Na ë ëåġěO — 
to | 


Email server’s DNS 
server 


ask the in— 
CA Sa name 


server for the ‘in-addr.arpa-is at 10.012 
answer. 0.1O.in-addv.arpa 1S just the ‘i 
‘hat is the PADI aE network adress 104 facto" 
O 0.017% : with in-addr-arpa added on 
[his mailhfhealthelub.com | 
a V2, 


Ala mnta O 
LOPITAL) IEF cc 
ww i C fe © wi 
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What's up with the 
backwards IP addresses? 
They are backwards, right? 






Backward IP addresses allow the name servers 
to work from the top down. 


‘They start with the root DNS servers (the in-addr.arpa part) and 
work their way down the IP network address until they find the 
name server responsible for that particular IP network. 


in—addr.arpa at arin.net is 
responsible for this part. 


c 
CR VON 
0.10.in-addr.arpå 


dns! .hfhealthelub.com is 
responsible for this part. 





This is a FQDN—a very special one. 


CE RAIN 
POWER 


Why wouldn't an IP address in the normal order work for reverse DNS lookups? 


nS 





ie 





C 
A 
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test drive 






fast Drive 


Let's try doing a reverse DNS lookup again using dig. 


File Edit Window Help DiglsYourFriend 


$ dig -x 10.0.1.7 +short 
www.hfhealthclub. com 
$ 





‘The Reverse DNS is working! ‘That means your server now works 
both ways—1t’s made the link from the FODN to the IP address: 


www.hthealthelub.com —»10.0.1.7 


And by using Reverse DNS, it’s also made the link from the IP address to 
the FODN: 


10.0.1.7 —>www-hthealthelub.com 


So has this fixed the email problem? 
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The emails are working! 


Following your change, the Health Club can successfully send 
emails to their customers, which means that they can send 
email confirmations telling customers which courses they are 


enrolled in. Before too long, all of their classes are filled to 
capacity. 












This is great! 
Thanks to you, business 
is booming! I think we'll 
even need to expand to 
cope with demand. 
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9 monitoring and troubleshooting 


"Listen to Your * 


& ~ Network’s Troubles M 



































Listening to your network can save you lots of heartache! 

Well, you have your network up and running. But like anything, it needs to be monitored 
and maintained. If it’s not, one day it will just stop working, and you will have no idea why. 
You will discover in this chapter various tools and techniques to help you listen to your 
network and understand what is going on with it, so you can deal with any problem before 


it becomes a bigger problem. 
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pajama death? really? 


Pajama Death are back on tour 


Punk band Pajama Death have a large and dedicated fan base, 
and they've just announced their latest world tour. Tickets go on 
sale in just two hours, and fans are already lining up to buy prized 
tickets. The ticket agency expects it to be a sell-out, but there’s just 
one problem: can their network cope with the strain? 














Guys, the network's up and 
down like a freaking yo-yo. If you 
don't get it sorted by the time the 
Pajama Death tickets go on sale, 
I'll come around your houses and 
stomp on all your toys. Got it? 


So here’s your challenge... 


‘The ticket agency needs to be up and running in two 
hours time, which means that you need to troubleshoot 
the immediate problems. What’s more, you need to 
make sure that the network remains stable. You need to 
deal with network problems before they become bigger 
problems. ‘Think you can do it? 
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So where would you start troubleshooting 
a misfiring network? 


Since you have made it this far in this book, you know there are 

many things that can go wrong on a network. Anything from bad 

or disconnected cables, switch and router issues, and even individual 
computer issues. ‘Troubleshooting network issues requires a methodical 
approach. If you just start running around with your network analyzer, 
plugging and unplugging connections, you will find troubleshooting a very 
exhausting and frustrating endeavor. 


Getting information from your network is the key to 
successful troubleshooting. 


Gqgherpen your pencil 


In the space below, write down a few things you would check in 
your network troubleshooting process. 
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how would you troubleshoot? 


r pencil 
Solution In the space below, write down a few things you would check in 
your network troubleshooting process. 





Ask user to demonstrate the problem. 

Cheek for loose or disconnected cables on the computer with the problems. 

Ask around to other people. Is the problem just one person, one area, or the entire network? 
Check the router and switches to make sure they are on and running properly. 

See if You Can Ping various devices and Clients on the network. 
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Start troubleshooting your network problems 
by checking in with your network devices 


You want to start troubleshooting network problems by gathering information 


from your devices. In chapter 5 and 6, you learned the ping command and 


how to communicate with a switch and a router. You can use those tools to 


troubleshoot your network. 


ample, Pind, 192..168.1.1 
Start off by pinging the IP addresses of the computer's Às an examp 


default gateway. 
If you can do this without the ping timing out, then you know that 
the network 1s working minimally. 


b. 
Connect a computer to the router with a serial cable or œ— You did this back in chapter 


via SSH or telnet. 

SSH is the preferred way to access your devices, although sometimes 
devices only support telnet. ‘That way, you do not have to run all over 
the place with a cable. Besides, SSH is more secure than telnet. 


Use the appropriate commands (like show) to look at a 
device's status and counters. 

Routers and switches can collect lots of information that is very valuable 
in troubleshooting your network. ‘The most common command is the 
show command. It shows you various counters and status information 
on your devices. 


Interpret the statistics to gain some insight on how your 
network is behaving. 

This is the hardest part, how to interpret that data. You will want to start 
looking at the obvious things, like interfaces being down or ports with 
excessive errors. After that, you have to become more of a detective and 
look at traffic volume. Often you will have to look at information from 
multiple devices in order to form an opinion. 
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it all began with a big ping 


Troubleshoot network connectivity with 
the ping command 


The ping command is the best tool to get a quick read on the overall 
status of your network and individual devices on your network. It can tell 
you whether or not your network is functioning, or whether a particular 
device is on the network. 


If you can ping, you get timings 


Here’s what the output of a successful ping looks like. It tells you how 
long it takes your device to respond to the ping. Comparing these times 
with what you'd expect to get can give you some useful diagnostics. 


SOF Terminal — bash — 89x23 


E $ ping -c 5 
PING 192.168.1.1 (192. i : 
b4 bytes trom 192.165.1.1: seq U ttl=04 time. 
b4 bytes from 192.168.1.1: seg=1 ttl=-64 Lime=h. S75 
bytes from 192.168.1.1: seq=2 ttl=64 time=0, 
4 bytes trom 192.168.1.1: icmp seqr4 ttl-b4 time-8.5/- 


“4 bytes From 192.768 1.1: temp _seg=4 tktl=o4 times. 
nm bd —- | 


=== 192.168.1.1 ping statistics -- 
y pockets transmitted, 

Eee ie ee eRe eee ee = 0.574 
TN, = 


4 


But what if you can’t ping? 


If a ping command fails, this means that you can’t get to the device at the 
specified IP address. If you can’t ping anything, you’ve got BIG problems. 
If you just can’t ping one device, that really narrows down what you have 
to look at. 


aon Terminal — ping — 0x24 


last leagin: Tue Mor 37 69:31:11 on -tyshae 


~ $ ping 192.168.21.1 Æ 


PING 192.168.21.1 (192.168.21.1): 56 data bytes 
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» Pockets received, 0% packet loss 





The ping command 
can be used to ping 
anything with an IP 
address, including 


other computer's. 


The time here is how long 
it takes Your Ping to et 
to the device. |t’s el 


to know how long this 
should take. 


ul 


Vikes! If you get this sort of 
message, You need to do more 


investigating, 


network monitoring and 


If the ping fails, check the cables 


So what do you do if you can’t ping anything? 


The first thing to do 1s check your computer’s network cables and 
network configuration. ‘Try the ping command from another computer. 
If your computer’s stuff checks out and the ping command on the 
other computer fails as well, then you need to physically go to the 
network devices. 


So what sorts of things do you need to look out for? 


Is the computer even 
Did the power go out? connected to the network? 


Did a construction 


worker rip up a cable? De fail? 


3 the plus? . 
Did the janitor pull the plug Did a circuit breaker blow? 


These are all real things that happen to your network, so look out for them. 


OBRAN 
POWER 
What other tools on a computer could you use to help troubleshoot network 


problems (especially if the computer is connected to the network and still not 
working)? 
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investigate with ping 
Zong Exercise 


Look at the ping output below and circle the devices that are causing problems on the network. 





File Edit Window Help PinglsYourFriend 
orne INGA E a 
64 bytes from 192.168.1.2: icmp_seq=0 ttl=64 time=0.590 ms 


jeabialiop EWS) ard Syren tl eis: 
ping: sendto: Host is down 


or oe IS e 
oranes aaa RES SAREEN RE Ro le Se DR ae 182 


ping 192.163.1.4 
64 bytes from 192.168.1.4: icmp_seq=0 ttl=64 


Ping plo Ze kos aio 
ping: sendto: Host is 


SE ES vg ete, te 
64 bytes from 192.168.1.4: icmp_seq=0 ttl=64 


(ok ate "KS SING ss ARE 
64 bytes from 192.168.1.4: icmp_seq=0 ttl=64 


jabra BIN PASS KEE 
ping: sendto: Host is 


O E a 
Ping: sendto: Host is 
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This is your admin workstation where 


L the pings are Comind, from 
|| 


Smee —— 
-m : 





ee 







192.168.1.1 
Y 192.168.2.2 
192.168.1.2 
192.168.2.3 
192.168.1.4 


192.168.1.3 
192.168.2.4 





192.168.1.5 a EA 6 
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did you find the problem? 


Lon’ Exercise 
OLution 
Look at the ping output below and circle the devices that are causing problems on the network. 






File Edit Window Help PinglsYourFriend 


@akiakey” ILS Z S 
re ond REE one ES SEE SS ke A> abeiienss sce) ie lle) eke) Ss S10) urs 


jektet ks særk Seks 
ping: sendto: Host is down 


enaren 
64 bytes from 192.168.1.1: icmp_seq=0 ttl=64 


ereo S 
64 bytes from 192.168.1.4: icmp_seq=0 ttl=64 


JSabioko (Me ya S Less 
joke See IE ORE ao See 


[enkle AES ÆSKE SFS 
64 bytes from 192.168.1.4: icmp_seq=0 ttl=64 


joke e eg IGS ans 
64 bytes from 192.168.1.4: icmp_seq=0 ttl=64 


JS alike miks AR Se 
Ping: sendto: Host 1s 


oreo SE 4 
ping: sendto: Host is 
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This is your 


L the pings are Comind, from. 


aes ee re 
mn = E 





admin workstation where 


192.168.1.1 


192.168.1.2 


192.168.1.3 


192.168.1.5 





192.168.1.4 





192.168.1.6 
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192.168.2.2 


192.168.2.3 


` 192.168.2.4 


We don't know if this host 
is down or not because the 


switch in—between 
that host is down, was 
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ping has 










Q: What kind of information can a 
switch give me? 


A: It can give you the number of frames 
going in and out of particular ports. It can 
give error rates on its various ports. It can 
tell you if a port has an active client or not. 


Q: How about a router? 


A: A router is a whole other animal when 
it comes to information. Even a mid-range 
router will give you an incredible amount 
of information. This includes packet counts, 
error rates, and interface status, just like a 
Switch. But it can also give you the status of 
routing and even the status of other routers. 
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But what if we need more 
information than ping can 
give us? What then? 





Sometimes ping just doesn’t give you enough 


information to work with. 


The ping command is very effective in helping you with 


connectivity issues. But when it comes to network issues 


such as slowdowns or sporadic connectivity, ping does not 


help much. We need to pull out the big guns and talk to the 


switches and routers themselves. 


there are no a 
Dumb Questions 


Q: Can computers give me this type 
of information? 


A: Yes, they can. Most modern operating 
systems can collect information. Some of it 
IS easily accessible from the command line 
or from logs that the OS keeps. It is similar 
information to what a switch collects. 


Q: Is the ping command available on 
all computer operating systems? 


A: The ping command Is available on 
just about every computer and router 
operating system out there. 


< Is there any time the ping 
command will not work? 


A: Yes, a router can be configured 

to block the ICMP packets. ICMP is the 
packet type that the ping command uses. If 
a router is blocking these, you will not see 
anything until the command times out, then 
you will get an error. 
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Q: Can a computer block a ping? 


A: Yes, pings can be blocked by 
computers as well. The firewall can be 
configured to just ignore ping requests and 
drop them without responding. 


Q: Why would you want to block 
pings? 


Å: One ofthe techniques that hackers 
use is that of scanning a network for 
hosts. One of the tools they use is the 
ping command or software that acts like a 
ping command. If your computer or router 
responds to a ping, then the hacker knows 
that there is a device ata particular IP 
address and can start figuring out a way to 
get into the system. 


monitoring and 


Get started with the show interface command 


The show interface command 1s the best command to get started with. It will 
give you the most concentrated information on the status of your device’s network 
connection. It works on most network devices, including switches and routers. 


“Up” means it is 
Physically connected to “Up” here means 
another device. it is confi ured. 


ANO Terminal sgh — 80x24 
Interface Identifier SJ Ta E up, line protocol ia up 
Hardware is HVO6340 Ethernet, address is 
Uescription: E a a A ELA Aa ta a aL E ea FLE: 
Interface IP Address Internet address is 209.1357.230.2/25 
ATU 1588 bytes, OH 1 
reliability 255/255, txload 1/255, rxload 7/255 


Encapsulation ARPA, loopback not set 





Keepolive set (1A sec) 
Interface Speed EEEE 
ARP type: ARPA, ARP Timeout 64:08:08 
Last input , output 90:08:08, output hang never 


Last clearing of “show interface" counters never 


cC ric ws 


Input queue: 9/75/15733/0 (size/mox/dreops/flushes): Total output drops: 


eing strategy: tite 
Output queue: 6/48 (slze/'max) 
S minute input rate 29458080 bits/sec, 427 packets/sec 


= b i a a F aiee 4 E l (mE rE n f rh i | Fi a 


Interface network 1177880722 packets input, 41758004915 bytes 
sta tis Lins HT tr e h a a Broadcast 3, Ho runts, H gionts, 176% throttles 
SS 97 input errors, 2 CAC, | frame, © overrun, 69 ignored 
SELES ET 
9 input packets with dribble condition detected 
S45826476 packets output, 3047853556 bytes, @ underruns 


--Hora-- 


The interface’s network statistics are a gold 
mine of troubleshooting information 


You can tell how busy the network connected to a particular 
interface 1s by looking at the number of packets being input and 
output from that interface. After looking at this a couple of times, 
you will be able to judge whether the number is of the correct 
magnitude. You can also see any errors. Some errors are normal, 
but high error counts should lead you to investigate the portion of 
your network connected to that particular interface. 
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show me 





HeadFirst: It is great to get a chance to talk with 
you. How are you doing today? 


Show Command: What specific part of today are 
you asking about? I can tell you about many aspects 
of my day. 


HeadFirst: OK, I was just trying to make some 
small talk. But to get started, what can you tell me 
about the network device you are running on? 


Show Command: You need to be a little more 
specific than that. I can tell you things about the 
interfaces, the system itself, the software version, 
the IP statistics, the ‘TCP statistics, the IP routing 
statistics, the processor’s information and statistics, 
the SNMP statistics, the startup and running 
configurations, the... 


HeadFirst: Whoa, whoa! That is a lot of 
information. What would you recommend if I 
wanted to know how the devices’ interfaces are 
doing? 


Show Command: That would be “show 
interfaces.” With that command I will show you 
whether the interface 1s connected to another device, 
whether it is configured or not, the interface’s IP 
address and subnet, and network statistics about the 
interface. 


HeadFirst: Will you tell me about all the interfaces? 


Show Command: If you just ask me to show 
interfaces, I will give all that information I just 
mentioned all the interfaces that are on the device— 
even if they are not configured. 


HeadFirst: Great, is there anything else that you 
can tell me that might help troubleshoot network 
problems? 


Cisco Show Command Exposed 


This week’s interview: 
Can you tell us all you know about the 
hardware you are running on? 


Show Command: I can tell you about IP statistics 
with the show ip traffic command. [ll give you all 
sorts of information about the various IP protocols 
the device is running, including traffic amounts and 
various errors. 


HeadFirst: Now I noticed that you like to have 
commands issued in a very certain way. Can you tell 
me a little more about that? 


Show Command: Sure, obviously you have to type 
“show” then follow it with what you are interested 

in. For example, “show interface,” which we 

already talked about. But, you can get more specific 
information by adding modifiers after that initial 
command. 


HeadFirst: Can you give me an example? 


Show Command: OK, say you want to see the the 
EIGRP routes in the device route table. You would 
type “show ip route eigrp.” ‘Then I would display all 
the EIGRP routes that are in the table. 


HeadFirst: That’s cool! So what if I don’t know 
what command to type? 


Show Command: Easy, type show. I will display a 
list of commands with descriptions. ‘Then if you find 
a particular command, then you can type “show ip,” 
and I will display the commands available under the 
Ip command. 


HeadFirst: Thanks for the interview. You are 
indeed a valuable command to learn. 
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Show Command Magnets 


The show command from the Cisco IOS is a hierarchy command. 
You build a show command by walking down a tree until you 
get to the information you need. Arrange the magnets into the 
proper structure. 
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config FE 








FastEthernet0/0 | 
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yes, this was hard 


| Sa | Show Command Magnets Solution 


The show command from the Cisco IOS is a hierarchy command. 
You build a show command by walking down a tree until you 


get to the information you need. Arrange the magnets into the 
proper structure. 
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The ticket network’s still not fixed 


‘Time’s ticking on, and the ticket agency network still has 
problems. So what’s causing the hold up? 












This is really serious! We can't get to 
all of the network devices with SSH or 
telnet. That means I have to run round 
hooking my laptop up to each one of them 
to find out what's wrong. It's taking me 
forever, and the Pajama Death tickets 
go on sale soon. What can we do? 


How can we quickly troubleshoot networks 
without SSH or telnet? 


The trouble with SSH and telnet 1s that they’re not always 
available. While we could visit each network device and 
connect a laptop to it to get diagnostics, this approach is 
time-consuming and inefficient. So is there a better way of 
troubleshooting the network? 
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simple network 


SNMP to the rescue! 


SNMP (Simple Network Management Protocol) 1s a way to talk to your 


network devices and get all kinds of information from them without The information 
having to connect each device to a laptop. You can use a database of an 
software program to automatically question any or all your network 

devices every so often. ‘This allows you to check on their health and SNMP managed 
their workloads. ‘The protocol uses simple commands to access a 

database of information on the target device. device 1S called the 


MIB (Management 


Information Base). 

















SNMP Manager 
i Wireless access point 
| 3 | SNMP Manager sends a i 

The central — | request to a SNMP Agent 

server tolleets for some information. 

all the 

information in 

one place: © SNMP Agent responds with 

Lo information. 
Switch 
SNMP Agent can also 
send information 
called Traps, back to 
a SNMP Manager. 
Client 
computer : Servér The object identifier 
| of information stored 
in the MIB is called 
the OID. 
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SNMP is a network admininistrator’s 
communication tool 


SNMP has been designed so simple software such as scripts can be used 
to query different information from a network device. It uses a simple 

set of commands to retrieve and set information. SNMP gets a bit 
complicated in the implementation of the MIBs. ‘There are standardized 
sets of MIBs that are available to network equipment manufacturers to 
implement in their devices. As long as a manufacturer has implemented 
the MIB properly, there usually isn’t a problem retrieving information via 
SNMP. The problems occur when network devices have custom MIBs. 
‘Then in order to read this information, a network administrator has to 
include the modified SNMP template on the SNMP requester so it knows 
the correct OID to ask for from the SNMP agent. 






So what prevents just 
anybody from getting to 
that information? It is 

secure, right? 







SNMP does allow some access 
control 


SNMP does have one feature allowing you to 
control access. When you setup SNMP on a 
network device, you can create a group name that 
can have read-only access and a group name that 
can have read-write access. ‘The problem is that 
the group name is the password. That's not 
a very good scheme, so that’s why SNMP version 
3 has an authentication system built into it. 


Most devices default with public being the group 
to have read-only access. 


So how do we set up SNMP? 
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Did you know that 
there are three 
versions of SNMP? 
SNMP v1, SNMP v2, 
and SNMP v3. 


SNMP v2 is just an 
expanded version ot 


SNMP v1. 


SNMP v3 is a whole 


rewrite of the protocol. 
It has authentication 
built into the protocol. 
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snmp on 


How to configure SNMP on a Cisco device 


Let’s take a look at how to get a basic setup of SNMP on a Cisco device. 


oe mee to type these commands at the device command line in A basic setu ot 
config mode. 
SNMP is all you 
@ Start SNMP service on router. need to access 
Actually, there’s no specific command for this. The first 
snmp-server command you enter, regardless of the lots of handy 
command, will enable the SNMP service on the device. . f . 
intormation. 
C) Create a community access control for SNMP. 
‘To do this, type the command: 
snmp-server community public ro 
This will give public read-only access. 
© Set some basic system info. 
‘To set up your contact information, type the command: 
snmp-server contact yourname 
‘To set up the location of the device, type the command: 
snmp-server location place 
O Save your setup. oe 
‘To save your config setup, type the commands: see ere 
E e up 
exit Setting _Cisco 18 
on a non” w 
write memory really similar 
this. 





; figured 
i h network devices are ee 
sg similar fashion cifics. 


. for the spe 
: mentation 
- device docu 
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un | ~ $ 
tE WHAT'S >, PURPOSE? 
-4 


Match each SNMP command to what it does. 


Retrieves some information from the SNMP 


GET managed device 
Retrieves information from the SNMP managed 
SET device that is the value of the next OID in the tree. 
A command the managed device sends to the agent 
GET-NEXT with some information. 
GET-RESPONSE This is the information that the SNMP agent 
requested. 
TRAP Allows the SNMP agent to change a value on the 


managed device. 
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answers 


s £ + 
tE WHAT'S QD PURPOSE? 
- + SQL UTIQM 


Match each SNMP command to what it does. 


GET Retrieves some information from the SNMP 
—__> managed device 


SET Retrieves information from the SNMP managed 
device that is the value of the next OID in the tree. 







A command the managed device sends to the agent 
with some information. 


GET-NEXT 








GET-RESPONSE 


TRAP 


thereyareno  . 
b Questions 


pum 


Q: Can | tell a device what type of information | want to 
receive from it via SNMP? 


A: No, the MIB is essentially coded and, in some cases, in 
the hardware. So you really can’t have a device collect different 


information from what the manufacturer decided to put into the MIB. 


Q: Why do the OIDs have such odd and complex names? 


Å: The first thing that makes them complex is that no spaces are 
allowed in an OID. So they looked all crammed together. Second, 
there are So many types of information that people want to collect; 
that leads to some pretty complex names. 


Q: Is a OID the whole name of the information I want to get? 


A: No, the entire name Is from the top of the tree down. And the 
name Is actually a number like .1.3.6.1.2.1.2.2.1.2. 


350 


This is the information that the SNMP agent 


equested. 


Allows the SNMP agent to change a value on the 
managed device. 


Q: How do | find anything? These numbers don’t tell me 
what I am looking at. 


Å: Good question. Like we said, many of these OIDs and MIBs 
are standard. So you can look up the standards, RFC 1213, and it 
will tell you all the OIDs that this MIB has. 


Q: Is there software to help me manage SNMP? 


< There is open source software like Nagios and MRTG 
available to help monitor your network. There is also tons of 
commercial software available. Some of these have great network 
maps with traffic flows and colored network devices. The big 
network monitoring centers of ISPs use software like this to keep 
tabs on their networks via SNMP. 


Q: What’s a Trap? 


A: A Trap is a message that a SNMP end device sends to the 
SNMP manager. It is just a message sent because the Agent has 
trapped an event and is configured to send that trapped event 
message to the SNMP manager. 
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Circle the OIDs from the MIB tree below that could help you to 
troubleshoot a network problem? 





¥ & interfaces 
© ifNumber 
v E ifvable 
Y g ifentry 
&, ifindex 
OID ER ® ieser 
& ifType 
© ifMtu 
® ifSpeed 
© ifpysAddress 
® ifAdminStatus 
© ifOperstatus 
® ifLastChange 
© ifinOctets 
® ifnUcastPkts 
© ifnnucastPkts 







This whole ® ifinDiscards 
a i the i 
MIB. © ifoutOctets 


BF ifOuWcastPkts 
fb fOutnUcastPkts 
® ifOutDiscards 
fb ifOuttrrors 
E ifOurQvlen 
© Specific 
EH] åt 
i ip 
Ld icmp 
, afl 
® tcpRtoAlgorithm 
© tcpRtomin 
® tcpRtoMax 
fB tcoMaxConn 
® tcpActveOpens 
© tcpPassveOpens 
® tcpAttemptFaib 
© tepbstabResets 
® tcopCurrEstab 
® tcpinsegs 
® wpdusep 
® tcpRetranssegs 
t E tcpConnTable 
© tepinErrs 
® tcpOurksts 


ll FY F 
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find the oids 


m 





peri 


T @ imerfaces 





® ifNumber 
v E iTable 
¥ af ye 
ifindex 
AR Fe Deser 
© ifType 
© ifMtu 
® ifSpeed 
© ifphysAddress 





® ifAdminStatws 





This whole 


thing is the CD 
MIB. 





Š four 





® ifOurQlen 
fb ifspecific 
+ Bat 
+ ip 
t D icmp 
' èy 
© cpRälgorithm 
© tpRtoMin 
® tcpRtoMax 
® tepMaxConn 
® tcpActiveOpens 
® tepPassveOpens 
@® tepestabResets : 
© topCurrEstab 
® tepinsegs 
© tepouGegs 
® tcpRetranssegs 
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C = fUperstatus,) V 
TastChange 
C ®@ ifinOctets \<— 
finUicastPkts 
@ ifinnucastrkts 
eA 
if —— Number 
® ifnUnknownFrotos 


1 
EF MuWcastPke 

astPRts 

— 

¢ 






» FJ tcpConnTable 
qaet , Number 


Circle the OIDs from the MIB tree below that could help you to 
troubleshoot a network problem? 


Status of interface 
umber of bytes of network 
A oA into an interface 


Number of incoming packets discarded by an interface 


of errors into an interface 


of bytes of network 


of an interface 


istarded by an interface 


Number 
traffic out 


Number of outgoing packets d 


N umber of errors gomg out an interface 


TCP Lommunication attempts aborted 


errors on inbound Lonnections 


N umber of tep 
of ter veset errors 
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One hour fo go... 


There's one hour to go before the Pajama Death tickets go on sale. 
Unfortunately, the ticket agency network still has problems... 






SNMP has helped me clear up some of the 
network problems, but there are other 
diagnostics we can only get from the server logs. 
I can't get to these using SNMP. Are we back to 
connecting to each device? There's not much time 
left, and the boss knows where I live... 










SNMP gets most of the information, 
but not all of it. 


A lot of the time, network devices send errors to a 
console or to a log, and these errors are often not 
accessible via SNMP. So how can we gain access to 
this logged information? 


Are we back to connecting to each 
device individually? 
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tell me 


Get devices to send you their problems 


‘There is a tool that devices can use to send their errors to a central 
server called a syslogd. ‘The d stands for daemon, which is a little 
service program running on a server. 


Instead of a network device sending error messages to a console 
screen, it can send them to the syslogd server. ‘This means that instead 
of checking the local log files on each individual device, we can just 
check the syslogd server. 


syslogd server | 
Has the syslogd me A 
listening on tep port | 


Wireless access point 










Router 


All these different devices 


Client computer network are ton igured to 


So how do we set up syslogd? 
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A syslogd 
daemon allows 
you to have all 
sorts of network 
devices send 
information to 
that server. That 
information 
normally would 
have being 
written to a local 
log file on that 


device. 


send logging 
LN information to the syslogd server. 


How to configure syslogd on a Cisco device 


Let's take a look at how to set up syslogd on a Cisco device. You'll need to 
type these commands at the device command line in config mode. 


© Set up timestamping on the logs. 
To do this, type the command: 


snmp-server community public ro 


This will put date and time stamps on each log entry in 
the format specified. 


C) Stop the logging to the console and monitor. 
‘To turn off logging to the console window, type: 


no logging console 
‘To turn off logging to the non-console windows, type: 


no logging monitor 





monitoring and 


Setting up 
syslogd on a 
non-Cisco 1s 
very similar 
to this. 


> Other network devices 

| are configured in a similar 

| fashion—just check your device 
| documentation for the specifics. 


eoeeeve? 
eoevvee 
seacte 
eocoeee 
i ee a eo cee gin ig a ee 
e... 
.....Ă. 
eovovee? 


QO Set up the router to send logging to the syslogd server. 
To replace the logging IP address with your syslogd server’s IP address, 


type: 
logging 192.168.100.1 


O Set the logging level. 


To set the router to send log messages that are just warnings, or worse, 


to the syslogd server, type: 


There is a whole stale of loo, severity 


logging warning < Pca O-Emergenty to 1-Debug. 


QO Save your setup. 


To save your config setup, type the commands: 
exit 


write memory 


eeoeecerec eee rece eee eee eee eee ec eee 





Only use 


the debug : So now that syslogd has been 
level when 3 configured, how do we access the logs? 


Watch it! you need to 
: debug. 


It can really tax a router's 
memory and processor. 
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but what J mean? 


How do you tell what's in the logs? 


One of the great things about syslogd is that you can get 
applications that watch the logs. Whenever an interesting 
logged event is received, it can fire off a message to the 






network admin. 
Ooo, this looks juicy. I 
must tell the network 
admin at once... 













syslogd D 
Some event log server . lee 
oed by Q is running a script ° 
router sent to syslogd K ble anal that monitors the logs. 
server When it spots an interesting event, 


Router Sy it notifies the network admin. 


Email message or instant 


KL message to network admin 









Message to pager 
pat message to 


cellphone 








syslogd lets you fix problems before they’re problems 


The beauty of syslogd is that you can get devices to alert you to events 
that might lead to severe network difficulties in the future. ‘This means 
that you can effectively deal with problems before they happen—making 
your network much more stable as a result. As an example, if a router tells 
you that its power supply voltage is fluctuating, you can replace it before it 
becomes a huge problem. 


You can usually choose which messages are sent to the network admin via 
which devices. So how do you choose? 
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Text 
Message 


OUOU UU oD oD oDU oD HU U 


BE the Syslogd Messenger 


Your job is to phy the messenger program on 


Email 
Message 


L] 
mM 
mM 
mM 
mM 
mM 
mM 
mM 
mM 
mM 
mM 


Ignore 


OUOU UU OUD ODO oD oo 0 


1649. 


PeaZ 


1653 


1655 


1656; 


YO 


1701. 


1702- 


1702- 


1704 


Eas 


12 


<94 


wed 


vou 


21 


so 


96 


14 


19 


eo 


11 


EVENT: 


EVENT: 


EVENT: 


EVENT: 


EVENT: 


EVENT: 


EVENT: 


EVENT: 


EVENT: 


EVENT: 


EVENT: 
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Router 


Server 


Router 


Port 3 


Router 


Port 6 


Router 


a) the syslogd server and decide which messages 
1, get sent to the network admin. Next to each 
logged event choose whether it 
should be texted via cellphone or 
just an email. The cellphone is for 
higher priority issues. 


3 has 


1 has 


1 has 
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excessive TCP Errors on FEO/0 


low memory 


a low temperature alarm 


on Switch 12 is Down 


6 has power fluctuations 


on Switch 12 is Down 


3 has 


excessive TCP Errors on FE0/0 


Port 18 on Switch 12 is Down 


Router 3 has excessive TCP Errors on FE0/0 


Router 4 rebooted 


Port 9 on Switch 12 is Down 
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message interpretation 


BE the Syslogd Messenger Solution 
Your job is to play the messenger program on 

the syslogd server and decide which messages 

get sent to the network admin. Next to each 

logged event choose whether it 

should be texted via cellphone or 

just an email. The cellphone is for 

higher priority issues. 








-= 


Text Email Evvors like this need to be investigated, 
Message Message Ignore L but they are not emergencies: 


1649.12 EVENT: Router 3 has excessive TCP Errors on FEO/0 


<— This could be evitical. 
1652.54 EVENT: Server 1 has low memory 


i Not really an issue. 


1653.22 EVENT: Router 1 has a low temperature alarm 


Probably someone shutting down 
1655.64 EVENT: Port 3 on Switch 12 is Down their computer ot the day. 


1656.21 EVENT: Router 6 has power Fiuctu ons This could be enue 
170101. EVENIT: Port. 6 on Switch 12 is Down 

1701.96 EVENT: Router 3 has excessive TCP Errors on FEO/0 
1702.14 EVENT: Port 18 om Switch 12 is Down 

1702.19 EVENT: Router 3 has excessive TCP Errors on FEO/0 


1704.50 EVENT: Router 4 rebooted 


HIMOUUOUURUOURME 
HORONOOOOON 
ROORONORNNOE 


1705.11 EVENT: Port 9 on Switch 12 is Down 
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Too much information can be just as 
bad as not enough 


Getting just the right information sent to you is the real challenge 

when it comes to syslogd. It takes some tuning to get just the right 

information flowing. So when you set up the different message 

systems, don’t just turn it all on; think it through carefully. C] 


9 or 











I can't believe how many messages I 
am getting about network events. What 
does all this mean? I am sooooo tired. I 
really need to get a handle on this... 





What you need is relevant information 
mi <<. 


‘The thing that’s most important is that you get information 
that lets you know when there are real problems. And 
remember that low priority events can be emailed to you, 
rather than sent as a high priority text message to your 
cellphone or pager. 


So how do you choose what’s relevant? 
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prioritize 


How do you know which events are important? 


If your network devices are getting lots of network type errors, 1.e., tcp or frame 
errors, something is going wrong on your network. Generally this means some 
hardware 1s failing. Other important errors include interfaces going down, routes 
flapping (going up and down), and hardware health issues such as power supply 


voltages, temperatures, and memory. 


Once you know what events are normal on your network, you'll be able to fine-tune 
the messages you receive so that only things that aren’t normal are messaged to you. 


In the meantime, here’s a quick guide: 


Power supply 


Case & voltages 
processor 
temperatures 
High network 
error rates 
Memory 
saa Interface 
status 
changes 
High network 
traffic 
Changes to 
configuration 
L Unable to 
t SER reach some 
emperature Website on 
Internet 


Low network 
traffic 
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huge problems on your ne 


High Priority Events 


{S Mary of these mean that some ; 


is tail he verge o 
are IS failing or on t | 
e You need to do something about 


these real quickly. 


kely to tause 
work, so you 
t message- 


These events are less | 


probably won t need an urgen 


Low Priority Events 
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Pajama Death’s a sell-out! 


‘Thanks to your network troubleshooting, the Pajama Death tickets 
went on sale without a hitch. ‘Ticket sales were so successful that the 
entire tour sold out in record time, and the syslogd messages helped 
the network guys react to high priority events before they became 
problems. 


‘The CEO of the ticket agency is so impressed with the help you’ve 
given them that he’s given you front row tickets to opening night. 
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10 Wireless networking 


* * 
+ Working Without Wires * 


I wish I could hook up 
to the Internet without 
connecting these wires 
all the time... 


i . | 
j a ' F J i i 
P j a 4 F 
' I T 
er E — i Ta An | i a j 





Surfing the Internet without wires is great! 

This chapter will show you all the things that you need to think when setting up a wireless 
access point. First you need to consider the physical location, because radio waves can 
be blocked. Second, we introduce some more network acronyms, NAT and DHCP. But 
don’t worry, we'll explain them, so at the end of the chapter you will be able to have one 


great wireless network up and running. 
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we love starbuzz 


Your new gig at Starbuzz Coffee 


Starbuzz Coffee has made a name for itself as the fastest growing 
coffee shop around. If you’ve seen one on your local corner, look 
across the street; you'll see another one. 


The Starbuzz CEO has a great idea for enticing new customers 


into his coffee shops. He’ll offer free in-store Internet access to all 
Starbuzz customers. 









It's perfect. People will come 
in to surf the Internet, and 
they'll order more coffee 

while they're here. But I don't 
want any ugly cables about the 
place. We're going wireless! 


Starbuzz Coffee needs a wireless hotspot 


What the CEO needs is an open wireless access point that his 
customers can use to access the Internet. In other words, he 
needs a wireless hotspot. His customers will be able to bring 
their laptops along to his coffee shops and get an automatic 
connection to the Internet. What’s more, the back office staff 
will be able to access it too. 


So how do we set up a wireless access point? 
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wireless networkin 


Wireless access points create 
networks using radio waves 


Let’s start by looking at how wireless access points work. 


When you use a wireless access point to create a network, 
computers are connected through radio waves instead of Ethernet 
cables. The access point itself has to have a wired network 
connection, but all other devices link into it wirelessly. So if you 
have a wireless network capable laptop, you’re free to roam, Just 
as long as you're in range. 


Laptop with Wireless 
Network Capability 


rds travels 
rom the lapto 
to the AP. oe 





vi wireless capable 


a laptop can receive and 
| | transmit vadio signals. 
Network Capability 


ee 
S The AP sends signals to 


the laptop: 





A hig caveat 


with wireless 







networks is 


Wireless Access Point 


that the radio 
ak connecting waves can he 
> blocked or 
interfered 
with and have 


limited range. 


So how do we install a wireless access point? 
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wireless access poinis up close 


Let’s fit the wireless access point 


If your 
Physically fitting a wireless access point is actually pretty simple. access 





Once you have you have your wireless access point device, just Ye Port 
9 an 
take it out of the box, put it somewhere nice and safe where the Watch it! Ports heal 
radio waves can’t get blocked, and hook it up to your network. i netw k F g the 
: Connec 
Here’s what a typical wireless access point looks like: tion to the WAN Port 


Your network cable 
plugs into the WAN 


USB for a Printer port here. 





The power cord goes here. This particular access Plug the security 
point can act like a cord in here. 
network switch through 
these LAN ports. 


So where should we put the Starbuzz 
Coffee wireless access point? 


Lg BRAIN 
POWER 
Take a look round your house or workplace. What sorts of things can you see 


that might get in the way of a wireless network? What other devices might 
interfere with it? 







366 Chapter 10 


Download at Boykma.Com 


ee ee 
eee 
eee 
Sees 
eee 
wees 
eee 
BO SOS ely 
ee ee 
eee 
eee 
Sees 
eee 
ee ee 
ee 





wireless 





Here's a floor plan of one of the Starbuzz Coffee shops. Where would you put the access point? 
Draw in where you think the best position for it is. 


~ Exercise 


Full height metal PETAT 
stud wall 
Network 


switch 


Customer area Office area 


J Customer area 








Messy counters 
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where’s the wap? 






i Here’s a floor plan of one of the Starbuzz Coffee shops. Where would you put the access point? 

P aT Draw in where you think the best position for it is. 
Exercise 

LutiOn 






a T y Full height metal laeaaaass | 
stud wall 


Network 
/ switch 
D 
a Ea a Office area 
(—| Ee 


FA This wall could 


Cause some 


ED) g Customer area pr oblems with the 


radio signals. 























Messy counters 














An access Point, 
placed on a shelf will 
give all the customers 


access, plus the back 
office. The only 


real challenge will be 
N running the network 
table to here from 
the switch. 
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Q: So a 802.11G wireless card in, say, 
a laptop can only talk to an 802.11G 
access point? 


A: Yes, but most wireless cards and 
built-in wireless interfaces can access 
multiple types of access points. 


Q: Why are there old access points 
that don't support newer protocols 
around still? 


Å: Because someone invested money 
in them and does not want to spend the 
money to replace them. 


thereyareno  . 
Dumb Questions 


Q: Can a single access point talk to 
different wireless clients with different 
standards? 


A: Most of the time this is true. Many 
access points can “speak” different 
wireless standards at the same time. Many 
times you can turn this off because usage 
of older wireless standards can slow down 
the new standards. 


Q: Can one brand of wireless card, 
say a Dell, connect to an access point of 
another company, like Apple? 


A: Yes, as long as they are using 
the same wireless standard, they will 


communicate together fine. 
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wireless 


Q: Are inexpensive access points 
justas good as the expensive ones? 


A: Depends. If the features are the 
same, then you really have to look at 
the quality of the components. They are 
inexpensive for a reason. Many of the 
more expensive access points have 
additional features such as printer and 
external hard drive support. 


Q: Why would you connect a hard 
drive to an access point? 


A: An access point with an external hard 
drive attached to it provides a Network 
Attached Storage unit. Anyone with 
wireless access can Store file on that hard 
drive. 
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not so fast... 





The wireless access point’s all hooked up, so let’s put it to the test. 
Let’s try connecting a computer to it and see what happens. 


© 


Turn on the wireless networking on the computer. 
In some older machines, this may have to be installed. But most modern 
operating systems have wireless ready to go. 


Connect to the access point. 
Essentially you should see a list of access points; select yours from the list 
to attach to it. 


Enter any password required. 
Most access points have some type of security. Most of the time it is a 
password that you have to enter when you attach to the access point. 


Test your connection. 
At this point you should be able to access network resources such as the 
Internet via the access point. 


So 1s the wireless hotspot working okay? 
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You're kidding me, right? 
I can't get to any websites, 
not even starbuzzcoffee.com. 

How will my customers be able 
to surf? 











So what went wrong? 
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wireless 


ere eee 


Why doesn’t the wireless hotspot work? Based on the results, 
write down some things that you think may be going wrong. 


, The laptop has a great wireless connection. 


“oe = & 


L` A ping Just returns nothing or Some errors. 


Le) Terminal — ping — 6024 





There are green LEDs on the switch and 
the access point where the Ethernet 
cables is connected. 
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troubleshoot 


G re your pencil 
x ER Solution Why doesn't the wireless hotspot work? Based on the results, 
write down some things that you think may be going wrong. 





uw The laptop has a great wireless Connection. 


HOTE 


L` A ping just returns nothing or some errors. 


Be Terminal — ping — BOx24 





There are green LEDs on the switch and 
the access point where the Ethernet 
cables is Connected. 





Is the Ethernet cable Plugged into the WAN port on the access point? 
Is the problem bigger? Can computers hooked to the switch by Ethernet get on the network? 
Is the access point configured with the correct IP address information? 


Is the access Point configured to give out addresses correctly? 
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What about the network configuration? 


When we set up a wireless access point, it’s not enough to just plug it in. 
We need to say which computers can use the wireless access point. 






You're kidding me, right? You mean we 
have to tell the wireless access point 
which computers can use it? But that's 
all the Starbuzz customers! Why 
can't they just show up and use it? 







Maybe she has a point. 


The last thing you want to have to do 1s manually setup an IP 
address for every Starbuzz customer that walks into the shop. 


So what can we do? 


Fortunately, there’s a way round this, and it’s called DHCP. 
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So what's DHCP? 


DHCP stands for Dynamic Host Configuration Protocol. It’s a way of 
automatically allowing devices onto your network with no manual 
intervention on your part. 


Here’s how it works. 
© DHCP Discovery. 


‘The client broadcasts to find available servers. ‘To do this, it needs an IP 
address network interface configured to use DHCP. 






Hey, are there any 
DHCP servers listening 
out there? Helloooooo! 





@ DHCP Offers. 
The DHCP server in the wireless access point responds to the client 
broadcast by offering the client an IP address. The IP address is within 
a pre-defined range that the DHCP server has configured in its pool of 
available addresses. 


I'm over here! 


Would you like to 
use this IP address? 
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Q DHCP Requests. 
‘The client broadcasts a DHCP request message, accepting the offer of 
the DHCP server. 








Ah, there you 
are! Yes please. 


@ DHCP Acknowledgement. 
‘The DHCP server sends a DHCPACK packet to the client. The 
packet gives the client the length of time it can hold and address (lease 
duration), and any other configuration details that are needed. 


In that case, it's 
yours for the next 
half hour. Enjoy! 





DHCP allocates IP addresses 


DHCP makes our life easy by offering to clients IP addresses it has 
in its pool of available addresses. ‘This sounds like just the sort of 
thing that Starbuzz Coffee needs, as it means clients will be able to 
come into the store, open up their laptops, and start surfing. 


So how do we set up DHCP? 
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a little setup 


First make sure the client has 
DHCP turned on... 


You configure this in the client’s network configuration. 


Windows 


Linux (Ubuntu) 


A wireless access 
point may come with 
the DHCP service 
turned on by default. 








kernerne titi ee nr 
General | Atemate Configuration | 
You Can get IP settings ssegned sulomaticely f your network suppen 
the capably CH 


berwinn, pou need fo ank your redwork ackroriminaten for 
the appropriate IP semings, 


This means DHCP. 









Otten an IF address sudomabcaly 
7 Use the tnlewing [PF adders ——— 


Mac OS X 


Status: Connected 
Using DHCP 
Using DHCP with manual address 
| Using fom? 
Configure “ Manually H 
















© Oban DNS sewer addes automatically 
=F La tha isiawing DNS seer adamya = 
Benes Ris ear 





IPAddress Off 





Subnet Mask Create PPPoE Service... 





Router; 204.62.201.1 
DNS Server: 204.627.203.168 


Search Domains: 





Editing Auto eth 


Connection name: Auto ehi 


5 lean Second, make the wireless 


+ System setting 


eos PSS access point a DHCP server... 


Automatic (DHCD) addresses only The first thing we need to do is turn on the DHCP 
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Marina! 


service on the wireless access point. ‘This tells the wireless 


Link-Local Oily access point that you want it to be a DHCP server. 
Shared io other commies 





The wireless access point may come with DHCP switched 
on by default, but in case it doesn’t, here are the settings 
you need to change. 
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alee peesatees eer Rer eRe 
evccvveee 


„And then specify an acceptable 
range of IP addresses : 
places depending on 


After you've told the wireless access point you want it to be a the particular DHCP 
DHCP, you need to tell 1t which IP address ranges to give out. You server. 

also configure information such as the gateway and DNS name 
server addresses, and how long the client can keep hold of the IP 
address for. 


The gateway and DNS 
are set in different 





. 
s……e………e 
s…ecee…e 
eooveveee 
..s.....’ 
..ss.e... 
. eoovveee? 
.... 
s…ss……s………… 
eoovveee 


| 
Å typical DHCP set You need to setup a oo 

h 
sereen on an adcess ot of IP addresses that the 


= 4 DHCP server tan give out. 


DHCP Beginning Address: 208.62.154.2 





DHCP Ending Address: reed Es 


DHCP Lease: 4 i 


This is how long a client can 
keep an IP address before 
it has to request a new one: 





T no 


O 
Dumb Questions 
Q: What happens if there is more Q: Can I control which machines get Q: Can the IP addresses my DHCP 
than 1 DHCP server on the network? which IP addresses? host gives out be public IP addresses? 


< The client responds with a broadcast A: Yes, you Can put into a special table A: Yes. | ust make sure that no other 
DHCP request. That broadcast contains the the MAC addresses of those machines and machine is using them and that they are 
Specific information from 1 DHCP server, so = what IP addresses they should be issued. routable. 
it is the only one that does anything with 


the request. So the protocol Is written with Q: What happens when a DHCP host Q: How long do clients get to keep an 
multple DHCP servers in mind. 


runs out of IP addresses? IP address? 

Q; Does a Windows on have to use A: Good question. It just stops A: That is called the lease. It is for 

a Windows DHCP server? responding to any discovery broadcasts whatever time you set it for. Typically itis a 
until Some addresses free up. couple of hours to days. 


A: No. As long as the DHCP server 
meets the protocol standards, it will work 
fine with a Windows, Mac or Linux client, or 
even some other device looking for an IP 
address with DHCP. 
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The DHCP Server Exposed 


This week’s interview: 
Secrets of the DHCP Server 





Head First: Hello. DHCP Server: Once in a while. The admin has a 
DHCP Server: Hello. here is an IP address: pretty good number of IP addresses in the pool. It 


192.168.100.1, with a gateway of... meets the demand. 
Head First: Hold on a second! What is all this? Jee Do the clients get mad when they get 
DHCP Server: Oh sorry, I don’t normally get into 


conversations outside of work. 


DHCP Server: No, they just sit and keep trying 
and trying. 


ae > 
Head First: So you work pretty hard: Head First: Don’t they get mad at you? 


DHCP Server: Man, it is just request after request 
after request. It never ends. It seems just as I give a 
chent an IP address, they are back for another one. 


DHCP Server: I don’t offer anything to them, 

so they do not know that I am around. I keep my 
mouth shut until I have some addresses available. 
Head First Server: Wow, it sounds like your lease 


baad Head First: That sounds like a smart thing to do. 
time is set too low. 


Well thank you for the interview, and we hope you 
DHCP Server: Yea, that is what I think, but I really get some time off soon. 

have no way of letting the network administrator 

know that other than logging it. 


Head First: Let’s hope she checks the logs once 
in a while. So do you ever deny a request for an IP 
address? 


So has setting up DHCP solved 
the problem? 


‘The connection works! Before too long, the wireless 
access point is live, and people start flocking in even 
greater numbers to the Starbuzz Coffee shops. 


Geek Bits 








You can read more about DHCP by reading 
the RFC located at 
http://www.faqs.org/rfcs/rfc2131.html 
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This time it’s personal 


‘Things were going fine until one particularly busy day in 
the coffee shop... 











Where's my internet connection, 
baby? I came in here to surf MeBay, 
and can I get there? No! Everyone else 
seems OK, so what's going on? Why are 
you doing this to me? 





… må be too much | 
noe ji be a bad thing, 





Uh-oh! Everyone who came into the coffee shop before this guy 
is happily surfing the Internet. ‘The trouble 1s, everyone who 
came in afterwards can’t get a connection. 


ig BRAIN 
POWER 


Why do you think the wireless access point won't let any new clients connect 
to the Internet? 







Hint: Look back through the DHCP configuration for clues. 
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out of ips! 


We've run out of IP addresses 


Can you remember when we set DHCP up on the wireless access 
point? We configured a range of IP addresses that the DHCP server 
could allocate to clients. Our ISP only gave us 12 IP addresses and 
the other 5 are being used by other computers on Ethernet. 


This is the available 


DHCP Beginning Address: 208.62.154.2 ke range of |P addresses. 


DHCP Ending Address: | 208.62.154.8 


DHCP Lease: 4 | hours HH 


But what happens when we have more clients than available IP 
addresses? The DHCP server can only give out a limited range of IP 
addresses, and when it runs out, that’s it. It can’t offer any new clients 





a connection. So what can we do to get around this? 







So it gives up? 
But that's ridiculous. 
There's gotta be a way 
around this, right? 







We can get around the IP address problem 
by implementing NAT. 

NAT stands for Network Address ‘Translation, and it’s 
something else we can enable on the wireless access point. 
With NAT enabled, we can use just about any IP address we 
want, and however many we need to. 


So how does NAT work? 





("hangar 7 f) 
i armrest, HAN 
VhiaViCr IU 
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wireless networking 


NAT works by reallocating IP addresses 


Here's what happens when a client accesses a website using NAT. 


© The client sends a packet to the wireless access point. 
In this case, it uses 192.168.1.1 for the source IP address on the packets. 





O The access point sends the packet on to the web server. 
But it changes the packet’s source IP address to a public IP address such as 


204.62.201.18, and records it in a table of inside addresses translated to outside 
communication streams. 













v | -= An internet 
EA oan 204.62.201.18 | 
© The web server responds. 
It sends the requested information to the public IP address 204.62.201.18. 
204.62.201.18 
192.168.1.1 204.62.201.18 
O The access point forwards the traffic to the client. 
But it changes the destination IP address of the packets back to the 
private 192.168.1.1 by checking its translation table. 
192.168.1.1 204.62.201.18 
=== 192.168.1.1 204.62.201.18 
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F nat AK 
just turn nat on 


So how do we configure NAT? Configuring 


Let’s set up NAT on the Starbuzz wireless access point. Wireless access N AT on most 
points sometimes come with NAT switched on by default, but in case . 
yours doesn’t, here’s the setting you need to change: access points 


consists of 
turning it on, 


Connect Using: (Ethernet sO and that’s 
Configure Pv4: (Using DHC about it. 
IP Address: 197.168.1.37 
Subnet Mask: 255.255.255.0 


Router Address: 192.168.1.1 


DNS Server(s): 204.62.201.70 I] 192.168.1.1 


Domain Name: | myhome.westell.com 
DHCP Client ID: 
Ethernet WAN Port: | Automatic (Default) 


Select if you want this Apple wireless 


DHCP and NAT, distribute a range of £ wi sci 


Distribute a range of IP addresses | 
Connection Sharing ~ Off (Bridge Mode) 





eseese’ 
eee 
TR OR ial ace WS io Se Gog 
… ……… 
ee 





Each brand of 
access point 


TN i has its own 
Watch it! interface for 
: doing this. 


The concepts are the same, but 
the interface ma y look different. 


S EA AASA E E a arae E E a a te E E DEAE E a 
. 
eee eee 


ff mn le Aart rr =f fy 
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wireless 





Be, Using the NAT Table below, fill in the inside client IP address on the bottom table. This is how a 
| E. oRciSe NAT device gets packets back to the original device hidden behind the NAT server. 


NAT Table 


Source IP Destination IP Source Port Destination Port NAT Port 


192.168.1.1 204.24.254.12 1234 
192.168.1.1 204.24.254.12 2541 
192.168.1.2 12.4.51.84 8421 


5102 
2348 
7412 


192.168.1.10 | 72.54.84.32 11542 | 80 | 1028 


192.168.1.7 204.24.254.12 24154 12547 


192.168.1.1 84.51.25.8 7452 
192.168.1.2 84.1.4.23 5478 





24151 


You fill out this part 


Incoming Packets to Access Point 


Source IP Destination IP Source Port Destination Port Inside Client IP 
Address 


204.24.254.12 | 192.168.1.1 4214 2348 192.148.1.1 
204.24.254.12 | 192.168.1.7 1124 12547 [SF 
72.54.84.32 | 192.168.1.10 42101 1028 fee 


Cass: | men | a S a oo 
wasa men | 2 o | 
oa | mme | mai mm | 
Caras [ais [mm 
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but what 





Egercige 
OLution 


Incoming Packets to Access Point 


Source IP 


204.24.254.12 
204.24.254.12 
72.54.84.32 
84.51.25.8 
204.24.254.12 
12.4.51.84 
84.1.4.23 


Q: Do the IP addresses behind the 
NAT have to be private IP addresses? 


A: No, they can be public. But why not 
use the private IP addresses. There are 
tons available. 


Q: Do I have to set up the NAT table? 


A: No, the device doing NAT uses this 
table for each and every packet that is 
going in and out of the device. 


Q: Does NAT have to use the public 
address of the access point? 


A: No, it can use other public addresses. 


You can create a pool of public addresses 
that can be used to send outside traffic. 
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Destination IP 


Source Port 


1521651 a2. 





there are no 5 
Dumb Questions 


Q: What happens if I need multiple 
web servers behind the NAT to be 
publicly accessible? 


A: That is where the pool of public 
addresses comes in. On a device that can 
do advance NAT, you port map that public 
IP address and port 80 to the second NAT'd 
web server. 


Q: What type of devices can do 
NATing? 


A: Routers, firewalls, access points, 
some switches, servers. 
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Destination Port 


Using the NAT Table below, fill in the inside client IP address on the bottom table. This is how a 
NAT device gets packets back to the original device hidden behind the NAT server. 


You fill out this part 


Inside Client IP 
Address 


192.168.1.1 4214 2348 192..168.1. 
192.168.1.7 1124 12547 | 
192.168.1.10 42101 1028 192.168.1.10 


9. 166.1. 


192.168.1.1 5142 5102 192.168.1.l 
192.168.1.2 1421 1412 19 
192.168.1.2 2141 24151 


2.168.1.2 
9 166.1. 


Q: Is there a RFC that deals with 
NAT? 


A: Of course. Doesn't is seem like 
there is a RFC for just about everything in 
networking? The original RFC on NAT is 
RFC 1631. Another one is RFC 3022, and 
finally there is RFC 2663. Use your favorite 
search engine to look these up. 


Q: Couldn’t NATing cause problems 
with some network protocols? 


A: Great question! It certainly can. There 
are some protocols that put IP addresses in 
other places inside a packet. A NAT device 
will not change these other IP addresses. 
This will cause connection problems for 
these protocols through a NAT device. 


So has this fixed the problem? 


wireless networking 
After implementing NAT on the Starbuzz wireless access point, all 


of the customers are able to surf the Internet while inside the coffee 
shop, even on the busiest of days. ‘That 1s, until one day... 






Why can't my laptop get to the Internet? I 
know my laptop's old, but it's still wireless 
capable. I can surf the Internet through any 
wireless hotspot except this one. I'm going 
to tell all my friends not to come here. 










So what went wrong this time? 
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There’s more than one wireless protocol 


The problem this time comes down to the age of the laptop and the 
available wireless protocols. 


Wireless network started being developed in the late 1990's. ‘The first 
standards were called 802.11A and 802.11B. In 2003, 802.11G came 
onto the scene. Lately, 802.11N equipment has become available. ‘The 
big differences between the older versions and newer ones is speed, 
bandwidth, and range. 


The problem is that all the standards are incompatible, so, for 
example, 802.11G equipment will not talk to 802.11N access points. 
And if you’re using an old laptop, you might not have the wireless 
protocol that the access point requires. 


So what can we do? 


Most newer access point support multiple 
protocols 


Hardware engineers are a smart bunch. ‘They have built access points 
that support multiple wireless protocols; you just have to configure the 
access point to allow access via different protocols. On most access 
points, it’s just a matter of selecting the right mode in order to turn on 
other protocols. 


Summary " Base Station Wireless Access | 


Wireless Mode: | Creare a wireless network 


sr 
' Geek Bits 


You can check out the various wireless 
standards at 
http://en.wikipedia.org/wiki/802.11 









.... 
..... 
E r E 
eee 
ecoee 
ecvee 


j ust turn on 
the — 
you nee 
Watch it! Multiple wireless 
protocols on one 
access point IS great, but there 
can be a performance hit. 


..s....’ 
ecoeee 
ecoeeee 
.... 
E E E E RER 
ee 
eoovee 
eoeere 
eoooere 
eocevee 





Wireless Network Name: Anderson &0211n 


| Allow this network to be extended 


Radio Mode < 802.11n (802.11b6/9 compatible) 


BO2.11n only (2.4 GHz) 
Channel 


S02.lin (802.1lla compatible) 


Wireless Security 9 902.11n only (5 GHz) 





Si, 


(Wireless Options... 


Just select the 
w E mode You need. 


i 
j 
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Speed 


wireless ne 


a 


Ose | Wireless Standards Magnets 





Drag the magnets onto the chart below where you think the wireless 
standards should go based on their performance. 


802.11 N 802.11 B 


600 Mbs 
54 Mbs 
11 Mbs 
E E 
Se) - (aP) 
Range 
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range versus standard 











600 Mbs 


> 
® 
® 
Q 
N 
54 Mbs 
11 Mbs 
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Wireless Standards Magnets Solution 


Drag the magnets onto the chart below were you think the wireless 
standards should go based on their performance. 


802.11 N 


In general SE the greater the 


th e standard, 
speed and rande 


E E E 

lO = 9 

wD - (ap) 
Range 
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‘Test Drive 


So how are the Starbuzz customers getting on? 









Man, this is so 
cool! I'm coming 
here again. 


So is the Starbuzz wireless access point sorted? 


Well, nearly. There’s just one more problem that needs to be figured out... 
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wireless cash registers? 


The central Starbuzz server needs to 
access the cash register 


So far, we’ve looked at implementing the wireless access point so 
that it’s set up for the Starbuzz customers. But there’s another 
requirement too. There’s a central Starbuzz server that needs to 
access the coffee shop cash register so that it can keep track of the 


daily profits. 





It looks retro, but it 
has built-in wireless 
connectivity. Think you 
can sort it out? 







RAIN 
Cw ER 





oz 


What problems can you see with this? 
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wireless 














Well, isn't this what we've 
been doing anyway? If the 
cash register is wireless enabled, 
can't it just get a connection? 


This time it’s the opposite situation. 


Instead of a device inside the coffee shop needing a connection to 
the outside, a server from outside the coffee shop needs to establish 
a connection to a device inside the network. 


So what’s the problem? Let’s take a look. 





©) The outside Starbuzz server sends a request for the cash 
register to the DHCP server. 










Hey, I'm after the 
cash register; can 
you pass this on? 





C) The DHCP server checks the address translation tables to see 
where to send the request. 


But because the request wasn’t instigated from inside the network, it doesn’t know 
where to send the packets. 











Cash register? 
Nope, I've no record 
of that, sorry. 


So what's the way round this? 
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Port mapping to the rescue! 


The way around this problem is to use port mapping. Port mapping 
means that we specify a port in the address translation table for 

a particular device, and any traffic that comes in on this port is 
forwarded to the corresponding device. It’s essentially a very 
specialized form of routing using TCP and UDP port numbers instead 
of IP addresses to decide where to send packets. 


Here’s how it works: 


© The outside Starbuzz server sends a request for the cash 
register to the access point, specifying a particular port. 
It sends its request to the public IP address of the access point. 











Hey, I'm after the 
cash register; can 
you pass this on? 

It's on port 80. 





© The access point sees that it forwards port 1032 packets to the 
inside cash register. 
But it changes the packets’ destination IP address to the web server’s private IP 
address. 












Cash register? 
Yes, I know who 
you mean. 
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© The cash register responds. 


It sends the requested information to the access point. 










He's only 
after my 
money... 





O The access point forwards traffic to the public computer. 
But it changes the source IP address of the packets back to the public IP address 
of the access point. 










Here you go, 
Take the cash 
and run. 





So port mapping is a bit like NAT in reverse 


It’s a way of making sure that devices outside of the internal 
network can get to devices inside. 


So how do we configure port mapping? 
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set up your port mapping 


Let’s set up port mapping on the 
Starbuzz access point 





Network Addreia Tranilation (MAT) alles a share a ai sublic IP L . . . 
Ar e A d A ait OA T, MENES BESS Choose the option to configure port mappings. 


| | Enable dalinti hori a 
FÅ Enable HAT Port Mapping Protec! 
€ Confipare Pori Mippmegs.. 4 
Port Mapping Setup Assistant 


Choose a service from the pop-up menu or enter the public and the private IP 
address and ports that you want to map between. 


Service: | Choose åa service | 


Public UDP Portis): 





© Coma) a keene CE Enter the port 
Private IP Address: 192.168.1.87 and |P address. 


Private UDP Portis): 


y Private TCP Portis): 


Port Mapping Setup Assistant 





Enter the description for this port mapping entry. 


Description: [Cash Register ~N Enter the name aL the server. 


[| Advertise globally using Bonjour 
Service Name: 
Service Type: _http._tcp 


| Statistics RartMapping= MobileMe Iver | 





When you are finished, click Dane to save your port mapping entry. 
pa i Appa pp'ng ry iF you wim computers outside your nebwoek to acess specific devices on 


your network, click Add (+) and enter a service and port: 


( Cancel } Go Back |) Allow: | eacripoion 
ae Santas a a un aE eanit j Web Server 
FÅ Cash Register 





Ñ IMAP Mail 
pA mE 
Secure Web 
Here's the final list. 
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wireless 


BE the Access Point 
Your job is to play Access Point. Use the | 
port forwarding table and decide where Port Forwarding Table 


the incoming traffic goes. Write in the Server Private IP Porttoforward Service 
correct private IP address to Address 


send the trafe to. 192.168.1.2 | 80 | Web | 
192.168.1.54 IMAP 






192.168.1.87 1032 Cash Register 
192.168.1.7 SMTP 
192.168.1.2 





208.252.212.2 is the Publie |P ” hen k 
address of the access point. VV 


Source IP Destination IP Destination Port Inside Client IP 
Address 


204.24.254.12 | 206.252.212.2 | 80 [192.148.1.2 


mezas sna a oo 
usss [w if 
masa w a O 
Coasa oea ae if 
Cuan [owsa a OOO 


The access point changes the destination IP Dp 
address of each packet to this. 
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be the 


BE the Access Point Selufion 

Your job is to play Access Point. Use the 

port forwarding table and decide where the 

incoming traffic goes. Write in the Port Forwarding Table 

correct private IP address to Server Private IP Portto forward Service 
send the traffic to. Address 


"19216812 | 80 f Web 
TE 
Wi 





206.252.212.2 is the Publie IP You fill out this part. 


address of the access point. VV 


Source IP Destination IP Destination Port Inside Client IP 
Address 


[204242542 | 2062522122 | 80 [iail 
72548137 [20622202] 0 [iazer | ok, we bricked yom bat te 
er 
for ths port 

es 


The access point Changes the destination IP Dp 
address of each packet to this. 
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connected. 


Q: So using port mapping will secure 
my server from hackers, right? 


A: Nope. If you allow access to a server 
via port mapping, It is no different than if 
the server was sitting beyond the NAT with 
a public IP address. 


Q: Isn’t port mapping what firewalls 
do? 


< Yes, but firewalls use access control 
lists to decide who gets to talk to the server 
that is being NAT’d. Plus most firewalls 
have other safeguards in place. 


£) Wireless Security Up Close 


You can control who can connect to your wireless access point 

two ways. One 1s to enter the MAC addresses into a table on the 
wireless access point and only allow those computers that have 
their MAC addresses in the table to connect. ‘The second way is to 
use a password or some other form of authentication. There are 
several methods including WEP, WPA, and RADIUS. These are 
all forms of password authentication protocols. WEP and WPA 
rely on passwords that the access point and the client computer 
share. RADIUS 1s an outside service that the access point uses 

to confirm the credentials of a client computer trying to get 


i no 


Dumb Questions 


Q: Can I change the port that a server 
talks on? 


A: Yes, you can. But this is done on 
the server. So if you wanted to move a 
web server to port 1024, for example, that 
would be done on the configuration of 

the web server. The only thing you would 
do on the NAT server is change the port 
number to the new one. 


Q: What I meant was can the NAT 
server change the port number? 


A: Good question. On some NAT 
servers, they can port map to a different 
port. They can take traffic on port 80 and 
change it to a different port. 
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wireless 





Q: Can port mapping work with any 
port? 


< Yes, it can. As long as there is a 
device behind NAT that will communicate 
on that port. 


Q: Is port mapping limited to TCP, or 
does it work with other protocols, like 
UDP? 


A: It works with just about any protocol. 
The issues are similar to regular NAT. If 
the packets contain addressing information 
that the NAT server does not change, it will 
break that particular protocol. 


Q: Does port mapping work with 
DNS? 


A: Yes, it would be the public IP address 
of the NAT server that would be a FQDN. 
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starbuzz goes wireless 


The wireless access point is a success! 


‘Thanks to your skill in setting up the wireless access point, coffee 
sales within the coffee shop are soaring. More and more people are 
using the facilities to browse the Internet, which means that extra 
coffee is being sold in the store. 


Added to this, you’ve also given the central Starbuzz server access to 
the state-of-the-art wireless cash register. 







This wireless access point is awesome! 
I'm going to get one for each of 

the Starbuzz coffee shops. In the 
meantime, have a coffee on the house. 
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II network security 


* 
x Get Defensive + 


Come on now, Sweetie, 
open up the firewall and 
let the cereal packets in... 





The network’s a dangerous place to make a living. 

Attackers lurk around every corner: rootkits, and script kiddies, and bots... oh my! You’ve 
got to buck up and harden your network, or the barbarians will crash the gates. In this 
chapter, we expose you to the seedy underworld of the network, where attackers spoof 
MAC addresses, poison your ARP cache, infiltrate your internets, sneak packets into your 
network, and trick your co-workers into coughing up their passwords. Get defensive, dude! 
Let’s keep our precious data in and the interlopers out. 
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time to assets 


The bad guys are everywhere 


You've put together crucial services like DNS, you've used 
troubleshooting to keep your network free of bugs, and you've set 
up a wireless network. ‘The last thing you need now is someone 
infiltrating your network and messing up all the crucial data you 


have flying back and forth at top speeds. 


As a network professional, you need to protect your networks 
from the bad guys and stop them from stealing information and 
launching deadly attacks on your servers. 


The evil impersonator 












Hey, I'm in! Now 
where are those 
documents marked 

“Top Secret"? 





The evil attacker 











I'm gonna bring this 
whole network to its 
knees and destroy the 
business to boot. 





400 


Download at Boykma.Com 





Top Secret .doc 






It is not unusual 
to have a new 
server attacked 
within minutes of 
being turned on. 







Å poisoned packet 





network security 


And it’s not just the NETWORK that 
gets hurt... 


Eavesdroppers can be the worst. Not only are they trying to burn your 
business, they can hurt some of your good customers too. A double hit. 
If the eavesdropper is successful, he’ll swipe your client’s credit card 
information and charge up a storm. 


The evil eavesdropper 


Innocent client N 


[credit card information] 










Look Mummy! We 
got that lady's credit 
card number... 


Child genius 


So how can we protect our networks 
against bad guys like these? 


401 


Download at Boykma.Com 


H firana ll aA limay 
switches, routers, firewall, policy 


The big four in network security 


Network security helps you—the network professional— foil the bad 
guys. It basically boils down to four key areas: 


C) Harden your switches. 
Your switches are vulnerable to MAC address spoofing and ARP 
poisoning. 





à 
4w ork, you nee 
© Harden your routers To p i aiie that make 
: SØ . 
Out of the box, your routers are not secure. Turn on Access Control a =) network and where hard 
Lists and Port Security to keep attackers out. ER sit in the network top 
e 





© Install a firewall. 


A firewall is essential for keeping attackers out and crucial data in. 





there,are no 2 
Dumb Questions 
oa Write and enforce a security policy. 

All the cool technology stuff you do to protect your network 
means nothing if an attacker can get at your resources with 


Q: So are we talking about 
“social engineering.” A good security policy will help to avoid this. hackers? 


A: We prefer the term “attacker” 
to “hacker.” The old school use of 
the term hacker refers to ingenious 
problem-solvers rather than the 
creeps and criminals who infiltrate 
networks. 
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network security 






Below you'll see our highly classified network diagram. Circle each of the devices that can be 
fooled by a spoofed MAC address. Cross out ones that won't be fooled. 


Exercise 











Dat; 
: \ Server heation Ç se 
File Server di s “rer 
= = 





—_ | 
| 






Router 2 





Switch | Roel 3 








| © Switch 2 
Switch 3 Router 3 


Hub 2 








ig BRAIN 
POWER 


Why does MAC address spoofing pose a threat to network security? 
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spoof-proof? 


Below you'll see our highly classified network diagram. Circle each of the devices that can be 
fooled by a spoofed MAC address. Cross out ones that won't be fooled. 


. Databas, 
pegiication erve 


Server N 





m 
j | 
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network security 


Defend your network against 
MAC address spoofing 


MAC address spoofing is what happens when an attacker changes 
their MAC address so that it matches another device on the network. 
It allows an attacker to pretend that the hardware they’re using 
belongs to someone else—like the boss. 


By spoofing a MAC address, an attacker can pose as an approved 
network device and fool other devices into thinking that it’s okay to 
send network traffic to, or receive traffic from, the spoofed device. So 
if the boss’s computer has been spoofed, this means that the attacker 
can con the switch into sending it information that only the boss 
should see. 


Here’s how it goes: 


© The attacker changes their MAC address to match that of 
the boss and requests information across the network. 
The hardware looks like it belongs to the boss, even though it doesn’t. 









I'm the boss, and I 
need something really 
top secret and juicy. 






O The switch sees that a device with the boss's MAC 
address is requesting information and lets it through. 







Hi Boss, top 
secret document 
coming right over. 







Q 
O 





i IP Addresses. 
The top secret documen 


t goes 
straight to the evil sat. 


So how can we harden a switch 
against this sort of attack? 
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a i | Switches use ARP tables to 
PEST translate MAC addresses into 
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secure your network 


Long Exercise 





Below is the vulnerable network. On the next page, redesign the network so that Its resources 
can be hardened against MAC address spoofing. 









Dat, b 
spe a 
hte mv Serve, 
er — 
— = | 


Router 2 


Switeh I Router] 3 







Switch 2 





Router 3 





Switeh 3 





Hub 2 
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Authentication Application Database 


File Server eMail Server Server Server Server 





Switch | 





on, ( [emma] 





Router | 3 


Router 2 





Router 3 
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what did you do? 


Zong Exercise 

BM OOLUtION 
Below is the vulnerable network. On the next page, redesign the network so that Its resources 
can be hardened against MAC address spoofing. 






D 
Lion Sar base 
, q Sere hcau ver 
File ¢ Chve, eMa' OT ee 





Switch l y 






Router 2 


Router | >) 





Switch 2 








Switeh 3 Router 3 





Hub 2 
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Authentication Application Database 






File Server eMail Server Server Server Server 
cl co! | = | 


mi 





I 
i | 
| 
i 


= -oF 





Switch | 
A Switeh—hardening tip: 


n a smaller network like 


| this one, 
w ay Lie Can set Our 





to be stat 
Router | h s tic, 
Placing Your servers (espet; OA Ri MAC vi Prevent Some 
Your authentis ad: Peciall address Spoof; 
a rouf crtication server) beh = 
router ensures that MAC ena 


address Spoofing 


will n 
hose servers. ot work on 





Router 2 





Switch 2 
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avoid address 


So how do we defend against MAC 
address spoofing? 


Switches are susceptible to MAC address spoofing, while routers are 
unaffected because they deal with IP addresses. Your key defense 
against MAC address spoofing is to place your servers (especially 
your authentication server) behind a router. This means that MAC 
address spoofing will not work on these servers. 


Another defense for a smaller network is to set the switch ARP 
tables to be static. ‘This will prevent some MAC address spoofing. 


But there’s more to network attacks than MAC 
address spoofing... 


The Case of the Stolen Messages 


At the offices of Yellow Pad Inc., manufacturers of fine legal pads, 
Talula works in cubicle 4. During her lunch hour, ‘Talula likes to send 
instant messages to her sweetie, RJ, in cubicle 21. When she sends the 
messages, she signs them with her secret nickname, “Kung-Fu Princess,” 
whereas RJ signs his with his secret nickname, “Kid Rye.” 


One morning, when ‘Talula boots up her workstation, she sees 

a message on her screen that says, “Another device with the 
address 204.08.22.68 is connected to the network. Change your 
IP address to join the network.” 





‘The same day, the office busybody, Dwight, walks past RJ and asks 
him, “How’s the Kung-Fu Princess, Kid Rye?” 


When RJ tells Talula the story, she thinks a while and says, “I think I 
know how he did it, but we’ll fix his wagon.” 


RJ asks, “How did Dwight find out our secret nicknames? And how are 
we going to fix him?” 


How were the messages intercepted? 
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Defend your network against 
ARP poisoning attacks 


Another sort of attack is the ARP (Address Resolution Protocol) 
poisoning attack that bad guys can use to completely bring down your 
network. Let’s see how this works. 


The attacker sends a poisoned packet. 
‘The attacker broadcasts a packet with an IP address, along with a MAC 
address that’s either faked or simply doesn’t exist. 


y— The packet's poisoned. 





Attacker’s 204.62.202.220 This MAC address <i 
machine MAC address: exist, but its ree 
FA:DE:FA:DE:FA:DE with an IP that does. 


Network devices update their ARP tables, which poisons them. 
Other workstations and network devices receive the broadcast packet and update 

their ARP tables (aka caches) with the bad information. ‘Those devices are now using 
information that is poisoned, or intentionally corrupted. 


gA o mn ad xe Because the Address 
Mt. ected: 


| Resolution Protocol 
Æ 









has no way of 


ee 


| iE 
= 


i 
| 
| 
aS ne, 





verifying whether 


E 
on a MAC address is 





The exploit proceeds. valid, an intruder can 
Now that the AR tables are poisoned, the attacker can use 
one of three attack methods: Denial of Service, Man in the “poison” a network 


Middle, or MAC flooding. 


device by giving it 
false information. 
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So what can we do about ARP 
poisoning attacks? 


The key thing with this sort of attack is to harden your switch. 
Most switches have port security features which let you assign 
only one MAC address per port, and this is one of your best 
defences against this sort of attack. If the wrong MAC address 









You say youre 
the boss? No way! 
You're through on the 






comes into the wrong port, the switch won't let it through. 





Attacker's 
machine 


Q: Is there any way to find out if 
someone is sending ARP poisoning 
attacks on my network. 


< An intrusion detection system (IDS), 
like Snort, will monitor your network for ARP 
requests that seem out of the ordinary. 


Q: How does an attacker create a 
poisoned packet? 


A: Programs like “Dsniff” come 
packaged with smaller apps like “arpspoof.” 
Using arpspoof inside a switched network, 
the attacker can create and send poisoned 
ARP packets, which open up other exploit 
possibilities. 
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thereyareno  — . 
Dumb Questions 


Q: Why won’t MAC spoofing and ARP 
poisoning affect a router? 


A: Good question. Remember that 
routers work at the IP Address level. 
Routers can’t be fooled by these attacks 
the way switches can. 


Q: You mentioned a few different 
types of ARP attacks. First off, what's a 
Denial of Service attack? 


Å: With an ARP-based DoS attack, you 
trick other devices on the network into 
sending traffic to an IP address that is valid, 
but you give ita MAC address that can't be 
found on the network. Once all of the ARP 
tables are poisoned, other machines on the 
network start sending traffic intended for 
the router to a device that doesn’t exist. In 
effect, you isolate the local network from 
getting beyond the router in question. 
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wrong port. 






Q: What about a Man in the Middle 
attack? 


< An attacker finds a way to intercept 
traffic intended for the router, or another 
workstation, and forwards it on to another 
device. It would be like changing your 
mailbox number so that the mailman 
believes your mailbox is actually your 
neighbor's. That way, you could get their 
mail before they do. You can then deliver 
the mail to your neighbor so that they never 
know what happened. However, you get 
a chance to filter through mail that was 
intended for your neighbor. You become the 
“man in the middle” between the mailman 
and your neighbor. 


Q: And a MAC flooding attack? 


A: You can eat up the switch’s resources 
by overwhelming It with tons of ARP 
requests that ask for hardware (MAC 
addresses) that don’t exist. You clobber the 
Switch’s memory. 


security 


The Case of the Stolen Messages 


So how were the messages intercepted? 


‘Talula tells RJ, “Dwight used a ‘man-in-the-middle’ attack. He poisoned 


` Five Minute 


the ARP tables of the Yellow Pad, Inc. network by 
intercepting traffic that was supposed to go to my 
workstation, RJ.” 


E 
j 
E 





\ Mystery 


RJ says, “How did you figure it out, Talula?” 


‘Talula says, “I noticed this morning that when I booted 
up my machine, another machine on the network had the 
same IP address as mine. ‘Then, when you told me what Dwight said, I 
realized that he had probably poisoned the ARP tables so that he could 
associate his MAC address with my IP address.” 


“Slow down,” RJ says. “You know I’m not a techie, Talula.” 


‘Talula says, “Here’s how it works, RJ: An attacker finds a way to 
intercept messages intended for another workstation, and forwards it 
on to another device. The attacker gets a chance to read your messages 
before you do. ‘Then sends them on to you without your knowledge. 


“I get it.” RJ says, "So how are you going to fix him?” 


“I already did.” ‘Talula says, “I performed a counter-attack by becoming 
the ‘man-in-the-middle’ and sending all of Dwight’s network traffic 
to the boss. Won't the boss be surprised when she finds out how many 


hours a day Dwight spends playing Warlocks of Worldcrash?” 


RJ says, “Darn your smart, Talula!” 
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routers: defense 


It’s all about the access, baby! 


So far we’ve dealt with switch hardening, but that’s 
not the only device we need to tighten security on. We 
need to tighten security on the router, too. 








The only thing between 
me and the network is 
that sweet little router... 





Router 





If an attacker can get past your router, 
then he’s on your network! 


If you don’t have proper access controls in place on your 





i : router, then anyone can get into your network. They don’t 
eMail Server File Server FARE 9 7 S ae y 


even have to spoof anything to do it. 
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security 


Set up your router’s Access Control Lists 
to keep attackers out 


‘The meat-and-taters of hardening your router comes in the 

form of Access Control Lists (ACLs). An Access Control List is a 
simple table that a router uses to keep track of which IP Addresses 
are allowed to cross the router. You configure the table so that 
particular IP addresses are either allowed or denied access. 








Hey, I need 
access. Can you 
let me through? 


A network device requests access to resources. 


This col This column tells us 
mbes bu olumn track 
fecess nu Dein This column tracks the Por t used b S whether a device Can 
D trol List numbers KS IP Addresses. the router ? tross the router. 
OW 
\ear- 
(ACL) C 


Access List ID IP Address Port Allow/Deny 
o001 /0.0.1.100 |1 Allow 





© The router checks its Access Control s 
List for the device IP address. 
If there’s an “Allow” entry, the device is allowed 
access. But if the entry for the IP address is 
“Deny,” the device 1s turned away. 





415 


Download at Boykma.Com 


access rules 


Srp your pen 


Below are three clients that you want to have access to your 


network and two clients that you want to restrict Write in the 
access rules to do so. 


Let these guys In. 


Keep these guys out. 





| | EHE 
10.0.1.15 10.0.1.16 10.0.1.17 





10.0.1.18 /10.0.1.19 











Router | N 








Router I's Access List 


Access List ID IP Address 


Allow/Deny 
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So how do we configure the Access 
Control List? 


‘To set up permissions in the router Access Control List, you 
open up a terminal and use commands to configure the 
permissions. Here’s an example: 


» 


The «ng gess-his The number “42.” 





he voter VR De, 
Lommand - E mo) am identitie i fæ DE deny we are 
hat we are ered” “aeeess list [D' we elling the router to 
X e name attess iist calle want to use. i us c sieket ho 
kev weve Ei 
ow ex 
yhe vo” 
i nkon File Edit Window Help TrustNoone = 
O 


7 RouterxX#configure terminal 
a ey heen 
RouterX (config) #access-list 42 deny 10.0. 
RouterX (config) #access-list 42 deny 10.0. 
RouterX (config) #access-list 42 deny 10.0. 


RouterX (config) #interface ethernet0 Z 
RouterX (config-if) #ip access-group 42 in 
ese nes RouterX (config-if) #exit 
Riker BB (config) #end 
ð RouterX# 





katemer ” 


~ With this commands a 
a y we tell the router that we want to the w what mter 
ess—list to a group. The ED part fell well gonk iqure ov: 


inbound packets. i apply the access list to 


E S; ws $ . ….… Pr re es ee ee ee ee 
s………… ecee e... eee ee 
ee . 


Most Cisco routers 
use a graphical user 
interface (GUI) app 


to control access lists. : 





` We like to show you the command line 
: interface (CLD so that you understand how 
: the command works at its most basic level. 


. s………………………e GE ERR ARNE 
s…s…s…… 
. 
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write the 


ss Er Below are three clients that you want to have access to your 
network and two clients that you want to restrict Write in the 


access rules to do so. 





Let these guys in. Keep these guys out. 
















L 
| 





10.0,1,16 10.0.1, 17 


10.0,1,15 TERT 10.0,1,19 | 10.0,1,20 








Router | >) 








Router I's Aecess List 














Access List ID IP Address Port Allow/Deny 


20 ft... Allow 
0 foon — p — [hw 
wo foon — j — — [oy 
0 foon — [f [poe 
2 foom — [ [oy 
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Ha, switch and router 
hardening won't stop me! I'm 
gonna bring your network to 
its knees from the outside. 


You’ve hardened your switches and 
routers, but that’s not enough. 

If you’re not careful, the bad guys will attack your 
network from the outside. You need to defend your 
network from dangerous outside influences with an 
effective firewall. 
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Firewalls filter packets between networks 


A firewall filters packets that travel between networks by applying rules 
for access. Firewalls can be hardware devices, or they can be a piece 
of software on a device. 


Cisco manufactures an older series of firewalls called “Pix Security 
Appliances” and a new series of firewalls called “Adaptive Security 
Appliances” (ASAs). A regular router can be set up as a firewal, and 
most Linux installers allow you to configure a workstation as a firewall. 
Tons of software apps offer you a software firewall solution. Our 
purpose here is not to tell you which kind to choose and use, but to 
explain how they work and how they protect your network. 












I'm suspicious 
about you. You 
shall not pass! 





I want in to 
your network. 





| ou | | d 
Rade T Firewall Pate 
Attempts to infiltrate a 


Firewall can Come from eae 
network, or across the Internet: 


OBRAN 
POWER 
What are the differences between software and hardware firewalls? 


Which type is more secure? Is there a difference between these types 
of firewalls and a firewall on a personal computer? 









420 


Download at Boykma.Com 


security 


Packet-filtering rules! 


So a firewall filters packets, but how does it do so? By applying 
rules that are a little bit like a router’s ACLs. ‘The big difference 
is that a router’s ACL applies to an [P-based device, where a 
firewall’s packet-filtering rules apply to ... well ... packets. 


iter boolean: 
This column lø the a Lo allow 


We can spel tinue OW ov This Column specifies This Column s eċif; This Column tells uS the 
the packet a the sourċe |P address. the delnai, iP protocol to filter. 
“No” to stop "7 address. 









Allow? Source Destination Protocol 








— Firewall 


Lering vule iS à J 


Watch it! most 
firewalls 
but some differ in m 
TAE | Mer in the 
' ackets packet inbound language they use. 
ov ¥ Of — from 10.0.1.10. A 
ways RTFM—reag 


z B : th 
ai : e fabulous Manual! 






Afi T'm a TCP 





e... 
……… 
ee ee 

…… 
ee 
MEE vs Ta sr re 
ee ee 
fees 
…… 
……… 
ee 
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analyze, decide 


Master the static packet filter 


A firewall uses static packet-filtering and stateful packet-filtering. 
Obviously, you should grasp the simple rules first. Then, we can get a bit 
more complex. 


@ = Analyze the packet header. 
‘The packet header contains all the information a firewall needs to apply its 
rules. Like a border security guard, the firewall gathers information on the 
travelers who want to get to one side or the other. 

















Halt! Where are you coming from? 
What protocol do you use? Where are 
you headed to? Are you coming into the 
network or leaving it? Answer me now! 






Hey, let me 
through. 


@ = Allow or deny access based on the rule. 






I have a rule 

that tells me to deny 
any incoming UDP 
traffic. Denied! 


I'm an inbound UDP 
packet traveling 


from 192.18.4.22 to 
204.62.203.212. 
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BE the Fitewal] 


Your job is to play the Firewall] and 

allow or deny packets based on the 

filtering rules shown. IF a packet will 
make it through the firewall, 
complete the connection to 
the device on the other side. 
If the packet wil] be denied, 

put an X through it. 






204.4.8.15 192.16.23.42 243.26.151.84 243.26.15.105 204.26.51.11 243.212.11.105 


= ad E "| i g 








A É stood RE j; B B Be— 
Outbound B A R 4 | 


7 


7 4 I 
7 i FG RR 
7 í ° é ; a 
_ = = a,” SS væ 
m m [m t 
108.0.4.8 108.0.15.16 108.0.0.4 108.0.0.8  108.0.0.15 108.0.16.42 


Allow? Source Destination Direction 


Yes | 204.4.8.15  |108.0.15.16 
108.0.0.4 243.26.15.105 
108.0.16.42 | 243.26.15.105 


192.16.23.42 |108.0.15.16 
243.26.151.84 | 108.0.4.8 
108.0.0.8 204.26.51.11 





No | 
No | 
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BE the firewal] Solution 


Your job is to play the Firewall] and 

allow or deny packets based on the 

filtering rules shown. IF a packet will 
make it through the firewall, 
complete the connection to 
the device on the other side. 
If the packet wil] be denied, 

put an X through it. 






204.4.8.15 192.16.23.42 243.26.151.84 243.26.15.105 204.26.51.11 243.212.11.105 


= dd E ‘| i g 








T 
| | Outbound X 3 3 7 





2 A x A 
7 4 I 
a 7 R 
a í i * 
_— = = a,” SS (oS 
a a au 
108.0.4.8 108.0.15.16 108.0.0.4 108.0.0.8 108.0.0.15 108.0.16.42 


Allow? Source Destination Direction 


204.4.8.15 | 108.0.15.16 
108.0.0.4 243.26.15.105 
108.0.16.42 | 243.26.15.105 


192.16.23.42 | 108.0.15.16 
243.26.151.84 | 108.0.4.8 
108.0.0.8 204.26.51.11 
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Packet-filter, shmacket- 
shmilter. I'll just use a dumb 
little UDP packet to slip past 
your simple filters. 


Applying static packet filtering 
isn’t enough. 

Because static packet-filters rely on header 
information, they are often not descript 
enough to catch traffic cloaked in a simple 
protocol like UDP. So how do we defend 


against this little conundrum? 


We need something that doesn’t just analyze 
the packet’s basic characteristics, but can 
also look at the packet’s state. Enter, the 
stateful packet filter... 
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Get smart with stateful packet-filters 


The problem with static packet filters is that their packet-filtering rules are static, 
meaning they can’t be changed. Static packet filters use a simple table to check 
packets, and they have no way to remember which packets have come through and 
when. Hackers can take advantage of the amnesiac, rigid nature of static packet 
filters. Fortunately, we have a more dynamic way to firewall: the stateful packet filter. 


@ Analyze the packet header AND manage a state table. 
Like static packet filters, a stateful packet filter analyzes packet headers. 
However, a stateful packet filter adds some brains to its operations in the 
form of a state table, which allows it to keep track of which packets have 
come through and when. 









..now, let me check 
if I have any 
records on you. 















Let me check 
your packet header 
first... 








I want in to your 
network 


© Allow or deny access based on rules and the state. 







Yes, I see 
that you're legit. 
Enjoy your trip 

into our network. 






I'm a UDP packet 
responding to an earlier 
outgoing UDP packet from 
your network. 
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A bunch of security technologies, in full costume, are playing the 
party game “Who am |?” They'll give you a clue, and you try to 
guess who they are based on what they say. Assume they always 
tell the truth about themselves. Fill in the blanks to the right to 
identify the attendees. 


Tonight's attendees: 


Router Access Control List (ACL), Static Packet Filter, 
Stateful Packet Filter, Firewall, Switch, Honeypot, Intrusion 
Detection System (IDS), Antivirus Program 





Name 


| am the night watchman of security technologies. | am always 
listening to network traffic. 


| am smarter than the static packet filter. | do pretty much the 
Same thing but with some memory. 


| can use static MAC address tables to block MAC spoofing 


| set traps for hackers 


| look for computer viruses and worms, then | kill them. 


| give access based on destination and source IP addresses and 
port numbers. 


| deal with IP addresses and protocols coming through a router. 


| use various filters and rules to control access to networks. 


427 


Download at Boykma.Com 
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A bunch of security technologies, in full costume, are playing the 
party game “Who am |?” They'll give you a clue, and you try to 
guess who they are based on what they say. Assume they always 
tell the truth about themselves. Fill in the blanks to the right to 
identify the attendees. 


Tonight’s attendees: 


Router Access Control List (ACL), Static Packet Filter, 
Stateful Packet Filter, Firewall, Switch, Honeypot, Intrusion 
Detection System (IDS), Antivirus Program 





Name 
| am the night watchman of security technologies. | am always 
listening to network traffic. IDS 
| am smarter than the static packet filter. | do pretty much the Stateful Packet Filter 
Same thing but with some memory. 
| can use static MAC address tables to block MAC spoofing Switch 
| set traps for hackers Homeypot 
| look for computer viruses and worms, then | kill them. Antivirus Program 
| give access based on destination and source IP addresses and 
port numbers. Static Packet Filter 
| deal with IP addresses and protocols coming through a router. ACL 
| use various filters and rules to control access to networks. Firewall 
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Humans are the weakest link in your 
security chain 


You've hardened your network, but you missed the most crucial element 
to security: the human beings that surround you. No matter how intense 
your security technology, if the human element breaks down, the attacker 
can hit you where you live. 


Social engineering refers to the practice of using human interaction 
and trust to gain access to vital network resources. 









I can talk your co-workers 
into anything. Your network 
doesn't stand a chance. 






al engineer Can be 


\ j . 
. 


it's a different story: 


The soli 
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humans are 


So how do social engineers operate? 


Let’s take a look. 


O Gain trust. 
‘The social engineer operates by, first of all, gaining the trust of people who 
have access. Like good con men, they work by appealing to basic human 
nature. 







Hi, it’s my first week, 
and the boss has asked 
me to look at a problem 
on the network. Can you 
help me? 
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Gain access. 

Once the social engineer has gained trust, they use that trust to gain access. 
As an example, they might con or sweet talk an employee into giving them 
access to the wiring closet where the switch is located. 





Oh no! I left my keys at home. 
The boss will be so mad at me. 
Can you let me in? 






Exploit what they want. 
Once the social engineer has gained access, they wreak havoc on the network, 
therby nullifying all the hard work you did securing the network. 





Ha, I have full access 
to the network. 
Gullible or what... 
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Smash social engineering with a 
clear and concise security policy 


The easiest way to defend against social engineering is 
to write a well-crafted security policy. Å security policy 
describes how the company operates in regards to 


An effective security 


policy is embraced 


protecting access to its physical and logical assets. In other : nii 

words, who can get into the wiring closets, who can login by an org anization; 

to routers and switches, and what rights must someone otherwise it 1s just 
9 


have to change things (read-only or admin). 


more useless policy. 











Officer . 
mason h Chief Executive ay by making 
The Net okkiter we y C 4a priority ok the tomt d 
Ework Ay. | 
ent, dm ini mi : 
using mt i sanity oe | a | es i e ah on Ceeurri ty officer 
. I Wi © i -J a E b an mM [| i É 
Switches i routers ST 2 i he’ ~ a2 og me ae that the policy ji 
and. monitoring 


he 
mote” Minit, a 
On s he Selurit r > COM } 
erv, rs l y Poliey 


e Š 
a ; USin 
nd file ates.” Passwords 


MISsions, 
= Facility Mang 
like ia aes, e |. The Employees . 
With do "Too a assets, Make the security ee 
Aes, ks ning Closed. al by following) t. 
Contro] th p her Physieg T re 
Ods. 
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security 


rye your pencil 


To get started on a security plan, start with controlling access to 
assets. Fill in the table below with who you think needs access to 
the assets listed, and how the assets should be secured. 





Choose from these aa ee 
( ı e Network Admin e Network Admin | 
~~. I! e Sys Admin e Sys Admin ! 

1° Facility Manager ° Facility Manager I 
ı © Security Officer e — Security Officer I 
° Public ° Employees 


Needs Needs to have 
Physical network access Who administers it? Who can access it? 
Security? to it controlled? 


S mi m 
File Server v V P Admin E ployees 


Email Server 
Server Room 


Switch 


Router 
Wiring Closet 


Firewall 


Wireless Access 
Points 
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what’s access 


een your pencil 
Y Solution To get started on a security plan, start with controlling access to 
assets. Fill in the table below with who you think needs access to 


the assets listed, and how the assets should be secured. 


Choose from sss sssssscss 
mer e Network Admin e —— Network Admin 
sene I o Sys Admin ° Sys Admin l 

o Facility Manager ° Facility Manager 

ı © Security Officer e Security Officer 

! ° Public ° Employees 


Needs Needs to have 
Physical network access Who administers it? Who can access it? 


Security? to it controlled? 
Sys Admin Employees 
Sys Admin Employees 


Faeility Manager Network Admin, Sys 
Admin, Seeurity Officer 


Facility Manager 
Network Admin Network Admin, 
Security Officer 
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File Server 
Email Server 
Server Room 


Wiring Closet 


Firewall 


Wireless Access 
Points 





SSSR 
TL Ss 
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You've hardened your network 


Congratulations! Through the course of this chapter, you’ve 
learned about various attacks that the bad guys can make on 
your network, and you've discovered a variety of techniques 
for keeping them out. You’ve seen how hardening your 
switches and routers prevents many attacks, and how your 
firewall guards your entire network against outside infiltration. 
Finally, you’ve seen how to deal with social engineering by 
implementing a good security policy. 


Your network is in safe hands. 
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12 designing networks 


* 
* You Gotta Have a Plan! + 


I love it when a plan 
comes together... 





When it comes to networks, a good plan means everything. 
You've learned an awful lot about networking since those early days in Chapter 1. You’ve 
learned how to implement physical cable networks, how wireless access points work, 
how to make the most of your intelligent network devices, and all sorts of troubleshooting 
techniques to get you out of the hairiest network dilemmas. It’s now time for you to put 
everything you've learned into practice and see just how far you've traveled on your 


networking journey. We know you can do it! 


this is a new chapter 437 
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this time it’s from scratch 














Hey there! Are you ready for a new 
project? We need you to come up witha 

network design from scratch. Think you're 
up to the challenge? 


















Now you have to plan a network 
from scratch! 


In an earlier chapter, you essentially reran some cables and put 
in some trays. But the challenge here is to plan all aspects of a 
network on a building that, at this point, is just a rough floor plan. 


This is the best possible point to get going with your network 
design, when there is not even a blueprint yet, just an idea. You 
can make sure that the network you plan will meet the needs of 
the building’s occupants and accomodate future growth. 


The most important thing to do at this early stage is to talk 
to people. ‘Talk to the future occupants, to the bosses, to the 
i: contractors, and to your IT people. Gather as much information 
‘F as you can. Armed with all this information, you can make 
informed decisions about your network design. 





A network design includes: 


Physical layout of wire and network drops 
Network hardware configuration 
Logical network design 


An implementation plan 
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Action Plan Magnets 


Let's hit the ground running and create an action plan. Drag 
each step for creating a network design into the correct slot. Pay 
attention to the order of the steps. 





Develop Network Gather Information 


Hardware List | on Network Needs 
Draw Logical Network 


Diagram 






Create 
Implementation Plan 





Develop a physical 
network layout 
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create an action plan 


Action Plan Magnets Solution 


Let's hit the ground running and create an action plan. Drag 
each step for creating a network design into the correct slot. Pay 
attention to the order of the steps. 





Gather Information 
on Network Needs 


Develop a physical 
network layout 





Develop Network 
Hardware List 


Draw Logical Network 
Diagram 


Create 


Build It! 
= Implementation Plan 





Ala m nkan 1O 
Wildl Vici | i den 
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You have to know what the needs are 
before you can plan 


The first thing you need to do is gather requirements for your 
network. You have to be thinking in terms of network size, type, 
growth potential, equipment location, logical configuration, etc. 
‘This means that you have to be asking a lot of questions. Questions 
to the people in charge, questions to the users, and questions to 

the architects. 


And remember to write it all down! 





Write down at least two questions for each category that you need answered in order to develop a 
network design. Hint: Use the floor plan above to think about the physical aspect of your design. 
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what questions do you have? 





Write down at least two questions for each category that you need answered in order to develop a 
F- 0 ‘So network design. Hint: Use the floor plan above to think about the physical aspect of your design. 


Lution 





Is there a basement? 


Where is the wiring closet to be located? 


I 
I 
I 
I 
I 
I 
I 
' Can wires run in the walls? 
I 
I 
I 
I 
I 
I 
I 
I 
I 


Can we use cable trays in the basement? 


How many network nodes are needed in each room? 


Do we need fiber or Cat-5e or Cat b cable? 


.---- Network Configuration wo nnn nnn nn nn nn nn nn 
! Does the building need just a switch or does it need a router too? ! 
' Do we need to put in a firewall? 1 


How does it connect to the outside network or Internet? 


.---- Implementation Issues ---------------------------------------------------------7 
' When does the network need to be ready? 3 
| What is the budget? 3 


Ave we responsible for running the cables? 
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So you've developed your questions, 
now what? 


You've got to ask them. First thing is to find out who all the 
stakeholders in the building are. This could include the people 
in charge, the users, the architects, and even the contractors. 
Talk to them all and ask them your questions. 


And make sure you write it all down! 





Implementation % 
timeline 
External tha 
ee connections 
Building “i 
construction Ms 

Wiring 
closet i 
location 


Node 


| | 
The Plan | addressing 












Who's Aan A 


going to 





do the 
work? me 
and/or 
copper 
enone Number of Specific TŘ TŘ — 
Kouter or network room needs 


= switch, or both? nodes 





you are here » 
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draw up the physical network 












OK, I now have a 
great big file folder 
of information. So 

what's next? 


Look at your action plan 


‘The next step is to draw up a physical network 
plan. You can use a floor plan to get started. 
Your goal is to figure out where your cables 
are going to run and where your equipment is 
going to be located. 






Develop a physical 
network layout 
| Develop Network 
Hardware List 
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Use the network requirements to draw up a physical network diagram. 
Include network drops, switch location, and cable tray location. 


epe your pencil 


Physical Network Needs & Information 


Room 101 is the wiring closet; 110 is the mechanical room. 

Rooms 102, 103, 113, 112, 111, & 109 have 1 computer and 1 phone each. 

Room 108 will house a printer and a fax machine. 

Room 107 will house a tech support area with 5 computers on the wall opposite the door. 

Room 106, 105 & 104 will house 15 computers each. They will be in rows of 5 in the middle of the rooms. 
Cat 5e will be used for all the connections. 


The building just needs switches. 
It will have a fiber network connection run from the main building under the wiring closet. 


The building will have an 8’ crawlspace, so trays and wiring can go down there. 
The ClO wants at least 3 network drops in each office. 


Use this symbol to 


represent a network 
iC 
Connection or drop. 


A 
Alea 
Jlios a 
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what’s your like? 


epe your pencil 
a Solution Use the network requirements to draw up a physical network diagram. 
Include network drops, switch location, and cable tray location. 


Physical Network Needs & Information 


Room 101 is the wiring closet; 110 is the mechanical room. 

Rooms 102, 103, 113, 112, 111, & 109 have 1 computer and 1 phone each. 

Room 108 will house a printer and a fax machine. 

Room 107 will house a tech support area with 5 computers on the wall opposite the door. 

Room 106, 105 & 104 will house 15 computers each. They will be in rows of 5 in the middle of the rooms. 
Cat 5e will be used for all the connections. 


The building just needs switches. 
It will have a fiber network connection run from the main building under the wiring closet. 


The building will have an 8’crawlspace, so trays and wiring can go down there. 
The ClO wants at least 3 network drops in each office. 


Use this symbol to | 
d 2 switches because we 
ae ele Oe than 48 ports. 


Connection or “drop.” y% W Patch panel 


eee eee 
i TT TT] 
ETT TT TT TT] 
































EDER TE TERE 

| 7 7"7" 

CT 11777771717717777777777177777777"7" 
>, 
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So you have a physical layout, 
what's next? 


Well, our action plan is missing a step. ‘There is something 

we need to do between 2 and 3. When you get your physical 
network diagram done, you need to compare it to the actual 
building to make sure everything will fit, but the building does 
not exist yet. 


You need to review the building’s blueprints! 


There's a missing step 
in the action plan. 









CO 

Review blueprints p 

& update physical 
network layout 





eee 
REESE 





F Build in 
* excess 
ry 4. network 
Watch it! capacity 
: now! 


Develop Network 
Hardware List 
| :  Iťs much easier to 
N : put in extra wire and 
| | > network equipment now 
| a 
|| Draw Logical Network than to try to retro-fit 
Diagram 
= . : That ends up being : 
: much more expensive. — : 
| Create 
Implementation Plan 





building down the road. 
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you need a blueprint 


Blueprints show everything in a 
building's design 


A blueprint consists of many pages. ‘They are generally broken down 
into sections corresponding to specific areas like framing, HVAC 
(heating, ventilation and air conditioning), plumbing, electrical, and 
surface covering, such as flooring. ‘The electrical section is where 
network stuff usually 1s found. 


You need to be familiar with all the pages to see how your design is 
impacted by the different parts of the building. 


H eat Pump 


10x8 SÅ 


TEN: SeT 7 ae 
= 


in 

SA Ve 
«B RA \/ 10x66 R 

bø p A a 


bø 





Flexible — 


dutt 


24x20” dutt 








Be sure you read the 
notes for each section 
of the blueprint. 
Often these are 
located on the first 
page of the section. 


Floor vents 






12x10” 
duet 


TTT 4 
= 





OB 
dL 


Most of this ductwork will hang via hangers 
from the floor joists, hanging down about 2’. 
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eee 
Co Se Mee MSD OOH SEH See See eee Oe ee 





= When the 

= i blueprint 
rN changes, your 

Watch it! plan may change. 
As construction of 
a building progresses, you will 
frequently find the blueprints 
have changed. You need to 
watch for these, and adjust your 
design accordingly. 


You may have to modify your 
network design based on what you 
see in the blueprints! 


Many times, after reviewing blueprints, you will find that 
aspects of your network design conflict with parts of the 
building design. Frequently these involve the HVAC and 


plumbing components. 





er your pencil 


Below are several areas that will be on a blueprint. Write down two 
things for each area that you need to check on the blueprint to 
assure that there are no conflicts with your plan. 
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g ILA 

what should you check? 
YU VvIICOINRN =: 
p 


“ gr your pencil 


Solution Below are several areas that will be on a blueprint and should match 
network your design. Write down two things for each area that need 
to be checked on the blueprint to assure they match your design to 
could cause your design issues. 





peace Network Drops ---------------------------------------------------------------, 


The correct number of network drops 
All the drops are in the correct location 
The drops are accessible from below and not blocked by HVAC or plumbing 


--- Cables and Trays --------------------------------------------------------------, 


There is no HVAC ducting or equipment that is in the path of the cable trays and runs 
There is no plumbing in the path of the cable trays or runs 


--- Electrical Power & Lighting ---------------------------------------------------. 


There is adequate electrical power in the wiring closet ! 
There is 900d lighting in the basement to facilitate cable tray installation and running the cable | 


f ™ h an + Ar 1 a 
lid] VEC Fa 
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aj So, if I work for a big company, 
there could be a lot of people that are 
going to use the new building. Do I talk 
to all of them? 


A: No, but itis important to talk to a 
good cross section of people. The people 
at the top don’t always know the nitty-gritty 
details of how stuff is working. 


Q: But can’t I rely on the architect 
and her engineers to design the 
network? 


A: Sure, if you are willing to pay them 
lots of money. Often they have an idea of 
how things are, but only you and the people 
working with the network really know. 

The more time an architect and engineer 
Spend interviewing people and gathering 
requirements, the more it costs you. 


Q: You mentioned phones a couple of 
times. Do they use the same wire? 


< Yes, they do. Usually you terminate 
all the cables coming into wall boxes into a 
patch panel, regardless of whether a phone 
or computer gets connected to it. Then at 
the patch panel end, you connect it to either 
a phone system or a network switch. 


there,are no a 
Dumb Questions 


Q: Aren’t there phones that work on 
the network? Do | do anything different 
with those as far as cabling? 


A: Yes, you are correct. These are 
called voice over IP phones, or VOIP. They 
use your regular network wiring. The only 
Caveat is that certain phones require a 


voltage on the network cable to actually run. 


You can purchase special Ethernet switches 
that put power out over the network cable 
for these types of phones. 


Q: You did not really mention how | 
Should document my network plan. How 
Should | do that? 


A: Great question. When you are 
gathering requirements, you will collect 
information from all sorts of sources, 
including different types of documents such 
as speadsheets, memos, and emails. 


When you are collecting the information, it 
Is best to keep a folder on your computer 
as well as a paper folder with all your 
information. When you are ready to start 
documenting the plan, use a good word 
processor that can Include graphics and 
tables so you can document all of your 
information nicely and professionally. 
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Q: What about network diagrams? 
How do I produce those? 


A: There are a lot of graphics programs 


out there, including Microsoft Visio and 
OmniGroup OmniGraffle. These programs 
have the icons and tools to create 
professional diagrams. Whatever you do, 
do NOT try to use Word or some other word 
processing program to create diagrams. It 
will only end in disaster as your diagrams 
get more complex. 


Q: What is the difference between a 
floorplan and a blueprint? 


A: A floorplan is generally a rough idea 


of what a building should be. It is not used 
for anything except large scope planning, 
and maybe some space planning. 


A blueprint is the actual guide for the 
various contractors on how to put the 
building together. As such, it has to be very 
detailed and specific. Often a blueprint will 
contain a floorplan as well. 
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epe your pencil 
a Review the HVAC plans below and your physical network diagram to 
the left. Circle problems areas and write a list of problems that the 


HVAC system will cause your network design. Don’t forget to think of 
solutions as well. 


All the one er These are plans of the basement 
down 18” below the Floor. 


r, 
= = = = = = 
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nd there is no room 


over the top of it. 
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solve 


G= Sharpen your pencil 
Sy Me, p. 


$ lution Review the HVAC plans below and your physical network diagram 
to the left. Circle problems areas and write a list of problems that 
the HVAC system will cause your network design. Don't forget to 


think of solutions as well. 


All the duct work hangs These are plans of the basement 


down 18” below the floor. 


2 80 )S ,J80J88,)80 
Pkt Fe TST 
ZN 
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This is an air exchanger, 
and there IS NO room 


over the top of it. 


454 


designing networks 





vi ivi vV vV V v M4 


! Problems: 


| All the cable trays appeared to be in the same area as HVAC ducting and equipment. 
! ı Some of the office network drops may be hard to access from below because of HVAC 
| ducts. 
i The area under the central office area is filled up with an air exchanger, not leaving any 
room for cable trays. 


Solutions: 


! The cable tray tan be moved to one side or the other and hung down below the HVAC ducts. 
! The call centers on the top of the floor plan could be run straight into the wiring closet. 
' The flex tube from the wall boxes can be run out past the ductwork to ensure access. 
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Call centers ) Room ee 








Patch panel 


























So you ve got your 
physical network 
layout, what’s next? 


‘The next thing on the list is to develop 
an equipment list, but we think you 
can do that on your own. Just look 

at your physical layout and list the 
equipment you are going to need. 


Let's move onto the next thing: a 
logical network diagram. 


Draw Logical Network 
' Diagram 
9 


Create 
Implementation Plan 
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Using the physical network design on the left, complete the logical network design. Add network 
connections and IP addresses. The IP addresses use the office number and have the network 
address of 172.10. We've started the design for you. 





a 
© 
> 
O 
È 
© 
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172.10.108.1 a 
External B 
a | 
Network 
connection 
B| S| = ®© S S eS) SD e MS MS M M aM M 
) \ O O | A i Å |) L I I [I I | _ 
agaaga aaa E a a A e 
JO US TIT T T tT 1 tL I VT IT I] 
2 2 9 Ag E agaaa aaa & 
172.10.106.1 172.10.104.1 
thru thru 


172.10.106.15 172.10.104.15 
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good logic is critical 


Using the physical network design on the left, draw a logical network design. Remember to 
include all the network nodes and the external connection. The IP address use the office number 


gens € and have the network address of 172.10. 
Lution 





a 172.10.107.l 
=) 172.10.107.2 
=) 72.10.1073 
S| 72.10.1074 
=) 172.10.107.5 


172.10.108.1 


172.10.108.2 


External 
Connection 





This just means these 
WT arve all bundled. 
eau, ae a ® eA g S a a Ss 
oe ee ee ee 
22288 FAs wae S 
VU US) LTL O O L L LAA L | l€ I 
a aage E aaaea a aaae 
172.10.106.1 172.10.105.l 172.10.104.1 
thru Tiru thru 
172.10.106.15 172.10.105.15 172.10.104.15 
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Hey, I've got a new requirement 
for you. Can you segment the 

network? You need to make sure 
that the call center computers 
can't see the admin computers. 


You have got several options to segment this into two networks 


© You could put in a router, subnet the 172.10.0.0/16 network into 
two networks, and use access control lists to control the traffic. 


O You could put a firewall in to segment off the administrative 
computers. 


O You could get another external connection and disconnect the two 
switches from one another. 


To decide between the choices, you have to look at cost of equipment, ongoing 
costs, ease of installation, and ease of maintenance. 


eB RAIN 
POWER 


Why wouldn't putting the call center machines behind a firewall 
solve your problem? 
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design and redesign 


Redesign the network below and add a router in the appropriate place in the network. Make sure to 
change all the IP addresses to reflect that you have subnetted the 172.10.0.0/16 block. Also, use 

the third interface on the router to connect to the external connection. 172.5.1.2 will be used for that 
interface. Finally fill out the tables to the left with the appropriate information to complete the router 





configuration. 
a a a a a 
Oe ee ee ee 
YOKSA AYAK O‘ YS UAV NM 
NMN UN NON WM 
NMN NON NM 
NNU NON NM 
NON NMN 
NMN NON WM 
IP NMN DN NON NM 
: NON NMN 
addresses 9° In the boxes VV VV VV VY YU UAU b 
' eN A et B® Let AO 





_— RE ee 


You'll have to use a network address that does not use 
the room number for these, since they will be subnetted. 
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Router Configuration Tables 


no | ed subnet 
We covered subnetting m Cearth online ror a Su 


Chapter >. wor calculator to help you: 


Subnets 
Network Address Subnet Mask HostAddress Range 


Router Interfaces 
Interface IP Address Subnet Mask ACL List # Area 


FastEthernet0/0 (112512 |25525500 | | External Connection 
FastEthemneto | O Sid [Amin 


[FastEtheneto/2 || | Call Centers 


EIGRP Configuration 
Network Interface 


o o 
TIT 


Access Control List 
permit or deny Network Inverse Subnet Mask 





461 


change is constant 
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IP addvesses 90 in the boxes 


External 
Connection 
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:172.10.126.] 
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1172.19.128.15; 
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Redesign the network below and add a router in the appropriate place in the network. Make sure to 
change all the IP addresses to reflect that you have subnetted the 172.10.0.0/16 block. Also, use 
the third interface on the router to connect to the external connection. 172.5.1.2 will be used for that 


interface. Finally fill out the tables to the left with the appropriate information to complete the router 
configuration. 


S) prae: 


(By 72101672 
EF) 17101073" 
a maoa 
B| rio 1078: 
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Configuration Tables 


Subnets 
Network Address Subnet Mask HostAddress Range 


1 72.10.0.0 255.255.128.0 | 172.10.0.1 — 172.10.127.254 
172.10.128.0 255.155.128.0 | 172.10.128.1 — 172.10.254.254 


Router Interfaces 
Interface IP Address Subnet Mask ACL List # Area 


FastEthernetO/O | 172.5.1.2 25525500 | | External Connection 
FastEtherneto/l |172.10.0.1  |255.255.128.0 l0 [Admin 
FastEthernetO/2 |17210128. [255.255.128.0 | [Call Centers 


EIGRP Configuration 
Network Interface 


FastE-thernet0/O 
FastEthernetO/| 
[72.10.1280 | FastEthernet0/2 


Access Control List 
NTL permit or deny Network Inverse Subnet Mask 


do deny — [17.101260 
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finally, 


Finally, you need an 
implementation plan 


Now that you’ve come up with a complete network 
diagram, you can move onto the final stage in designing 
a network. You need to create an implementation plan. 


Your implementation plan 1s comprised of all the pieces 
needed to actually install your network. 


sical 
ayout 
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| Create 
Implementation Plan 


designing networks 


Serpe your pen 


Write down at least four things that you will need to get this 
network installed. Think about people, equipment, time, etc. 


eee mm eee eee errr reece ee seer essere ere reese eeeeer erases eseseeeeeeeeeeeeeeeeeeeeeeeerereeeeeeeeeeeeeeeesesenerererereeeeerereseoe 
Cee e were cere reer eee ee se sesesrese seers eeeee erases esee se eeeeeee eee eeeeeeeseeesreeeeeseeeeeeeeeeseeeeesesseeeeseereeesesresereeee 
eee em eee eer errr er ee ees e ee eee esre rere tere eee reese eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee. 
OS 
seer rere reer eer eee eres eseeeeeeree reese reese eeseseeeeesreseeeeeeeereresesesrereseseserereseeereseserereseseseresresreeeesesere 
eee wwe eee errr reece re seer eee eesre eee esresrer ere rere ses eer eereeeeeeeeererereeeeerereeeeeeeerereerereeeseneeeeeeeererereseseoes 
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the end is near 


Write down at least four things that you will need to get this 
network installed. Think about people, equipment, time, etc. 





eoerre see ec eee ec eee eee eee eee eee eee eee eee eee eee eee eee eee eee reece eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eece 
eoereere reece eer eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee eee rere eee eee eee eee eeee etree eee eee ere sree ee ee eee e eee eee eeee 
…….….…… eee sere eee eee eee eee eee eee sees ese eeseeee eee eee eee ee eeeseeeeseeeeeeeeeeeeeeeseeeseeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeee 


eoeer eee reece rece eer eee eee eee eee eee eee eee eee eee eee eee eee eee reese eee eee eee eee eee eee e eee e ree eee eee eee eee eee eee ee eer eee eee ee eee 
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Let me shake your hand. That 
design shows that you are a real 
network pro now. Great job! 


Congratulations, you've 
designed an awesome 
network from seratch. 


You're there, at the end of the book. If 
you ve stuck it out this far, then you are 
on your way to being a true network 
professional! 
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go forth and network 


Leaving town... 





It’s been great having you here in Networkville! 


We’re sad to see you leave, but there’s nothing like taking what you’ve learned 
and putting it to use. You're just beginning your networking journey, and we've put you in the 
driver's seat. We're dying to here how things go, so drop us a line at the Head First Labs 


website, www.headfirstlabs.com, and let us know how networking is paying off for YOU! 
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appendix i: leftovers * 


The Top Ten Things 
* ‘we didn't coal * 


Oh my, look at 
all the things 
that are left... 












Networking is such a huge subject, we couldn’t hope to cover 
everything in just one book. 

But before we turn you loose on the world, we want to add a few more things to your 
toolbox. Some of these things are in all the network books, so we thought we could 
squeeze them in here. Some of these things are higher level, and we want you to at least 
be familiar with the terminology and basic concepts. So before you put the book down, 


take a read through these tidbits. 
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network topologies 


+] Network topologies 


The topology of a network 1s the logical structure of the connections 
in a network. Here are three topologies you might encounter. 


Star topology 


When we talked about designing and wiring networks, we assumed that 
we were working with an Ethernet switch or hub in the middle. ‘The 
topology or shape of this network is called a star. A star is called that 
because all the network clients talk to the hub or switch in the middle. 


Cwiteh or Hub 






Ethernet Copper or 
Fiber Cables N 





L m f 
| y 
EE | 
= r | 


—= «> 
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Bus topology 


Another topology is the bus. An Ethernet network using coax uses a 
bus topology. All the network nodes are connected to a shared cable, 
so there is no central device. Each node on the network deals with 
all the traffic. 





| | | | | | emner 


Token Ring topology 


A third topology is the ring. Token Ring 1s the most widely used ring 
technology. It was designed by IBM and is a proprietary technology, 
so it wasn’t as widely adopted as Ethernet. ‘Token Ring uses a “token” 
packet that is sent from client to client. ‘The client holding the token is 
allowed to send network traffic. 






Å token 1s passed from computer =] finas 
to computer around ving. pn 
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wireshark installation 


+2 Installing Wireshark 


The first thing you need to do to get Wireshark running is download the 
appropriate package for your system. You can find these at 
http://www.wireshark.org/download.html 


Windows Install 


Installation on Windows is a typical installation. Start off by double- 
clicking on the Wireshark installer icon. ‘The Windows installer starts, 
and you basically keep clicking on Next through the screens. 


There are two screens to pay attention to. ‘The first is the specific parts of 
Wireshark to be installed. You should leave the defaults checked unless 
you're confident you know what you're doing. ‘The second screen to pay 
attention to is the WinPcap installation screen. ‘This is a program used to 
capture network data, and you must install it. If you don’t, Wireshark 
will not be able to capture traffic. 










Fe Got Vw Fetes Too Me | a 


exe cess atl pa En ey 










adie 106 Seetig 


Choc Companenis Fai 


Chose bach fesur oi resha, LOA yo went boing. 





















Double-click to tee t 
teel te frue fre tal; = r these two 
install Wireshark. ~ Watch out fo | 
m Or, peleci Fe optional < E Wirrshark they re importen 
CTO ENA vah bo F] Thak windows; y 
R| kamre 
a D age j Enirar \, 
a] fe] Tee's 
FE] user's Guide Sa 
"Bermoton natal WinPeap? 
Se nee: Bo. e ST re Wia pia a pgr ed bo ciale keg aart dali. Seud VR be reed] 
Wir cae 4.0.2 
keki 





DO Imin a 4.5.2 


if oeecbed, the currectty reteded VirPos 4.0.2 wil be urate fret. 
FT Stet ner error PE" at prt 


Make sure You (so users ithe Adriana aber praler con capture) 


install WinP cap. 


Accept the defaults here. 
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Mac 0S X Install 


Installation on Mac OS X 1s pretty straightforward. First 
you just drag the GUI portion of the application to your eee 
Applications folder. Second, you have to install a couple 

of command-line utilities. Finally, you need to change the 
permissions on some links that allow access to the network 
drivers. 


A big caveat with the Mac OS X installation is that you 
need to have X11 installed. ‘This is the GUI library that 
Wireshark uses. ‘These can be found on the optional installs 
on your Mac OS X Installation DVD. 


Bal ire Sell 


Linux Install (Ubuntu) 


Ap Heret Appli rE 





To install Wireshark on Linux, you have a few choices. Gaa tne A akap er 
Ej Hiri : : 
. qas ij boucado lipire 
First, you can download the source code and compile it E ae jaart 
yourself. If you can do this, you don’t need any more help Å ahta 
from us. on 
ig once 
. . á a D 
‘The second choice is to download a pre-compiled package f agamn FED iriresnart 
and install that. There are several listed on the Wireshark aera network traf analyzer P € 
iy System Tools arenas bso eA EA N, E E, E Ua ard iie Bie 
download webpage. A Umenia dirii CMO) FETS. AOAC ig a DN ET pE gaden OF fh re 


—— damis Lares es tin mS — 
‘The third choice available for Ubuntu is to use the See aie eran oie 
Add/Remove Software application located on the 
Applications menu. Do a search for Wireshark, making sure 
to select Show All available applications from the dropdown 
menu. You'll get a warning about community maintained 
software, but just click OK. It will ask you a few more 
things, but just click OK to those as well. You will have to 
enter your admin password. 
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consoles, terminals, and the tcp/ip stack 


#3 How to get to the console or terminal 


Windows 


‘To get to the Windows command line, click on the Start button, and 
then select Run. In the text box, type cmd, and a command line 
window will open up. 








Linux 


On Ubuntu, the Terminal application is accessed via the 
Accessories menu located under the Applications menu. 
On Fedora, it’s located under the System ‘Tools menu 
under the Application menu. 


ə Univeral Atcess. 





Mac 0S X 


Go to your Applications folder, and then go to 
Utilities. The Terminal application is within 
Utilities; just double-click on it to run it. 






474 appendix i 








E =) 


Tie DEAE ofa payan, a, daunin or 
T Internet resource, And Pirca vl open it Ši you. 





re Calculator 

[á | Character Map 

ie) Disk Usage Analyrer 

het Manage Print jobs 

gh Passwords and Encryption keya 
fil Take Screenshot | 
wr 

> FP Text Editor | 

FF Tomboy Notes 

pal Tracker Search Tool 


= 


z | 


= 





F Ñ Migration Assistant 

@ Network Utility 

H ODOC Administrater 

@ Podcast Capture 

i H RAID Utility 

Ë femme install Mac 05 X 


W Transmission 

wm Transmit 

= TurboT...e 2008 > 
| E Unkarx 
| Po Utilities 
| GJ VMware Fusion 
FE VP Suite 3,2 
— ae WueScan 















= 4 T 


=e Fange 
aoe ee GE 


leftovers 


+4 The TCP Stack 


You may have spent the whole book wondering “When are we going to get to 
the TCP stack?” Well, here it is. 


‘The ‘TCP/IP stack is the model of the protocols used in ‘TCP/IP networking. 
It’s called a stack because it’s usually represented in a vertical stack of 


protocols. We covered several of these protocols, but we didn’t put them in the 
context of the TCP/IP stack. 


Many books start off by introducing the TCP/IP stack, but we chose to be 
different. The reason we did not present this is that there is no absolute model 
for TCP/IP, and we see this as a problem. 


The model below is based on RFC 1122, but yov’ll see many models that are 
slightly different. 


The application layer is where TCP/IP applications work. This Sen 
includes ftp, smtp, telnet, etc. Application Layer 


The transport layer is where TCP works. ‘This is to guarantee 
communications between two network nodes by providing error checking. Transport Layer 


The Internet layer is the IP addressing layer. This is how nodes 
find each other. 


This is the layer that connects the software to the hardware. 
This is often called the media-access layer. 





If you look back at Chapter 4, you will see how an Ethernet frame is built 
from all these parts. ‘The Link layer corresponds to the frame parts; the 
Internet layer corresponds to the IP part of the frame; the ‘TCP part of a 
packet corresponds to the ‘TCP part of the frame. Not every ‘TCP/IP packet 
type includes all the layers. Frames holding IGMP packets will only have the 
bottom two layers. ‘This is just a way of viewing how the various parts of the 
TCP/IP protocol work together. It also gives guidelines to developers on how 
to write network applications and drivers that use ‘TCP/IP. 


For more information, take a look at 
http: //tools.ietf.org/html/rfc1122 
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#9 VLANS 


Another hot topic that we didn’t cover is VLANs. ‘This stands for Virtual Local 
Area Networks. It’s a way for switches to form virtual networks. Specifically, 
the broadcast domain gets spread across multiple switches. ‘This allows a 
network administrator to virtually separate hosts on the network as if they 

were on separate physical networks. A router is needed to move traffic between 


VLANs. 


A network administrator would want to separate traffic for security and 
performance reasons. For security, you might want to keep certain servers from 
being accessed from certain parts of your network. As an example, a college 
might not want computers that students use to have access to administrative 
servers. A VLAN would allow those servers to be spread around campus, but 
wouldn't allow the student computers to see the traffic coming and going to 
those administrative servers. Splitting up the broadcast domains would reduce 
the amount of broadcast traffic on a given VLAN port. 


VLANS are implemented by creating VLANs, and attaching ports to these 
VLANs. The packets created by hosts on VLANs are tagged by the switch that 
has VLANs setup. ‘That way, other switches know which VLAN ports to send 
those packets out to. 


#6 Cisco 10S Simulators 


We know that not everyone has a Cisco or other brand of router sitting on their 
desk. You can obtain a cheaper used Cisco router for a few hundred dollars. 
This class of router would allow you to do most everything in this book and 
would allow you to work towards a Cisco Certification. 


There are also software IOS simulators available, either for free or for purchase. 
Here is a list of a few of them: 


{ \ x 


Name Cost Caveats 


Router Simulator $29.95 (ERE 
Network Simulator $31.95 re 
MIMIC Virtual Lab CCNA $99.00 a 


SemSim Router Simulator $39.00 — 
Boson NetSim starts at $199 


GNS3 Free Need to — IRRE 
IOS images 





476 


leftovers 


*7 BGP 


BGP stands for Border Gateway Protocol. This is the routing protocol used by 
ISPs. It is unique in that it uses ASNs (Autonomous System Numbers) to route traffic 
instead of IP network addresses. ‘The ASNs used by BGP are actually registered with 


one of the Internet registries such as arin.net. 


Blocks of IP addresses are aggregated under an ASN. This aggregation of IP 
network addresses enables routers using BPG to hold the entire ASN route table of 
the Internet. In other words, if you get to the big leagues and manage a router using 
BGP, that router will have a route table of the entire Internet. Right now that table is 
about 200+ MBs. 


BPG does not do automatic discovery of neighbors. You have to enter these 
neighbors yourself, and those neighbors have to setup your router as a neighbor as 
well. Also, encryption is generally used to exchange BGP routes. Entities that have 
multiple Internet connections and/or large blocks of IP network addresses are likely 


to be using BGP. 


*3 VPN 


Say you want to work from home on some sensitive company information. Wouldn't 
it be great if you could just hook up to your companies network to do that work? 
Well, VPNs allow you to do that. VPN stands for Virtual Private Network. It 

has two parts, a special network configuration on the client computer and a VPN 
gateway on the network that you wish to connect into. A VPN allows a remotely 
located client to gain secure access to an internal network. ‘The communication 
between a VPN client and gateway is encrypted to protect the communications. 









Internal 





Network 
Original packet A do) Deeryption / 
Encrypted ol — “ge E 
packet inside a Original packet sent 
public packet into internal network 


VPN works by encrypting the packets destined for the internal network. It then puts 
those encrypted packets into the data section of a regular TCP packet, sends that 
packet across the public network, and then the VPN gateway removes the encrypted 
packet, decodes it and sends it into the internal network. 


‘There are also VPN Gateway to VPN Gateway connections which allow a small office 
to have internal network access to a parent company’s network using a VPN gateway. 
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#9 Intrusion Detection Systems 


With all the problems of people trying to get into your systems, wouldn’t 
it be nice to be able to detect this type and activity and have it reported 
to you or, even better, take some kind of action? 


Well, IDSs (Intrusion Detection Systems) do just this. These are <—_ Although many Firewalls incorporate 
generally special purpose servers that have the proper software IDS functions as well. 

to listen on your network for anomalous traffic. This could include 

scanning behavior, incorrect data on registered ports, or even denial- 

of-service attacks. 


A popular open source package is snort. Snort is similar to wireshark in 
that it can sniff network traffic. The difference 1s that it filters this traffic 
using various rules to look for this anomalous traffic using different 
patterns. ‘There are many rules developed by network administrator in 
order to capture this bad traffic. 


Some IDSs also allow actions to take place based on this kind of traffic. 
This action usually consists of implementing access lists on a router or 
firewall which block ports and/or IP addresses of the hosts creating the 
anomalous network traffic. 


IDSs are great to have, but like anything, you can’t just set it up and let 
it run. You have to actively manage and monitor it for it to be at its most 
effective on your network. 


#10 Cisco Certification 


The last big thing we didn’t cover was network certifications. The biggest 
in terms of people with these certifications are the Cisco certifications. 
‘There are two main ones, CCNA and CCNP, with CCNA being the 
entry level network certification. Both of these certifications are obtained 
by taking one or more tests. In the case of the CCNP, there are three or 
four tests to take (two of the tests can be taken as a combined test). 


The CCNA requires that you know a little more information than this 
book provides. The CCNP requires the same type of knowledge but in 
much greater depth. It also requires a lot more knowledge of switched 
networking and wide area networking using various telco technologies 


such as ISDN and T-l1 lines. 


‘There are other vendor specific certifications, but these two are the 
heavy hitters in the network cert world. 
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appendix ii: ascii tables 


ae 
* Looking Things Up . 


I wish he wouldn't 
keep writing to me in 
binary... 





Where would you be without some trusty ASCII tables? 
Understanding network protocols isn’t always enough. Sooner or later, you're going to 
need to look up ASCII codes so you can understand what secrets are being passed 
around your network. In this appendix, you'll find a whole bunch of ASCII codes. Whether 


you prefer binary, hexadecimal, or good old decimal, we've got just the codes you need. 
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off the character 


-and read 


here. 


that is. 
&— 


— 


here... 





ASCII tables 0-31" 


Just look up your decimal 
hex or binary code 


0-31 and 


= 
co 
= 


ascii tables 





ASCII code tables 22-63 


64-95 and 


ASCII code tables 64-99 








ASCII code tables 96-127 


0000 
0000 
100010 
0001 
0010 
100101 
0011 
00111 
10100 
101001 
0101 
10101 
101100 
0110 
01110 
101111 
110000 
11000 
1001 
110011 
11010 
11010 
10110 
110111 
1100 
111001 
111010 
111011 
11110 
111101 
111110 
111111 Delete 
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appendix iii: installing bind X 
Getting a Server 
* — to talk DNS * 


…S0 I installed a DNS 
server and BAM! All 

the problems were 
fixed. 







Every good network professional needs a good DNS server. 
And the most commonly used DNS server on the Internet is BIND. Installing BIND is 
fairly simple, but just in case you need some extra reassurance, here are some handy 


instructions on how to do it. 
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windows installation 


+] Installing BIND on Windows (XP, 2000, Vista) 


ay) Download the installer from 
https://www.isc.org/downloadables/11 


Tre ee 








"vandt 
meste | Urat | 
Unzip the file. 
Tat: 
SE 
Run the BINDInstall. exe program located in the unzip directory. pay 
formed 
Enter a password for your service and hit the Install Button. I | 
Confem Serece Account Parrord 
Create a directory C: \named\zones “eer 
FF Auten Santas 


RF Espn Cong Fisa Aligi Liinat 
Sat BEND Service Aten kerata 
Poogen 

Cursrė Üpsmaomr 


Create the file called named. conf (see an example below). 


Create the file called db. yourdomain.com (see an example below). 


O 
o 
© 
O 
O 
Q 
© 


Start it up! 















options { 
directory “c:\named\zones”; 
allow-transfer { none; }; 
recursion no; 


hy 


zone “yourdomain.com” IN { 
type master; 

file “db.yourdomain.com.txt”; 

allow-transfer { none; }; 





STTL 6h 
@ IN SOA your-nameserver.yourdomain.com. hostmaster.yourdomain.com. ( 
2005022201 
10800 
3600 
604800 
86400 ) 


your-nameserver.yourdomain. 


your-nameserverIN A 192.168.100.2 
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installing bind 


#Z Installing BIND Mac OS X Server 


E) BIND is already installed on Mac OS X Server; just turn it on in Server Manager. 


© Use Server Manager to configure your domain. 


#3 Installing BIND Mac OS X Client & Linux 


T Download the installer from 
https://www.isc.org/downloadables/11 


Unzip the file. 

Open a ‘Terminal window. 

Switch to the directory where the bind file unzipped. 
Type ./configure 

‘Type make 


‘Type sudo make install. 


0900000 0 


Edit the named. conf and create the db. yourdomain.com files. ‘They should be 
located in the /etc directory. 






y With Ubuntu, the steps are much simpler. 


Pelax Type 


apt-get install bind9 dnsutils 





: to install BIND, then follow step 8 above. 
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Numbers 


4B/5B 134 

8B/10B 134 

SP8C connector 18 

10Base-T Ethernet protocol 10, 132 

568A and 568B wiring standards 17 

568A and 568B Wiring Standards Up Close 13 
802.11G 371 


A 


access control lists (ACLs) 417—420 
configuring 419 
access points 366—372 


radio waves 367 
warning 308 


AC & DC voltage 99 

Adaptive Security Appliances (ASAs) 422 
Address Resolution Protocol (ARP) 218-219 
appliances 71 

ARP (Address Resolution Protocol) 218-219 
ARP poisoning attacks 413—414 


ASCII (American Standard Code for Information Inter- 
change) 134, 142 


ASCII tables 481—486 
ASN (Autonomous System Number) 282 


B 


bad connector 107 


bad grounding 107 


sk 


Index x 


bandwidth 10 
CAT-5 cable 8 
‘Test Drive 9 


base 2 136 
Base-T 10 
BGP (Border Gateway Protocol) 277, 479 
Binary Coded Decimal (BCD) 134 
binary format 136, 141 

hexadecimal 141 
BIND 


DNS (Domain Name System) 306-307, 308 
installing 487—490 


blueprints 449—453 
versus floorplans 453 

BNC connectors 23 

bus networks 24 


bus topology 473 


C 


Cablecross 36 
cable improperly wired 90 


cable management hardware 64-71 
cable protectors 67 
cable ties 67 
cable trays 67 
j-hooks 67 
raceway 67 
smurf tubes 67 


Cable Management Hardware Up Close 67 
cables 
CAT-5 6-10 
fixing 11 
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the 


cables (continued) 
CAT-5e and CAT-6 10 
coaxial 20-35 
crossover 18 
crosstalk 107 
labeler 74 
plugged to wrong end 90 
problems 87 
protectors 67 
repairing 5 
ties 67 
too long 90-91, 98 
twisted pair 6 
UTP 6 


cable trays 67 
CAT-5 cables 6-18 


colors 8 

fixing 11, 17 

length 18 

versus coaxial cables 23 
CAT-5e and CAT-6 10 


certifications 480 


Cisco 
Adaptive Security Appliances (ASAs) 422 
certification 480 
Cisco Show Command Exposed 344 
IOS simulators 478 
Pix Security Appliances 422 
routers and ACLs 419 
show ip route command 247 
SNMP (Simple Network Management Protocol) 350 
syslogd daemon 357 


Cisco Show Command Exposed 344 
cmd command 476 

CNAME record 316 

coaxial cables 20-35 


connectors 29 
inside 28 


terminators 29 


490 


toner-tracer set 30-31 
versus Cat-5 cables 23 
Coconut Airways 2—50 
(see also fixing physical networks) 
connecting two networks 211 
network traffic 224—227 
Wireshark (see Wireshark) 
(see also routers) 


connector mis-wired 98 


connectors 107 
8P8C 18 
BNC 23 
coaxial cables 29 
fiber-optic cables 38, 42, 47 
LC 42 
polish & epoxy 47 
pre-built 47 
RJ-45 6, 11-12 
SC 42 
ST 42 
‘T-connectors 23 
convergence 283 
CRC Checksum 180 
crimping tool 17 
crossover cable 18 


current 99 


D 


data encoding 152 
datagrams 164 

decimal format 132-133 
Denial of Service attack 414 


designing networks 437—468 
blueprints 449-453 
equipment list 458—461 
floorplans 446—448 
floorplans versus blueprints 453 
gathering information 443—445 


implementation plan 466—468 
router configuration tables 462-465 
VOIP (voice over IP phones) 453 


Destination MAC Address 180, 181 
device lists 54, 60 


devices and traffic 177—206 
Destination MAC Address 181 
frames 181 
hubs 184—187 
internets 183 
local area network (LAN) 183 
monitoring packets 196-200 
packets 181 
Source MAC Address 181 
switches 188—194 
wide area networks (WANs) 183 


devices, troubleshooting 335 


DHCP (Dynamic Host Configuration Protocol) 376—380 
IP addresses 377, 379 
running out 382 


DHCP Server Exposed 380 
Differential Manchester Encoding (DME) 134 
dig command 322, 323, 328 


DNS (Domain Name System) 293-330 
BIND 306-307, 308 
email, sending 319-330 
Reverse DNS (RDNS) 320-323 
how it works 301 
installing name server 306—307, 308 
mail servers 317 
Nameserver Exposed 315 
name servers 317 
obtaining domain name 295 
pointer records 324 
Reverse DNS (RDNS) 320-323 
dig command 322, 323, 328 
Test Drive 297 
dig command 328 
reverse DNS 323 
zone file 318 


index 


zone file 316-317 
pointer records 324 


Domain Information Groper 322 
DSL router 213 
dynamic routing protocol 266—272 


F 


EIGRP 275-278 
setting up 284 
versus RIP 285 
EIGRP Up Close 282—283 
electrical lines 63 
electrical repeater 186 
electric motor 107 
electrons 30-31 
email, sending 319—330 
Reverse DNS (RDNS) 320-323 
encoding data 134-133 
equipment list 458—461 
Ethernet 
10 Base-T standard 10 
frames 119, 154-155 
MAC addresses 212 


protocols 132-133 
speed 152 


Ether Type 180 


Extended Binary Coded Decimal Interchange Code 
(EBCDIC) 134 


Fast Ethernet 134 
Feedback Shift Register (FSR) 134 
fiber-optic cables 38—47 


connectors 38, 42 
fusion splicer 39—41 
types 45—46 
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the 


Fireside Chats 
Hub vs. Switch 193 
Manchester Phase Encoding vs. Non-Return to Zero 
129 
Multimeter versus Oscilloscope 104 
Oscilloscope versus Logic Analyzer 116 
RIP versus EIGRP 285 
TCP vs. UDP 167 
‘Toner & ‘Tracer versus Multimeter 94 
firewalls 404 
packet filtering 422—428 
rules 423 
stateful packet filters 428 
static packet filter 424 
Five Minute Mystery 
Case of the Meteorologist and the RJ-45 Connector 
15 
Solved 18 
Case of the Stolen Messages 412 
Solved 415 
fixing physical networks 1—50 
8P8C connector 18 
568A or 568B wiring standards 17 
568A wire order 13 
568B wire order 13 
BNC connectors 23 
CAT-5 cables 6-10, 11-12 
colors 8 
length 18 
Cat-5 versus coaxial cables 23 
coaxial cables 20-35 
connectors 29 
inside 28 
terminators 29 
toner-tracer set 30-31 
crimping tool 17 
crossover cable 18 
fiber-optic cable 
types 45-46 
fiber-optic cables 38—47 
connectors 38, 42, 47 
fusion splicer 39-41 
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repairing cables 5 

‘T-connectors 23 

terminators 23 

‘Test Drive 

bandwidth 9 

floorplans 56—63, 446—448 

versus blueprints 453 
fluorescent :lights 71 
FODN (Fully Qualified Domain Name) 295 
frames 119, 154-155, 161, 181, 224 

switches 188 
fusion splicers 39—41 


warning 40 


G 


Geek Bits 
DHCP 380 
MAC addresses 181 
RIP, OSPF, and EIGRP 277 
TCP/IP network 216 
wireless standards 388 


Wireshark 198 
GET command (SNMP) 352 
GET-NEXT command (SNMP) 352 
GET-RESPONSE command (SNMP) 352 
Ghost Watch 52-84 


(see also planning network layouts) 


Gigabit Ethernet 134 
grounding 107 


H 


hackers 404 
Head First Health Club 294—330 
(see also DNS (Domain Name System)) 
heat 59, 71 
hertz 107 
hexadecimal 144—145 


binary 141 
hop-counts 274 
horizontal cable management tray 75 
HP ProCurve Switch 194 
hubs 184-187 


versus switches 193 


Hubs Up Close 184 


I 


ICMP packets 162 
blocking 342 
TCP stack 477 


IDSs (Intrusion Detection Systems) 480 
ifconfig command 216 
IGRP 277 
implementation plan 466—468 
interfaces 256 
internets 183 
Internet versus internet 183 
IOS simulators 478 
IP addresses 216—220, 220 
DHCP. 377, 379 
running out of addesses 382 
number 255 234 
octets 229 
reallocating 382-386 
routers 224 


running out of 234 


versus MAC addresses 216 
ipconfig command 216 


IPv6 234 


J 


j-hooks 67 


index 


L 


labeling cables 74 

LAN analyzer 118-120, 120, 122 
LC connector 42 

lights on switches 212 

Linux 


BIND, installing 489 
Terminal application 476 


local area network (LAN) 183 
logical network 211 
logic analyzer 110-116, 120, 122 


oscilloscope 110 
versus oscilloscope 115, 116 
when useful 115 


M 


MAC addresses 154—158, 181, 220 
ARP (Address Resolution Protocol) 218-219 
Ethernet network 212 
routers 201—202 
switches 190, 215 
versus IP addresses 216 


MAC address spoofing 407—412, 414 
defending against 412 
MAC flooding attack 414 
Mac OS X 
‘Terminal application 476 
Mac OS X Client 
BIND, installing 489 
Mac OS X Server 
BIND, installing 489 
mail servers 317 
Manchester encoding 135 
Manchester Phase Encoding (MPE) 134, 129 
Man in the Middle attacks 414 
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the 


megabits per second (Mbps) and megabytes per second 
(MBps) 10 


MIB (Management Information Base) 348-349 
Microsoft Visio 453 
Mighty Gumball 86-124 

(see also troubleshooting) 
misfiring network 333—335 
monitoring packets 196—200 
monitoring (see troubleshooting) 
Moonbase 206—242, 246—292 

(see also routers; routing protocols) 
motors 59 
MRTG 352 
multimeter 92, 98, 99, 122 


versus oscilloscope 104 


versus toner and tracer 94 
multimode fiber 45—46 


mutimeter 107 


N 


Nagios 352 

Nameserver Exposed 315 

name servers 317 

NAT (Network Address 'Iranslation) 382-386 
configuring 384 

NAT tables 385-386 

network cable problems 87 

network cards 134 

network certifications 480 

Networkcross 173-174 

Network Interface Card (NIC) 134 

network speed 9 


new buildings 63 
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No Dumb Questions 


SP8C connector 18 
802.11G 371 
access points 371 
AC & DC voltage 99 
ARP poisoning attacks 414 
bandwidth versus speed 10 
Base-T 10 
binary format 141 
cable too long 91 
CAT-5 cable 18 
CAT-5e and CAT-6 10 
coaxial networks 27 
crossover cable 18 
current 99 
data encoding 152 
datagrams 164 
Denial of Service attack 414 
device lists 60 
DHCP 379 
dig command 323 
domain name 296 
DSL router 213 
EIGRP 284 
electrical lines 63 
encoding data 134 
Ethernet speeds 152 
floorplans versus blueprints 453 
hackers 404 
hertz 107 
IGMP packets 342 
interfaces 256 
IP addresses 220 

number 255 234 

running out of 234 
LAN analyzer 120 
logic analyzer 120 
MAC addresses 158, 220 
MAC address spoofing 414 
MAC flooding attack 414 
Man in the Middle attacks 414 


megabits per second (Mbps) and megabytes per sec- 
ond (MBps) 10 
multimeter 99, 107 
NAT 386 
new buildings 63 
noise 107 
obstacles 60 
OID 352 
oscilloscope 107, 120 
OSPF 284 
packet types 164 
ping command 260, 342 
port mapping 399 
RIP 272 
routers 213 
common problems 243 
interface types 243 
new 243 
routing tables 256 
running network cables on the floor 63 
SNMP 352 
subnet mask 234 
toner and tracer 120 
traceroute command 260 
Trap 352 
troubleshooting 342 
VOIP (voice over IP phones) 453 
walls 60, 63 


wireless networking 371 
noise 69, 98, 102-103, 107 
Non Return to Zero Invertive (NRZ-I) 134 
Non Return to Zero (NRZ) 134 
NRZ encoding 132-134 


O 


obstacles 56-63 

Obstacles Up Close 59 

OID 348, 352 

OmniGroup OmniGraffle 453 


index 


oscilloscope 101-108, 120, 122 
logic analyzer 110 
versus logic analyzer 115, 116 


versus multimeter 104 


OSPF (Open Shortest Path First) 275-278, 284 


P 


packaging network data 125—174 
ASCII 142 
binary format 136, 141 
data encoding 152 
datagrams 164 
decimal format 132-133 
encoding data 130-133 
Ethernet speeds 152 
frames (Ethernet message) 154-155 
hexadecimal 144-145 
ICMP packet 162 
MAC addresses 154-158 
network cards 130-133 
network frames 161 
packets 162-164 

breaking up 170 
putting in order 169 

packet types 164 
procotols 153-155 
TCP packet 163 
UDP packet 162 
Unicode 142 

packet filtering 422—428 
rules 423 
stateful packet filters 428 
static packet filter 424 

packets 162-164, 181 
breaking up 170 
monitoring 196—200 
putting in order 169 


packet sniffer programs 214 
packet types 164 
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the 


Pajama Death 332-364 

(see also troubleshooting) 
patch panels 75-77 
Payload 180 


physical networks 211 
fixing (see fixing physical networks) 
ping command 258, 260, 335-342 
blocking 342 
Pix Security Apphances 422 


planning network layouts 51—84 
appliances 71 
cable labeler 74 
cable management hardware 64-71 
cable protectors 67 
cable ties 67 
cable trays 67 
j-hooks 67 
raceway 67 
smurf tubes 67 
device lists 54, 60 
electrical lines 63 
floorplans 56-63 
fluorescent ‘lights 71 
heat 59,71 
horizontal cable management tray 75 
labeling cables 74 
motors 59 
new buildings 63 
noise 69 
obstacles 56-63 
patch panels 75-77 
punch down block 78 
rodents 71 
running network cables on the floor 63 
showers 59 
sinks 59 
stairs 59 
steps 99 
stoves 59 
toner 74 
tracer 74 
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vibrations 59, 71 
walls 59, 60, 63 
water 59, 71 


windows 59 
pointer records 324 
polish & epoxy connector 47 


Pool Puzzle 313 
Solution 314 


port mapping 394—396 
Preamble 180 
pre-built connector 47 
procotols 153-155 
Protocol Analyzer. 198 
punch down block 78 


R 


raceway 67 

radio frequency interference 107 
RADIUS 399 

reallocating IP addresses 382-386 


resistance 92—99, 102 
defined 93 
Return to Zero (RZ) 134 


Reverse DNS (RDNS) 320-323 
dig command 322, 328 
RFC 1122 477 
RG-62 networks 24 
RIP (Routing Information Protocol) 266—272, 278—280 
setting up 272 
versus EIGRP 285 
RJ-45 connectors 6, 11—12, 12 
rodents 71 
router configuration tables 462-465 
Router Exposed 233 
router loop 283 
routers 205—242 


access control lists (ACLs) 417—420 
configuring 419 
Cisco 239 
common problems 243 
configuration files 240 
connecting networks with math 230 
DSL router 213 
finding useful information 242 
interface types 243 
IP addresses 216—220, 224 
MAC addresses 201—202 
moving data across networks 226-227 
new 243 
programming 238-239 
security 404, 416—421 
access control lists (ACLs) 417—420 
troubleshooting 342 
warning 252 


Routers Up Close 202 
routing protocols 245—292 


BGP (Border Gateway Protocol) 277 
dynamic routing protocol 266—272 
EIGRP 277, 278—280 
setting up 284 
EIGRP Up Close 282—283 
entering routes 250 
hop-counts 274 
IGRP 277 
interfaces 256 
OSPF (Open Shortest Path First) 277, 278-280, 284 
ping command 258, 260 
RIP (Routing Information Protocol) 266—272, 
278-280 
setting up 
RIP versus EIGRP 285 
show ip route command 247 
static routes 263-264 
traceroute command 259, 260 
troubleshooting bad routes 258—262 


routing tables 247—249, 251—254 


running network cables on the floor 63 


index 


5 


SC connector 42 


Scholar’s Corner 
bandwidth 10 
Manchester encoding 135 
speed 10 
security 401—438 
ARP poisoning attacks 413—414 
big 4 404 
Denial of Service attack 414 
firewalls 404 
packet filtering 422—428 
hackers 404 
MAC address spoofing 407—412, 414 
defending against 412 
MAC flooding attack 414 
Man in the Middle attacks 414 
packet filtering 422—428 
rules 423 
stateful packet filters 428 
static packet filter 424 
routers 404, 416—421 
access control lists (ACLs) 417—420 
social engineering 431—434 
switches 404 
wireless 399 


SET command (SNMP) 352 


show command 335, 343-346 
Cisco Show Command Exposed 344 


showers 59 

show interface command 343 
show ip route command 247 
signal quality 88 

single mode fiber 45—46 

sinks 59 

smurf tubes 67 


SNMP (Simple Network Management Protocol) 348—352 
configuring on Cisco device 350 
GET command 352 
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SNMP (continued) 
GEIT-NEXT command 352 
GET-RESPONSE command 352 
SET command 352 
software 352 
Trap 352 
‘TRAP command 352 


social engineering 431—434 
Source MAC Address 180, 181 
speed 9, 10 
spoofing 407—412, 414 
defending against 412 
Spy Agency 126-174, 178—206 
(see also devices and traffic; packaging network data) 
SSH 335 
Starbuzz Coffee 364—398 
(see also wireless networking) 
star topology 472 
stateful packet filters 428 
static packet filter 424 
static routes 263—264 
statistics, interpreting 335 
ST connector 42 
stoves 59 
subnet mask 234 
switches 188—194 
frames 188 
HP ProCurve Switch 194 
lights 212 


MAC addresses 190, 215 
security 404 


troubleshooting 342 
versus hubs 193 


Switches Up Close 189 
syslogd daemon 356-358 


Cisco 357 
log files 358 
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I 


T-connectors 23, 24 
TCP/IP network 216 
ARP 218—219 
TCP/IP packets 477 
TCP packets 163 
versus UDP packets 167 
TCP stack 477 
telnet 335 
‘Terminal application 476 
terminators 23, 29 
token ring topology 473 
toner and tracer 74, 87—91, 120, 122 
versus multimeter 94 
toner-tracer set 
coaxial cables 30-31 
topologies 472—473 
traceroute command 259, 260 


traffic 
moving between networks 224—227 
routes 251 
(see also devices and traffic) 


Trap 352 
TRAP command (SNMP) 352 


troubleshooting 85-124, 331—364 
bad routes 258-262 
cable improperly wired 90 
cable plugged to wrong end 90 
cable too long 90-91, 98 
Cisco Show Command Exposed 344 
connector mis-wired 98 
LAN analyzer 118-120, 120, 122 
logic analyzer 110-116, 120, 122 
MIB (Management Information Base) 348—349 
misfiring network 333—335 
multimeter 92, 98, 99, 107, 122 


network devices 335 


noise 98 

oscilloscope 101-108, 120, 122 

ping command 335-342 
blocking 342 

relevant information 361—362 

resistance 92—99 

routers 342 

show command 335, 343-346 

show interface command 343 

SNMP (Simple Network Management Protocol) 

348—352 

SSH 335 

statistics, interpreting 335 

summary 120 

switches 342 

syslogd daemon 3560-358 

telnet 335 

toner and tracer 120, 122 


twisted pair cable 6, 7 


U 


Ubuntu 
BIND, installing 489 
‘Terminal application 476 


UDP packets 162 
versus TCP packets 167 
Unicode 134, 142 


UTP cable 6 


y 


vibrations 59, 71, 107 

VLANS (Virtual Local Area Networks) 478 
VOIP (voice over IP phones) 453 

voltage 102 


changes in signal 110 


VPN (Virtual Private Network) 479 


index 


W 


walls 59, 60, 63 


Watch it! 
10.0.1.7 323 
access points 368 
blueprints 451 
Cisco routers 239 
configuring NAT 384 
debugging 357 
designing networks 449 
DNS zone file 316 
fusion splicers 40 
hexadecimal conversion 145 
HP ProCurve Switch 194 
hubs 185 
Internet versus internet 183 
logic analyzer 110 
noise 69 
oscilloscope 101 
routers 215, 226, 252 
routing tables 251 
Unicode 142 


wireless protocols 388 
water 59, 71 
WEP 399 
wide area networks (WANs) 183 
windows 59 


Windows 
BIND, installing 488 


command line 476 


wireless networking 363-398 
802.11G 371 
access points 366-372 
radio waves 367 
warning 368 
cash register 392—396 
DHCP (Dynamic Host Configuration Protocol) 
376—380 
IP addresses 377 
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DHCP (continued) 
DHCP Server Exposed 380 
NAT (Network Address Translation) 382-386 
port mapping 394—396 
protocols 388 
RADIUS 399 
reallocating IP addresses 382-386 
‘Test Drive 391 
access points 372 
WEP 399 
WPA 399 


Wireless Security Up Close 399 

Wireshark 196—200, 214 
installing 474—475 

WPA 399 
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